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Introduction

At the last RAN2 meeting a CR on the activation of compressed mode patterns was agreed (CR 2100) [1].  It has been later pointed out offline that, while the agreed changes are still valid, there may be a need to further clarify the procedure in case of hard handover, at least for the timing maintained case.  If the additional changes here proposed are deemed acceptable, they can be merged into the original agreed CR.
Discussion

The changes agreed at last meeting are reported below.
[…]

8.6.6.15
DPCH Compressed mode info

If the IE "DPCH compressed mode info" is included, and if the IE group "transmission gap pattern sequence configuration parameters" is included, the UE shall for each transmission gap pattern sequence perform the following consistency checks:

1>
if the UE, according to its measurement capabilities, and for all supported bands of the UTRA mode or RAT associated with the measurement purpose indicated by IE "TGMP", requires UL compressed mode, and CHOICE 'UL/DL mode' indicates 'DL only':

2>
set the variable INVALID_CONFIGURATION to TRUE.

1>
if the UE, according to its measurement capabilities, and for all supported bands of the UTRA mode or RAT associated with the measurement purpose indicated by IE "TGMP", requires DL compressed mode, and CHOICE 'UL/DL mode' indicates 'UL only':

2>
set the variable INVALID_CONFIGURATION to TRUE.

1>
if the UE, according to its measurement capabilities, does not require UL compressed mode for any of supported band of the UTRA mode or RAT associated with the measurement purpose indicated by the IE "TGMP", and CHOICE 'UL/DL mode' indicates 'UL only' or 'UL and DL':

2>
set the variable INVALID_CONFIGURATION to TRUE.

1>
if the UE, according to its measurement capabilities, does not require DL compressed mode for any supported band of the UTRA mode or RAT associated with the measurement purpose indicated by the IE "TGMP", and CHOICE 'UL/DL mode' indicates 'DL only' or 'UL and DL':

2>
set the variable INVALID_CONFIGURATION to TRUE.

1>
if UE already has an active transmission gap pattern sequence that, according to IE "TGMP", has the same measurement purpose, and both patterns will be active after the new configuration has been taken into use:

2>
set the variable INVALID_CONFIGURATION to TRUE.

1>
if there is any pending "TGPS reconfiguration CFN" or any pending "TGCFN":
2>
the UE behaviour is unspecified.

If variable INVALID_CONFIGURATION has value FALSE after UE has performed the checks above, the UE shall:
1>
if pattern sequence corresponding to IE "TGPSI" is already active (according to "Current TGPS Status Flag") in the variable TGPS_IDENTITY):

2>
if the "TGPS Status Flag" in this message is set to "deactivate" for the corresponding pattern sequence:

3>
deactivate this pattern sequence at the beginning of the frame, indicated by IE "Activation time"(see subclause 8.6.3.1) received in this message, when the new configuration received in this message is taken into use.

3>
set the "Current TGPS Status Flag" for this pattern sequence in the variable TGPS_IDENTITY to "inactive".

2>
if the "TGPS Status Flag" in this message is set to "activate" for the corresponding pattern sequence:

3>
deactivate this pattern sequence at the beginning of the frame, indicated by IE "Activation time"(see subclause 8.6.3.1) received in this message, when the new configuration received in this message is taken into use.

NOTE:
The temporary deactivation of pattern sequences for which the status flag is set to "activate" can be used by the network to align the timing of already active patterns with newly activated patterns.

1>
update each pattern sequence to the variable TGPS_IDENTITY according to the IE "TGPSI";

1>
update into the variable TGPS_IDENTITY the configuration information defined by IE group" transmission gap pattern sequence configuration parameters ";

1>
after the new configuration has been taken into use:

2>
activate the stored pattern sequence corresponding to each IE "TGPSI" for which the "TGPS status flag" in the variable TGPS_IDENTITY is set to "activate" at the time indicated by IE "TGCFN";

NOTE:
If the pattern is activated with a message that includes the IE "Activation time", and if the CFN value indicated by the IE "Activation Time" and the CFN value indicated by the TGCFN are included in the same TTI (but not at the TTI boundary) common to all the transport channels that are multiplexed onto the reference CCTrCh (as defined in clause 8.6.3.1), and if the CFN value indicated by the TGCFN is equal or higher than the CFN value indicated by the IE "Activation Time" (as defined in clause 8.6.3.1) value, the UE behaviour is not specified. 

2>
if the IE "DPCH compressed mode info" is included in a message used to perform a Hard Handover with change of frequency (see subclause 8.3.5); or

2>
if the IE "DPCH compressed mode info" is included in a message used to transfer the UE from Cell_FACH to Cell_DCH, and the cell in which the UE transited from CELL_FACH state is not included in the active set for the CELL_DCH state (see subclause 8.4.1.7.2):

3>
not begin the inter-frequency measurement reporting corresponding to the pattern sequence measurement purpose of each activated pattern sequence. 

2>
else:

3>
begin the inter-frequency measurement reporting corresponding to the pattern sequence measurement purpose of each activated pattern sequence. 
2>
begin the inter-RAT measurement reporting corresponding to the pattern sequence measurement purpose of each activated pattern sequence;

2>
if the new configuration is taken into use at the same CFN as indicated by IE "TGCFN":

3>
start the concerned pattern sequence immediately at that CFN.

1>
monitor if the parallel transmission gap pattern sequences create an illegal overlap, and in case of overlap, take actions as specified in subclause 8.2.11.2.

If the IE "DPCH compressed mode info" is included, and if the IE group "transmission gap pattern sequence configuration parameters" is not included, the UE shall:

1>
if pattern sequence corresponding to IE "TGPSI" is already active (according to "Current TGPS Status Flag" in the variable TGPS_IDENTITY):

2>
if the "TGPS Status Flag" in this message is set to "deactivate" for the corresponding pattern sequence:

3>
deactivate this pattern sequence at the beginning of the frame, indicated by IE "Activation time"(see subclause 8.6.3.1) received in this message, when the new configuration received in this message is taken into use;

3>
set the "Current TGPS Status Flag" for this pattern sequence in the variable TGPS_IDENTITY to "inactive".

2>
if the "TGPS Status Flag" in this message is set to "activate" for the corresponding pattern sequence:

3>
deactivate this pattern sequence at the beginning of the frame, indicated by IE "Activation time"(see subclause 8.6.3.1) received in this message, when the new configuration received in this message is taken into use.

NOTE:
The temporary deactivation of pattern sequences for which the status flag is set to "activate" can be used by the network to align the timing of already active patterns with newly activated patterns.

1>
after the new configuration has been taken into use:

2>
at the time indicated by IE "TGCFN":

3>
activate the stored pattern sequence corresponding to each IE "TGPSI" for which the "TGPS status flag" is set to "activate"; and

NOTE:
If the pattern is activated with a message that includes the IE "Activation time", and if the CFN value indicated by the IE "Activation Time" and the CFN value indicated by the TGCFN are included in the same TTI (but not at the TTI boundary) common to all the transport channels that are multiplexed onto the reference CCTrCh (as defined in clause 8.6.3.1), and if the CFN value indicated by the TGCFN is equal or higher than the CFN value indicated by the IE "Activation Time" (as defined in clause 8.6.3.1) value, the UE behaviour is not specified. 

3>
set the "Current TGPS Status Flag" for this pattern sequence in the variable TGPS_IDENTITY to "active".

2>
if the IE "DPCH compressed mode info" is included in a message used to perform a Hard Handover with change of frequency (see subclause 8.3.5); or

2>
if the IE "DPCH compressed mode info" is included in a message used to transfer the UE from Cell_FACH to Cell_DCH, and the cell in which the UE transited from CELL_FACH state is not included in the active set for the CELL_DCH state (see subclause  8.4.1.7.2):

3>
not begin the inter-frequency measurement reporting corresponding to the pattern sequence measurement purpose of each activated pattern sequence. 

2>
else:

3>
begin the inter-frequency measurement reporting corresponding to the pattern sequence measurement purpose of each activated pattern sequence. 

2>
begin the inter-RAT measurement reporting corresponding to the pattern sequence measurement purpose of each activated pattern sequence;

2>
if the new configuration is taken into use at the same CFN as indicated by IE "TGCFN":

3>
start the concerned pattern sequence immediately at that CFN.

For transmission gap pattern sequences stored in variable TGPS_IDENTITY, but not identified in IE "TGPSI" (either due to the absence of the IE "DPCH compressed mode info" in the received message or due to not receiving the corresponding TGPSI value in the IE "DPCH compressed mode info"), the UE shall:

1>
if the received message implies a timing re-initialised hard handover (see subclause 8.3.5.1):

2>
deactivate such transmission gap pattern sequences at the beginning of the frame, indicated by IE "Activation time" (see subclause 8.6.3.1) received in this message; and

2>
set IE "Current TGPS Status Flag" in corresponding UE variable TGPS_IDENTITY to 'inactive'.

1>
if the received message not implies a timing re-initialised hard handover (see subclause 8.3.5.1):

2>
continue such transmission gap pattern sequence according to IE "Current TGPS Status Flag" in the corresponding UE variable TGPS_IDENTITY.

Uplink and downlink compressed mode methods are described in [27]. For UL "higher layer scheduling" compressed mode method and transport format combination selection, see [15].

[…]
The sentence in blue [after the new configuration has been taken into use] is clear enough for the physical channel reconfigurations that do not require synchronization procedure A, since these procedures can be assumed to be instantaneous.  However, in case the reconfiguration procedure is performing a hard handover, it may be less obvious to determine the instant in which the new configuration has been taken into use.

We can see two different options:

A. The new configuration is considered into use when the message is executed, i.e. at the message activation time, which is calculated on the CFN of the old configuration, taking into account the possibility that the message is executed at the next TTI boundary (see section 8.6.3.1).
B. The new configuration is considered into use as soon as the physical layer synchronization is achieved on the new configuration

Unfortunately, option B results in different time instants depending on the radio conditions experienced during the reconfiguration.  Moreover, it is very difficult, if not impossible, for UTRAN to determine when the synchronization is successful from the UE point of view.  These problems make option B the worst of the two choices.

Option A is equally applicable to timing maintained and to timing re-initialized hard handover, however, in the timing reinitialized HHO the CFN is reinitialized based on the SFN of the target cell.  The new CFN may not be known to the UE at the time in which the message is executed.  We do not see an easy solution for the timing reinitialized HHO, and for this reason we would propose to add a note stating that CM patterns should not be activated with the message used to perform a timing reinitialized HHO.
Conclusion

The attached draft CR highlights the additional changes that are proposed for CR 2100.
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8.6.6.15
DPCH Compressed mode info

If the IE "DPCH compressed mode info" is included, and if the IE group "transmission gap pattern sequence configuration parameters" is included, the UE shall for each transmission gap pattern sequence perform the following consistency checks:

1>
if the UE, according to its measurement capabilities, and for all supported bands of the UTRA mode or RAT associated with the measurement purpose indicated by IE "TGMP", requires UL compressed mode, and CHOICE 'UL/DL mode' indicates 'DL only':

2>
set the variable INVALID_CONFIGURATION to TRUE.

1>
if the UE, according to its measurement capabilities, and for all supported bands of the UTRA mode or RAT associated with the measurement purpose indicated by IE "TGMP", requires DL compressed mode, and CHOICE 'UL/DL mode' indicates 'UL only':

2>
set the variable INVALID_CONFIGURATION to TRUE.

1>
if the UE, according to its measurement capabilities, does not require UL compressed mode for any of supported band of the UTRA mode or RAT associated with the measurement purpose indicated by the IE "TGMP", and CHOICE 'UL/DL mode' indicates 'UL only' or 'UL and DL':

2>
set the variable INVALID_CONFIGURATION to TRUE.

1>
if the UE, according to its measurement capabilities, does not require DL compressed mode for any supported band of the UTRA mode or RAT associated with the measurement purpose indicated by the IE "TGMP", and CHOICE 'UL/DL mode' indicates 'DL only' or 'UL and DL':

2>
set the variable INVALID_CONFIGURATION to TRUE.

1>
if UE already has an active transmission gap pattern sequence that, according to IE "TGMP", has the same measurement purpose, and both patterns will be active after the new configuration has been taken into use:

2>
set the variable INVALID_CONFIGURATION to TRUE.

1>
if there is any pending "TGPS reconfiguration CFN" or any pending "TGCFN":
2>
the UE behaviour is unspecified.

If variable INVALID_CONFIGURATION has value FALSE after UE has performed the checks above, the UE shall:
1>
if pattern sequence corresponding to IE "TGPSI" is already active (according to "Current TGPS Status Flag") in the variable TGPS_IDENTITY):

2>
if the "TGPS Status Flag" in this message is set to "deactivate" for the corresponding pattern sequence:

3>
deactivate this pattern sequence at the beginning of the frame, indicated by IE "Activation time"(see subclause 8.6.3.1) received in this message, when the new configuration received in this message is taken into use.

3>
set the "Current TGPS Status Flag" for this pattern sequence in the variable TGPS_IDENTITY to "inactive".

2>
if the "TGPS Status Flag" in this message is set to "activate" for the corresponding pattern sequence:

3>
deactivate this pattern sequence at the beginning of the frame, indicated by IE "Activation time"(see subclause 8.6.3.1) received in this message, when the new configuration received in this message is taken into use.

NOTE:
The temporary deactivation of pattern sequences for which the status flag is set to "activate" can be used by the network to align the timing of already active patterns with newly activated patterns.

1>
update each pattern sequence to the variable TGPS_IDENTITY according to the IE "TGPSI";

1>
update into the variable TGPS_IDENTITY the configuration information defined by IE group" transmission gap pattern sequence configuration parameters ";

1>
after the instant in which the message is to be executed, as specified in section 8.6.3.1:

2>
activate the stored pattern sequence corresponding to each IE "TGPSI" for which the "TGPS status flag" in the variable TGPS_IDENTITY is set to "activate" at the time indicated by IE "TGCFN";

NOTE1:
If the pattern is activated with a message that includes the IE "Activation time", and if the CFN value indicated by the IE "Activation Time" and the CFN value indicated by the TGCFN are included in the same TTI (but not at the TTI boundary) common to all the transport channels that are multiplexed onto the reference CCTrCh (as defined in clause 8.6.3.1), and if the CFN value indicated by the TGCFN is equal or higher than the CFN value indicated by the IE "Activation Time" (as defined in clause 8.6.3.1) value, the UE behaviour is not specified. 

NOTE2:
If the pattern is activated with a message used to perform timing re-initialised hard handover, the UE behaviour is not specified. 

2>
if the IE "DPCH compressed mode info" is included in a message used to perform a Hard Handover with change of frequency (see subclause 8.3.5); or

2>
if the IE "DPCH compressed mode info" is included in a message used to transfer the UE from Cell_FACH to Cell_DCH, and the cell in which the UE transited from CELL_FACH state is not included in the active set for the CELL_DCH state (see subclause 8.4.1.7.2):

3>
not begin the inter-frequency measurement reporting corresponding to the pattern sequence measurement purpose of each activated pattern sequence. 


NOTE:
UE compliance is not required in this version of the specification. 

2>
else:

3>
begin the inter-frequency measurement reporting corresponding to the pattern sequence measurement purpose of each activated pattern sequence. 
2>
begin the inter-RAT measurement reporting corresponding to the pattern sequence measurement purpose of each activated pattern sequence;

2>
if the new configuration is taken into use at the same CFN as indicated by IE "TGCFN":

3>
start the concerned pattern sequence immediately at that CFN.

1>
monitor if the parallel transmission gap pattern sequences create an illegal overlap, and in case of overlap, take actions as specified in subclause 8.2.11.2.

If the IE "DPCH compressed mode info" is included, and if the IE group "transmission gap pattern sequence configuration parameters" is not included, the UE shall:

1>
if pattern sequence corresponding to IE "TGPSI" is already active (according to "Current TGPS Status Flag" in the variable TGPS_IDENTITY):

2>
if the "TGPS Status Flag" in this message is set to "deactivate" for the corresponding pattern sequence:

3>
deactivate this pattern sequence at the beginning of the frame, indicated by IE "Activation time"(see subclause 8.6.3.1) received in this message, when the new configuration received in this message is taken into use;

3>
set the "Current TGPS Status Flag" for this pattern sequence in the variable TGPS_IDENTITY to "inactive".

2>
if the "TGPS Status Flag" in this message is set to "activate" for the corresponding pattern sequence:

3>
deactivate this pattern sequence at the beginning of the frame, indicated by IE "Activation time"(see subclause 8.6.3.1) received in this message, when the new configuration received in this message is taken into use.

NOTE:
The temporary deactivation of pattern sequences for which the status flag is set to "activate" can be used by the network to align the timing of already active patterns with newly activated patterns.

1>
after the instant in which the message is to be executed, as specified in section 8.6.3.1:

2>
at the time indicated by IE "TGCFN":

3>
activate the stored pattern sequence corresponding to each IE "TGPSI" for which the "TGPS status flag" is set to "activate"; and

NOTE1:
If the pattern is activated with a message that includes the IE "Activation time", and if the CFN value indicated by the IE "Activation Time" and the CFN value indicated by the TGCFN are included in the same TTI (but not at the TTI boundary) common to all the transport channels that are multiplexed onto the reference CCTrCh (as defined in clause 8.6.3.1), and if the CFN value indicated by the TGCFN is equal or higher than the CFN value indicated by the IE "Activation Time" (as defined in clause 8.6.3.1) value, the UE behaviour is not specified. 

NOTE2:
If the pattern is activated with a message used to perform timing re-initialised hard handover, the UE behaviour is not specified. 

3>
set the "Current TGPS Status Flag" for this pattern sequence in the variable TGPS_IDENTITY to "active".

2>
if the IE "DPCH compressed mode info" is included in a message used to perform a Hard Handover with change of frequency (see subclause 8.3.5); or

2>
if the IE "DPCH compressed mode info" is included in a message used to transfer the UE from Cell_FACH to Cell_DCH, and the cell in which the UE transited from CELL_FACH state is not included in the active set for the CELL_DCH state (see subclause  8.4.1.7.2):

3>
not begin the inter-frequency measurement reporting corresponding to the pattern sequence measurement purpose of each activated pattern sequence. 


NOTE:
UE compliance is not required in this version of the specification. 

2>
else:

3>
begin the inter-frequency measurement reporting corresponding to the pattern sequence measurement purpose of each activated pattern sequence. 

2>
begin the inter-RAT measurement reporting corresponding to the pattern sequence measurement purpose of each activated pattern sequence;

2>
if the new configuration is taken into use at the same CFN as indicated by IE "TGCFN":

3>
start the concerned pattern sequence immediately at that CFN.

For transmission gap pattern sequences stored in variable TGPS_IDENTITY, but not identified in IE "TGPSI" (either due to the absence of the IE "DPCH compressed mode info" in the received message or due to not receiving the corresponding TGPSI value in the IE "DPCH compressed mode info"), the UE shall:

1>
if the received message implies a timing re-initialised hard handover (see subclause 8.3.5.1):

2>
deactivate such transmission gap pattern sequences at the beginning of the frame, indicated by IE "Activation time" (see subclause 8.6.3.1) received in this message; and

2>
set IE "Current TGPS Status Flag" in corresponding UE variable TGPS_IDENTITY to 'inactive'.

1>
if the received message not implies a timing re-initialised hard handover (see subclause 8.3.5.1):

2>
continue such transmission gap pattern sequence according to IE "Current TGPS Status Flag" in the corresponding UE variable TGPS_IDENTITY.

Uplink and downlink compressed mode methods are described in [27]. For UL "higher layer scheduling" compressed mode method and transport format combination selection, see [15].
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