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11.3
Information element definitions


:

-- The maximum allowed size of DL-AddReconfTransChInfoList-r5 sequence is 16

DL-AddReconfTransChInfoList-r5 ::=
SEQUENCE (SIZE (1..maxTrCHpreconf)) OF











DL-AddReconfTransChInformation-r5


:
DL-AddReconfTransChInformation-r5 ::= 
SEQUENCE {


dl-TransportChannelType



DL-TrCH-TypeId1-r5,

tfs-SignallingMode




CHOICE {



explicit-config





TransportFormatSet,



sameAsULTrCH





UL-TransportChannelIdentity,



hsdsch







HSDSCH-Info


},


dch-QualityTarget




QualityTarget





OPTIONAL

}


:
DL-DeletedTransChInfoList-r5 ::=
SEQUENCE (SIZE (1..maxTrCH)) OF











DL-TransportChannelIdentity-r5


:
DL-TransportChannelIdentity-r5 ::= 

SEQUENCE {


dl-TransportChannelType



DL-TrCH-TypeId2-r5

}

:
DL-TrCH-TypeId1-r5 ::=



CHOICE {


dch








TransportChannelIdentity,


dsch







TransportChannelIdentity,


-- The INTEGER associated with the 'hsdsch' choice is not needed and shall be ignored by the UE.


hsdsch







INTEGER (0..7)
}

DL-TrCH-TypeId2-r5 ::=



CHOICE {


dch








TransportChannelIdentity,


dsch







TransportChannelIdentity,


hsdsch







MAC-d-FlowIdentity

}


:

MAC-d-FlowIdentity ::=



INTEGER (0..7)
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