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11.2
PDU definitions

Alternative A: 
Clarifying that the information is unspecified when it is not needed


:

-- ***************************************************

--

-- RRC CONNECTION SETUP COMPLETE

--

-- ***************************************************

RRCConnectionSetupComplete ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



startList





STARTList,



ue-RadioAccessCapability

UE-RadioAccessCapability


OPTIONAL,


--
Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList
OPTIONAL,


-- Non critical extensions



v370NonCriticalExtensions


SEQUENCE {




rrcConnectionSetupComplete-v370ext
RRCConnectionSetupComplete-v370ext,




v380NonCriticalExtensions


SEQUENCE {





rrcConnectionSetupComplete-v380ext
RRCConnectionSetupComplete-v380ext-IEs,





-- Reserved for future non critical extension





v3a0NonCriticalExtensions


SEQUENCE {






rrcConnectionSetupComplete-v3a0ext
RRCConnectionSetupComplete-v3a0ext-IEs,






laterNonCriticalExtensions


SEQUENCE {







-- Container for additional R99 extensions







rrcConnectionSetupComplete-r3-add-ext

BIT STRING

OPTIONAL,







v3g0NonCriticalExtensions


SEQUENCE {








rrcConnectionSetupComplete-v3g0ext
RRCConnectionSetupComplete-v3g0ext-IEs,








v4b0NonCriticalExtensions


SEQUENCE {









rrcConnectionSetupComplete-v4b0ext

















RRCConnectionSetupComplete-v4b0ext-IEs,









v5xyNonCriticalExtensions


SEQUENCE {










rrcConnectionSetupComplete-v5xyext

















RRCConnectionSetupComplete-v5xyext-IEs,










nonCriticalExtensions



SEQUENCE {}

OPTIONAL









}

OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL

}

RRCConnectionSetupComplete-v370ext ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v370ext
UE-RadioAccessCapability-v370ext
OPTIONAL

}

RRCConnectionSetupComplete-v380ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v380ext
UE-RadioAccessCapability-v380ext

OPTIONAL,



dl-PhysChCapabilityFDD-v380ext

DL-PhysChCapabilityFDD-v380ext

}

RRCConnectionSetupComplete-v3a0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v3a0ext
UE-RadioAccessCapability-v3a0ext
OPTIONAL

}
RRCConnectionSetupComplete-v3g0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v3g0ext
UE-RadioAccessCapability-v3g0ext
OPTIONAL

}
RRCConnectionSetupComplete-v4b0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v4b0ext

UE-RadioAccessCapability-v4b0ext

}

RRCConnectionSetupComplete-v5xyext-IEs ::= SEQUENCE {


-- User equipment IEs


-- If the UE capabilities are not required by the UTRAN in the "RRCConnectionSetup" message, 

-- the UE may set the "ue-RadioAccessCapability-v5xyext" to any value.


ue-RadioAccessCapability-v5xyext

UE-RadioAccessCapability-v5xyext,


-- Other IEs



ue-RATSpecificCapability-v5xyext

InterRAT-UE-RadioAccessCapability-v5xyext
OPTIONAL
}

Alternative B: 
Adding a bit making the IE "UE-RadioAccessCapability-v5xyext" optionally present

RRCConnectionSetupComplete-v5xyext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v5xyext

UE-RadioAccessCapability-v5xyext

OPTIONAL,


-- Other IEs



ue-RATSpecificCapability-v5xyext

InterRAT-UE-RadioAccessCapability-v5xyext
OPTIONAL
}

The top levels of the IE "UE-RadioAccessCapability-v5xyext" provided for inforamtion

11.3
Information element definitions

UE-RadioAccessCapability-v5xyext ::=
SEQUENCE {


dl-CapabilityWithSimultaneousHS-DSCHConfig
DL-CapabilityWithSimultaneousHS-DSCHConfig
OPTIONAL,


pdcp-Capability-r5-ext



PDCP-Capability-r5-ext,


rlc-Capability-r5-ext



RLC-Capability-r5-ext,

physicalChannelCapability


PhysicalChannelCapability-hspdsch-r5,


multiModeRAT-Capability-v5xyext

MultiModeRAT-Capability-v5xyext
}


:

DL-CapabilityWithSimultaneousHS-DSCHConfig ::=
ENUMERATED{kbps32, kbps64, kbps128, kbps384}

:

PDCP-Capability-r5-ext ::=


SEQUENCE {


supportForRfc3095ContextRelocation

BOOLEAN,


maxHcContextSpace





MaxHcContextSpace-r5-ext
OPTIONAL
}


:

RLC-Capability-r5-ext ::=




SEQUENCE {


totalRLC-AM-BufferSize



TotalRLC-AM-BufferSize-r5-ext

OPTIONAL

}


:

-- PhysicalChannelCapability-hspdsch-r5 describes the HS-PDSCH physical channel capability

PhysicalChannelCapability-hspdsch-r5 ::=

SEQUENCE {


fdd-hspdsch









CHOICE {



supported









SEQUENCE {




hsdsch-physical-layer-category




HSDSCH-physical-layer-category,




supportOfDedicatedPilotsForChannelEstimationOfHSDSCH
BOOLEAN,




-- simultaneousSCCPCH-DPCH-HSDSCH-Reception shall be true only if the




-- IE SimultaneousSCCPCH-DPCH-Reception indicates support of simultaneous 




-- reception of S-CCPCH and DPCH



simultaneousSCCPCH-DPCH-HSDSCH-Reception

BOOLEAN


},



unsupported









NULL


},


tdd384-hspdsch








CHOICE {



supported









HSDSCH-physical-layer-category,



unsupported









NULL


},


tdd128-hspdsch








CHOICE {



supported









HSDSCH-physical-layer-category,



unsupported









NULL


}

}


:

MultiModeRAT-Capability-v5xyext ::=
SEQUENCE {


supportOfUTRAN-ToGERAN-NACC


BOOLEAN

}




CR page 2

