Page 1



3GPP TSG-RAN WG 2 Meeting #42                       R2-040938
Montreal, Canada, 10 – 14 May 2004
Agenda Item
: 
10.6.1
Source
: 
LG Electronics Inc.
Title
:
UM RLC Enhancement
Document for
:
Discussion and Decision

1.
Introduction

In previous RAN2 MBMS ad-hoc, following basic principle of UM RLC design for MBMS was agreed.
- 
Introduce re-ordering as a configurable feature of RLC-UM, within the RLC specification.

-
Use the same mechanism as what is specified for MAC-hs (single T1 timer). 
And it was noted that this principle is also applicable to non MBMS cases. For example, SRB0 and SRB1 can benefit from quick repeat, if used with UM RLC with above principle. Also we may find application of the UM RLC with above principle to all the other DL UM Radio Bearers in the future.
Considering this point, we think that instead of applying above feature to UM RLC only for MBMS service, introducing enhanced UM RLC for general purpose is more appropriate. 
In this document, we describe enhanced UM RLC operation and propose draft CR.
2.
General Description
Currently, UM RLC entity doesn’t provide re-ordering feature because there is no re-transmission from transmitter side of UM RLC. In other words, if the receiver side of UM RLC misses a PDU, there is no need to wait for the PDU. 
By the way, as of Rel-6, receiver side UM RLC can expect to receive same PDU for several times. This is done either by retransmission by transmitter side of UM RLC or by receiving multiple logical channels for the same data stream. So, UM RLC receiver should not deliver RLC SDUs included in RLC PDUs as soon as it receives the RLC PDUs, because there is possibility that the missing PDUs may arrive late.
Thus, naturally, the main feature of enhanced UM RLC entity is providing re-ordering functionality. So this is the reason why it is agreed to adopt the mechanism used in MAC-hs for enhanced UM RLC.
Following sub-functionality is seen to be needed in enhanced UM RLC:

· Window Functionality:

The fact that memory capacity is limited in receiver and stall situation should be prevented makes window mechanism useful. 
Because of re-transmission within one logical channel, the current mechanism of MAC-hs seems to be enough.
· Timer Functionality:
Receiving entity cannot wait for the missing PDUs endlessly. Timer mechanism limits the maximum wait time for a PDU. The current mechanism used in MAC-hs seems to be appropriate. 

· Disassembly functionality

After performing window or timer functionality, appropriate PDUs should be disassembled into SDUs. And successfully recovered SDUs should be delivered to upper layer. 

· Re-ordering Indication:
Enhanced feature is not needed in every UM RLC operation. Upper layer should configure whether UM RLC entity operates using conventional mechanism or enhanced mechanism. Update of primitive between RLC and RRC is needed.
· Multiplexing configuration:
It should be possible for one RLC UM receiver entity is connected to more than one logical channel.
· Other issues
3.
Detail Operation

3.1 Window Functionality
Following variable is newly defined:

· VR(UH) : The following sequence number of highest received PDU. This is upper edge of reception window.
· VR(UR) : The sequence number of the next in-sequence UMD PDU to be received.
· Configured_Rx_Window_Size : The size of receiving window.

As such, reception windows is defined as sequence number from and including VR(UH) - Configured_Rx_Window_Size to VR(UH).
In fact, VR(UR) and VR(UH) above are similar in characteristic to Next_expected_TSN, RcvWindow_UpperEdge in MAC-hs. 
When a RLC PDU is received from lower layer, the reordering function by window mechanism is as follows:
(1) If the received PDU is within the reception window, and if it is not received before, then place it in the reception buffer. And if the PDU is received before, then discard it.

(2) If the received PDU is outside the reception window, then place the received PDU in the reception buffer and update the reception window. And schedule PDUs outside of updated reception window for disassembly.
(3) If there is PDU with SN equal to VR(UR) in the reception buffer, then schedule consecutive PDUs in the reception buffer from and including the PDU for disassembly.

3.2 Timer Functionality
Following variable is newly defined:

· VR(UT) : The sequence number of PDU for which timer Timer_Reordering is started
· Timer_Reordering : Only one timer is active at a given time. This timer is used to ensure that a PDU is not stored too long in reception buffer.
VR(UT) and Timer_Reordering are the counterparts of T1_TSN and timer T1 in MAC-hs.

Timer functionality works as follows:

(1) When Timer_Reordering is active and PDU with SN equal to VR(UT) is scheduled for disassembly, then the timer Timer_Reordering is stopped.
(2) When Timer_Reordering is not active and there are PDUs in reception buffer which are not scheduled for disassembly, then start Timer_Reordering and set VR(UT) to the highest SN of the PDUs.
(3) When Timer_Reordering expires, stop the timer and schedule PDUs whose sequence number is within from VR(UR) to VR(UT)-1 for disassembly. Additionally, schedule consecutive received PDUs in the reception buffer from and including VR(UT) for disassembly. If there remains still PDUs in reception buffer which are not scheduled for disassembly, then start Timer_Reordering and set VR(UT) to the highest SN of the PDUs. 
3.3 Disassembly Functionality
After performing window functionality and timer functionality, enhanced UM RLC entity will perform disassembly function for the PDUs scheduled for disassembly. And then, UM RLC delivers successfully recovered SDUs to upper layer from the successfully received PDUs. If there are missing PDUs, then SDUs whose length indicator or segment is included in those PDUs are discarded.

4.
Conclusion
It is proposed to approve the draft CR below.
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4.2.1.2.1
Transmitting UM RLC entity

The transmitting UM-RLC entity receives RLC SDUs from upper layers through the UM-SAP.

The transmitting UM RLC entity segments the RLC SDU into UMD PDUs of appropriate size, if the RLC SDU is larger than the length of available space in the UMD PDU. The UMD PDU may contain segmented and/or concatenated RLC SDUs. UMD PDU may also contain padding to ensure that it is of a valid length. Length Indicators are used to define boundaries between RLC SDUs within UMD PDUs. Length Indicators are also used to define whether Padding is included in the UMD PDU.

If ciphering is configured and started, an UMD PDU is ciphered (except for the UMD PDU header) before it is submitted to the lower layer.

The transmitting UM RLC entity submits UMD PDUs to the lower layer through either a CCCH, SHCCH, DCCH, CTCH, or a DTCH logical channel.

4.2.1.2.2
Receiving UM RLC entity

The receiving UM-RLC entity receives UMD PDUs through the configured logical channels from the lower layer. The receiving UM-RLC entity may receive UMD PDUs through more than one logical channel from the lower layer.
The receiving UM RLC entity deciphers (if ciphering is configured and started) the received UMD PDUs (except for the UMD PDU header). It removes RLC headers from received UMD PDUs, and reassembles RLC SDUs (if segmentation and/or concatenation has been performed by the transmitting UM RLC entity).

RLC SDUs are delivered by the receiving UM RLC entity to the upper layers through the UM-SAP.
6
Services provided to upper layers

This clause describes the different services provided by RLC sublayer to upper layers. It also includes the mapping of RLC functions to different RLC services. For a detailed description of the RLC services see [3].

-
Transparent data transfer Service:


The following functions are needed to support transparent data transfer:

-
Segmentation and reassembly.

-
Transfer of user data.

-
SDU discard.

-
Unacknowledged data transfer Service:


The following functions are needed to support unacknowledged data transfer:

-
Segmentation and reassembly.

-
Concatenation.

-
Padding.

-
Transfer of user data.

-
Ciphering.

-
Sequence number check.

-
SDU discard.
-
Reordering
-
Acknowledged data transfer Service:


The following functions are needed to support acknowledged data transfer:

-
Segmentation and reassembly.

-
Concatenation.

-
Padding.

-
Transfer of user data.

-
Error correction.

-
In-sequence delivery of upper layer PDUs.

-
Duplicate detection.

-
Flow Control.

-
Protocol error detection and recovery.

-
Ciphering.

-
SDU discard.

-
Maintenance of QoS as defined by upper layers.

-
Notification of unrecoverable errors.

8
Elements for layer-to-layer communication

The interaction between the RLC sublayer and other layers are described in terms of primitives where the primitives represent the logical exchange of information and control between the RLC sublayer and other layers. The primitives shall not specify or constrain the implementation.

8.1
Primitives between RLC and upper layers

The primitives between RLC and upper layers are shown in table 8.1.

Table 8.1: Primitives between RLC and upper layers

	Generic Name
	Parameters

	
	Req.
	Ind.
	Resp.
	Conf.

	RLC-AM-DATA
	Data, CNF, DiscardReq, MUI, UE-ID type indicator
	Data, DiscardInfo
	Not Defined
	Status, MUI

	RLC-UM-DATA
	Data, UE-ID type indicator, DiscardReq, MUI
	Data
	Not Defined
	MUI 

	RLC-TM-DATA
	Data, UE-ID type indicator, DiscardReq, MUI
	Data, Error_Indicator
	Not Defined
	MUI 

	CRLC-CONFIG
	E/R, Stop (UM/AM only), Continue (UM/AM only), Ciphering Elements (UM/AM only),

TM_parameters (TM only), UM_parameters (UM only), AM_parameters (AM only)
	Not Defined
	Not Defined
	Not Defined

	CRLC-SUSPEND (UM/AM only)
	N
	Not Defined
	Not Defined
	VT(US) (UM only), VT(S) (AM only)

	CRLC-RESUME (UM/AM only)
	No Parameter
	Not Defined
	Not Defined
	Not Defined

	CRLC-STATUS
	Not Defined
	EVC
	Not Defined
	Not Defined


Each Primitive is defined as follows:

RLC-AM-DATA-Req/Ind/Conf

-
RLC-AM-DATA-Req is used by upper layers to request transmission of an RLC SDU in acknowledged mode.

-
RLC-AM-DATA-Ind is used by the AM RLC entity to deliver to upper layers an RLC SDU that has been transmitted in acknowledged mode and to indicate to upper layers of the discarded RLC SDU in the peer RLC AM entity.

-
RLC-AM-DATA-Conf is used by the AM RLC entity to confirm to upper layers the reception of an RLC SDU by the peer-RLC AM entity or to inform the upper layers of a discarded SDU.

RLC-UM-DATA-Req/Ind/Conf

-
RLC-UM-DATA-Req is used by upper layers to request transmission of an RLC SDU in unacknowledged mode.

-
RLC-UM-DATA-Ind is used by the UM RLC entity to deliver to upper layers an RLC SDU that has been transmitted in unacknowledged mode.
-
RLC-UM-DATA-Conf is used by the UM RLC entity to inform the upper layers of a discarded SDU.

RLC-TM-DATA-Req/Ind/Conf

-
RLC-TM-DATA-Req is used by upper layers to request transmission of an RLC SDU in transparent mode.

-
RLC-TM-DATA-Ind is used by the TM RLC entity to deliver to upper layers an RLC SDU that has been transmitted in transparent mode.
-
RLC-TM-DATA-Conf is used by the TM RLC entity to inform the upper layers of a discarded SDU.
CRLC-CONFIG-Req

This primitive is used by upper layers to establish, re-establish, release, stop, continue or modify the RLC. Ciphering elements are included for UM and AM operation.

CRLC-SUSPEND-Req/Conf

-
CRLC-SUSPEND-Req is used by upper layers to suspend the UM or AM RLC entity.

-
CRLC-SUSPEND-Conf is used by the UM or AM RLC entity to confirm that the entity is suspended.

CRLC-RESUME-Req

This primitive is used by upper layers to resume the UM or AM RLC entity after the UM or AM RLC entity has been suspended.

CRLC-STATUS-Ind

It is used by an RLC entity to send status information to upper layers.

8.2
Primitive parameters

Following parameters are used in the primitives:

1)
The parameter Data is the RLC SDU that is mapped onto the Data field in RLC PDUs. When AM or UM RLC entities are used, the length of the Data parameter is a multiple of 8 bits, otherwise (TM RLC entity) the length of Data parameter is a bit-string whose length may not be a multiple of 8 bits.

2)
The parameter Confirmation Request (CNF) indicates whether the transmitting side of the AM RLC entity needs to confirm the reception of the RLC SDU by the peer-RLC AM entity. If required, once all AMD PDUs that make up the RLC SDU are positively acknowledged by the receiving AM RLC entity, the transmitting AM RLC entity notifies upper layers.

3)
The parameter Message Unit Identifier (MUI) is an identity of the RLC SDU, which is used to indicate which RLC SDU that is confirmed with the RLC-AM-DATA-Conf. primitive, or discarded with the RLC-AM/UM/TM-DATA-Conf. Primitive.

4)
The parameter E/R indicates establishment, re-establishment, release or modification of an RLC entity, where re-establishment is applicable to AM and UM RLC entities only. If re-establishment is requested, the state variables and configurable parameters are initialised according to subclause 9.7.7. If release is requested, all protocol parameters, variables and timers are released and the RLC entity enters the NULL state. If modification is requested, the protocol parameters indicated by upper layers (e.g. ciphering parameters) are only modified, while keeping the other protocol parameters, such as the protocol variables, protocol timers and protocol state unchanged. AM RLC entities are always re-established if the AMD PDU size is changed. The modification of other protocol parameters does not require a re-establishment.
5)
The parameter Event Code (EVC) indicates the reason for the CRLC-STATUS-Ind e.g., unrecoverable errors such as data link layer loss or recoverable status events such as reset.

6)
The parameter Ciphering Elements are only applicable for UM and AM operations. These parameters are Ciphering Mode, Ciphering Key, Transmitting Activation Time (Sequence Number to activate a new ciphering configuration at the Sender), Receiving Activation Time (Sequence Number to activate a new ciphering configuration at the Receiver) and HFN (Hyper Frame Number).

7)
The AM_parameters are only applicable for AM operation. These parameters are AMD PDU size, In-sequence Delivery Indication (indicating that RLC SDUs are delivered to upper layers in sequence or that they can be delivered out of sequence), Timer values (see subclause 9.5), Protocol parameter values (see subclause 9.6), Polling triggers (see subclause 9.7.1), Status triggers (see subclause 9.7.2), Periodical Status blocking configuration (see subclause 9.7.2), SDU discard mode (see subclause 9.7.3), Minimum WSN (see subclause 9.2.2.11.3), and Send MRW. The Minimum WSN is always greater than or equal to the number of transport blocks in the smallest transport block set. The Send MRW indicates that the information of each discarded RLC SDU is sent to the Receiver, and the MRW SUFI is sent to the Receiver even if no segments of the RLC SDU to be discarded were submitted to a lower layer.
8)
The parameter DiscardInfo indicates to upper layer the discarded RLC SDU in the peer-RLC AM entity. It is applicable only when in-sequence delivery is configured and it is to be used when upper layers require the reliable data transfer.

9)
The Stop parameter is applicable to AM and UM RLC entities only and indicates to the RLC entity to (see subclause 9.7.6):

-
not transmit nor receive any RLC PDUs.

10)
The Continue parameter is applicable to AM and UM RLC entities only and indicates to the RLC entity to continue transmission and reception of RLC PDUs.
11)
The UM_parameters are only applicable for UM operation. It contains Timer_Discard value (see subclause 9.5), largest UMD PDU size (see subclause 9.2.2.8), Reordering Indication (indicating whether the received UMD PDUs are reordered in the reception buffer or not) (see subcluase 11.2.3.), Timer_Reordering value (see subclause 9.5) and Configured_Rx_Window_Size (indicating the size of reception window).
12)
The TM_parameters are only applicable for TM operation. It contains e.g. segmentation indication (see subclauses 9.2.2.9 and 11.1.2.1), Timer_Discard value (see subclause 9.5) and delivery of erroneous SDU indication (see subclause 11.1.3).

13)
The N parameter indicates that an RLC entity will not send a PDU with "Sequence Number">=VT(S)+N for AM and "Sequence Number">=VT(US)+N for UM, where N is a non-negative integer.

14)
The VT(S) parameter indicates the value of the Send State Variable for the case of the AM.
15)
The VT(US) parameter indicates the value of the UM Data State Variable, for the case of the UM.
16)
The Error_Indicator parameter indicates that the RLC SDU is erroneous (see subclause 11.1.3).
17)
The parameter UE-ID type indicator indicates the RNTI type (U-RNTI or C-RNTI) to be used for the associated RLC SDU. This parameter is not required at the UE.
18)
The parameter DiscardReq indicates whether the transmitting RLC entity needs to inform the upper layers of the discarded RLC SDU. If required, the transmitting RLC entity notifies upper layers when the SDU is discarded.

19)
The parameter Status is only applicable for AM operation. This parameter indicates whether a RLC SDU is successfully transmitted or discarded.
9.4
State variables

The state variables defined in this subclause are normative.

This sub-clause describes the state variables used in AM and UM in order to specify the peer-to-peer protocol. All state variables are non-negative integers. UMD and AMD PDUs are numbered by modulo integer sequence numbers (SN) cycling through the field: 0 to 212 – 1 for AM and 0 to 27 – 1 for UM. All arithmetic operations contained in the present document on VT(S), VT(A), VT(MS), VR(R), VR(H) and VR(MR) are affected by the AM modulus. All arithmetic operations contained in the present document on VT(US) and VR(US) are affected by the UM modulus. When performing arithmetic comparisons of state variables or Sequence number values a modulus base shall be used. This modulus base is subtracted (within the appropriate field) from all the values involved and then an absolute comparison is performed. At the Sender, VT(A) and VT(US) shall be assumed to be the modulus base in AM and UM respectively. At the Receiver, VR(R) and VR(US) shall be assumed to be the modulus base in AM and UM respectively.

The RLC shall maintain the following state variables in the Sender.

a)
VT(S) - Send state variable.


This state variable contains the "Sequence Number" of the next AMD PDU to be transmitted for the first time (i.e. excluding retransmitted PDUs). It shall be updated after the aforementioned AMD PDU is transmitted or after transmission of a MRW SUFI which includes SN_MRWLENGTH >VT(S) (see subclause 11.6). 
The initial value of this variable is 0. 
b)
VT(A) - Acknowledge state variable.


This state variable contains the "Sequence Number" following the "Sequence Number" of the last in-sequence acknowledged AMD PDU. This forms the lower edge of the transmission window of acceptable acknowledgements. VT(A) shall be updated based on the receipt of a STATUS PDU including an ACK (see subclause 9.2.2.11.2) and/or an MRW_ACK SUFI (see subclause 11.6).


The initial value of this variable is 0. For the purpose of initialising the protocol, this value shall be assumed to be the first "Sequence Number" following the last in-sequence acknowledged AMD PDU.

c)
VT(DAT).

This state variable counts the number of times a AMD PDU has been scheduled to be transmitted. There shall be one VT(DAT) for each PDU and each shall be incremented every time the corresponding AMD PDU is scheduled to be transmitted.


The initial value of this variable is 0.

d)
VT(MS) - Maximum Send state variable.


This state variable contains the "Sequence Number" of the first AMD PDU that can be rejected by the peer Receiver, VT(MS) = VT(A) + VT(WS). This value represents the upper edge of the transmission window. The transmitter shall not transmit AMD PDUs with "Sequence Number"
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VT(MS) unless VT(S) ( VT(MS). In that case, the AMD PDU with "Sequence Number" = VT(S) - 1 can also be transmitted. VT(MS) shall be updated when VT(A) or VT(WS) is updated.


The initial value of this variable is Configured_Tx_Window_size.

e)
VT(US) – UM data state variable.


This state variable contains the "Sequence Number" of the next UMD PDU to be transmitted. It shall be incremented by 1 each time a UMD PDU is transmitted.


The initial value of this variable is 0.

NOTE:
For the UTRAN side, the initial value of this variable can be different from 0.

f)
VT(PDU).


This state variable is used when the "poll every Poll_PDU PDU" polling trigger is configured. It shall be incremented by 1 for each AMD PDU that is transmitted including both new and retransmitted AMD PDUs. When it becomes equal to the value Poll_PDU, a new poll shall be transmitted and the state variable shall be set to zero.


The initial value of this variable is 0.

g)
VT(SDU).


This state variable is used when the "poll every Poll_SDU SDU" polling trigger is configured. It shall be incremented by 1 for a given SDU when the AMD PDU carrying the first segment of this SDU is scheduled to be transmitted for the first time. When it becomes equal to the value Poll_SDU a new poll shall be transmitted and the state variable shall be set to zero. The "Polling bit" shall be set to "1" in the first transmission of the AMD PDU that contains the "Length Indicator" indicating the end of the SDU.


The initial value of this variable is 0.

h)
VT(RST) - Reset state variable.


This state variable is used to count the number of times a RESET PDU is scheduled to be transmitted before the reset procedure is completed. VT(RST) shall be incremented by 1 according to subclauses 11.4.2 and 11.4.5.1. VT(RST) shall only be reset upon the reception of a RESET ACK PDU, i.e. VT(RST) shall not be reset when an RLC reset initiated by the peer RLC entity occurs.


The initial value of this variable is 0.

i)
VT(MRW) – MRW command send state variable.


This state variable is used to count the number of times a MRW command is transmitted. VT(MRW) is incremented by 1 each time a timer Timer_MRW expires. VT(MRW) shall be reset when the SDU discard with explicit signalling procedure is terminated. 

The initial value of this variable is 0. 
j) VT(WS) – Transmission window size state variable.


This state variable contains the size that shall be used for the transmission window. VT(WS) shall be set equal to the WSN field when the transmitter receives a STATUS PDU including a WINDOW SUFI.


The initial value of this variable is Configured_Tx_Window_size.
The RLC shall maintain the following state variables in the Receiver:

a)
VR(R) - Receive state variable.


This state variable contains the "Sequence Number" following that of the last in-sequence AMD PDU received. It shall be updated upon the receipt of the AMD PDU with "Sequence Number" equal to VR(R).


The initial value of this variable is 0. For the purpose of initialising the protocol, this value shall be assumed to be the first "Sequence Number" following the last in-sequence received AMD PDU.

b)
VR(H) - Highest expected state variable.


This state variable contains the "Sequence Number" following the highest "Sequence Number" of any received AMD PDU. When a AMD PDU is received with "Sequence Number" x such that VR(H)(x<VR(MR), this state variable shall be set equal to x+1.


The initial value of this variable is 0.

c)
VR(MR) - Maximum acceptable Receive state variable.


This state variable contains the "Sequence Number" of the first AMD PDU that shall be rejected by the Receiver, VR(MR) = VR(R) + Configured_Rx_Window_Size.

d)
VR(US) - Receiver Send Sequence state variable.


This state variable is used when the "Reordering" is not configured in the UM RLC. This state variable contains the "Sequence Number" following that of the last UMD PDU received. When a UMD PDU with "Sequence Number" equal to x is received, the state variable shall set equal to x + 1.

The initial value of this variable is 0.

e)
Void
f)
VR(UR) – Receiver state variable.


This state variable is used when the "Reordering" is configured in the UM RLC. This state variable contains the "Sequence Number" of the next in-sequence UMD PDU to be received. It shall be updated according to subclause 11.2.3.1.

The initial value of this variable is 0.
g)
VR(UH) - Highest received state variable.

This state variable is used when the "Reordering" is configured in the UM RLC. This value represents the upper edge of the reception window, and contains the "Sequence Number" following the highest "Sequence Number" of any received UMD PDU. When a UMD PDU is received with "Sequence Number" x outside the reception window, it shall be set equal to x+1.

The initial value of this variable is 0.
h)
VR(UT) - Timer triggering state variable.

This state variable is used when the "Reordering" is configured in the UM RLC. It shall be set equal to the "Sequence Number" of the UMD PDU for which the timer Timer_Reordering is started.

The initial value of this variable is 0.
9.5
Timers

The timers defined in this subclause are normative. The timers shall be considered active from the time they are started until the time they either expire or are stopped.

a)
Timer_Poll.

This timer shall only be used when so configured by upper layers. The value of the timer is signalled by upper layers. In the UE this timer shall be started (or restarted) when the successful or unsuccessful transmission of an AMD PDU containing a poll is indicated by lower layer. In UTRAN it should be started when an AMD PDU containing a poll is submitted to lower layer. If x is the value of the state variable VT(S) after the poll was submitted to lower layer, the timer shall be stopped upon receiving:

-
positive acknowledgements for all the AMD PDUs with "Sequence Number" up to and including x - 1; or

-
a negative acknowledgement for the AMD PDU with "Sequence Number" = x - 1.


If the timer expires and no STATUS PDU fulfilling the criteria above has been received:

-
the Receiver shall be polled once more;

-
the timer shall be restarted; and

-

the new value of VT(S) shall be saved.


If a new poll is sent when the timer is active, the timer shall be restarted at the time specified above, and the value of VT(S) shall be saved.

b)
Timer_Poll_Prohibit.

This timer shall only be used when so configured by upper layers. It is used to prohibit transmission of polls within a certain period. The value of the timer is signalled by upper layers.


In the UE this timer shall be started (or restarted) when the successful or unsuccessful transmission of an AMD PDU containing a poll is indicated by lower layer. In UTRAN it should be started when an AMD PDU containing a poll is submitted to lower layer.


From the time a poll is triggered until the timer expires, polling is prohibited. If another poll is triggered while polling is prohibited, its transmission shall be delayed until the timer expires (see subclause 9.7.1). Only one poll shall be transmitted when Timer_Poll_Prohibit expires even if several polls were triggered in the meantime. This timer shall not be affected by the reception of STATUS PDUs.


When Timer_Poll_Prohibit is not configured by upper layers, polling is never prohibited.

c)
Void
d)
Timer_Discard.


This timer shall be used when timer-based SDU discard is configured by upper layers. The value of the timer is signalled by upper layers. In the transmitter, a new timer is started upon reception of an SDU from upper layer.


In UM/TM, if a timer expires before the corresponding SDU is submitted to lower layer, "SDU discard without explicit signalling" specified in subclauses 11.2.4.3 and 11.1.4.2 shall be initiated. In AM, if a timer expires before the corresponding SDU is acknowledged, "SDU discard with explicit signalling" specified in subclause 11.6 shall be initiated.

e)
Timer_Poll_Periodic.


This timer shall only be used when "timer based polling" is configured by upper layers. The value of the timer is signalled by upper layers. The timer shall be started when the RLC entity is created. When the timer expires, the RLC entity shall:

-
restart the timer;

-
if AMD PDUs are available for transmission or retransmission (not yet acknowledged):

-
trigger a poll.

f)
Timer_Status_Prohibit.


This timer shall only be used when so configured by upper layers. It is meant to prohibit the Receiver from sending consecutive acknowledgement status reports except for the generation of a status report triggered by MAC-hs reset. A status report is an acknowledgement status report if it contains any of the SUFIs LIST, BITMAP, RLIST or ACK. The value of the timer is signalled by upper layers.


In the UE, this timer shall be started (or restarted) when the successful or unsuccessful transmission of the last STATUS PDU of an acknowledgement status report is indicated by lower layer. In UTRAN it should be started when the last STATUS PDU of an acknowledgement status report is submitted to lower layer.


From the time an acknowledgement status report is triggered until the Timer_Status_Prohibit timer expires, acknowledgement is prohibited. If another such status report is triggered by triggers others than an indication from lower layers following a MAC-hs reset while acknowledgement is prohibited, its transmission shall be delayed until the timer expires (see subclause 9.7.2). The status report may be updated during this time. If a status report is triggered by an indication from lower layers following a MAC-hs reset, a status report shall be transmitted immediately and the timer shall be restarted. The transmission of SUFIs MRW, MRW_ACK, WINDOW or NO_MORE is not restricted.


When Timer_Status_Prohibit is not configured by upper layers, acknowledgment is not prohibited.

g)
Timer_Status_Periodic.


This timer shall only be used when timer based status reporting is configured by upper layers.


This timer shall be started when the RLC entity is created. When the timer expires the transmission of a status report shall be triggered and the timer shall be restarted. This timer can be blocked by upper layers. The timer shall be restarted when upper layers indicate that it is no longer blocked.

h)
Timer_RST.


This timer is meant to handle the loss of a RESET PDU by the peer entity, or the loss of a RESET ACK PDU from the peer entity. The value of the timer is signalled by upper layers.


In the UE this timer shall be started (or restarted) when the successful or unsuccessful transmission of a RESET PDU is indicated by lower layer. In UTRAN it should be started when a RESET PDU is submitted to lower layer.


Timer_RST shall only be stopped upon reception of a RESET ACK PDU (with same RSN as RESET PDU), i.e. this timer shall not be stopped when an RLC reset initiated by the peer RLC entity occurs. If this timer expires, the RESET PDU shall be retransmitted.

i)
Timer_MRW.


This timer is used to trigger the retransmission of a status report containing an MRW SUFI field. The value of the timer is signalled by upper layers.


In the UE this timer shall be started (or restarted) when the successful or unsuccessful transmission of a STATUS PDU containing the MRW SUFI is indicated by lower layer. In UTRAN, it should be started when a STATUS PDU containing the MRW SUFI is submitted to lower layer.


Each time the timer expires the MRW SUFI is retransmitted. It shall be stopped when one of the termination criteria for the SDU discard with explicit signalling procedure is fulfilled (see subclause 11.6.4).
j)
Timer_Reordering.
This timer shall only be used when "Reordering" is configured for UM RLC by upper layers. The value of the timer is signalled by upper layers. Only one timer Timer_Reordering may be active at a given time
This timer shall be started and stopped according to subclauses 11.2.3.1 and 11.2.4.4.
11.2
Unacknowledged mode data transfer procedure

11.2.1
General

The unacknowledged mode data transfer procedure is used for transferring data between two RLC peer entities, which are operating in unacknowledged mode. Data is transferred from Sender to Receiver. This procedure should only apply to RLC entities in DATA_TRANSFER_READY state or LOCAL_SUSPEND state. Figure 11.2 below illustrates the elementary procedure for unacknowledged mode data transfer.

Channels that can be used are DTCH, DCCH, CCCH (downlink only), CTCH, SHCCH (downlink only). The type of logical channel depends on if the RLC entity is located in the user plane (DTCH, CTCH) or in the control plane (DCCH/CCCH(downlink only)/SHCCH(downlink only)). One or several PDUs may be transmitted in each transmission time interval (TTI). For each TTI, MAC decides which PDU size shall be used and how many PDUs shall be transmitted.
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Figure 11.2: Unacknowledged mode data transfer procedure

11.2.2
Transmission of UMD PDU

Upon a request of unacknowledged mode data transfer from upper layer, the Sender shall:

-
if no SDU discard configuration has been made by upper layers:

-
only discard SDUs when the Transmission buffer is full (see subclause 9.7.3);

-
if "Timer based SDU Discard without explicit signalling" is configured:

-
start a timer Timer_Discard for each SDU received from upper layer (see subclause 9.7.3);

-
schedule the RLC SDUs received from upper layer for transmission;

-
if one or more RLC SDUs have been scheduled for transmission:

-
notify the lower layer of reception of data from upper layers;

-
perform the actions specified in subclause 11.2.2.2.

A UMD PDU shall be considered to be a padding PDU if it consists only of an RLC Header with one length indicator (indicating that the rest of the PDU is padding) and padding.
11.2.2.1
UMD PDU contents to set

The Sender shall:

-
set the field "Sequence Number" equal to VT(US);

-
set a "Length Indicator" field for each SDU that ends in the UMD PDU according to subclause 9.2.2.8.

For each "Extension bit" field in the RLC header, the Sender shall:

-
if the next field in the UMD PDU is a "Length Indicator":

-
set the "Extension bit" to "1";

-
otherwise if the next field in the UMD PDU is data:

-
set the "Extension bit" to "0".

11.2.2.2
Submission of UMD PDUs to the lower layer

If one or more SDUs have been scheduled for transmission according to subclause 11.2.2, the Sender shall:

-
inform the lower layer of the number and size of SDUs scheduled for transmission;

-
segment, and if possible concatenate the SDUs according to the PDU sizes indicated by the lower layer (see subclause 9.2.2.9);

-
submit to the lower layer, the requested number of UMD PDUs;

-
update VT(US) for each UMD PDU submitted to the lower layer (see subclause 9.4);

-
buffer the SDUs that are not submitted to the lower layer according to the discard configuration (see subclause 9.7.3).

11.2.3
Reception of UMD PDU

Upon delivery of a set of UMD PDUs from the lower layer, the Receiver shall:
-
if "Reordering" is not configured:
-
update VR(US) according to each received UMD PDU (see subclause 9.4);

-
if the updating step of VR(US) is not equal to one (i.e. one or more UMD PDUs are missing):

-
discard the SDUs that could have segments or "Length Indicators" indicating the end of the SDUs in the missing UMD PDUs according to subclauses 9.2.2.8 and 9.2.2.9.

-
if the special "Length Indicator" "1111 100" or "1111 1111 1111 100" is the first "Length Indicator" of a UMD PDU received on the downlink:

-
consider the first data octet in this UMD PDU as the first octet of an RLC SDU.

-
reassemble the received UMD PDUs into RLC SDUs;

-
submit the RLC SDUs to upper layers through the UM-SAP;
-
else ("Reordering" is configured):

-
process each UMD PDU and update the state variables according to subclause 11.2.3.1;
-
among the UMD PDUs that are scheduled for reassembly;
-
if one or more UMD PDUs are missing:
-
discard the SDUs that could have segments or "Length Indicators" indicating the end of the SDUs in the missing UMD PDUs according to subclauses 9.2.2.8 and 9.2.2.9;
-
if the special "Length Indicator" "1111 100" or "1111 1111 1111 100" is the first "Length Indicator" of a UMD PDU received on the downlink:

-
consider the first data octet in this UMD PDU as the first octet of an RLC SDU;
-
reassemble the UMD PDUs into RLC SDUs;

-
submit the RLC SDUs to upper layers through the UM-SAP.
11.2.3.1
Reordering of UMD PDU in reception buffer
Upon delivery of a UMD PDU with a "Sequence Number" = RSN from the lower layer through i;th logical channel, the Receiver shall:
-
if RSN is within the reception window, i.e. VR(UH) – Configured_Rx_Window_Size ( RSN < VR(UH):

-
if RSN < VR(UR), or this UMD PDU has previously been received:

-
discard the UMD PDU;
-
else:

-
place the UMD PDU in the reception buffer at the place indicated by the RSN;
-
else (RSN is outside the reception window, i.e. RSN ( VR(UH)):

-
place the UMD PDU above the highest received "Sequence Number" in the reception buffer, at the position indicated by RSN;

-
set VR(UH) to RSN + 1 thus advancing the reception window;

-
schedule all received UMD PDUs with "Sequence Number" < VR(UH) – Configured_Rx_Window_Size, i.e. outside the reception window after its position is updated, for reassembly;
-
if VR(UR) is below the updated reception window, i.e. VR(UR) < VR(UH) – Configured_Rx_Window_Size:

-
set VR(UR) to VR(UH) – Configured_Rx_Window_Size;
-
if the UMD PDU with "Sequence Number" = VR(UR) is stored in the reception buffer:
-
schedule all received UMD PDUs with consecutive "Sequence Number" from VR(UR) (included) up to the first not received UMD PDU, for reassembly;
-
update VR(UR) to the "Sequence Number" of this first not received UMD PDU;
-
if a timer Timer_Reordering is active:

-
if the UMD PDU with "Sequence Number" = VR(UT) has been scheduled for reassembly:

-
stop the timer Timer_Reordering;
-
if a timer Timer_Reordering is not active:
-
if there are any UMD PDUs stored in the reception buffer and not scheduled for reassembly:

-
start the timer Timer_Reordering for the UMD PDU with the highest "Sequence Number" among the UMD PDUs stored in the reception buffer and not scheduled for reassembly;
-
set VR(UT) to the "Sequence Number" of this UMD PDU.
11.2.4
Abnormal cases

11.2.4.1
Length Indicator value reserved for UMD PDU

Upon delivery by the lower layer of an UMD PDU that contains a "Length Indicator" value specified to be reserved for UMD PDUs in this version of the protocol, the Receiver shall:

-
ignore that UMD PDU.
11.2.4.2
Invalid length indicator value

If the "Length Indicator" of an UMD PDU has a value that is larger than the PDU size – RLC header size and is not one of the predefined values listed in the table of subclause 9.2.2.8, the Receiver shall:

-
ignore the UMD PDU.
11.2.4.3
SDU discard without explicit signalling

Upon expiry of the timer Timer_Discard in the Sender, the Sender shall:

-
discard the associated SDU;

-
if requested:

-
inform the upper layers of the discarded SDU;

-
for the first UMD PDU to be transmitted after the discard operation, the Sender shall:

-
increment VT(US) so that the "Sequence Number" field in this UMD PDU is incremented with two compared with the previous UMD PDU;

-
fill the first data octet in this UMD PDU with the first octet of an RLC SDU;

-
set the first "Length Indicator" in this UMD PDU to indicate that the previous RLC PDU was exactly filled with the last segment of an RLC SDU (to avoid that the Receiver unnecessarily discards an extra SDU).

In the case where the TFC selection exchange has been initiated by sending the RLC Entity Info parameter to MAC, the UE may wait until after it provides MAC with the requested set of UMD PDUs before discarding the afore-mentioned SDU.

11.2.4.4
Timer_Reordering timeout
Upon expiry of the timer Timer_Reordering, the Receiver shall:
-
schedule all correctly received UMD PDUs with "Sequence Number" > VR(UR) up to and including VR(UT) – 1 for reassembly;
-
schedule all correctly received UMD PDUs up to the first not received UMD PDU for reassembly;

-
set VR(UR) to the "Sequence Number" of this first not received UMD PDU;
-
if there are any UMD PDUs stored in the reception buffer and not scheduled for reassembly:

-
start the timer Timer_Reordering for the UMD PDU with the highest "Sequence Number" among the UMD PDUs left in the reception buffer and not scheduled for reassembly;
-
set VR(UT) to the "Sequence Number" of this UMD PDU.
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