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------------------- Beginning of first change -----------------------------------
10.3.1.7
Location Area Identification

Identifies uniquely a location area for a GSM-MAP type of PLMN. Setting specified in [5].
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	PLMN identity
	MP
	
	PLMN identity 10.3.1.11
	

	LAC
	MP
	
	Bit string(16)
	 The first/leftmost bit of the bit string contains the most significant bit of the LAC..


10.3.1.7a
Multiple PLMN List
This information element identifies the different Public Land Mobile Networks (for a GSM-MAP type of PLMN) in a shared network.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	PLMN identity Optional MCC
	OP
	
	PLMN identity Optional MCC 10.3.1.11a
	If the IE is not available then the PLMN identity IE 10.3.1.11 is the first PLMN in the multiple PLMN list. Otherwise the PLMN identity IE 10.3.1.11 is ignored.


	PLMN identity Optional MCC
	MP
	1 to 4
	PLMN identity Optional MCC 10.3.1.11a
	


10.3.1.8
NAS message

A non-access stratum message to be transferred transparently through UTRAN.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	NAS message
	MP
	
	Octet string (1..4095)
	The first octet contains octet 1 [17] of the NAS message, the second octet contains octet 2 of the NAS message and so on.


10.3.1.9
NAS system information (GSM-MAP)

This information element contains system information that belongs to the non-access stratum for a GSM-MAP type of PLMN. This information is transparent to RRC. It may contain either information specific to one CN domain (CS or PS) or information common for both CN domains.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	GSM-MAP NAS system information
	MP
	
	Octet string(1..8 )
	The first octet contains octet 1 [5] of the NAS system information element, the second octet contains octet 2 of the NAS system information element and so on.


10.3.1.10
Paging record type identifier

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Paging record type identifier
	MP
	
	Enumerated (IMSI (GSM-MAP), TMSI (GSM-MAP)/ P-TMSI, IMSI (DS-41), TMSI (DS-41))
	


10.3.1.11
PLMN identity

This information element identifies a Public Land Mobile Network for a GSM-MAP type of PLMN. Setting of digits is defined in [11].

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	MCC
	MP
	3
	
	The first element contains the first MCC digit, the second element the second MCC digit and so on.

	>MCC digit
	MP
	
	INTEGER(0..9)
	

	MNC
	MP
	2 to 3
	
	The first element contains the first MNC digit, the second element the second MNC digit and so on.

	>MNC digit
	MP
	
	INTEGER(0..9)
	


10.3.1.11a
PLMN identity Optional MCC

This information element is a PLMN identity 10.3.1.11 where MCC is optional. It is used in a shared network and inserted in the Multiple PLMN List 10.3.1.7a.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	MCC
	OP
	3
	
	The first element contains the first MCC digit, the second element the second MCC digit and so on.
If the MCC is not included the UE shall set the MCC of this multiple PLMN identity equal to the MCC of the closest preceding PLMN identity Optional MCC in the Multiple PLMN List 10.3.1.7a that includes a MCC, or if no such PLMN identity Optional MCC exists the UE shall set the MCC of this multiple PLMN identity to the MCC of the PLMN identity 10.3.1.11 in the Master Information Block 10.2.48.8.1.

	>MCC digit
	MP
	
	INTEGER(0..9)
	

	MNC
	MP
	2 to 3
	
	The first element contains the first MNC digit, the second element the second MNC digit and so on.

	>MNC digit
	MP
	
	INTEGER(0..9)
	


10.3.1.12
PLMN Type
Identifies the type of Public Land Mobile Network (PLMN). This IE shall be used to control the interpretation of network dependent messages and information elements in the RRC protocol.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	PLMN Type
	MP
	
	Enumerated (GSM-MAP, ANSI-41, GSM-MAP and ANSI-41)
	One spare value is needed.


-------------------------- End of first change ---------------------------------------

------------------- Beginning of second change -----------------------------------
10.2.48.8
System Information Blocks

The IE "SIB data" within the IEs, "First Segment", "Subsequent or last Segment" and "Complete SIB" contains either complete system information block or a segment of a system information block. The actual system information blocks are defined in the following clauses.

10.2.48.8.1
Master Information Block

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Other information elements
	
	
	
	

	MIB Value tag
	MP
	
	MIB Value tag 10.3.8.9
	

	CN information elements
	
	
	
	

	Supported PLMN types
	MP
	
	PLMN Type 10.3.1.12
	

	PLMN Identity
	CV-GSM
	
	PLMN Identity 10.3.1.11
	

	Multiple PLMN List
	OP
	
	Multiple PLMN List 10.3.1.7a
	

	ANSI-41 information elements
	
	
	
	

	ANSI-41 Core Network Information
	CV-ANSI-41
	
	ANSI-41 Core Network Information 10.3.9.1
	

	References to other system information blocks and scheduling blocks
	MP
	
	References to other system information blocks and scheduling blocks 10.3.8.14
	


	Condition
	Explanation

	GSM
	The IE is mandatory present if the IE "Supported PLMN Types" is set to 'GSM-MAP' or 'GSM-MAP AND ANSI-41', and not needed otherwise

	ANSI-41
	The IE is mandatory present if the IE "Supported PLMN Types" is set to 'ANSI-41' or 'GSM-MAP AND ANSI-41', and not needed otherwise


10.2.48.8.2
Scheduling Block 1

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	References to other system information blocks
	MP
	
	References to other system information blocks 10.3.8.13
	


-------------------------- End of second change ---------------------------------------
------------------- Beginning of third change -----------------------------------
11.3
Information element definitions

InformationElements DEFINITIONS AUTOMATIC TAGS ::=
-- ***************************************************

--

--     CORE NETWORK INFORMATION ELEMENTS (10.3.1)

--

-- ***************************************************

BEGIN

IMPORTS


hiPDSCHidentities,


hiPUSCHidentities,


hiRM,


maxAC,


maxAdditionalMeas,


maxASC,


maxASCmap,


maxASCpersist,


maxCCTrCH,


maxCellMeas,


maxCellMeas-1,


maxCNdomains,


maxCPCHsets,


maxDPCH-DLchan,


maxDPDCH-UL,


maxDRACclasses,


maxFACHPCH,


maxFreq,


maxFreqBandsFDD,


maxFreqBandsTDD,


maxFreqBandsGSM,

maxGERAN-SI,

maxHProcesses,


maxHSDSCHTBIndex,


maxHSDSCHTBIndex-tdd384,


maxHSSCCHs,

maxInterSysMessages,


maxLoCHperRLC,


maxMAC-d-PDUsizes,


maxMeasEvent,


maxMeasIntervals,


maxMeasParEvent,


maxNumCDMA2000Freqs,

maxNumFDDFreqs,

maxNumGSMFreqRanges,

maxGSMTargetCells,


maxNumTDDFreqs,


maxOtherRAT,


maxOtherRAT-16,


maxPage1,


maxPCPCH-APsig,


maxPCPCH-APsubCh,


maxPCPCH-CDsig,


maxPCPCH-CDsubCh,


maxPCPCH-SF,


maxPCPCHs,


maxPDCPAlgoType,


maxPDSCH,


maxPDSCH-TFCIgroups,


maxPRACH,


maxPRACH-FPACH,


maxPredefConfig,


maxPUSCH,


maxQueueIDs,


maxRABsetup,


maxRAT,


maxRB,


maxRBallRABs,


maxRBMuxOptions,


maxRBperRAB,


maxReportedGSMCells,


maxSRBsetup,


maxRL,


maxRL-1,


maxROHC-PacketSizes-r4,


maxROHC-Profile-r4,


maxSCCPCH,


maxSat,


maxSIB,


maxSIB-FACH,


maxSystemCapability,


maxTF,


maxTF-CPCH,


maxTFC,


maxTFCsub,


maxTFCI-2-Combs,


maxTGPS,


maxTrCH,


maxTrCHpreconf,


maxTS,


maxTS-1,


maxTS-2,


maxTS-LCR,


maxTS-LCR-1,


maxURA,


maxURNTI-Group
FROM Constant-definitions;

Ansi-41-IDNNS ::=






BIT STRING (SIZE (14))

CN-DomainIdentity ::=



ENUMERATED {











cs-domain,











ps-domain }

CN-DomainInformation ::=


SEQUENCE {


cn-DomainIdentity




CN-DomainIdentity,


cn-DomainSpecificNAS-Info


NAS-SystemInformationGSM-MAP

}

CN-DomainInformationFull ::=

SEQUENCE {


cn-DomainIdentity




CN-DomainIdentity,


cn-DomainSpecificNAS-Info


NAS-SystemInformationGSM-MAP,


cn-DRX-CycleLengthCoeff



CN-DRX-CycleLengthCoefficient

}

CN-DomainInformationList ::=

SEQUENCE (SIZE (1..maxCNdomains)) OF











CN-DomainInformation

CN-DomainInformationListFull ::=
SEQUENCE (SIZE (1..maxCNdomains)) OF











CN-DomainInformationFull

CN-DomainSysInfo ::=



SEQUENCE {


cn-DomainIdentity




CN-DomainIdentity,


cn-Type







CHOICE {



gsm-MAP







NAS-SystemInformationGSM-MAP,



ansi-41







NAS-SystemInformationANSI-41


},


cn-DRX-CycleLengthCoeff



CN-DRX-CycleLengthCoefficient

}

CN-DomainSysInfoList ::=


SEQUENCE (SIZE (1..maxCNdomains)) OF











CN-DomainSysInfo

CN-InformationInfo ::= 



SEQUENCE {


plmn-Identity





PLMN-Identity





OPTIONAL,


cn-CommonGSM-MAP-NAS-SysInfo

NAS-SystemInformationGSM-MAP

OPTIONAL,


cn-DomainInformationList


CN-DomainInformationList


OPTIONAL

}

CN-InformationInfoFull ::= 


SEQUENCE {


plmn-Identity





PLMN-Identity





OPTIONAL,


cn-CommonGSM-MAP-NAS-SysInfo

NAS-SystemInformationGSM-MAP

OPTIONAL,


cn-DomainInformationListFull

CN-DomainInformationListFull

OPTIONAL

}

Digit ::=






INTEGER (0..9)

Gsm-map-IDNNS ::=






SEQUENCE {


routingbasis








CHOICE {



localPTMSI









SEQUENCE {




routingparameter







RoutingParameter



},



tMSIofsamePLMN








SEQUENCE {




routingparameter







RoutingParameter



},



tMSIofdifferentPLMN







SEQUENCE {




routingparameter







RoutingParameter



},



iMSIresponsetopaging






SEQUENCE {




routingparameter







RoutingParameter



},



iMSIcauseUEinitiatedEvent





SEQUENCE {




routingparameter







RoutingParameter



},



iMEI










SEQUENCE {




routingparameter







RoutingParameter



},



spare2










SEQUENCE {




routingparameter







RoutingParameter



},



spare1










SEQUENCE {




routingparameter







RoutingParameter



}


},


-- dummy is not used in this version of the specification and


-- it should be ignored by the receiver.


dummy








BOOLEAN

}

IMEI ::=






SEQUENCE (SIZE (15)) OF











IMEI-Digit

IMEI-Digit ::=





INTEGER (0..15)

IMSI-GSM-MAP ::=




SEQUENCE (SIZE (6..21)) OF











Digit

IntraDomainNasNodeSelector ::=




SEQUENCE {


version










CHOICE {



release99









SEQUENCE {




cn-Type










CHOICE {





gsm-Map-IDNNS








Gsm-map-IDNNS,





ansi-41-IDNNS








Ansi-41-IDNNS




}



},



later










SEQUENCE {




futurecoding








BIT STRING (SIZE (15))



}


}

}

LAI ::=







SEQUENCE {


plmn-Identity





PLMN-Identity,


lac








BIT STRING (SIZE (16))

}

MCC ::=







SEQUENCE (SIZE (3)) OF











Digit

MNC ::=







SEQUENCE (SIZE (2..3)) OF











Digit

MultiplePLMN-List-r6 ::=



SEQUENCE {


plmn-1




PLMN-Identity-Optional-MCC-r6

OPTIONAL,

plmn-2-to-5



SEQUENCE (SIZE (1..4)) OF












PLMN-Identity-Optional-MCC-r6
}

NAS-Message ::=





OCTET STRING (SIZE (1..4095))

NAS-Synchronisation-Indicator ::=
BIT STRING(SIZE(4))

NAS-SystemInformationGSM-MAP ::= 
OCTET STRING (SIZE (1..8))

P-TMSI-GSM-MAP ::=




BIT STRING (SIZE (32))

PagingRecordTypeID ::=



ENUMERATED {











imsi-GSM-MAP,











tmsi-GSM-MAP-P-TMSI,











imsi-DS-41,











tmsi-DS-41 }

PLMN-Identity ::=




SEQUENCE {


mcc








MCC,


mnc








MNC

}

PLMN-Identity-Optional-MCC-r6 ::=




SEQUENCE {


mcc








MCC




OPTIONAL,


mnc








MNC

}

PLMN-Type ::=





CHOICE {


gsm-MAP







SEQUENCE {



plmn-Identity





PLMN-Identity


},


ansi-41






SEQUENCE {



p-REV






P-REV,



min-P-REV





Min-P-REV,



sid







SID,



nid







NID


},


gsm-MAP-and-ANSI-41



SEQUENCE {



plmn-Identity




PLMN-Identity,



p-REV






P-REV,



min-P-REV





Min-P-REV,



sid







SID,



nid







NID


},


spare






NULL

}

-------------------------- End of third change ---------------------------------------

------------------- Beginning of fourth change -----------------------------------

-- ***************************************************

--

--     OTHER INFORMATION ELEMENTS (10.3.8)

--

-- ***************************************************

BCC ::=







INTEGER (0..7)

BCCH-ModificationInfo ::=


SEQUENCE {


mib-ValueTag





MIB-ValueTag,


bcch-ModificationTime



BCCH-ModificationTime



OPTIONAL

}

-- Actual value BCCH-ModificationTime = IE value * 8

BCCH-ModificationTime ::=


INTEGER (0..511)

BSIC ::=






SEQUENCE {


ncc








NCC,


bcc








BCC

}

CBS-DRX-Level1Information ::=

SEQUENCE {


ctch-AllocationPeriod



INTEGER (1..256),


cbs-FrameOffset





INTEGER (0..255)

}

CDMA2000-Message ::=



SEQUENCE {


msg-Type






BIT STRING (SIZE (8)),


payload







BIT STRING (SIZE (1..512))

}

CDMA2000-MessageList ::=



SEQUENCE (SIZE (1..maxInterSysMessages)) OF












CDMA2000-Message

CDMA2000-UMTS-Frequency-List ::=

SEQUENCE (SIZE (1..maxNumCDMA2000Freqs)) OF












FrequencyInfoCDMA2000

CellValueTag ::=





INTEGER (1..4)

--Actual value = 2^(IE value) 

ExpirationTimeFactor ::=



INTEGER (1..8)

FDD-UMTS-Frequency-List ::=



SEQUENCE (SIZE (1..maxNumFDDFreqs)) OF












FrequencyInfoFDD

FrequencyInfoCDMA2000 ::=



SEQUENCE {












band-Class

BIT STRING (SIZE (5)),












cdma-Freq

BIT STRING (SIZE(11))

}

GERAN-SystemInfoBlock ::=



OCTET STRING (SIZE (1..23))
GERAN-SystemInformation ::=



SEQUENCE (SIZE (1..maxGERAN-SI)) OF GERAN-SystemInfoBlock
GSM-BA-Range ::= 





SEQUENCE {












gsmLowRangeUARFCN

UARFCN,












gsmUpRangeUARFCN

UARFCN

}

GSM-BA-Range-List ::= 




SEQUENCE (SIZE (1..maxNumGSMFreqRanges)) OF












GSM-BA-Range

-- This IE is formatted as 'TLV' and is coded in the same way as the Mobile Station Classmark 2 

-- information element in [5]. The first octet is the Mobile station classmark 2 IEI and its value

-- shall be set to 33H. The second octet is the Length of mobile station classmark 2 and its value 

-- shall be set to 3. The octet 3 contains the first octet of the value part of the Mobile Station 

-- Classmark 2 information element, the octet 4 contains the second octet of the value part of the 

-- Mobile Station Classmark 2 information element and so on. For each of these octets, the first/

-- leftmost/ most significant bit of the octet contains b8 of the corresponding octet of the Mobile

-- Station Classmark 2.
GSM-Classmark2 ::=




OCTET STRING (SIZE (5))

-- This IE is formatted as 'V' and is coded in the same way as the value part in the Mobile station

-- classmark 3 information element in [5]
-- The value part is specified by means of CSN.1, which encoding results in a bit string, to which

-- final padding may be appended upto the next octet boundary [5]. The first/ leftmost bit of the

-- CSN.1 bit string is placed in the first/ leftmost/ most significant bit of the first

-- octet. This continues until the last bit of the CSN.1 bit string, which is placed in the last/

-- rightmost/ least significant bit of the last octet.
GSM-Classmark3 ::=




OCTET STRING (SIZE (1..32))

GSM-MessageList ::=




SEQUENCE (SIZE (1..maxInterSysMessages)) OF











BIT STRING (SIZE (1..512))

GsmSecurityCapability ::=


BIT STRING {











-- For each bit value “0” means false/ not supported











a5-7(0),











a5-6(1),










 
a5-5(2),










 
a5-4(3),










 
a5-3(4),










 
a5-2(5),










 
a5-1(6)











}
(SIZE (7))

GSM-TargetCellInfoList ::=

SEQUENCE (SIZE (1..maxGSMTargetCells)) OF












GSM-TargetCellInfo
GSM-TargetCellInfo ::= 



SEQUENCE {


bcch-ARFCN






BCCH-ARFCN,


frequency-band





Frequency-Band,


bsic







BSIC


OPTIONAL

}

IdentificationOfReceivedMessage ::=
SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



receivedMessageType



ReceivedMessageType

}

InterRAT-ChangeFailureCause ::=

CHOICE {


configurationUnacceptable


NULL,


physicalChannelFailure



NULL,


protocolError





ProtocolErrorInformation,


unspecified






NULL,


spare4







NULL,


spare3







NULL,


spare2







NULL,


spare1







NULL

}








GERANIu-MessageList ::=



SEQUENCE (SIZE (1..maxInterSysMessages)) OF











BIT STRING (SIZE (1..32768))

GERANIu-RadioAccessCapability ::=
BIT STRING (SIZE (1..170))
InterRAT-UE-RadioAccessCapability ::= CHOICE {


gsm








SEQUENCE {



gsm-Classmark2





GSM-Classmark2,



gsm-Classmark3





GSM-Classmark3


},


cdma2000






SEQUENCE {



cdma2000-MessageList



CDMA2000-MessageList


}

}

InterRAT-UE-RadioAccessCapabilityList ::= 
SEQUENCE (SIZE(1..maxInterSysMessages)) OF












InterRAT-UE-RadioAccessCapability

InterRAT-UE-RadioAccessCapability-v5xyext ::= SEQUENCE {


geranIu-RadioAccessCapability

GERANIu-RadioAccessCapability

}

InterRAT-UE-SecurityCapability ::= CHOICE {


gsm








SEQUENCE {



gsmSecurityCapability


GsmSecurityCapability


}

}

InterRAT-UE-SecurityCapList ::= 
SEQUENCE (SIZE(1..maxInterSysMessages)) OF











InterRAT-UE-SecurityCapability

InterRAT-HO-FailureCause ::=

CHOICE {


configurationUnacceptable


NULL,


physicalChannelFailure



NULL,


protocolError





ProtocolErrorInformation,


interRAT-ProtocolError



NULL,


unspecified






NULL,


spare11







NULL,


spare10







NULL,


spare9







NULL,


spare8







NULL,


spare7







NULL,


spare6







NULL,


spare5







NULL,


spare4







NULL,


spare3







NULL,


spare2







NULL,


spare1







NULL

}








MasterInformationBlock ::=


SEQUENCE {



mib-ValueTag




MIB-ValueTag,



-- TABULAR: The PLMN identity and ANSI-41 core network information



-- are included in PLMN-Type.



plmn-Type





PLMN-Type,



sibSb-ReferenceList



SIBSb-ReferenceList,


-- Extension mechanism for non- release99 information


v6xyNonCriticalExtensions


SEQUENCE {




masterInformationBlock-v6xyext

MasterInformationBlock-v6xyext-IEs  OPTIONAL, 



nonCriticalExtensions



SEQUENCE {}






OPTIONAL


}
OPTIONAL
}

MasterInformationBlock-v6xyext-IEs ::=
SEQUENCE {


multiplePLMN-List





MultiplePLMN-List-r6

OPTIONAL

}

MIB-ValueTag ::=




INTEGER (1..8)

NCC ::=







INTEGER (0..7)

PLMN-ValueTag ::=




INTEGER (1..256)

PredefinedConfigIdentityAndValueTag ::=
SEQUENCE {


predefinedConfigIdentity



PredefinedConfigIdentity,


predefinedConfigValueTag



PredefinedConfigValueTag

}

ProtocolErrorInformation ::=

SEQUENCE {


diagnosticsType





CHOICE {



type1







SEQUENCE {




protocolErrorCause




ProtocolErrorCause



},



spare







NULL


}

}

ReceivedMessageType ::=



ENUMERATED {











activeSetUpdate,











cellChangeOrderFromUTRAN,











cellUpdateConfirm,











counterCheck,











downlinkDirectTransfer,











interRATHandoverCommand,











measurementControl,











pagingType2,











physicalChannelReconfiguration,











physicalSharedChannelAllocation,











radioBearerReconfiguration,











radioBearerRelease,











radioBearerSetup,











rrcConnectionRelease,











rrcConnectionReject,











rrcConnectionSetup,











securityModeCommand,











signallingConnectionRelease,











transportChannelReconfiguration,











transportFormatCombinationControl,











ueCapabilityEnquiry,











ueCapabilityInformationConfirm,











uplinkPhysicalChannelControl,











uraUpdateConfirm,











utranMobilityInformation,











assistanceDataDelivery,











spare6, spare5, spare4, spare3, spare2,











spare1

}

Rplmn-Information ::=




SEQUENCE {












gsm-BA-Range-List

GSM-BA-Range-List
OPTIONAL,












fdd-UMTS-Frequency-List
FDD-UMTS-Frequency-List
OPTIONAL,












tdd-UMTS-Frequency-List
TDD-UMTS-Frequency-List
OPTIONAL,












cdma2000-UMTS-Frequency-List
CDMA2000-UMTS-Frequency-List
OPTIONAL

}

Rplmn-Information-r4 ::=

SEQUENCE {


gsm-BA-Range-List



GSM-BA-Range-List





OPTIONAL,


fdd-UMTS-Frequency-List


FDD-UMTS-Frequency-List




OPTIONAL,


tdd384-UMTS-Frequency-List

TDD-UMTS-Frequency-List




OPTIONAL,


tdd128-UMTS-Frequency-List

TDD-UMTS-Frequency-List




OPTIONAL,


cdma2000-UMTS-Frequency-List
CDMA2000-UMTS-Frequency-List


OPTIONAL

}

SchedulingInformation ::=


SEQUENCE {


scheduling






SEQUENCE {



segCount






SegCount



 

 DEFAULT 1,



sib-Pos







CHOICE {




-- The element name indicates the repetition period and the value




-- (multiplied by two) indicates the position of the first segment.




rep4







INTEGER (0..1),




rep8







INTEGER (0..3),




rep16







INTEGER (0..7),




rep32







INTEGER (0..15),




rep64







INTEGER (0..31),




rep128







INTEGER (0..63),




rep256







INTEGER (0..127),




rep512







INTEGER (0..255),




rep1024







INTEGER (0..511),




rep2048







INTEGER (0..1023),




rep4096







INTEGER (0..2047)



},



sib-PosOffsetInfo




SibOFF-List





OPTIONAL


}

}

-------------------------- End of fourth change ---------------------------------------
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