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Foreword

This Technical Specification (TS) has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.
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3
Definitions and abbreviations

Note:
Update to reflect MBMS definitions related to MBMS

4
General

4.2.1
Model of the RLC sublayer

Note:
Update to add principles of changes to RLC UM

4.2.1.2
Unacknowledged mode (UM) RLC entities

Note: 
Update figure to include selective combining layer.  Add to text description of MBMS selective combining and the use of a new re-ordering buffer below the ciphering entity.  Add a note that the UTRAN may duplicate RLC PDUs over the Um when sending data on MTCH (all other channels FFS)

5
Functions

Note:
Add selective combining to the list of functions.

6
Services provided to upper layers

Note:
Add selective combining to UM mode
6.1 Mapping of services/functions onto logical channels

Note:
Add MBMS logical channels into tables 6.2 and 6.3.
###Next modified section####
8.2 Primitive parameters

Note:
Update UM_Parameters to include selective combining parameters.

9
Elements for peer-to-peer communication

9.4 State variables
Note:
Add state variables relating to the operation of RLC UM selective combining.
9.5 Timers
Note:
Add timers reating to the operation of RLC UM selective combining.

9.7
Specific functions

Note:
Add a new section (9.7.10) describing the operation of RLC UM selective combining.
10
Handling of unknown, unforeseen and erroneous protocol data

11
Elementary procedures

11.2.3 Reception of UMD PDU

Note:
Amend description to include the selective combining function.
