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Introduction

In the specification 25.331 there are several cases where the UE is supposed to select a cell after the transition from CELL_DCH or CELL_FACH state to FACH / PCH / idle states on the current or a different frequency. This specification refers to 25.304 in order to describe the exact behaviour.

In 25.304 however there is no description for this case, only the case of the cell selection from idle mode and the case of “out of service area” is briefly described.

Problem

The specification 25.304 describes cell selection and reselection for idle mode, as well as for connected mode. However the description for connected mode only applies for the case the UE is “out of service area”.

A criteria to declare itself  “out of service area” after the transition from CELL_DCH to CELL_FACH is given in 25.133 (section 4.2.2.1 / 5.5.2.3). There it is stated that the UE should declare itself  “out of service area” when the UE has not found a suitable cell after 4 / 12 seconds. In the case the UE is in “out of service area” it is supposed to select a cell similar to the cell selection process in idle mode.

Several procedures can trigger that the UE needs to search for a suitable cell:

Possible reasons for the UE to go to FACH/PCH/idle from CELL_DCH state are:

· RRC Connection Release

· RB Control messages

· Physical Channel Failure

· Radio Link Failure

Possible reasons for the UE to go to FACH/PCH/idle from CELL_FACH state are:

· Cell Update Confirm message

· RB Control messages

In the section 5.2.7 of 25.304 the cell selection when leaving connected mode is briefly described stating that the UE “shall select a suitable cell to camp on. Candidate cells for this selection are the cell(s) used immediately before leaving connected mode. If no suitable cell is found, the UE shall use the Stored information cell selection procedure in order to find a suitable cell to camp on” But it is not clear whether this also applies for the transition from CELL_DCH state to FACH / PCH states, and what the term “cell(s) used immediately before leaving connected mode” means, and especially it is not clear which cells are candidate when the UE shall select a suitable cell. In the following different interpretations are given:

· One step approach:

· Search for any cell on the UTRAN carrier and select any cell, with preference on a given frequency if this is indicated.

· After 4 / 12 seconds (“out of service area”) if no cell is found include the cells on all frequencies and all RATs
· Multiple step approach

· First check whether there is a suitable cell in the active set if this corresponds to the indicated frequency or if no frequency is indicated.

· Either select the best cell in the active set or

· Select any cell in the active set  in the case it is suitable

· If no cell is found include the cells on the indicated (or current frequency) in the CELL_INFO_LIST

· Then extend the search on all cells in the indicated frequency

· Then include all frequencies

· After 4 / 12 seconds (“out of service area”) then include all RATs.

In the case the CELL_INFO_LIST is used in order to prioritise cells it does not seem clear how the UTRAN could use this means in the case of the inter frequency cells. In fact the UTRAN can indicate inter frequency / inter rat neighbouring cells in SIB 11/12. This CELL_INFO_LIST is maintained at the transition to CELL_DCH state. However the UTRAN can only modify the inter frequency / rat cells in the case it has setup inter frequency / rat measurements which in many cases will lead to a need of compressed mode, so it might not always be done for all UEs.

In any way it is difficult to mandate the UE to check all cells, because in principle the UE can only know that a cell is not suitable if it has managed to read the SIBs in order to decode Qqualmin and Qrxlevmin.

Terminology

In 25.331 there are several formulations given on what the UE should do in the case of the transition from CELL_DCH to FACH/PCH/idle.

1. select a suitable UTRA cell according to [4] on that frequency.
2. select a suitable UTRA cell according to [4]
3. select a suitable cell belonging to the selected PLMN or any PLMN indicated to be equivalent to that PLMN on the designated UTRA carrier;
4. re-select to a new cell, as described in [4]
While the first bullets seem to clearly define that the UE should prioritize UMTS cells on a given frequency  the second bullet seems to suggest that the UE should search for a cell on any UTRAN frequency.

The third bullet seems to handle the same case as bullet 1.

The fourth bullet which is used in the context of a UE “out of service area” seems to be contrary to 25.304, since in this case the UE should rather start the cell selection.

Incomplete specification

In CR 1998 the UE behaviour in the case it is ordered to select a UTRA cell on a given frequency has been clarified. However cases where the behaviour when no suitable cell on a given frequency is found is not described remain. 

Also it is not specified whether the UE shall consider itself in “high mobility” or “low mobility” state at the transition from CELL_DCH to CELL_FACH, or at change of frequency in CELL_FACH state.

Finally once it has selected a cell, but has not completed the procedure, can it perform “normal” cell reselection, i.e, including GSM cells, i.e. in the case of a RL failure or FACH reselection and though risk to select a GSM cell?

Proposal

It is proposed to

· Add some description for the case the UE is not able to find a UTRAN cell on the frequency indicated similar to how this had been done for other cases.
· State that the UE should consider itself in “low mobility state” after transition from CELL_DCH to FACH / PCH or idle state.

· State that the UE shall not select to another RAT until any procedure that triggered the transition to FACH / PCH / idle has completed except if the UE is in “out of service area”. 
· Decide which cells the UE should consider at transition from DCH to FACH / PCH / idle state (i.e. only active set or CELL_INFO_LIST or any cell.

· Decide whether it could be advantageous to allow the UTRAN to indicate cells on another frequency at transition from DCH to FACH / PCH / idle state. This is not possible at the moment, because this would require to configure an inter frequency measurement, and this might imply that the UE needs to have compressed mode activated.
A first draft has been attached below. LG volunteers to  provide updates if necessary based on the group decision.
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8.1.3.6
Reception of an RRC CONNECTION SETUP message by the UE

The UE shall compare the value of the IE "Initial UE identity" in the received RRC CONNECTION SETUP message with the value of the variable INITIAL_UE_IDENTITY.

If the values are different, the UE shall:

1>
ignore the rest of the message.

If the values are identical, the UE shall:

2>
if IE "Specification mode" is set to "Preconfiguration" and IE "Preconfiguration mode" is set to "Predefined configuration":

3>
initiate the radio bearer and transport channel configuration in accordance with the predefined parameters identified by the IE "Predefined configuration identity" with the following exception;

4> ignore the IE "RB to setup list" and the IE "Re- establishment timer".

NOTE:
IE above IEs are mandatory to include in IE “Predefined RB configuration” that is included in System Information Block 16 but should be ignored since it is not possible to establish a RAB during RRC connection establishment.

3>
initiate the physical channels in accordance with the received physical channel information elements;

2>
if IE "Specification mode" is set to "Preconfiguration" and IE "Preconfiguration mode" is set to "Default configuration":

3>
initiate the radio bearer and transport channel configuration in accordance with the default parameters identified by the IE "Default configuration mode" and IE "Default configuration identity";

3>
initiate the physical channels in accordance with the received physical channel information elements.

NOTE:
IE "Default configuration mode" specifies whether the FDD or TDD version of the default configuration shall be used.

2>
if IE "Specification mode" is set to "Complete specification":

3>
initiate the radio bearer, transport channel and physical channel configuration in accordance with the received radio bearer, transport channel and physical channel information elements.

1>
clear the variable ESTABLISHMENT_CAUSE;

1>
stop timer T300, and act upon all received information elements as specified in subclause 8.6, unless specified otherwise in the following:
2>
if the UE, according to subclause 8.6.3.3, will be in the CELL_FACH state at the conclusion of this procedure:

3>
if the IE "Frequency info" is included:

4>
select a suitable UTRA cell according to [4] on that frequency.
3>
enter UTRA RRC connected mode;
3>
select PRACH according to subclause 8.5.17;

3>
select Secondary CCPCH according to subclause 8.5.19;

3>
ignore the IE "UTRAN DRX cycle length coefficient" and stop using DRX.

1>
if the UE, according to subclause 8.6.3.3, will be in the CELL_DCH state at the conclusion of this procedure:

2>
perform the physical layer synchronisation procedure A as specified in [29] (FDD only);

2>
enter UTRA RRC connected mode.

1>
submit an RRC CONNECTION SETUP COMPLETE message to the lower layers on the uplink DCCH after successful state transition per subclause 8.6.3.3, with the contents set as specified below:

2>
set the IE "RRC transaction identifier" to:

3>
the value of "RRC transaction identifier" in the entry for the RRC CONNECTION SETUP message in the table "Accepted transactions" in the variable TRANSACTIONS; and

3>
clear that entry.

2>
if the USIM or SIM is present:

3>
set the "START" for each CN domain in the IE "START list" in the RRC CONNECTION SETUP COMPLETE message with the corresponding START value that is stored in the USIM [50] if present, or as stored in the UE if the SIM is present; and then

3>
set the START value stored in the USIM [50] if present, and as stored in the UE if the SIM is present for any CN domain to the value "THRESHOLD" of the variable START_THRESHOLD.

2>
if neither the USIM nor SIM is present:

3>
set the "START" for each CN domain in the IE "START list" in the RRC CONNECTION SETUP COMPLETE message to zero;
3>
set the value of "THRESHOLD" in the variable "START_THRESHOLD" to the default value [40].

2>
retrieve its UTRA UE radio access capability information elements from variable UE_CAPABILITY_REQUESTED; and then

2>
include this in IE "UE radio access capability" and IE "UE radio access capability extension", provided this IE is included in variable UE_CAPABILITY_REQUESTED;

2>
retrieve its inter-RAT-specific UE radio access capability information elements from variable UE_CAPABILITY_REQUESTED; and then

2>
include this in IE "UE system specific capability".
When the RRC CONNECTION SETUP COMPLETE message has been submitted to lower layers for transmission the UE shall:

1>
if the UE has entered CELL_FACH state:

2>
start timer T305 using its initial value if periodical update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity" in the variable TIMERS_AND_CONSTANTS.

1>
store the contents of the variable UE_CAPABILITY_REQUESTED in the variable UE_CAPABILITY_TRANSFERRED;

1>
initialise variables upon entering UTRA RRC connected mode as specified in subclause 13.4;

1>
consider the procedure to be successful;

And the procedure ends.

8.1.3.7
Physical channel failure or cell re-selection

1>
If the UE failed to establish, per subclause 8.5.4, the physical channel(s) indicated in the RRC CONNECTION SETUP message; or

1>
if the UE performs cell re-selection; or

1>
if the UE will be in the CELL_FACH state at the conclusion of this procedure; and
1>
if the received RRC CONNECTION SETUP message included the IE "Frequency info" and the UE could not find a suitable UTRA cell on that frequency but it could find a suitable UTRA cell on another frequency; or

1>
if the received RRC CONNECTION SETUP message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selected another cell than indicated by this IE; or

1>
if the contents of the variable C_RNTI is empty;
1>
after having received an RRC CONNECTION SETUP message with the value of the IE "Initial UE identity" equal to the value of the variable INITIAL_UE_IDENTITY; and

1>
before the RRC CONNECTION SETUP COMPLETE message is delivered to lower layers for transmission:

the UE shall:

1>
clear the entry for the RRC CONNECTION SETUP message in the table "Accepted transactions" in the variable TRANSACTIONS;

1>
check the value of V300, and:

2>
if V300 is equal to or smaller than N300:

3>
set CFN in relation to SFN of current cell according to subclause 8.5.15;

3>
set the IEs in the RRC CONNECTION REQUEST message according to subclause 8.1.3.3;

3>
perform the mapping of the Access Class to an Access Service Class as specified in subclause 8.5.13, and apply the given Access Service Class when accessing the RACH;

3>
submit a new RRC CONNECTION REQUEST message to the lower layers for transmission on the uplink CCCH;

3>
increment counter V300; and

3>
restart timer T300 when the MAC layer indicates success or failure in transmitting the message.

2>
if V300 is greater than N300:

3>
enter idle mode;

3>
perform the actions specified in subclause 8.5.2 when entering idle mode from connected mode;

3>
consider the RRC establishment procedure to be unsuccessful;

3>
the procedure ends.

8.1.3.9
Reception of an RRC CONNECTION REJECT message by the UE

When the UE receives an RRC CONNECTION REJECT message on the downlink CCCH, it shall compare the value of the IE "Initial UE identity" in the received RRC CONNECTION REJECT message with the value of the variable INITIAL_UE_IDENTITY:

If the values are different, the UE shall ignore the rest of the message;

If the values are identical, the UE shall:

1>
stop timer T300; and

1>
clear the entry for the RRC CONNECTION REJECT message in the table "Accepted transactions" in the variable TRANSACTIONS;

1>
if the UE has disabled cell reselection to a UTRA carrier due to an earlier RRC CONNECTION REJECT message, the UE shall resume cell reselection to that UTRA carrier;
1>
if the IE "wait time" <> '0'; and

1>
if the IE "frequency info" is present and:

2>
if V300 is equal to or smaller than N300:

3>
select a suitable UTRA cell according to [4]
3>
after having selected and camped on a suitable cell on the designated UTRA carrier:
4>
set CFN in relation to SFN of current cell according to subclause 8.5.15;

4>
set the contents of the RRC CONNECTION REQUEST message according to subclause 8.1.3.3;

4>
perform the mapping of the Access Class to an Access Service Class as specified in subclause 8.5.13, and apply the given Access Service Class when accessing the RACH;

4>
transmit an RRC CONNECTION REQUEST message on the uplink CCCH;

4>
reset counter V300;

4>
start timer T300 when the MAC layer indicates success or failure in transmitting the message;

4>
disable cell reselection to original UTRA carrier until the time stated in the IE "wait time" has elapsed or until the RRC connection establishment procedure ends, whichever occurs first;

3>
if no suitable cell on the designated UTRA carrier is found:
4>
wait for at least the time stated in the IE "wait time";

4>
set CFN in relation to SFN of current cell according to subclause 8.5.15;

4>
set the IEs in the RRC CONNECTION REQUEST message according to subclause 8.1.3.3;

4>
perform the mapping of the Access Class to an Access Service Class as specified in subclause 8.5.13, and apply the given Access Service Class when accessing the RACH;

4>
then submit a new RRC CONNECTION REQUEST message to the lower layers for transmission on the uplink CCCH of the original serving cell;

4>
increment counter V300;

4>
restart timer T300 when the MAC layer indicates success or failure to transmit the message;

2>
if V300 is greater than N300:

3>
enter idle mode;

3>
perform the actions specified in subclause 8.5.2 when entering idle mode from connected mode;

3>
consider the RRC establishment procedure to be unsuccessful;

3>
the procedure ends.

1>
if the IE "inter-RAT info" is present and:

2>
if V300 is equal to or smaller than N300:

3>
if the IE "GSM target cell info" is present:

4>
attempt to camp on a suitable cell of the list of cells indicated for that RAT;

4>
if the UE selects and camps on one of the cells indicated for that RAT:

5>
disable cell reselection to the original RAT until the time stated in the IE "wait time" has elapsed.

4>
if the UE cannot find any suitable cell from the indicated ones within 10s, the UE is allowed to camp on any suitable cell on that RAT.

3>
if the IE "GSM target cell info" is not present:

4>
select a suitable cell belonging to the selected PLMN or any PLMN indicated to be equivalent to that PLMN in the designated RAT;

4>
after having selected and camped on a suitable cell on the designated RAT:

5>
disable cell reselection to the original RAT until the time stated in the IE "wait time" has elapsed or until the UE successfully establishes a connection on the designated RAT, whichever occurs first.

3>
if no suitable cell in the designated RAT is found:

4>
wait at least the time stated in the IE "wait time";

4>
set CFN in relation to SFN of current cell according to subclause 8.5.15;

4>
set the IEs in the RRC CONNECTION REQUEST message according to subclause 8.1.3.2.

4>
perform the mapping of the Access Class to an Access Service Class as specified in subclause 8.5.13, and apply the given Access Service Class when accessing the RACH;

4>
then submit a new RRC CONNECTION REQUEST message to the lower layers for transmission on the uplink CCCH;

4>
increment counter V300;

4>
restart timer T300 when the MAC layer indicates success or failure to transmit the message;
2>
if V300 is greater than N300:

3>
enter idle mode;

3>
perform the actions specified in subclause 8.5.2 when entering idle mode from connected mode;

3>
consider the RRC establishment procedure to be unsuccessful;

3>
the procedure ends.

1>
If neither the IEs "frequency info" nor "inter-RAT info" are present and:
2>
if V300 is equal to or smaller than N300:

3>
wait at least the time stated in the IE "wait time";

3>
set the IEs in the RRC CONNECTION REQUEST message according to subclause 8.1.3.2;

3>
perform the mapping of the Access Class to an Access Service Class as specified in subclause 8.5.13, and apply the given Access Service Class when accessing the RACH;

3>
submit a new RRC CONNECTION REQUEST message to the lower layers for transmission on the uplink CCCH;

3>
increment counter V300;

3>
restart timer T300 when the MAC layer indicates success or failure to transmit the message;

2>
if V300 is greater than N300:

3>
enter idle mode;

3>
perform the actions specified in subclause 8.5.2 when entering idle mode from connected mode;

3>
consider the RRC establishment procedure to be unsuccessful;

3>
the procedure ends.

1>
if the IE "wait time" = '0':

2>
enter idle mode;

2>
perform the actions specified in subclause 8.5.2 when entering idle mode from connected mode;

2>
consider the RRC establishment procedure to be unsuccessful;

2>
the procedure ends.

8.2.2.3
Reception of RADIO BEARER SETUP or RADIO BEARER RECONFIGURATION or RADIO BEARER RELEASE or TRANSPORT CHANNEL RECONFIGURATION or PHYSICAL CHANNEL RECONFIGURATION message by the UE

The UE shall:

1>
be able to receive any of the following messages:

2>
RADIO BEARER SETUP message; or

2>
RADIO BEARER RECONFIGURATION message; or

2>
RADIO BEARER RELEASE message; or

2>
TRANSPORT CHANNEL RECONFIGURATION message; or

2>
PHYSICAL CHANNEL RECONFIGURATION message;

1>
be able to perform a hard handover and apply physical layer synchronisation procedure A as specified in [29], even if no prior UE measurements have been performed on the target cell and/or frequency.

In case the reconfiguration procedure is used to remove all existing RL(s) in the active set while new RL(s) are established the UE shall:

1>
if the UE has a pending "TGPS reconfiguration CFN" at the activation time received in the reconfiguration message and the reconfiguration requests a timing re-initialised hard handover (see subclause 8.3.5.1), the UE may:

2>
abort the pending CM activation;

2>
set the CM_PATTERN_ACTIVATION_ABORTED to TRUE.

1>
otherwise:

2>
set the CM_PATTERN_ACTIVATION_ABORTED to FALSE.

If the UE receives:

-
a RADIO BEARER SETUP message; or

-
a RADIO BEARER RECONFIGURATION message; or

-
a RADIO BEARER RELEASE message; or

-
a TRANSPORT CHANNEL RECONFIGURATION message; or

-
a PHYSICAL CHANNEL RECONFIGURATION message:

it shall:

1>
set the variable ORDERED_RECONFIGURATION to TRUE;

1>
if the UE will enter the CELL_DCH state from any state other than CELL_DCH state at the conclusion of this procedure:
2>
perform the physical layer synchronisation procedure A as specified in [29] (FDD only).

1>
act upon all received information elements as specified in subclause 8.6, unless specified in the following and perform the actions below.

The UE may:

1>
maintain a list of the set of cells to which the UE has Radio Links if the IE "Cell ID" is present.

The UE may first release the physical channel configuration used at reception of the reconfiguration message. The UE shall then:

1>
in FDD, if the IE "PDSCH code mapping" is included but the IE "PDSCH with SHO DCH Info" is not included and if the DCH has only one link in its active set:

2>
act upon the IE "PDSCH code mapping" as specified in subclause 8.6; and

2>
infer that the PDSCH will be transmitted from the cell from which the downlink DPCH is transmitted.

1>
enter a state according to subclause 8.6.3.3.

In case the UE receives a RADIO BEARER RECONFIGURATION message including the IE "RB information to reconfigure" that only includes the IE "RB identity", the UE shall:

1>
handle the message as if IE "RB information to reconfigure" was absent.

NOTE:

The RADIO BEARER RECONFIGURATION message always includes the IE "RB information to reconfigure". UTRAN has to include it even if it does not require the reconfiguration of any RB.

If after state transition the UE enters CELL_DCH state, the UE shall, after the state transition:

1>
in FDD; or

1>
in TDD when "Primary CCPCH Info" is included indicating a new target cell and "New C-RNTI" is not specified:

2>
remove any C-RNTI from MAC;

2>
clear the variable C_RNTI.

If after state transition the UE leaves CELL_DCH state, the UE shall, after the state transition:

1>
stop any HS-DSCH reception procedures;

1>
clear any stored HS-PDSCH configuration;

1>
act as if the IE "MAC-hs reset indicator" is received and set to TRUE;

1>
release all HARQ resources;

1>
remove any H-RNTI stored;

1>
clear the variable H_RNTI;

1>
set the variable HS_DSCH_RECEPTION to FALSE.

NOTE:
If configured for HS-DSCH, the UE will have still stored the IEs "Added or Reconfigured MAC-d flow" and "RB mapping Info".

In FDD, if after state transition the UE leaves CELL_DCH state, the UE shall, after the state transition:

1>
remove any DSCH-RNTI from MAC;

1>
clear the variable DSCH_RNTI.
If the UE was in CELL_DCH state upon reception of the reconfiguration message and remains in CELL_DCH state, the UE shall:

1>
if the IE "Uplink DPCH Info" is absent, not change its current UL Physical channel configuration;

1>
in TDD:

2>
if "Primary CCPCH Info" is included indicating a new target cell and "New C-RNTI" is not specified:

3>
remove any C-RNTI from MAC;

3>
clear the variable C_RNTI.
1>
if "DPCH frame offset" is included for one or more RLs in the active set:

2>
use its value to determine the beginning of the DPCH frame in accordance with the following:

3>
if the received IE "DPCH frame offset" is across the value range border compared to the DPCH frame offset currently used by the UE:

4>
consider it to be a request to adjust the timing with 256 chips across the frame border (e.g. if the UE receives value 0 while the value currently used is 38144 consider this as a request to adjust the timing with +256 chips).

3>
if after taking into account value range borders, the received IE "DPCH frame offset" corresponds to a request to adjust the timing with a step exceeding 256 chips:

4>
set the variable INVALID_CONFIGURATION to TRUE.

3>
and the procedure ends.

2>
adjust the radio link timing accordingly.

If after state transition the UE enters CELL_FACH state, the UE shall, after the state transition:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to [4] on that frequency;

2>
if the UE finds a suitable UTRA cell on that frequency:

3>
if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selects another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD):

4>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

4>
when the cell update procedure completed successfully:

5>
if the UE is in CELL_PCH or URA_PCH state, initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission" and proceed as below.

2>
else, if the UE can not find a suitable UTRA cell on that frequency but it finds a suitable UTRA cell on another frequency:

3>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

3>
when the cell update procedure completed successfully:

4>
if the UE is in CELL_PCH or URA_PCH state, initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission" and proceed as below.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
select a suitable UTRA cell according to [4];

2>
if the UE finds a suitable UTRA cell on the current frequency:

3>
if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selects another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD):

4>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

4>
when the cell update procedure completed successfully:

5>
if the UE is in CELL_PCH or URA_PCH state, initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission" and proceed as below.

2>
else, if the UE can not find a suitable UTRA cell on the current frequency but it finds a suitable UTRA cell on another frequency:

3>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

3>
when the cell update procedure completed successfully:

4>
if the UE is in CELL_PCH or URA_PCH state, initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission" and proceed as below.
1>
start timer T305 using its initial value if timer T305 is not running and if periodical update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity" in the variable TIMERS_AND_CONSTANTS;

1>
select PRACH according to subclause 8.5.17;

1>
select Secondary CCPCH according to subclause 8.5.19;

1>
use the transport format set given in system information;

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
ignore that IE and stop using DRX.

1>
if the contents of the variable C_RNTI is empty:

2>
perform a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

2>
when the cell update procedure completed successfully:

3>
if the UE is in CELL_PCH or URA_PCH state:

4>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission";

4>
proceed as below.

If the UE was in CELL_FACH state upon reception of the reconfiguration message and remains in CELL_FACH state, the UE shall:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to [4] on that frequency;

2>
if the UE finds a suitable UTRA cell on that frequency:

3>
if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selected another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD):

4>
initiate a cell update procedure according to subclause 8.3.1 using the cause "cell reselection";

4>
when the cell update procedure completed successfully:

5>
if the UE is in CELL_PCH or URA_PCH state, initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission" and proceed as below.

2> else, if the UE can not find a suitable UTRA cell on that frequency but it finds a suitable UTRA cell on another frequency:

3>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

3>
when the cell update procedure completed successfully:

4>
if the UE is in CELL_PCH or URA_PCH state, initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission" and proceed as below.
1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
if the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD) is included the UE shall either:

3>
ignore the content of the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD) and proceed as below;

2> or:

3> if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CPCH info" (for TDD), and it is different from the current cell:

4> initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

4> when the cell update procedure completed successfully:

5> if the UE is in CELL_PCH or URA_PCH state, initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission" and proceed as below.
If after state transition the UE enters CELL_PCH or URA_PCH state, the UE shall:

1>
if the IE "UTRAN DRX cycle length coefficient" is not included in the same message:

2>
set the variable INVALID_CONFIGURATION to TRUE.

The UE shall transmit a response message as specified in subclause 8.2.2.4, setting the information elements as specified below. The UE shall:

1>
if the received reconfiguration message included the IE "Downlink counter synchronisation info"; or

1>
if the received reconfiguration message is a RADIO BEARER RECONFIGURATION and the IE "New U-RNTI" is included:

2>
if the variable PDCP_SN_INFO is empty:

3>
configure the corresponding RLC entity for all AM and UM radio bearers and AM and UM signalling radio bearers except RB2 to "stop".

2>
else:

3>
configure the RLC entity for signalling radio bearers RB1, RB3 and RB4 to "stop";

3>
configure the RLC entity for UM and AM radio bearers for which the IE "PDCP SN Info" is not included to "stop".

2>
re-establish RB2;

2>
for the downlink and the uplink, apply the ciphering configuration as follows:

3>
if the received re-configuation message included the IE "Ciphering Mode Info":

4> use the ciphering configuration in the received message when transmitting the response message.

3>
if the ciphering configuration for RB2 from a previously received SECURITY MODE COMMAND has not yet been applied because the activation times not having been reached:

4>
if the previous SECURITY MODE COMMAND was received due to new keys being received:

5>
consider the new ciphering configuration to include the received new keys;

5>
initialise the HFN component of the uplink COUNT-C and downlink COUNT-C of SRB2 as indicated in subclause 8.1.12.3.1.

4>
if the ciphering configuration for RB2 from a previously received SECURITY MODE COMMAND has not yet been applied because of the corresponding activation times not having been reached and the previous SECURITY MODE COMMAND caused a change in LATEST_CONFIGURED_CN_DOMAIN:

5> consider the new ciphering configuration to include the keys associated with the LATEST_CONFIGURED_CN_DOMAIN;

5>
initialise the HFN component of the uplink COUNT-C and downlink COUNT-C of SRB2 to the most recently transmitted IE "START list" or IE "START" for the LATEST_CONFIGURED_CN_DOMAIN at the reception of the previous SECURITY MODE COMMAND.

4>
apply the new ciphering configuration immediately following RLC re-establishment.

3>
else:

4>
continue using the current ciphering configuration.
2>
set the new uplink and downlink component of COUNT-C HFN of RB2 to MAX(uplink HFN of RB2, downlink component of COUNT-C HFN of RB2);

2>
increment by one the downlink and uplink HFN values for RB2;

2>
calculate the START value according to subclause 8.5.9;

2>
include the calculated START values for each CN domain in the IE "START list" in the IE "Uplink counter synchronisation info".

1>
if the received reconfiguration message did not include the IE "Downlink counter synchronisation info":

2>
if the variable START_VALUE_TO_TRANSMIT is set:

3>
include and set the IE "START" to the value of that variable.

2>
if the variable START_VALUE_TO_TRANSMIT is not set and the IE "New U-RNTI" is included:

3>
calculate the START value according to subclause 8.5.9;

3>
include the calculated START values for each CN domain in the IE "START list" in the IE "Uplink counter synchronisation info".

2>
if the received reconfiguration message caused a change in the RLC size for any RB using RLC-AM:

3>
calculate the START value according to subclause 8.5.9;

3>
include the calculated START values for the CN domain associated with the corresponding RB identity in the IE "START list" in the IE "Uplink counter synchronisation info".

1>
if the received reconfiguration message contained the IE "Ciphering mode info" or contained the IE "Integrity protection mode info":

2>
set the IE "Status" in the variable SECURITY_MODIFICATION for all the CN domains in the variable SECURITY_MODIFICATION to "Affected".
1>
if the received reconfiguration message contained the IE "Ciphering mode info":

2>
if the reconfiguration message is not used to perform SRNS relocation with change of ciphering algorithm:

3>
the UE behaviour is not specified.
2>
if the message is used to perform a timing re-initialised hard handover:

3>
if IE "Ciphering activation time for DPCH" is included:

4>
the UE behaviour is not specified.

2>
else:

3> if the reconfiguration message is used to setup radio bearer(s) using RLC-TM; or

3>
if radio bearer(s) using RLC-TM already exist:
4>
if IE "Ciphering activation time for DPCH" is not included:

5>
the UE behaviour is not specified.
2>
include and set the IE "Radio bearer uplink ciphering activation time info" to the value of the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO.

1>
if the received reconfiguration message did not contain the IE "Ciphering activation time for DPCH" in IE "Ciphering mode info":

2>
if prior to this procedure there exist no transparent mode RLC radio bearers:

3>
if, at the conclusion of this procedure, the UE will be in CELL_DCH state; and

3>
if, at the conclusion of this procedure, at least one transparent mode RLC radio bearer exists:

4>
include the IE "COUNT-C activation time" and specify a CFN value for this IE that is a multiple of 8 frames (CFN mod 8 = 0) and lies at least 200 frames ahead of the CFN in which the response message is first transmitted.

NOTE:
UTRAN should not include the IE "Ciphering mode info" in any reconfiguration message unless it is also used to perform an SRNS relocation with change of ciphering algorithm.

1>
set the IE "RRC transaction identifier" to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

1>
clear that entry;

1>
if the variable PDCP_SN_INFO is not empty:

2>
include the IE "RB with PDCP information list" and set it to the value of the variable PDCP_SN_INFO.

1>
in TDD, if the procedure is used to perform a handover to a cell where timing advance is enabled, and the UE can calculate the timing advance value in the new cell (i.e. in a synchronous TDD network):

2>
set the IE "Uplink Timing Advance" according to subclause 8.6.6.26.

1>
if the IE "Integrity protection mode info" was present in the received reconfiguration message:

2>
start applying the new integrity protection configuration in the uplink for signalling radio bearer RB2 from and including the transmitted response message.

If after state transition the UE enters URA_PCH state, the UE shall, after the state transition and transmission of the response message:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to [4] on that frequency.

2> if the UE can not find a suitable UTRA cell on that frequency but it finds a suitable UTRA cell on another frequency:

3>
proceed as below.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
select a suitable UTRA cell according to [4].
1>
prohibit periodical status transmission in RLC;

1>
remove any C-RNTI from MAC;

1>
clear the variable C_RNTI;

1>
start timer T305 using its initial value if timer T305 is not running and if periodical update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity" in the variable TIMERS_AND_CONSTANTS;

1>
select Secondary CCPCH according to subclause 8.5.19;

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
use the value in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging occasion and PICH Monitoring Occasion as specified in subclause 8.6.3.2.

1>
if the criteria for URA update caused by "URA reselection" according to subclause 8.3.1 are fulfilled after cell selection:

2>
initiate a URA update procedure according to subclause 8.3.1 using the cause "URA reselection";

2>
when the URA update procedure is successfully completed:

3>
the procedure ends.
If after state transition the UE enters CELL_PCH state from CELL_DCH state, the UE shall, after the state transition and transmission of the response message:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to [4] on that frequency.

2> 
if the UE finds a suitable UTRA cell on that frequency:

3>
if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selects another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD):

4>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

4>
proceed as below.

2> else, if the UE can not find a suitable UTRA cell on that frequency but it finds a suitable UTRA cell on another frequency:

3>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

3>
proceed as below.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:
2>
select a suitable UTRA cell according to [4].
2> 
if the UE finds a suitable UTRA cell on the current frequency:

3>
if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selects another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD):

4>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

4>
proceed as below.

2> else, if the UE can not find a suitable UTRA cell on the current frequency but it finds a suitable UTRA cell on another frequency:

3>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

3>
proceed as below.
1>
prohibit periodical status transmission in RLC;

1>
remove any C-RNTI from MAC;

1>
clear the variable C_RNTI;

1>
start timer T305 using its initial value if timer T305 is not running and if periodical update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity" in the variable TIMERS_AND_CONSTANTS;

1>
select Secondary CCPCH according to subclause 8.5.19;

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
use the value in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging occasion and PICH Monitoring Occasion as specified in subclause 8.6.3.2.

1>
the procedure ends.

If after state transition the UE enters CELL_PCH state from CELL_FACH state, the UE shall, after the state transition and transmission of the response message:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to [4] on that frequency.

2> 
if the UE finds a suitable UTRA cell on that frequency:

3>
if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selected another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD):

4>
initiate a cell update procedure according to subclause 8.3.1 using the cause "cell reselection";

4>
proceed as below.

2> else, if the UE can not find a suitable UTRA cell on that frequency but it finds a suitable UTRA cell on another frequency:

3>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

3>
proceed as below.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
if the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD) is included the UE shall either:

3>
ignore the content of the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD) and proceed as below;

2> or:

3> if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CPCH info" (for TDD), and it is different from the current cell:

4> initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

4> proceed as below.
1>
prohibit periodical status transmission in RLC;

1>
remove any C-RNTI from MAC;

1>
clear the variable C_RNTI;

1>
start timer T305 using its initial value if timer T305 is not running and if periodical update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity" in the variable TIMERS_AND_CONSTANTS;

1>
select Secondary CCPCH according to subclause 8.5.19;

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
use the value in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging occasion and PICH Monitoring Occasion as specified in subclause 8.6.3.2.

1>
the procedure ends.
8.2.2.7
Physical channel failure

If the received message caused the UE to be in CELL_DCH state and the UE according to subclause 8.5.4 failed to establish the dedicated physical channel(s) indicated in the received message the UE shall:

1>
if HS-DSCH is configured:

2>
stop any HS-DSCH reception procedures;

2>
clear any stored HS-PDSCH configuration;

2>
act as if the IE “MAC-hs reset indicator” is received and set to TRUE;

2>
release all HARQ resources;

2>
remove any H-RNTI stored;

2>
clear the variable H_RNTI;

2>
set the variable HS_DSCH_RECEPTION to FALSE.

1>
if the CM_PATTERN_ACTIVATION_ABORTED flag is not set to TRUE:

2>
revert to the configuration prior to the reception of the message (old configuration);

1>
if the CM_PATTERN_ACTIVATION_ABORTED flag is set to TRUE or if the old configuration includes dedicated physical channels (CELL_DCH state) and the UE is unable to revert to the old configuration:

2>
initiate a cell update procedure according to subclause 8.3.1, using the cause "radio link failure";

2>
after the cell update procedure has completed successfully:

3>
proceed as below.

1>
if the old configuration does not include dedicated physical channels (CELL_FACH state):

2>
select a suitable UTRA cell according to [4];

2>
if the UE selects another cell than the cell the UE camped on upon reception of the reconfiguration message:

3>
initiate a cell update procedure according to subclause 8.3.1, using the cause "Cell reselection";

3>
after the cell update procedure has completed successfully:

4>
proceed as below.
1>
transmit a failure response message as specified in subclause 8.2.2.9, setting the information elements as specified below:

2>
include the IE "RRC transaction identifier"; and

2>
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

2>
clear that entry;

2>
set the IE "failure cause" to "physical channel failure".

1>
set the variable ORDERED_RECONFIGURATION to FALSE;

1>
continue with any ongoing processes and procedures as if the reconfiguration message was not received.

The procedure ends.

8.3.1.2
Initiation

A UE shall initiate the cell update procedure in the following cases:

1>
Uplink data transmission:

2>
if the UE is in URA_PCH or CELL_PCH state; and

2>
if the UE has uplink RLC data PDU or uplink RLC control PDU on RB1 or upwards to transmit:

3>
perform cell update using the cause "uplink data transmission".

1>
Paging response:

2>
if the criteria for performing cell update with the cause specified above in the current subclause are not met; and

2>
if the UE in URA_PCH or CELL_PCH state, receives a PAGING TYPE 1 message fulfilling the conditions for initiating a cell update procedure specified in subclause 8.1.2.3:

3>
perform cell update using the cause "paging response".

1>
Radio link failure:

2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met:

3>
if the UE is in CELL_DCH state and the criteria for radio link failure are met as specified in subclause 8.5.6; or
3>
if the transmission of the UE CAPABILITY INFORMATION message fails as specified in subclause 8.1.6.6:

4>
perform cell update using the cause "radio link failure".

1>
Re-entering service area:

2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met; and

2>
if the UE is in CELL_FACH or CELL_PCH state; and

2>
if the UE has been out of service area and re-enters service area before T307 or T317 expires:

3>
perform cell update using the cause "re-entering service area".

1>
RLC unrecoverable error:
2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met; and

2>
if the UE detects RLC unrecoverable error [16] in an AM RLC entity:

3>
perform cell update using the cause "RLC unrecoverable error".

1>
Cell reselection:

2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met:

3>
if the UE is in CELL_FACH or CELL_PCH state and the UE performs cell re-selection; or

3>
if the UE is in CELL_FACH state and the variable C_RNTI is empty:

4>
perform cell update using the cause "cell reselection".

1>
Periodical cell update:

2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met; and

2>
if the UE is in CELL_FACH or CELL_PCH state; and

2>
if the timer T305 expires; and

2>
if the criteria for "in service area" as specified in subclause 8.5.5.2 are fulfilled; and

2>
if periodic updating has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity":

3>
perform cell update using the cause "periodical cell update".

A UE in URA_PCH state shall initiate the URA update procedure in the following cases:

1>
URA reselection:

2>
if the UE detects that the current URA assigned to the UE, stored in the variable URA_IDENTITY, is not present in the list of URA identities in system information block type 2; or

2>
if the list of URA identities in system information block type 2 is empty; or

2>
if the system information block type 2 can not be found:

3>
perform URA update using the cause "change of URA".

1>
Periodic URA update:

2>
if the criteria for performing URA update with the causes as specified above in the current subclause are not met; and

2>
if the timer T305 expires while the UE is in the service area; and

2>
if periodic updating has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity":

3>
perform URA update using the cause "periodic URA update".

When initiating the URA update or cell update procedure, the UE shall:

1>
stop timer T305;

1>
if the UE is in CELL_DCH state:

2>
in the variable RB_TIMER_INDICATOR, set the IE "T314 expired" and the IE "T315 expired" to FALSE;

2>
if the stored values of the timer T314 and timer T315 are both equal to zero; or

2>
if the stored value of the timer T314 is equal to zero and there are no radio bearers associated with any radio access bearers for which in the variable ESTABLISHED_RABS the value of the IE "Re-establishment timer" is set to "useT315":

3>
release all its radio resources;

3>
indicate release (abort) of the established signalling connections (as stored in the variable ESTABLISHED_SIGNALLING_CONNECTIONS) and established radio access bearers (as stored in the variable ESTABLISHED_RABS) to upper layers;

3>
clear the variable ESTABLISHED_SIGNALLING_CONNECTIONS;

3>
clear the variable ESTABLISHED_RABS;

3>
enter idle mode;

3>
perform other actions when entering idle mode from connected mode as specified in subclause 8.5.2;

3>
and the procedure ends.

2>
if the stored value of the timer T314 is equal to zero:

3>
release all radio bearers, associated with any radio access bearers for which in the variable ESTABLISHED_RABS the value of the IE "Re-establishment timer" is set to "useT314";

3>
in the variable RB_TIMER_INDICATOR set the IE "T314 expired" to TRUE.

2>
if the stored value of the timer T315 is equal to zero:

3>
release all radio bearers associated with any radio access bearers for which in the variable ESTABLISHED_RABS the value of the IE "Re-establishment timer" is set to "useT315";

3>
in the variable RB_TIMER_INDICATOR set the IE "T315 expired" to TRUE.

2>
if the stored value of the timer T314 is greater than zero:

3>
if there are radio bearers associated with any radio access bearers for which in the variable ESTABLISHED_RABS the value of the IE "Re-establishment timer" is set to "useT314":

4>
start timer T314.
3>
if there are no radio bearers associated with any radio access bearers for which in the variable ESTABLISHED_RABS the value of the IE "Re-establishment timer" is set to "useT314" or "useT315":

4>
start timer T314.
2>
if the stored value of the timer T315 is greater than zero:

3>
if there are radio bearers associated with any radio access bearers for which in the variable ESTABLISHED_RABS the value of the IE "Re-establishment timer" is set to "useT315":

4>
start timer T315.

2>
for the released radio bearer(s):

3>
delete the information about the radio bearer from the variable ESTABLISHED_RABS;

3>
when all radio bearers belonging to the same radio access bearer have been released:

4>
indicate local end release of the radio access bearer to upper layers using the CN domain identity together with the RAB identity stored in the variable ESTABLISHED_RABS;

4>
delete all information about the radio access bearer from the variable ESTABLISHED_RABS.

2>
select a suitable UTRA cell according to [4];
2>
set the variable ORDERED_RECONFIGURATION to FALSE.

1>
set the variables PROTOCOL_ERROR_INDICATOR, FAILURE_INDICATOR, UNSUPPORTED_CONFIGURATION and INVALID_CONFIGURATION to FALSE;

1>
set the variable CELL_UPDATE_STARTED to TRUE;

1>
if HS-DSCH is configured:

2>
stop any HS-DSCH reception procedures;

2>
clear any stored HS-PDSCH configuration;

2>
act as if the IE "MAC-hs reset indicator" is received and set to TRUE;

2>
release all HARQ resources;

2>
remove any H-RNTI stored;

2>
clear the variable H_RNTI;

2>
set the variable HS_DSCH_RECEPTION to FALSE.
1>
if the UE is not already in CELL_FACH state:

2>
move to CELL_FACH state;

2>
select PRACH according to subclause 8.5.17;

2>
select Secondary CCPCH according to subclause 8.5.19;

2>
use the transport format set given in system information as specified in subclause 8.6.5.1.

1>
if the UE performs cell re-selection:

2>
clear the variable C_RNTI; and

2>
stop using that C_RNTI just cleared from the variable C_RNTI in MAC.

1>
set CFN in relation to SFN of current cell according to subclause 8.5.15;

1>
in case of a cell update procedure:

2>
set the contents of the CELL UPDATE message according to subclause 8.3.1.3;

2>
submit the CELL UPDATE message for transmission on the uplink CCCH.

1>
in case of a URA update procedure:

2>
set the contents of the URA UPDATE message according to subclause 8.3.1.3;

2>
submit the URA UPDATE message for transmission on the uplink CCCH.

1>
set counter V302 to 1;

1>
start timer T302 when the MAC layer indicates success or failure in transmitting the message.

8.3.1.4
T305 expiry and the UE detects "out of service area"

When the T305 expires and the UE detects that it is "out of service area" as specified in subclause 8.5.5.1, the UE shall

1>
start timer T307;

1>
peform cell selection as described in [4].
8.3.1.6
Reception of the CELL UPDATE CONFIRM/URA UPDATE CONFIRM message by the UE

When the UE receives a CELL UPDATE CONFIRM/URA UPDATE CONFIRM message; and

-
if the message is received on the CCCH, and IE "U-RNTI" is present and has the same value as the variable U_RNTI; or

-
if the message is received on DCCH:

the UE may:

1>
maintain a list of the set of cells to which the UE has Radio Links if the IE "Cell ID" is present.
the UE shall:

1>
stop timer T302;

1>
in case of a cell update procedure and the CELL UPDATE CONFIRM message:

2>
includes "RB information elements"; and/or

2>
includes "Transport channel information elements"; and/or

2>
includes "Physical channel information elements"; and

2>
if the variable ORDERED_RECONFIGURATION is set to FALSE:

3>
set the variable ORDERED_RECONFIGURATION to TRUE.

1>
act upon all received information elements as specified in subclause 8.6, unless specified otherwise in the following:

2>
if the IE "Frequency info" is included in the message:

3>
if the IE "RRC State Indicator" is set to the value "CELL_FACH" or "CELL_PCH" or URA_PCH":

4>
select a suitable UTRA cell according to [4] on that frequency;
4> 
if the UE finds a suitable UTRA cell on that frequency:

5>
if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selected another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD):

6>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

6>
proceed as below.

4> else, if the UE can not find a suitable UTRA cell on that frequency but it finds a suitable UTRA cell on another frequency:

5>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

5>
proceed as below.

4>
act as specified in subclause 8.3.1.12.

3>
if the IE "RRC State Indicator" is set to the value "CELL_DCH":

4>
act on the IE "Frequency info" as specified in subclause 8.6.6.1.

2>
use the transport channel(s) applicable for the physical channel types that is used; and

2>
if the IE "TFS" is neither included nor previously stored in the UE for that transport channel(s):

3>
use the TFS given in system information.

2>
if none of the TFS stored is compatible with the physical channel:

3>
delete the stored TFS;

3>
use the TFS given in system information.

2>
if the IE "RLC re-establish indicator (RB2, RB3 and RB4)" in the CELL UPDATE CONFIRM message is set to TRUE:

3>
re-establish the RLC entities for signalling radio bearer RB2, signalling radio bearer RB3 and signalling radio bearer RB4 (if established);
3>
if the value of the IE "Status" in the variable CIPHERING_STATUS of the CN domain stored in the variable LATEST_CONFIGURED_CN_DOMAIN is set to "Started":

4>
set the HFN component of the respective COUNT-C values for AM RLC entities with RB identity 2,RB identity 3 and RB identity 4 (if established) equal to the START value included in the latest transmitted CELL UPDATE message for the CN domain stored in the variable LATEST_CONFIGURED_CN_DOMAIN.

2>
if the IE "RLC re-establish indicator (RB5 and upwards)" in the CELL UPDATE CONFIRM message is set to TRUE:

3>
for radio bearers with RB identity 5 and upwards:

4>
re-establish the AM RLC entities;
4>
if the value of the IE "Status" in the variable CIPHERING_STATUS of the CN domain as indicated in the IE "CN domain identity" in the IE "RAB info" in the variable ESTABLISHED_RABS is set to "Started":

5>
set the HFN component of the respective COUNT-C values for AM RLC entities equal to the START value included in this CELL UPDATE message for the CN domain as indicated in the IE "CN domain identity" in the IE "RAB info" in the variable ESTABLISHED_RABS.
1>
if the CELL UPDATE CONFIRM / URA UPDATE CONFIRM message contained the IE "Ciphering mode info" or contained the IE "Integrity protection mode info":

2>
set the IE "Status" in the variable SECURITY_MODIFICATION for all the CN domains in the variable SECURITY_MODIFICATION to "Affected".

1>
if the variable ESTABLISHMENT_CAUSE is set:

2>
clear the variable ESTABLISHMENT_CAUSE.

1>
enter a state according to subclause 8.6.3.3 applied on the CELL UPDATE CONFIRM / URA UPDATE CONFIRM message.

If the UE after state transition enters CELL_DCH state, it shall:

1>
perform the physical layer synchronisation procedure A as specified in [29] (FDD only);

1>
not prohibit periodical status transmission in RLC.

If the UE after state transition remains in CELL_FACH state, it shall

1>
start the timer T305 using its initial value if timer T305 is not running and periodical cell update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity";

1>
select PRACH according to subclause 8.5.17;

1>
select Secondary CCPCH according to subclause 8.5.19;

1>
not prohibit periodical status transmission in RLC;

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
ignore that IE and stop using DRX.

If the UE after state transition enters URA_PCH or CELL_PCH state, it shall:

1>
prohibit periodical status transmission in RLC;

1>
clear the variable C_RNTI;

1>
stop using that C_RNTI just cleared from the variable C_RNTI in MAC;

1>
start the timer T305 using its initial value if timer T305 is not running and periodical update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity";

1>
select Secondary CCPCH according to subclause 8.5.19;

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
use the value in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging Occasion and PICH Monitoring Occasion as specified in subclause 8.6.3.2.

1>
if the IE "UTRAN DRX cycle length coefficient" is not included in the same message:
2>
set the variable INVALID_CONFIGURATION to TRUE.
If the UE after the state transition remains in CELL_FACH state; and

1>
the contents of the variable C_RNTI are empty:

it shall check the value of V302; and:

1>
if V302 is equal to or smaller than N302:

2>
if, caused by the received CELL UPDATE CONFIRM or URA UPDATE CONFIRM message:

3>
the IE "Reconfiguration" in the variable CIPHERING_STATUS is set to TRUE; and/or

3>
the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO is set to TRUE:

4>
abort the ongoing integrity and/or ciphering reconfiguration;

4>
if the received CELL UPDATE CONFIRM or URA UPDATE CONFIRM message contained the IE "Ciphering mode info":

5>
set the IE "Reconfiguration" in the variable CIPHERING_STATUS to FALSE; and

5>
clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO.

4>
if the received CELL UPDATE CONFIRM or URA UPDATE CONFIRM message contained the IE "Integrity protection mode info":

5>
set the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO to FALSE; and

5>
clear the variable INTEGRITY_PROTECTION_ACTIVATION_INFO.

2>
in case of a URA update procedure:

3>
stop the URA update procedure;

3>
clear any entry for the URA UPDATE CONFIRM message in the table "Accepted transactions" in the variable TRANSACTIONS; and
3>
continue with a cell update procedure.

2>
set the contents of the CELL UPDATE message according to subclause 8.3.1.3, except for the IE "Cell update cause" which shall be set to "cell reselection";

2>
submit the CELL UPDATE message for transmission on the uplink CCCH;

2>
increment counter V302;

2>
restart timer T302 when the MAC layer indicates success or failure to transmit the message.

1>
if V302 is greater than N302:

2>
clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO;

2>
clear the variable INTEGRITY_PROTECTION_ACTIVATION_INFO;

2>
in case of a cell update procedure:

3>
clear the entry for the CELL UPDATE CONFIRM message in the table "Rejected transactions" in the variable TRANSACTIONS.

2>
in case of a URA update procedure:

3>
clear the entry for the URA UPDATE CONFIRM message in the table "Rejected transactions" in the variable TRANSACTIONS.

2>
release all its radio resources;

2>
indicate release (abort) of the established signalling connections (as stored in the variable ESTABLISHED_SIGNALLING_CONNECTIONS) and established radio access bearers (as stored in the variable ESTABLISHED_RABS) to upper layers;

2>
clear the variable ESTABLISHED_SIGNALLING_CONNECTIONS;

2>
clear the variable ESTABLISHED_RABS;

2>
enter idle mode;

2>
other actions the UE shall perform when entering idle mode from connected mode are specified in subclause 8.5.2;

2>
and the procedure ends.

If the UE after the state transition remains in CELL_FACH state; and

-
a C-RNTI is stored in the variable C_RNTI;

or

-
the UE after the state transition moves to another state than the CELL_FACH state:

the UE shall:

1>
if the CELL UPDATE CONFIRM / URA UPDATE CONFIRM message contained the IE "Ciphering mode info":

2>
include and set the IE "Radio bearer uplink ciphering activation time info" in any response message transmitted below to the value of the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO.

1>
in case cell reselection interrupted an ongoing cell update procedure and a CELL UPDATE CONFIRM/URA UPDATE CONFIRM was received with the IE "Downlink counter synchronisation info" present and the response to which was not submitted to the lower layers due to the cell re-selection:

2>
include the IE "START list" in the response message transmitted according to subclause 8.3.1.7;

2>
if the CELL UPDATE CONFIRM/URA UPDATE CONFIRM, the response to which was not delivered to the lower layers, due to the cell re-selection, included the IE "RB with PDCP information list":

3>
include the IE "RB with PDCP information list" in the response message transmitted according to subclause 8.3.1.7.
1>
in case of a cell update procedure:

2>
set the IE "RRC transaction identifier" in any response message transmitted below to the value of "RRC transaction identifier" in the entry for the CELL UPDATE CONFIRM message in the table "Accepted transactions" in the variable TRANSACTIONS; and

2>
clear that entry.

1>
in case of a URA update procedure:

2>
set the IE "RRC transaction identifier" in any response message transmitted below to the value of "RRC transaction identifier" in the entry for the URA UPDATE CONFIRM message in the table "Accepted transactions" in the variable TRANSACTIONS; and

2>
clear that entry;

1>
if the variable PDCP_SN_INFO is non-empty:

2>
include the IE "RB with PDCP information list" in any response message transmitted below and set it to the value of the variable PDCP_SN_INFO.

1>
if the received CELL UPDATE CONFIRM or URA UPDATE CONFIRM message included the IE "Downlink counter synchronisation info":

2>
if the variable PDCP_SN_INFO is empty:

3>
configure the corresponding RLC entity for all AM and UM radio bearers and AM and UM signalling radio bearers except RB2 to "stop".

2>
else:

3>
configure the RLC entity for signalling radio bearers RB1, RB3 and RB4 to "stop";

3>
configure the RLC entity for UM and AM radio bearers for which the IE "PDCP SN Info" is not included to "stop".

2>
re-establish RB2;

2>
for the downlink and the uplink, apply the ciphering configuration as follows:

3>
if the received re-configuation message included the IE "Ciphering Mode Info":

4>
use the ciphering configuration in the received message when transmitting the response message.

3>
if the ciphering configuration for RB2 from a previously received SECURITY MODE COMMAND has not yet been applied because the activation times not having been reached:

4>
if the previous SECURITY MODE COMMAND was received due to new keys being received:

5>
consider the new ciphering configuration to include the received new keys;

5>
initialise the HFN component of the uplink COUNT-C and downlink COUNT-C of SRB2 as indicated in subclause 8.1.12.3.1.

4>
if the ciphering configuration for RB2 from a previously received SECURITY MODE COMMAND has not yet been applied because of the corresponding activation times not having been reached and the previous SECURITY MODE COMMAND caused a change in LATEST_CONFIGURED_CN_DOMAIN:

5>
consider the new ciphering configuration to include the keys associated with the LATEST_CONFIGURED_CN_DOMAIN;

5>
initialise the HFN component of the uplink COUNT-C and downlink COUNT-C of SRB2 to the most recently transmitted IE "START list" or IE "START" for the LATEST_CONFIGURED_CN_DOMAIN at the reception of the previous SECURITY MODE COMMAND.

4>
apply the new ciphering configuration immediately following RLC re-establishment.

3>
else:

4>
continue using the current ciphering configuration.

2>
set the new uplink and downlink HFN component of the COUNT-C of RB2 to MAX(uplink HFN component of the COUNT-C of RB2, downlink HFN component of the COUNT-C of RB2);

2>
increment by one the downlink and uplink values of the HFN component of the COUNT-C for RB2;

2>
calculate the START value according to subclause 8.5.9;

2>
include the calculated START values for each CN domain in the IE "START list" in the IE "Uplink counter synchronisation info" in any response message transmitted below.

1>
transmit a response message as specified in subclause 8.3.1.7;

1>
if the IE "Integrity protection mode info" was present in the CELL UPDATE CONFIRM or URA UPDATE CONFIRM message:

2>
start applying the new integrity protection configuration in the uplink for signalling radio bearer RB2 from and including the transmitted response message.

1>
if the variable ORDERED_RECONFIGURATION is set to TRUE caused by the received CELL UPDATE CONFIRM message in case of a cell update procedure:

2>
set the variable ORDERED_RECONFIGURATION to FALSE.

1>
clear the variable PDCP_SN_INFO;

1>
when the response message transmitted per subclause 8.3.1.7 to the UTRAN has been confirmed by RLC:

2>
if the CELL UPDATE CONFIRM / URA UPDATE CONFIRM message contained the IE "Ciphering mode info":

3>
resume data transmission on any suspended radio bearer and signalling radio bearer mapped on RLC-AM or RLC-UM;

3>
set the IE "Reconfiguration" in the variable CIPHERING_STATUS to FALSE; and

3>
clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO.

2>
if the CELL UPDATE CONFIRM / URA UPDATE CONFIRM message contained the IE "Integrity protection mode info":

3>
set "Uplink RRC Message sequence number" for signalling radio bearer RB0 in the variable INTEGRITY_PROTECTION_INFO to a value such that next RRC message to be sent on uplink RB0 will use the new integrity protection configuration;

3>
allow the transmission of RRC messages on all signalling radio bearers with any RRC SN;
3>
set the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO to FALSE.

2>
clear the variable INTEGRITY_PROTECTION_ACTIVATION_INFO.

1>
in case of a cell update procedure:

2>
clear the entry for the CELL UPDATE CONFIRM message in the table "Rejected transactions" in the variable TRANSACTIONS.

1>
in case of a URA update procedure:

2>
clear the entry for the URA UPDATE CONFIRM message in the table "Rejected transactions" in the variable TRANSACTIONS.

1>
set the variable CELL_UPDATE_STARTED to FALSE;

1>
clear the variable SECURITY_MODIFICATION.

The procedure ends.

8.3.1.7a
Physical channel failure

If the received CELL UPDATE CONFIRM message would cause the UE to transit to CELL_DCH state:

1>
if the UE failed to establish the physical channel(s) indicated in the received CELL UPDATE CONFIRM message according to the criteria defined in subclause 8.5.4 are not fulfilled; or

1>
the received CELL UPDATE CONFIRM message does not contain dedicated physical channels:

the UE shall:

1>
if, caused by the received CELL UPDATE CONFIRM message

2>
the IE "Reconfiguration" in the variable CIPHERING_STATUS is set to TRUE; and/or

2>
the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO is set to TRUE:

3>
abort the ongoing integrity and/or ciphering reconfiguration;

3>
if the received CELL UPDATE CONFIRM message contained the IE "Ciphering mode info":

4>
set the IE "Reconfiguration" in the variable CIPHERING_STATUS to FALSE; and

4>
clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO.

3>
if the received CELL UPDATE CONFIRM message contained the IE "Integrity protection mode info":

4>
set the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO to FALSE; and

4>
clear the variable INTEGRITY_PROTECTION_ACTIVATION_INFO.

1>
if the variable ORDERED_RECONFIGURATION is set to TRUE caused by the received CELL UPDATE CONFIRM message:

2>
set the variable ORDERED_RECONFIGURATION to FALSE.

1>
if V302 is equal to or smaller than N302:

2>
select a suitable UTRA cell according to [4];
2>
set the contents of the CELL UPDATE message according to subclause 8.3.1.3, except for the IE "Cell update cause" which shall be set to "Radio link failure";

2>
submit the CELL UPDATE message for transmission on the uplink CCCH;

2>
increment counter V302;

2>
restart timer T302 when the MAC layer indicates success or failure to transmit the message.

1>
if V302 is greater than N302:

2>
clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO;

2>
clear the variable INTEGRITY_PROTECTION_ACTIVATION_INFO;

2>
in case of a cell update procedure:

3>
clear the entry for the CELL UPDATE CONFIRM message in the table "Rejected transactions" in the variable TRANSACTIONS.

2>
release all its radio resources;

2>
indicate release (abort) of the established signalling connections (as stored in the variable ESTABLISHED_SIGNALLING_CONNECTIONS) and established radio access bearers (as stored in the variable ESTABLISHED_RABS) to upper layers;

2>
clear the variable ESTABLISHED_SIGNALLING_CONNECTIONS;

2>
clear the variable ESTABLISHED_RABS;

2>
set the variable CELL_UPDATE_STARTED to FALSE;

2>
enter idle mode.

8.3.1.12
T302 expiry or cell reselection

If any or several of the following conditions are true:

-
expiry of timer T302;

-
reselection to another UTRA cell (including the previously serving cell) before completion of the cell update or URA update procedure;

the UE shall:

1>
stop T302 if it is running;

1>
if the UE was in CELL_DCH state prior to the initiation of the procedure; and

2>
if timers T314 and T315 have elapsed while T302 was running:

3>
enter idle mode.

3>
indicate release (abort) of the established signalling connections (as stored in the variable ESTABLISHED_SIGNALLING_CONNECTIONS) and established radio access bearers (as stored in the variable ESTABLISHED_RABS) to upper layers. Other actions the UE shall perform when entering idle mode from connected mode are specified in subclause 8.5.2.

3>
and the procedure ends.

2>
if timer T314 has elapsed while T302 was running and,

3>
if "T314 expired" in the variable RB_TIMER_INDICATOR is set to FALSE and

3>
if T315 is still running:

4>
release locally all radio bearers which are associated with any radio access bearers for which in the variable ESTABLISHED_RABS the value of the IE "Re-establishment timer" is set to "useT314";

4>
indicate release of those radio access bearers to upper layers;

4>
delete all information about those radio access bearers from the variable ESTABLISHED_RABS;

4>
set "T314 expired" in the variable RB_TIMER_INDICATOR to TRUE.

2>
if timer T315 has elapsed while T302 was running and,

3>
if "T315 expired" in the variable RB_TIMER_INDICATOR is set to FALSE and,

3>
if T314 is still running:

4>
release locally all radio bearers which are associated with any radio access bearers for which in the variable ESTABLISHED_RABS the value of the IE "Re-establishment timer" is set to "useT315";

4>
indicate release of those radio access bearers to upper layers;

4>
delete all information about those radio access bearers from the variable ESTABLISHED_RABS;

4>
set "T315 expired" in the variable RB_TIMER_INDICATOR to TRUE.

1>
check whether it is still in "in service area" (see subclause 8.5.5.2);

1>
if the variable ORDERED_RECONFIGURATION is set to TRUE caused by the received CELL UPDATE CONFIRM message in case of a cell update procedure:

2>
set the variable ORDERED_RECONFIGURATION to FALSE.

1>
in case of a cell update procedure:

2>
clear any entry for the CELL UPDATE CONFIRM message in the table "Accepted transactions" in the variable TRANSACTIONS.

1>
in case of a URA update procedure:

2>
clear any entry for the URA UPDATE CONFIRM message in the table "Accepted transactions" in the variable TRANSACTIONS.

If the UE detects "in service area" if it has not entered idle mode, and:

1>
if V302 is equal to or smaller than N302, the UE shall:

2>
if the UE performed cell re-selection:

3>
delete its C-RNTI.

2>
in case of a cell update procedure:

3>
set the contents of the CELL UPDATE message according to subclauses 8.3.1.3 and 8.5.10;

3>
if a CELL UPDATE CONFIRM message was received and caused the IE "Reconfiguration" in the variable CIPHERING_STATUS to be set to TRUE and/or the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO to be set to TRUE:

4>
if the IE "Downlink counter synchronisation info" was included in the received CELL UPDATE CONFIRM message:

5>
apply the new security (integrity protection) configuration received in the CELL UPDATE CONFIRM on the CELL UPDATE message.

3>
submit the CELL UPDATE message for transmission on the uplink CCCH.

2>
in case of a URA update procedure:

3>
set the contents of the URA UPDATE message according to subclauses 8.3.1.3 and 8.5.10;

3>
if a URA UPDATE CONFIRM message was received and caused the IE "Reconfiguration" in the variable CIPHERING_STATUS to be set to TRUE and/or the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO is set to TRUE:

4>
if the IE "Downlink counter synchronisation info" was included in the received URA UPDATE CONFIRM message:

5>
apply the new security (integrity protection) configuration received in the URA UPDATE CONFIRM on the URA UPDATE message.

3>
submit the URA UPDATE message for transmission on the uplink CCCH.

2>
increment counter V302;

2>
restart timer T302 when the MAC layer indicates success or failure to transmit the message.

1>
if V302 is greater than N302, the UE shall:

2>
clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO;

2>
clear the variable INTEGRITY_PROTECTION_ACTIVATION_INFO;

2>
clear the variable PDCP_SN_INFO;

2>
in case of a cell update procedure:

3>
clear the entry for the CELL UPDATE CONFIRM message in the table "Rejected transactions" in the variable TRANSACTIONS.

2>
in case of a URA update procedure:

3>
clear the entry for the URA UPDATE CONFIRM message in the table "Rejected transactions" in the variable TRANSACTIONS.

2>
release all its radio resources;

2>
indicate release (abort) of the established signalling connections (as stored in the variable ESTABLISHED_SIGNALLING_CONNECTIONS) and established radio access bearers (as stored in the variable ESTABLISHED_RABS) to upper layers;

2>
clear the variable ESTABLISHED_SIGNALLING_CONNECTIONS;

2>
clear the variable ESTABLISHED_RABS;

2>
set the variable CELL_UPDATE_STARTED to FALSE;

2>
enter idle mode;

2>
other actions the UE shall perform when entering idle mode from connected mode are specified in subclause 8.5.2;

2>
and the procedure ends.

If the UE detects "out of service area", it shall:

1>
act according to 8.5.5
8.3.11.5
Expiry of timer T309 or UE fails to complete requested cell change order

If:

-
timer T309 expires prior to the successful establishment of a connection to the target RAT; or

-
if the establishment of the connection to the other RAT failed due to other reasons e.g. (random) access failure, rejection due to lack of resources:

the UE shall:

1>
if it received the CELL CHANGE ORDER FROM UTRAN message in state CELL_DCH:

2>
revert back to the UTRA configuration;

NOTE:
If configured for HS-DSCH while in UTRA, the UE will have still stored the IEs "Added or Reconfigured MAC-d flow" and "RB mapping Info".
2>
establish the UTRA physical channel(s) used at the time for reception of CELL CHANGE ORDER FROM UTRAN;

2>
if the UE does not succeed in establishing the UTRA physical channel(s):

3>
perform a cell update procedure according to subclause 8.3.1 with cause "Radio link failure";

3>
when the cell update procedure has completed successfully:

4>
proceed as below.

2>
transmit the CELL CHANGE ORDER FROM UTRAN FAILURE message setting the information elements as specified below:

3>
include the IE "RRC transaction identifier"; and

3>
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

3>
clear that entry;

3>
set the IE "Inter-RAT change failure" to "physical channel failure".

2>
When the CELL CHANGE ORDER FROM UTRAN FAILURE message has been submitted to lower layer for transmission, the procedure ends.

1>
if the UE receives the CELL CHANGE ORDER FROM UTRAN message in CELL_FACH state:

2>
revert to the cell it was camped on at the reception of the CELL CHANGE ORDER FROM UTRAN message;

2>
if the UE is unable to return to this cell:

3>
select a suitable UTRA cell according to [4];

3>
initiate the cell update procedure according to subclause 8.3.1 using the cause "cell re-selection";
3>
when the cell update procedure completed successfully:

4>
proceed as below.

2>
transmit the CELL CHANGE ORDER FROM UTRAN FAILURE message setting the information elements as specified below:

3>
include the IE "RRC transaction identifier"; and

3>
set it to the value of "RRC transaction identifier" in the entry for the CELL CHANGE ORDER FROM UTRAN message in the table "Accepted transactions" in the variable TRANSACTIONS; and

3>
clear that entry;

3>
set the IE "Inter-RAT change failure" to "physical channel failure".

2>
When the CELL CHANGE ORDER FROM UTRAN FAILURE message has been submitted to lower layer for transmission:

3>
the procedure ends.

8.5.2
Actions when entering idle mode from connected mode

When entering idle mode from connected mode, the UE shall:

1>
clear or set variables upon leaving UTRA RRC connected mode as specified in subclause 13.4;

1>
if the RRC CONNECTION RELEASE message was received and the IE "Redirection info" was present therein:

2>
attempt to camp on a suitable cell on the indicated UTRA carrier included in the RRC CONNECTION RELEASE message;

2>
attempt to camp on a suitable cell of the list of cells for the indicated RAT included in the RRC CONNECTION RELEASE message. If no cells were indicated for that RAT or no suitable cell of the indicated cells for that RAT is found within 10s, attempt to camp on any suitable cell of that RAT; or

2>
if no suitable cell is found on the indicated UTRA carrier or RAT camp on any suitable cell.
1>
attempt to select a suitable cell to camp on.
When leaving connected mode according to [4], the UE shall:

1>
perform cell selection.

While camping on a cell, the UE shall:

1>
acquire system information according to the system information procedure in subclause 8.1;

1>
perform measurements according to the measurement control procedure specified in subclause 8.4; and

1>
if the UE is registered:

2>
be prepared to receive paging messages according to the paging procedure in subclause 8.2.

If IE "PLMN identity" within variable SELECTED_PLMN has the value "GSM-MAP", the UE shall:

1>
delete any NAS system information received in connected mode;

1>
acquire the NAS system information in system information block type 1; and

1>
proceed according to subclause 8.6.1.2.

When entering idle mode, the UE shall:

1>
if the USIM is present, for each CN domain:

2>
if a new security key set was received for this CN domain but was not used either for integrity protection or ciphering during this RRC connection:

3>
set the START value for this domain to zero; and

3>
store this START value for this domain in the USIM.

2>
else:

3>
if the current "START" value, according to subclause 8.5.9 for a CN domain, is greater than or equal to the value "THRESHOLD" of the variable START_THRESHOLD:

4>
delete the ciphering and integrity keys that are stored in the USIM for that CN domain;

4>
inform the deletion of these keys to upper layers.

3>
else:

4>
store the current "START" value for this CN domain on the USIM.

NOTE:
Prior to storing the "START" value, the UE should calculate this "START" value according to subclause 8.5.9.

1>
else:

2>
if the SIM is present, for each CN domain:

3>
if a new security key set was received for this CN domain but was not used either for integrity protection or ciphering during this RRC connection:

4>
set the START value for this domain to zero; and

4>
store this START value for this domain in the UE
3>
else:

4>
if the current "START" value, according to subclause 8.5.9 for this CN domain, is greater than or equal to the value "THRESHOLD" of the variable START_THRESHOLD:

5>
delete the Kc key for this CN domain;

5>
delete the ciphering and integrity keys that are stored in the UE for that CN domain;
5>
set the "START" values for this CN domain to zero and store it the UE;

5>
inform the deletion of the key to upper layers.

4>
else:

5>
store the current "START" value for this CN domain in the UE.

NOTE:
Prior to storing the "START" value, the UE should calculate this "START" value according to subclause 8.5.9.
8.6.6.1
Frequency info

If, after completion of the procedure, the UE will be in CELL_DCH state, the UE shall:

1>
if the IE "Frequency info" is included:

2>
if the frequency is different from the currently used frequency:

3>
store and use the frequency indicated by the IE "Frequency Info"; and

3>
perform the physical layer synchronisation procedure A as specified in [29] (FDD only).

2>
if the frequency is the same as the currently used frequency:

3>
continue to use the currently used frequency;

3>
perform the physical layer synchronisation procedure A as specified in [29] (FDD only).

1>
if the IE "Frequency info" is not included and the UE has a currently used frequency:

2>
continue to use the currently used frequency.

10.2.36
RRC CONNECTION REJECT

The network transmits this message when the requested RRC connection cannot be accepted.


RLC-SAP: UM


Logical channel: CCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Message Type
	MP
	
	Message Type
	

	UE information elements
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	

	Initial UE identity
	MP
	
	Initial UE identity 10.3.3.15
	

	Rejection cause
	MP
	
	Rejection cause 10.3.3.31
	

	Wait time
	MP
	
	Wait time 10.3.3.50
	

	Redirection info
	OP
	
	Redirection info 10.3.3.29
	


10.2.37
RRC CONNECTION RELEASE

This message is sent by UTRAN to release the RRC connection. The message also releases the signalling connection and all radio bearers between the UE and UTRAN.


RLC-SAP: UM


Logical channel: CCCH or DCCH


Direction: UTRAN(UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE information elements
	
	
	
	
	

	CHOICE identity type
	CV-CCCH
	
	
	
	REL-5

	>U-RNTI
	
	
	U-RNTI 10.3.3.47
	
	

	> Group identity
	
	1 to <maxURNTIgroup>
	
	
	REL-5

	>>Group release information
	MP
	
	Group release information 10.3.3.14o
	
	REL-5

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CV-DCCH
	
	Integrity check info 10.3.3.16
	Integrity check info is included if integrity protection is applied
	

	N308
	CH-Cell_DCH
	
	Integer(1..8)
	
	

	Release cause
	MP
	
	Release cause 10.3.3.32
	
	

	Other information elements
	
	
	
	
	

	Rplmn information
	OP
	
	Rplmn information

10.3.8.15
	
	

	Redirection info
	OP
	
	Redirection info 10.3.3.29
	
	REL-6


	Condition
	Explanation

	CCCH
	This IE is mandatory present when CCCH is used and not needed otherwise.

	DCCH
	This IE is mandatory present when DCCH is used and not needed otherwise.

	Cell_DCH
	This IE is mandatory present when UE is in CELL_DCH state and not needed otherwise.


10.3.3.29
Redirection info
This IE is used to redirect the UE to another frequency or other system. With the Release 6 version a list of cells may be provided to the UE, where cell selection shall be started.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE Redirection Information
	MP
	
	
	
	

	>Frequency info
	
	
	Frequency info 10.3.6.36
	
	

	>Inter-RAT info
	
	
	Inter-RAT info 10.3.7.25
	
	

	>GSM target cell info
	CV-GSM
	
	GSM target cell info

10.3.8.4g
	
	REL-6


10.3.8.4g
GSM Target Cell Info

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	GSM Target Cell Info List
	MP
	1 to <maxGSMTargetCelIs>
	
	
	REL-6

	>BCCH ARFCN
	MP
	
	Integer (0..1023)
	[45]
	REL-6

	>Band indicator
	MP
	
	Enumerated (DCS 1800 band used, PCS 1900 band used)
	Indicates how to interpret the BCCH ARFCN
	REL-6

	>BSIC
	OP
	
	BSIC 10.3.8.2
	
	REL-6
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5.2.7
Cell Selection when leaving connected mode

5.2.7.1
UTRA case

When returning to idle mode from connected mode, the UE shall select a suitable cell to camp on. Candidate cells for this selection are the cell(s) used immediately before leaving connected mode. If no suitable cell is found, the UE shall use the Stored information cell selection procedure in order to find a suitable cell to camp on.

When returning to idle mode after an emergency call on any PLMN, the UE shall select an acceptable cell to camp on. Candidate cells for this selection are the cell(s) used immediately before leaving connected mode. If no acceptable cell is found, the UE shall continue to search for an acceptable cell of any PLMN in state Any cell selection.

5.2.7.2
GSM case

Cell selection when leaving connected mode in GSM is specified in [1].

5.4
Cell Selection and Reselection Processes in RRC Connected Mode

5.4.1
Void
5.4.2
Void

5.4.3
Cell Reselection Process in RRC connected mode

The cell reselection process in Connected Mode is the same as cell reselection evaluation process used for idle mode, described in subclause 5.2.6.

5.4.4
Cell Selection Process in RRC connected mode

The cell selection process in Connected Mode is only valid in ‘out of service’ conditions [4] and the same as the cell selection process used for idle mode, described in subclause 5.2.3.
5.4.x
Selection of a suitable UTRA cell in RRC connected mode

If the UE is in RRC connected mode and is ordered to select a suitable cell on a frequency or on any frequency as defined in 25.331, and the UE is “in service area” it shall select a suitable cell amongst the following cells in the following priority:

· the cell indicated in the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD) 

· a cell in the former active set if available

· cells available in the CELL_INFO_LIST

· any cell on any UTRA carrier

If a suitable cell has been found before the UE has entered “out of service” state the cell reselection process shall only include inter RAT cells once the triggering  RRC procedure is finished, and in the case the selected cell is using HCS it shall consider itself to be in “low mobility state”.
5.5
Location Registration

In the UE, the AS shall report registration area information to the NAS.

The non-access part of the location registration process is specified in [5].

Actions for the UE AS upon reception of Location Registration reject are specified in [9] and [16].
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