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5.2.7
Cell Selection when leaving connected mode

5.2.7.1
UTRA case

When returning to idle mode from connected mode, the UE shall select a suitable cell to camp on. Candidate cells for this selection are the cell(s) used immediately before leaving connected mode. If no suitable cell is found, the UE shall use the Stored information cell selection procedure in order to find a suitable cell to camp on.

When returning to idle mode after an emergency call on any PLMN, the UE shall select an acceptable cell to camp on. Candidate cells for this selection are the cell(s) used immediately before leaving connected mode. If no acceptable cell is found, the UE shall continue to search for an acceptable cell of any PLMN in state Any cell selection.

5.2.7.2
GSM case

Cell selection when leaving connected mode in GSM is specified in [1].

5.4
Cell Selection and Reselection Processes in RRC Connected Mode

5.4.1
Void
5.4.2
Void

5.4.3
Cell Reselection Process in RRC connected mode

The cell reselection process in Connected Mode is the same as cell reselection evaluation process used for idle mode, described in subclause 5.2.6.

5.4.4
Cell Selection Process in RRC connected mode

The cell selection process in Connected Mode for ‘out of service’ conditions [4] is the same as the cell selection process used for idle mode, described in subclause 5.2.3.
Selection of a suitable cell during a state transition or a change of frequency in Connected Mode is the same as the selection of a suitable UTRA cell used for idle mode, described in subclause 5.2.3.1. If the UE is ordered to select a suitable UTRA cell on a given frequency, it shall attempt to select a suitable cell on that frequency before considering cells on other frequencies.

5.5
Location Registration

In the UE, the AS shall report registration area information to the NAS.

The non-access part of the location registration process is specified in [5].

Actions for the UE AS upon reception of Location Registration reject are specified in [9] and [16].
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