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Title:

HCS rules in High-mobility and Penalty Time(2) 

Source:
Vodafone Group
Document for: 
Discussion and Decision
Clarifications requested 

The following main points were raised during the presentation of the document R2-022292:

1. Should TOn be ignored in high mobility case only for the R criteria (Rn equation) or also for the H criteria (Hn equation)?

2. Is there any potential backward compatibility issue wtr to “real HCS network” (i.e. with different priority layers configured) once that the proposal is accepted.

Clarification 1)

Answer: Should be ignored only for Rn.
As explained in the document, in case an operator would like to be able to optimize the cell reselection parameters for high mobility and low mobility cases, it has to switch HCS on (HCS indicated as used in the System Information). If it is not interested in hierarchical support (e.g., the network plan is not based on micro/macro layer but just on macro one…), then it can set all the neighbouring belonging to the same priority value as the serving one. In this case, following the current H criteria definition, TOn is equal to 0, as explained in the following reported definition of 25.304. 
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Clarification 2)

Answer: No problem foreseen.
Looking at the previous definition and the following R equations you can see that for R criteria, TOn would just impact cells on the same priority layer, while it is not considered in case of different priority layer. 

So in case HCS is used with different priority layers, the change proposed change is not applied naturally.  
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Further modifications

Looking at the section 5.2.6.1.2, there seemed to be a number of rather straightforward corrections to be done, listed below:

1. A note has been inserted at the beginning of the section stating that “Intra-frequency cells shall have the same priority value.”. This assumption was never reflected in the specification, and its insertion allows to have a clearer wording throughout the whole section.

2. If Sx > Sintrasearch the UE is currently mandated to measure inter-frequency AND intra-frequency cells which have higher HCS priority level than the serving cell. It is not the intended behaviour, and so the intra-frequency term has been deleted.  Notice that the new formulation does not force the UE not to measure intra-frequency cells, as agreed in many past RAN2 meetings…

3. The sentences: “intra-frequency and inter-frequency cells, which have equal or higher HCS priority” as been replaced by “intra-frequency cells which have equal HCS priority and inter-frequency cells, which have equal or higher HCS priority”, inline with the note inserted in point 1.  

4. In the prioritization rules for measurement in case of high mobility UE, the following change is done, inline with point 1.

- prioritise reselection of and inter-frequency neighbouring cells having lower HCS priority level than the serving cell before neighbouring cells having the same HCS priority level and prioritise neighbouring cells having the same HCS priority before neighbouring cells having higher HCS priority level 

5. Inline with proposal contained in R2-042446 (from TeliaSonera, NTT DoCoMo, T-Mobile), and the comment provided by Nokia at RAN2 #43, the indication that the measurements on the inter-frequency/inter-RAT cells done when the UE is not requested to perform them shall not be used in the ranking criteria is moved in the reselection criteria section (5.2.6.1.4).

6. It is clarified that the measurements of the new cell has to be mandated during a time interval Treselection to trigger cell reselection. This is needed to avoid that a instantaneous deep fading triggered unnecessary cell reselection.  It has to be noticed that this behaviour would be totally dependent on the sampling distribution of the UE, if the clarification is not inserted.
7. It is clarified that Penalty_Timen is not applicable in the intra-frequency case.
Way forward

It is proposed to discuss the corrections in order to agree now on the principles.

Then it proposed to leave one more day to the companies to have a double-check, so that the topic do not need to be revised in the near future. 

Finally, since the CR corrects many HCS ambiguities, that may impact cell reselection assumption taken by RAN4, it is proposed to send an LS to RAN4 so that they can verify:

1. If their assumptions are reflected in the correction made or not,

2. If there is any test cases that could be impacted by the CR.
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5.2.3
Cell Selection Process

5.2.3.1
UTRA case

5.2.3.1.1
Description

The UE shall use one of the following two search procedures:

a)
Initial Cell Selection


This procedure requires no prior knowledge of which RF channels are UTRA carriers. The UE shall scan all RF channels in the UTRA bands according to its capabilities to find a suitable cell of the selected PLMN. On each carrier, the UE need only search for the strongest cell. Once a suitable cell is found this cell shall be selected.

b)
Stored Information Cell Selection


This procedure requires stored information of carrier frequencies and optionally also information on cell parameters, e.g. scrambling codes, from previously received measurement control information elements. Once the UE has found a suitable cell for the selected PLMN the UE shall select it. If no suitable cell of the selected PLMN is found the Initial cell selection procedure shall be started.
5.2.3.1.2
Criteria

The cell selection criterion S is fulfilled when:
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	Squal
	Cell Selection quality value (dB)

Applicable only for FDD cells.

	Srxlev
	Cell Selection RX level value (dB)

	Qqualmeas
	Measured cell quality value. The quality of the received signal expressed in CPICH Ec/N0 (dB) for FDD cells. CPICH Ec/N0 shall be averaged as specified in [10]. Applicable only for FDD cells.

	Qrxlevmeas
	Measured cell RX level value. This is received signal, CPICH RSCP for FDD cells (dBm) and P-CCPCH RSCP for TDD cells (dBm).

	Qqualmin
	Minimum required quality level in the cell (dB). Applicable only for FDD cells.

	Qrxlevmin
	Minimum required RX level in the cell (dBm)

	Pcompensation
	max(UE_TXPWR_MAX_RACH – P_MAX, 0) (dB)

	UE_TXPWR_MAX_RACH
	Maximum TX power level an UE may use when accessing the cell on RACH (read in system information) (dBm)

	P_MAX
	Maximum RF output power of the UE (dBm)


5.2.3.2
GSM case

The cell selection criteria and procedures in GSM are specified in [1].

5.2.4
Void
5.2.5
Camped Normally State

5.2.5.1
UTRA case

When camped normally, the UE shall perform the following tasks:

-
select and monitor the indicated PICH and PCH of the cell as specified in clause 8 according to information sent in system information;

-
monitor relevant System Information. This is specified in [4];

-
perform necessary measurements for the cell reselection evaluation procedure;

-
execute the cell reselection evaluation process on the following occasions/triggers:

1)
UE internal triggers, so as to meet performance as specified in [10] and [11];

2)
When information on the BCCH used for the cell reselection evaluation procedure has been modified

5.2.5.2
GSM case

The Camped Normally State is specified in [1].

5.2.6
Cell Reselection Evaluation Process

5.2.6.1
UTRA case

The cell reselection process is specified in the following sub-clauses:

5.2.6.1.1
Measurement rules for cell re-selection when HCS is not used

If the system information broadcast in the serving cell indicates that HCS is not used, then for intra-frequency and inter-frequency measurements and inter-RAT measurements, the UE shall:

-
use Squal for FDD cells and Srxlev for TDD for Sx when applying the rules below.

1.
If Sx <= Sintrasearch, the UE shall perform measurements on all the intra-frequency cells.
If Sintrasearch, is not sent for serving cell, the UE shall perform measurements on all intra-frequency cells.

2.
If Sx <= Sintersearch, the UE shall perform measurements on all inter-frequency cells.
If Sintersearch, is not sent for serving cell, the UE shall perform measurements on all inter-frequency cells.

3.
If Sx <= SsearchRAT m, the UE shall perform measurements on all cells of RAT "m".
If SsearchRAT m, is not sent for serving cell, the UE shall perform measurements on all cells of RAT "m".

If HCS is not used and if Slimit,SearchRATm is sent for serving cell, UE shall ignore it.

5.2.6.1.2
Measurement rules for cell re-selection when HCS is used

 NOTE: Intra-frequency cells shall have the same priority value.
If the system information broadcast in the serving cell indicates that HCS is used, the UE shall:

1.
For intra-frequency and inter-frequency threshold-based measurement rules


use Squal for FDD cells and Srxlev for TDD cells for Sx and apply the following rules.

IF (Srxlevs <= SsearchHCS) or (if FDD and Sx <= Sintersearch) THEN


measure on all intra-frequency and inter-frequency cells. Fast-moving UEs may also use this rule.

ELSE


IF (Sx > Sintrasearch) THEN


measure on all intra-frequency and inter-frequency cells, which have higher HCS priority level than the serving cell unless measurement rules for fast-moving UEs are triggered


ELSE


measure on all intra-frequency cells which have equal HCS priority and inter-frequency cells, which have equal or higher HCS priority level than the serving cell unless measurement rules for fast-moving UEs are triggered


ENDIF


ENDIF


If HCS is used and if Sintrasearch or SsearchHCS or Sintersearch (in FDD) are not sent for the serving cell, UE shall:
-
measure on all intra-frequency and inter-frequency cells. Fast-moving UEs may also use this rule.



IF the UE is measuring all cells according to the intra-frequency and inter-frequency threshold based measurement rules above THEN
-
prioritise reselection of intra-frequency and inter-frequency neighbouring cells having lower HCS priority level than the serving cell before neighbouring cells having the same HCS priority level and prioritise neighbouring cells having the same HCS priority before neighbouring cells having higher HCS priority level.

ELSE

-
measure intra-frequency and inter-frequency neighbouring cells, which have equal or lower HCS priority than serving cell.

-
prioritise re-selection of intra-frequency and inter-frequency neighbouring cells on lower HCS priority level than the serving cell before neighbouring cells on same HCS priority level.
ENDIF





2.
For Inter-RAT threshold-based measurement rules


use Squal for FDD cells and Srxlev for TDD cells for Sx and apply the following rules.


IF (Srxlevs <= SHCS,RATm) or (if FDD and Squal <= SSearchRATm) THEN


UE shall measure on all inter-RATm cells. Fast-moving UEs may also use this rule.


ELSE


IF (Sx > Slimit,SearchRATm) THEN


UE may choose to not measure neighbouring cells in RAT "m"..


ELSE


UE shall measure on all neighbouring cells in RAT "m", which have equal or higher HCS priority level than the serving cell unless measurement rules for fast-moving UEs are triggered


ENDIF


ENDIF


If HCS is used and if SHCS,RATm is not sent for the serving cell, UE shall measure on all inter-RATm cells. Fast-moving UEs may also use this rule.

High-mobility shall be triggered 
if the number of cell reselections during time period TCRmax exceeds NCR, high-mobility has been detected. 
-

IF the UE is measuring neighbouring cells of RAT "m" according to the inter-RAT threshold based measurement rules above THEN

-
prioritise re-selection of neighbouring cells in RAT "m" having lower HCS priority level than the serving cell before neighbouring cells having the same HCS priority level and prioritise neighbouring cells having the same HCS priority before neighbouring cells having higher HCS priority level..
-
ELSE

-
measure the neighbouring cells in RAT "m", which have an equal or lower HCS priority than the serving cell
-
prioritise re-selection of neighbouring cells in RAT "m" on lower HCS priority level than the serving cell before neighbouring cells in RAT "m" on same HCS priority level.

-
END IF
When the number of cell reselections during time interval TCRmax no longer exceeds NCR, UE shall

-
continue these measurements during time period TCrmaxHyst
-
if the criteria for entering high mobility is not detected during time period TCrmaxHyst

-
the UE shall exit high-mobility.

5.2.6.1.3
Highest ranked cells with access restrictions

For the highest ranked cell (including serving cell) according to cell reselection criteria specified in subclause 5.2.6.1.4, the UE shall check if the access is restricted according to the rules in subclause 5.3.1.1.

If that cell and other cells have to be excluded from the candidate list, as stated in subclause 5.3.1.1, the UE shall not consider these as candidates for cell reselection. This limitation is removed when the highest ranked cell changes.

5.2.6.1.4
Cell Reselection Criteria

The following cell re-selection criteria are used for intra-frequency cells, inter-frequency cells and inter-RAT cells:

The quality level threshold criterion H for hierarchical cell structures is used to determine whether prioritised ranking according to hierarchical cell re-selection rules shall apply, and is defined by:
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If it is indicated in system information that HCS is not used, the quality level threshold criterion H is not applied.
The cell-ranking criterion R is defined by:
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where:
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TEMP_OFFSETn applies an offset to the H and R criteria for the duration of PENALTY_TIMEn after a timer Tn has started for that neighbouring cell.

TEMP_OFFSETn and PENALTY_TIMEn are only applicable if the usage of HCS is indicated in system information.
TEMP_OFFSETn and PENALTY_TIMEn  are applicable in R criteria only in low mobility case.
The timer Tn is implemented for each neighbouring cell. Tn shall be started from zero when one of the following conditions becomes true:

-
if HCS_PRIOn <> HCS_PRIOs and

Qmeas,n > Qhcsn


Or
-
if HCS_PRIOn = HCS_PRIOs and
-
for serving FDD and neighbour FDD cells if the quality measure for cell selection and reselection is set to CPICH RSCP in the serving cell, and:


Qmeas,n > Qmeas,s + Qoffset1s,n

-
for serving FDD and neighbour FDD cells if the quality measure for cell selection and reselection is set to CPICH Ec/No in the serving cell, and:


Qmeas,n > Qmeas,s + Qoffset2s,n

-
for all other serving and neighbour cells:


Qmeas,n > Qmeas,s + Qoffset1s,n

Tn for the associated neighbour cell shall be stopped as soon as any of the above conditions are no longer fulfilled. Any value calculated for TOn is valid only if the associated timer Tn is still running else TOn shall be set to zero.

At cell-reselection, a timer Tn is stopped only if the corresponding cell is not a neighbour cell of the new serving cell, or if the criteria given above for starting timer Tn for the corresponding cell is no longer fulfilled with the parameters of the new serving cell. On cell re-selection, timer Tn shall be continued to be run for the corresponding cells but the criteria given above shall be evaluated with parameters broadcast in the new serving cell if the corresponding cells are neighbours of the new serving cell.
	Sn
	Cell Selection value of the neighbouring cell, (dB)

	Qmeas
	Quality value. The quality value of the received signal derived from the averaged CPICH Ec/No or CPICH RSCP for FDD cells, from the averaged P-CCPCH RSCP for TDD cells and from the averaged received signal level for GSM cells. The averaging of these measurement quantities are performed as specified in [10] and [11]. For FDD cells, the measurement that is used to derive the quality value is set by the Cell_selection_and_reselection_quality_measure information element.


Cell reselection parameters broadcast in system information are listed in subclause 5.2.6.1.5.

The cell selection criterion S used for cell reselection is fulfilled when:
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	Squal 
	Cell Selection quality value (dB)

Applicable only for FDD cells. 

	Srxlev
	Cell Selection RX level value (dB)

	Qqualmeas
	Measured cell quality value. The quality of the received signal expressed in CPICH Ec/N0 (dB) for FDD cells. CPICH Ec/N0 shall be averaged as specified in [10].

Applicable only for FDD cells.

	Qrxlevmeas
	Measured cell RX level value. This is received signal, CPICH RSCP for FDD cells (dBm), P-CCPCH RSCP for TDD cells (dBm) and the averaged received signal level as specified in [10] for GSM cells (dBm). CPICH RSCP, P-CCPCH RSCP and the received signal level for GSM cells shall be averaged as specified in [10] and [11].

	Qqualmin
	Minimum required quality level in the cell (dB). Applicable only for FDD cells.

	Qrxlevmin
	Minimum required RX level in the cell (dBm)

	Pcompensation
	max(UE_TXPWR_MAX_RACH – P_MAX, 0) (dB)

	UE_TXPWR_MAX_RACH
	Maximum TX power level an UE may use when accessing the cell on RACH (read in system information) (dBm)

	P_MAX
	Maximum RF output power of the UE (dBm)


If HCS is not used in the serving cell the UE shall perform ranking of all cells that the UE is mandated to (i.e. shall) measure (see subclause 5.2.6.1.1), and that fulfil the S criterion. No other inter frequency or inter RAT cells shall be included in the ranking.

If HCS is used in the serving cell the  UE shall perform ranking of all cells that the UE is mandated to (i.e. shall) measure (see subclause 5.2.6.1.2) and that fulfil the S criterion among

-
all cells that have the highest HCS_PRIO among those cells that fulfil the criterion H >= 0, when the UE has not entered high-mobility.
· For fast-moving UEs, all cells that have lower HCS_PRIO than the serving cell, that fulfil the criterion H >= 0. Among these cells, prioritise re-selection to cells with the highest HCS_PRIO.
-
all cells, not considering HCS priority levels, if no cell fulfil the criterion H >= 0. 
No other inter frequency or inter RAT cells shall be included in the ranking when HCS is used.

The cells shall be ranked according to the R criteria specified above, deriving Qmeas,n and Qmeas,s and calculating the R values using CPICH RSCP, P-CCPCH RSCP and the averaged received signal level as specified in [10] and [11] for FDD, TDD and GSM cells, respectively.
The offset Qoffset1s,n is used for Qoffsets,n to calculate Rn, the hysteresis Qhyst1s is used for Qhysts to calculate Rs.

If the usage of HCS is indicated in system information, TEMP_OFFSET1n is used for TEMP_OFFSETn to calculate TOn. TOn is not used to calculate Rn in high mobility state. If it is indicated in system information that HCS is not used, TEMP_OFFSETn is not applied when calculating Rn. The best ranked cell is the cell with the highest R value.

If a TDD or GSM cell is ranked as the best cell, then the UE shall perform cell re-selection to that TDD or GSM cell.

If an FDD cell is ranked as the best cell and the quality measure for cell selection and re-selection is set to CPICH RSCP, the UE shall perform cell re-selection to that FDD cell.

If an FDD cell is ranked as the best cell and the quality measure for cell selection and re-selection is set to CPICH Ec/No, the UE shall perform a second ranking of the FDD cells according to the R criteria specified above, but using the measurement quantity CPICH Ec/No for deriving the Qmeas,n and Qmeas,s and calculating the R values of the FDD cells. The offset Qoffset2s,n is used for Qoffsets,n to calculate Rn, the hysteresis Qhyst2s is used for Qhysts to calculate Rs. If the usage of HCS is indicated in system information, TEMP_OFFSET2n is used to calculate TOn. TOn is not used to calculate Rn in high mobility state. If it is indicated in system information that HCS is not used, TEMP_OFFSETn is not applied when calculating Rn. Following this second ranking, the UE shall perform cell re-selection to the best ranked FDD cell.

In all cases, the UE shall reselect the new cell, only if the following conditions are met:
· the measurements of the new cell has been mandated during a time interval Treselection and
· the new cell is better ranked than the serving cell during a time interval Treselection.
·  For hierarchical cell structures when high mobility state has not been detected, if according to the HCS rules the serving cell is not ranked then all the ranked cells are considered to be better ranked than the serving cell.
-
more than 1 second has elapsed since the UE camped on the current serving cell.
5.2.6.1.5
Cell reselection parameters in system information broadcasts

The selection of values for network controlled parameters can be optimised by means of different methods. Examples of methods are described in [6]. Cell reselection parameters are broadcast in system information and are read in the serving cell as follows:

Qoffset1s,n
This specifies the offset between the two cells. It is used for TDD and GSM cells and for FDD cells in case the quality measure for cell selection and re-selection is set to CPICH RSCP.

Qoffset2s,n
This specifies the offset between the two cells. It is used for FDD cells in case the quality measure for cell selection and re-selection is set to CPICH Ec/No.

Qhyst1s
This specifies the hysteresis value (Qhyst). It is used for TDD and GSM cells and for FDD cells in case the quality measure for cell selection and re-selection is set to CPICH RSCP.

Qhyst2s
This specifies the hysteresis value (Qhyst). It is used for FDD cells if the quality measure for cell selection and re-selection is set to CPICH Ec/No.
HCS_PRIOs, HCS_PRIOn

This specifies the HCS priority level (0-7) for serving cell and neighbouring cells.

HCS priority level 0 means lowest priority and HCS priority level 7 means highest priority.
Qhcss, Qhcsn

This specifies the quality threshold levels for applying prioritised hierarchical cell re-selection.

Qqualmin

This specifies the minimum required quality level in the cell in dB. It is not applicable for TDD cells or GSM cells.
Qrxlevmin

This specifies the minimum required RX level in the cell in dBm.
PENALTY_TIMEn
This specifies the time duration for which the TEMPORARY_OFFSETn is applied for a neighbouring cell. PENALTY_TIMEn is not applicable for intra-frequency cells. 
TEMPORARY_OFFSET1n
This specifies the offset applied to the H and R criteria for a neighbouring cell for the duration of PENALTY_TIMEn. It is used for TDD and GSM cells and for FDD cells in case the quality measure for cell selection and re-selection is set to CPICH RSCP.

TEMPORARY_OFFSET2n
This specifies the offset applied to the H and R criteria for a neighbouring cell for the duration of PENALTY_TIMEn. It is used for FDD cells in case the quality measure for cell selection and re-selection is set to CPICH Ec/No.

TCRmax


This specifies the duration for evaluating allowed amount of cell reselection(s).

NCR
This specifies the maximum number of cell reselections.

TCRmaxHyst
This specifies the additional time period before the UE can revert to low-mobility measurements.

Treselections
This specifies the cell reselection timer value.

SsearchHCS
This threshold is used in the measurement rules for cell re-selection when HCS is used. It specifies the limit for Srxlev in the serving cell below which the UE shall initiate measurements of all neighbouring cells of the serving cell.
SsearchRAT 1 - SsearchRAT k
This specifies the RAT specific threshold in the serving cell used in the inter-RAT measurement rules.

SHCS,RATm

This threshold is used in the measurement rules for cell re-selection when HCS is used. It specifies the RAT specific threshold in the serving cell used in the inter-RAT measurement rules.

Sintrasearch
This specifies the threshold (in dB) for intra frequency measurements and for the HCS measurement rules.

Sintersearch
This specifies the threshold (in dB) for inter-frequency measurements and for the HCS measurement rules.

Slimit,SearchRATm
This threshold is used in the measurement rules for cell re-selection when HCS is used. It specifies the RAT specific threshold (in dB) in the serving UTRA cell above which the UE may choose to not perform any inter-RAT measurements in RAT "m".

5.2.6.2
GSM case

The cell reselection procedure in GSM, including reselection from GSM to UTRA, is specified in [1].

5.2.7
Cell Selection when leaving connected mode

5.2.7.1
UTRA case

When returning to idle mode from connected mode, the UE shall select a suitable cell to camp on. Candidate cells for this selection are the cell(s) used immediately before leaving connected mode. If no suitable cell is found, the UE shall use the Stored information cell selection procedure in order to find a suitable cell to camp on.

When returning to idle mode after an emergency call on any PLMN, the UE shall select an acceptable cell to camp on. Candidate cells for this selection are the cell(s) used immediately before leaving connected mode. If no acceptable cell is found, the UE shall continue to search for an acceptable cell of any PLMN in state Any cell selection.

5.2.7.2
GSM case

Cell selection when leaving connected mode in GSM is specified in [1].

5.2.8
Any Cell Selection state

In this state, the UE shall attempt to find an acceptable cell of an any PLMN to camp on, trying all RATs that are supported by the UE and searching first for a high quality cell, as defined in subclause 5.1.2.2.

The UE, which is not camped on any cell, shall stay in this state until an acceptable cell is found.

5.2.9
Camped on Any Cell State

5.2.9.1
UTRA case

In this state, the UE shall perform the following tasks:

-
select and monitor the indicated PICH and PCH of the cell as specified in clause 8;

-
monitor relevant System Information; This is specified in [4];

-
perform necessary measurements for the cell reselection evaluation procedure;

-
Execute the cell reselection evaluation process on the following occasions/triggers:

1)
UE internal triggers, so as to meet performance as specified in [10] and [11];

2)
When information on the BCCH used for the cell reselection evaluation procedure has been modified;

-
regularly attempt to find a suitable cell of the selected PLMN trying all RATs that are supported by the UE. If a suitable cell is found, this causes an exit to number 2 in Figure 2.

5.2.9.2
GSM case

The camped on any cell state in GSM is specified in [1].

5.3
Cell Reservations and Access Restrictions

5.3.1
UTRA cells

There are two mechanisms which allow an operator to impose cell reservations or access restrictions. The first mechanism uses indication of cell status and special reservations for control of cell selection and re-selection procedures. The second mechanism, referred to as Access Control, shall allow to prevent selected classes of users from sending initial access messages for load control reasons. At subscription, one or more Access Classes are allocated to the subscriber and stored in the USIM [9], which are employed for this purpose.

5.3.1.1
Cell status and cell reservations

Cell status and cell reservations are indicated with the Cell Access Restriction Information Element in the System Information Message [4] by means of three Information Elements:

-
Cell barred (IE type: "barred" or "not barred"),

-
Cell Reserved for operator use (IE type: "reserved" or "not reserved"),
-
Cell reserved for future extension (IE type: "reserved" or "not reserved").
When cell status is indicated as "not barred", "not reserved" for operator use and "not reserved" for future extension (Cell Reservation Extension),

-
All UEs shall treat this cell as candidate during the cell selection and cell re-selection procedures in Idle mode and in Connected mode.

When cell status is indicated as "not barred", "not reserved" for operator use and "reserved" for future extension (Cell Reservation Extension),

-
UEs shall behave as if cell status "barred" is indicated using the value "not allowed" in the IE "Intra-frequency cell re-selection indicator" and the maximum value for Tbarred, see [4] (see also below).

When cell status is indicated as "not barred" and "reserved" for operator use,

-
UEs assigned to Access Class 11 or 15 shall treat this cell as candidate during the cell selection and cell re-selection procedures in Idle mode and in Connected mode if the cell belongs to the home PLMN.

-
UEs assigned to an Access Class in the range 0 to 9 and 12 to 14 shall behave as if cell status "barred" is indicated using the value "not allowed" in the IE "Intra-frequency cell re-selection indicator" and the maximum value for Tbarred, see [4] (see also below).

When cell status "barred" is indicated,

-
The UE is not permitted to select/re-select this cell, not even for emergency calls.

-
The UE shall ignore the "Cell Reserved for future extension (Cell Reservation Extension) use" IE.

-
The UE shall select another cell according to the following rule:

-
If the "Intra-frequency cell re-selection indicator" IE in Cell Access Restriction IE is set to value "allowed", the UE may select another cell on the same frequency if selection/re-selection criteria are fulfilled.

-
If the UE is camping on another cell, the UE shall exclude the barred cell from the neighbouring cell list until the expiry of a time interval Tbarred. The time interval Tbarred is sent via system information in a barred cell together with Cell status information in the Cell Access Restriction IE.

-
If the UE does not select another cell, and the barred cell remains to be the "best" one, the UE shall after expiry of the time interval Tbarred again check whether the status of the barred cell has changed.
-
If the "Intra-frequency cell re-selection indicator" IE is set to "not allowed" the UE shall not re-select a cell on the same frequency as the barred cell. During an ongoing emergency call, the Intra-frequency cell re-selection indicator IE" shall be ignored, i.e. even if it is set to "not allowed" the UE may select another intra-frequency cell.

-
If the barred cell remains to be the "best" one, the UE shall after expiry of the time interval Tbarred again check whether the status of the barred cell has changed.
The reselection to another cell may also include a change of RAT.
5.3.1.2
Access Control

Information on cell access restrictions associated with the Access Classes is broadcast as system information, [4].

The UE shall ignore Access Class related cell access restrictions when selecting a cell to camp on, i.e. it shall not reject a cell for camping on because access on that cell is not allowed for any of the Access Classes of the UE. A change of the indicated access restriction shall not trigger cell re-selection by the UE.

Access Class related cell access restrictions shall be checked by the UE before sending an RRC connection request message when entering Connected Mode from UTRAN Idle mode. Cell access restrictions associated with the Access Classes shall not apply when the initial access for entering Connected Mode is triggered by an Inter-RAT cell re-selection to UTRAN, and for a UE which already is in Connected Mode.

5.3.1.3
Emergency Call

A restriction on emergency calls, if needed, shall be indicated in the "Access class barred list" IE [4]. If access class 10 is indicated as barred in a cell, UEs with access class 0 to 9 or without an IMSI are not allowed to initiate emergency calls in this cell. For UEs with access classes 11 to 15, emergency calls are not allowed if both access class 10 and the relevant access class (11 to 15) are barred. Otherwise, emergency calls are allowed for those UEs.
Full details of operation under "Access class barred list" are described in [9].

5.3.2
GSM cells

The cell access restrictions applicable to GSM are specified in [1].
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5.2.3
Cell Selection Process

5.2.3.1
UTRA case

5.2.3.1.1
Description

The UE shall use one of the following two search procedures:

a)
Initial Cell Selection


This procedure requires no prior knowledge of which RF channels are UTRA carriers. The UE shall scan all RF channels in the UTRA bands according to its capabilities to find a suitable cell of the selected PLMN. On each carrier, the UE need only search for the strongest cell. Once a suitable cell is found this cell shall be selected.

b)
Stored Information Cell Selection


This procedure requires stored information of carrier frequencies and optionally also information on cell parameters, e.g. scrambling codes, from previously received measurement control information elements. Once the UE has found a suitable cell for the selected PLMN the UE shall select it. If no suitable cell of the selected PLMN is found the Initial cell selection procedure shall be started.
5.2.3.1.2
Criteria

The cell selection criterion S is fulfilled when:
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	Squal
	Cell Selection quality value (dB)

Applicable only for FDD cells.

	Srxlev
	Cell Selection RX level value (dB)

	Qqualmeas
	Measured cell quality value. The quality of the received signal expressed in CPICH Ec/N0 (dB) for FDD cells. CPICH Ec/N0 shall be averaged as specified in [10]. Applicable only for FDD cells.

	Qrxlevmeas
	Measured cell RX level value. This is received signal, CPICH RSCP for FDD cells (dBm) and P-CCPCH RSCP for TDD cells (dBm).

	Qqualmin
	Minimum required quality level in the cell (dB). Applicable only for FDD cells.

	Qrxlevmin
	Minimum required RX level in the cell (dBm)

	Pcompensation
	max(UE_TXPWR_MAX_RACH – P_MAX, 0) (dB)

	UE_TXPWR_MAX_RACH
	Maximum TX power level an UE may use when accessing the cell on RACH (read in system information) (dBm)

	P_MAX
	Maximum RF output power of the UE (dBm)


5.2.3.2
GSM case

The cell selection criteria and procedures in GSM are specified in [1].

5.2.4
Void
5.2.5
Camped Normally State

5.2.5.1
UTRA case

When camped normally, the UE shall perform the following tasks:

-
select and monitor the indicated PICH and PCH of the cell as specified in clause 8 according to information sent in system information;

-
monitor relevant System Information. This is specified in [4];

-
perform necessary measurements for the cell reselection evaluation procedure;

-
execute the cell reselection evaluation process on the following occasions/triggers:

1)
UE internal triggers, so as to meet performance as specified in [10] and [11];

2)
When information on the BCCH used for the cell reselection evaluation procedure has been modified

5.2.5.2
GSM case

The Camped Normally State is specified in [1].

5.2.6
Cell Reselection Evaluation Process

5.2.6.1
UTRA case

The cell reselection process is specified in the following sub-clauses:

5.2.6.1.1
Measurement rules for cell re-selection when HCS is not used

If the system information broadcast in the serving cell indicates that HCS is not used, then for intra-frequency and inter-frequency measurements and inter-RAT measurements, the UE shall:

-
use Squal for FDD cells and Srxlev for TDD for Sx when applying the rules below.

1.
If Sx <= Sintrasearch, the UE shall perform measurements on all the intra-frequency cells.
If Sintrasearch, is not sent for serving cell, the UE shall perform measurements on all intra-frequency cells.

2.
If Sx <= Sintersearch, the UE shall perform measurements on all inter-frequency cells.
If Sintersearch, is not sent for serving cell, the UE shall perform measurements on all inter-frequency cells.

3.
If Sx <= SsearchRAT m, the UE shall perform measurements on all cells of RAT "m".
If SsearchRAT m, is not sent for serving cell, the UE shall perform measurements on all cells of RAT "m".

If HCS is not used and if Slimit,SearchRATm is sent for serving cell, UE shall ignore it.

5.2.6.1.2
Measurement rules for cell re-selection when HCS is used

NOTE: Intra-frequency cells shall have the same priority value.
If the system information broadcast in the serving cell indicates that HCS is used, the UE shall:

1.
For intra-frequency and inter-frequency threshold-based measurement rules


use Squal for FDD cells and Srxlev for TDD cells for Sx and apply the following rules.

IF (Srxlevs <= SsearchHCS) or (if FDD and Sx <= Sintersearch) THEN


measure on all intra-frequency and inter-frequency cells. Fast-moving shall 
use this rule.

ELSE


IF (Sx > Sintrasearch) THEN


measure on all intra-frequency and inter-frequency cells, which have higher HCS priority level than the serving cell unless measurement rules for fast-moving UEs are triggered


ELSE


measure on all intra-frequency cells which have equal HCS priority and inter-frequency cells, which have equal or higher HCS priority level than the serving cell unless measurement rules for fast-moving UEs are triggered


ENDIF


ENDIF


If HCS is used and if Sintrasearch or SsearchHCS or Sintersearch (in FDD) are not sent for the serving cell, UE shall:
-
measure on all intra-frequency and inter-frequency cells. Fast-moving UEs shall 
also use this rule.














2.
For Inter-RAT threshold-based measurement rules


use Squal for FDD cells and Srxlev for TDD cells for Sx and apply the following rules.


IF (Srxlevs <= SHCS,RATm) or (if FDD and Squal <= SSearchRATm) THEN


UE shall measure on all inter-RATm cells. Fast-moving UEs shall also use this rule.


ELSE


IF (Sx > Slimit,SearchRATm) THEN


UE may choose to not measure neighbouring cells in RAT "m"..


ELSE


UE shall measure on all neighbouring cells in RAT "m", which have equal or higher HCS priority level than the serving cell unless measurement rules for fast-moving UEs are triggered


ENDIF


ENDIF


If HCS is used and if SHCS,RATm is not sent for the serving cell, UE shall measure on all inter-RATm cells. Fast-moving UEs shall also use this rule.

High-mobility shall be triggered 
if the number of cell reselections during time period TCRmax exceeds NCR, high-mobility has been detected. 






When the number of cell reselections during time interval TCRmax no longer exceeds NCR, UE shall

-
continue these measurements during time period TCrmaxHyst
-
if the criteria for entering high mobility is not detected during time period TCrmaxHyst

-
the UE shall exit high-mobility.

5.2.6.1.3
Highest ranked cells with access restrictions

For the highest ranked cell (including serving cell) according to cell reselection criteria specified in subclause 5.2.6.1.4, the UE shall check if the access is restricted according to the rules in subclause 5.3.1.1.

If that cell and other cells have to be excluded from the candidate list, as stated in subclause 5.3.1.1, the UE shall not consider these as candidates for cell reselection. This limitation is removed when the highest ranked cell changes.

5.2.6.1.4
Cell Reselection Criteria

The following cell re-selection criteria are used for intra-frequency cells, inter-frequency cells and inter-RAT cells:

The quality level threshold criterion H for hierarchical cell structures is used to determine whether prioritised ranking according to hierarchical cell re-selection rules shall apply, and is defined by:
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If it is indicated in system information that HCS is not used, the quality level threshold criterion H is not applied.
The cell-ranking criterion R is defined by:
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where:
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TEMP_OFFSETn applies an offset to the H and R criteria for the duration of PENALTY_TIMEn after a timer Tn has started for that neighbouring cell.

TEMP_OFFSETn and PENALTY_TIMEn are only applicable if the usage of HCS is indicated in system information.
TEMP_OFFSETn and PENALTY_TIMEn  are applicable in R criteria only in low mobility case.
The timer Tn is implemented for each neighbouring cell. Tn shall be started from zero when one of the following conditions becomes true:

-
if HCS_PRIOn <> HCS_PRIOs and

Qmeas,n > Qhcsn


Or
-
if HCS_PRIOn = HCS_PRIOs and
-
for serving FDD and neighbour FDD cells if the quality measure for cell selection and reselection is set to CPICH RSCP in the serving cell, and:


Qmeas,n > Qmeas,s + Qoffset1s,n

-
for serving FDD and neighbour FDD cells if the quality measure for cell selection and reselection is set to CPICH Ec/No in the serving cell, and:


Qmeas,n > Qmeas,s + Qoffset2s,n

-
for all other serving and neighbour cells:


Qmeas,n > Qmeas,s + Qoffset1s,n

Tn for the associated neighbour cell shall be stopped as soon as any of the above conditions are no longer fulfilled. Any value calculated for TOn is valid only if the associated timer Tn is still running else TOn shall be set to zero.

At cell-reselection, a timer Tn is stopped only if the corresponding cell is not a neighbour cell of the new serving cell, or if the criteria given above for starting timer Tn for the corresponding cell is no longer fulfilled with the parameters of the new serving cell. On cell re-selection, timer Tn shall be continued to be run for the corresponding cells but the criteria given above shall be evaluated with parameters broadcast in the new serving cell if the corresponding cells are neighbours of the new serving cell.
	Sn
	Cell Selection value of the neighbouring cell, (dB)

	Qmeas
	Quality value. The quality value of the received signal derived from the averaged CPICH Ec/No or CPICH RSCP for FDD cells, from the averaged P-CCPCH RSCP for TDD cells and from the averaged received signal level for GSM cells. The averaging of these measurement quantities are performed as specified in [10] and [11]. For FDD cells, the measurement that is used to derive the quality value is set by the Cell_selection_and_reselection_quality_measure information element.


Cell reselection parameters broadcast in system information are listed in subclause 5.2.6.1.5.

The cell selection criterion S used for cell reselection is fulfilled when:
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	Squal 
	Cell Selection quality value (dB)

Applicable only for FDD cells. 

	Srxlev
	Cell Selection RX level value (dB)

	Qqualmeas
	Measured cell quality value. The quality of the received signal expressed in CPICH Ec/N0 (dB) for FDD cells. CPICH Ec/N0 shall be averaged as specified in [10].

Applicable only for FDD cells.

	Qrxlevmeas
	Measured cell RX level value. This is received signal, CPICH RSCP for FDD cells (dBm), P-CCPCH RSCP for TDD cells (dBm) and the averaged received signal level as specified in [10] for GSM cells (dBm). CPICH RSCP, P-CCPCH RSCP and the received signal level for GSM cells shall be averaged as specified in [10] and [11].

	Qqualmin
	Minimum required quality level in the cell (dB). Applicable only for FDD cells.

	Qrxlevmin
	Minimum required RX level in the cell (dBm)

	Pcompensation
	max(UE_TXPWR_MAX_RACH – P_MAX, 0) (dB)

	UE_TXPWR_MAX_RACH
	Maximum TX power level an UE may use when accessing the cell on RACH (read in system information) (dBm)

	P_MAX
	Maximum RF output power of the UE (dBm)


If HCS is not used in the serving cell the UE shall perform ranking of all cells that the UE is mandated to (i.e. shall) measure (see subclause 5.2.6.1.1), and that fulfil the S criterion. No other inter frequency or inter RAT cells shall be included in the ranking.

If HCS is used in the serving cell the  UE shall perform ranking of all cells that the UE is mandated to (i.e. shall) measure (see subclause 5.2.6.1.2) and that fulfil the S criterion among

-
all cells that have the highest HCS_PRIO among those cells that fulfil the criterion H >= 0, when the UE has not entered high-mobility.
· For fast-moving UEs, all cells that have lower HCS_PRIO than the serving cell, that fulfil the criterion H >= 0. Among these cells, prioritise re-selection to cells with the highest HCS_PRIO.
-
all cells, not considering HCS priority levels, if no cell fulfil the criterion H >= 0. 
No other inter frequency or inter RAT cells shall be included in the ranking when HCS is used.

The cells shall be ranked according to the R criteria specified above, deriving Qmeas,n and Qmeas,s and calculating the R values using CPICH RSCP, P-CCPCH RSCP and the averaged received signal level as specified in [10] and [11] for FDD, TDD and GSM cells, respectively.
The offset Qoffset1s,n is used for Qoffsets,n to calculate Rn, the hysteresis Qhyst1s is used for Qhysts to calculate Rs.

If the usage of HCS is indicated in system information, TEMP_OFFSET1n is used for TEMP_OFFSETn to calculate TOn. TOn is not used to calculate Rn in high mobility state. If it is indicated in system information that HCS is not used, TEMP_OFFSETn is not applied when calculating Rn. The best ranked cell is the cell with the highest R value.

If a TDD or GSM cell is ranked as the best cell, then the UE shall perform cell re-selection to that TDD or GSM cell.

If an FDD cell is ranked as the best cell and the quality measure for cell selection and re-selection is set to CPICH RSCP, the UE shall perform cell re-selection to that FDD cell.

If an FDD cell is ranked as the best cell and the quality measure for cell selection and re-selection is set to CPICH Ec/No, the UE shall perform a second ranking of the FDD cells according to the R criteria specified above, but using the measurement quantity CPICH Ec/No for deriving the Qmeas,n and Qmeas,s and calculating the R values of the FDD cells. The offset Qoffset2s,n is used for Qoffsets,n to calculate Rn, the hysteresis Qhyst2s is used for Qhysts to calculate Rs. If the usage of HCS is indicated in system information, TEMP_OFFSET2n is used to calculate TOn. TOn is not used to calculate Rn in high mobility state. If it is indicated in system information that HCS is not used, TEMP_OFFSETn is not applied when calculating Rn. Following this second ranking, the UE shall perform cell re-selection to the best ranked FDD cell.

In all cases, the UE shall reselect the new cell, only if the following conditions are met:
· the measurements of the new cell has been mandated during a time interval Treselection and
· the new cell is better ranked than the serving cell during a time interval Treselection.
·  For hierarchical cell structures when high mobility state has not been detected, if according to the HCS rules the serving cell is not ranked then all the ranked cells are considered to be better ranked than the serving cell.
-
more than 1 second has elapsed since the UE camped on the current serving cell.
5.2.6.1.5
Cell reselection parameters in system information broadcasts

The selection of values for network controlled parameters can be optimised by means of different methods. Examples of methods are described in [6]. Cell reselection parameters are broadcast in system information and are read in the serving cell as follows:

Qoffset1s,n
This specifies the offset between the two cells. It is used for TDD and GSM cells and for FDD cells in case the quality measure for cell selection and re-selection is set to CPICH RSCP.

Qoffset2s,n
This specifies the offset between the two cells. It is used for FDD cells in case the quality measure for cell selection and re-selection is set to CPICH Ec/No.

Qhyst1s
This specifies the hysteresis value (Qhyst). It is used for TDD and GSM cells and for FDD cells in case the quality measure for cell selection and re-selection is set to CPICH RSCP.

Qhyst2s
This specifies the hysteresis value (Qhyst). It is used for FDD cells if the quality measure for cell selection and re-selection is set to CPICH Ec/No.
HCS_PRIOs, HCS_PRIOn

This specifies the HCS priority level (0-7) for serving cell and neighbouring cells.

HCS priority level 0 means lowest priority and HCS priority level 7 means highest priority.
Qhcss, Qhcsn

This specifies the quality threshold levels for applying prioritised hierarchical cell re-selection.

Qqualmin

This specifies the minimum required quality level in the cell in dB. It is not applicable for TDD cells or GSM cells.
Qrxlevmin

This specifies the minimum required RX level in the cell in dBm.
PENALTY_TIMEn
This specifies the time duration for which the TEMPORARY_OFFSETn is applied for a neighbouring cell. PENALTY_TIMEn is not applicable for intra-frequency cells. 
TEMPORARY_OFFSET1n
This specifies the offset applied to the H and R criteria for a neighbouring cell for the duration of PENALTY_TIMEn. It is used for TDD and GSM cells and for FDD cells in case the quality measure for cell selection and re-selection is set to CPICH RSCP.

TEMPORARY_OFFSET2n
This specifies the offset applied to the H and R criteria for a neighbouring cell for the duration of PENALTY_TIMEn. It is used for FDD cells in case the quality measure for cell selection and re-selection is set to CPICH Ec/No.

TCRmax


This specifies the duration for evaluating allowed amount of cell reselection(s).

NCR
This specifies the maximum number of cell reselections.

TCRmaxHyst
This specifies the additional time period before the UE can revert to low-mobility measurements.

Treselections
This specifies the cell reselection timer value.

SsearchHCS
This threshold is used in the measurement rules for cell re-selection when HCS is used. It specifies the limit for Srxlev in the serving cell below which the UE shall initiate measurements of all neighbouring cells of the serving cell.
SsearchRAT 1 - SsearchRAT k
This specifies the RAT specific threshold in the serving cell used in the inter-RAT measurement rules.

SHCS,RATm

This threshold is used in the measurement rules for cell re-selection when HCS is used. It specifies the RAT specific threshold in the serving cell used in the inter-RAT measurement rules.

Sintrasearch
This specifies the threshold (in dB) for intra frequency measurements and for the HCS measurement rules.

Sintersearch
This specifies the threshold (in dB) for inter-frequency measurements and for the HCS measurement rules.

Slimit,SearchRATm
This threshold is used in the measurement rules for cell re-selection when HCS is used. It specifies the RAT specific threshold (in dB) in the serving UTRA cell above which the UE may choose to not perform any inter-RAT measurements in RAT "m".

5.2.6.2
GSM case

The cell reselection procedure in GSM, including reselection from GSM to UTRA, is specified in [1].

5.2.7
Cell Selection when leaving connected mode

5.2.7.1
UTRA case

When returning to idle mode from connected mode, the UE shall select a suitable cell to camp on. Candidate cells for this selection are the cell(s) used immediately before leaving connected mode. If no suitable cell is found, the UE shall use the Stored information cell selection procedure in order to find a suitable cell to camp on.

When returning to idle mode after an emergency call on any PLMN, the UE shall select an acceptable cell to camp on. Candidate cells for this selection are the cell(s) used immediately before leaving connected mode. If no acceptable cell is found, the UE shall continue to search for an acceptable cell of any PLMN in state Any cell selection.

5.2.7.2
GSM case

Cell selection when leaving connected mode in GSM is specified in [1].

5.2.8
Any Cell Selection state

In this state, the UE shall attempt to find an acceptable cell of an any PLMN to camp on, trying all RATs that are supported by the UE and searching first for a high quality cell, as defined in subclause 5.1.2.2.

The UE, which is not camped on any cell, shall stay in this state until an acceptable cell is found.

5.2.9
Camped on Any Cell State

5.2.9.1
UTRA case

In this state, the UE shall perform the following tasks:

-
select and monitor the indicated PICH and PCH of the cell as specified in clause 8;

-
monitor relevant System Information; This is specified in [4];

-
perform necessary measurements for the cell reselection evaluation procedure;

-
Execute the cell reselection evaluation process on the following occasions/triggers:

1)
UE internal triggers, so as to meet performance as specified in [10] and [11];

2)
When information on the BCCH used for the cell reselection evaluation procedure has been modified;

-
regularly attempt to find a suitable cell of the selected PLMN trying all RATs that are supported by the UE. If a suitable cell is found, this causes an exit to number 2 in Figure 2.

5.2.9.2
GSM case

The camped on any cell state in GSM is specified in [1].

5.3
Cell Reservations and Access Restrictions

5.3.1
UTRA cells

There are two mechanisms which allow an operator to impose cell reservations or access restrictions. The first mechanism uses indication of cell status and special reservations for control of cell selection and re-selection procedures. The second mechanism, referred to as Access Control, shall allow to prevent selected classes of users from sending initial access messages for load control reasons. At subscription, one or more Access Classes are allocated to the subscriber and stored in the USIM [9], which are employed for this purpose.

5.3.1.1
Cell status and cell reservations

Cell status and cell reservations are indicated with the Cell Access Restriction Information Element in the System Information Message [4] by means of three Information Elements:

-
Cell barred (IE type: "barred" or "not barred"),

-
Cell Reserved for operator use (IE type: "reserved" or "not reserved"),
-
Cell reserved for future extension (IE type: "reserved" or "not reserved").
When cell status is indicated as "not barred", "not reserved" for operator use and "not reserved" for future extension (Cell Reservation Extension),

-
All UEs shall treat this cell as candidate during the cell selection and cell re-selection procedures in Idle mode and in Connected mode.

When cell status is indicated as "not barred", "not reserved" for operator use and "reserved" for future extension (Cell Reservation Extension),

-
UEs shall behave as if cell status "barred" is indicated using the value "not allowed" in the IE "Intra-frequency cell re-selection indicator" and the maximum value for Tbarred, see [4] (see also below).

When cell status is indicated as "not barred" and "reserved" for operator use,

-
UEs assigned to Access Class 11 or 15 shall treat this cell as candidate during the cell selection and cell re-selection procedures in Idle mode and in Connected mode if the cell belongs to the home PLMN.

-
UEs assigned to an Access Class in the range 0 to 9 and 12 to 14 shall behave as if cell status "barred" is indicated using the value "not allowed" in the IE "Intra-frequency cell re-selection indicator" and the maximum value for Tbarred, see [4] (see also below).

When cell status "barred" is indicated,

-
The UE is not permitted to select/re-select this cell, not even for emergency calls.

-
The UE shall ignore the "Cell Reserved for future extension (Cell Reservation Extension) use" IE.

-
The UE shall select another cell according to the following rule:

-
If the "Intra-frequency cell re-selection indicator" IE in Cell Access Restriction IE is set to value "allowed", the UE may select another cell on the same frequency if selection/re-selection criteria are fulfilled.

-
If the UE is camping on another cell, the UE shall exclude the barred cell from the neighbouring cell list until the expiry of a time interval Tbarred. The time interval Tbarred is sent via system information in a barred cell together with Cell status information in the Cell Access Restriction IE.

-
If the UE does not select another cell, and the barred cell remains to be the "best" one, the UE shall after expiry of the time interval Tbarred again check whether the status of the barred cell has changed.
-
If the "Intra-frequency cell re-selection indicator" IE is set to "not allowed" the UE shall not re-select a cell on the same frequency as the barred cell. During an ongoing emergency call, the Intra-frequency cell re-selection indicator IE" shall be ignored, i.e. even if it is set to "not allowed" the UE may select another intra-frequency cell.

-
If the barred cell remains to be the "best" one, the UE shall after expiry of the time interval Tbarred again check whether the status of the barred cell has changed.
The reselection to another cell may also include a change of RAT.
5.3.1.2
Access Control

Information on cell access restrictions associated with the Access Classes is broadcast as system information, [4].

The UE shall ignore Access Class related cell access restrictions when selecting a cell to camp on, i.e. it shall not reject a cell for camping on because access on that cell is not allowed for any of the Access Classes of the UE. A change of the indicated access restriction shall not trigger cell re-selection by the UE.

Access Class related cell access restrictions shall be checked by the UE before sending an RRC connection request message when entering Connected Mode from UTRAN Idle mode. Cell access restrictions associated with the Access Classes shall not apply when the initial access for entering Connected Mode is triggered by an Inter-RAT cell re-selection to UTRAN, and for a UE which already is in Connected Mode.

5.3.1.3
Emergency Call

A restriction on emergency calls, if needed, shall be indicated in the "Access class barred list" IE [4]. If access class 10 is indicated as barred in a cell, UEs with access class 0 to 9 or without an IMSI are not allowed to initiate emergency calls in this cell. For UEs with access classes 11 to 15, emergency calls are not allowed if both access class 10 and the relevant access class (11 to 15) are barred. Otherwise, emergency calls are allowed for those UEs.
Full details of operation under "Access class barred list" are described in [9].

5.3.2
GSM cells

The cell access restrictions applicable to GSM are specified in [1].
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for FDD cells:		Srxlev > 0  AND Squal > 0



for TDD cells:		Srxlev > 0
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Rs = Qmeas,s + Qhysts







Rn = Qmeas,n - Qoffsets,n �- TOn *  (1 – Ln)   [low mobility case]







Rn = Qmeas,n - Qoffsets,n    		     [high mobility case]
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Squal = Qqualmeas – Qqualmin



Srxlev = Qrxlevmeas - Qrxlevmin - Pcompensation
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Hs = Qmeas,s - Qhcss







Hn = Qmeas,n - Qhcsn – TOn *  Ln
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Rs = Qmeas,s + Qhysts







Rn = Qmeas,n - Qoffsets,n �- TOn *  (1 – Ln)
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for FDD cells:		Srxlev > 0  AND Squal > 0



for TDD cells:		Srxlev > 0



for GSM cells:		Srxlev > 0
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TOn = TEMP_OFFSETn * W(PENALTY_TIMEn – Tn)







Ln = 0		if  HCS_PRIOn = HCS_PRIOs�Ln = 1		if  HCS_PRIOn <> HCS_PRIOs







W(x) = 0	for x < 0



W(x) = 1	for x >= 0




















