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8.3.4.3
Reception of an ACTIVE SET UPDATE message by the UE

Upon reception of an ACTIVE SET UPDATE message the UE shall act upon all received information elements as specified in 8.6, unless specified otherwise in the following.
The UE may:

1>
maintain a list of the set of cells to which the UE has Radio Links if the IE "Cell ID" is present.
The UE shall:

1>
first add the RLs indicated in the IE "Radio Link Addition Information";

1>
remove the RLs indicated in the IE "Radio Link Removal Information". If the UE active set is full or becomes full, an RL, which is included in the IE "Radio Link Removal Information" for removal, shall be removed before adding RL, which is included in the IE "Radio Link Addition Information" for addition;

1>
perform the physical layer synchronisation procedure B as specified in [29];

1>
if the IE "E-HICH information" is included:

2>
store this E-HICH configuration for the concerning radio link.

1>
if the IE "E-HICH information" is included:

2>
store this E-RGCH configuration for the concerning radio link, if included.

1>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28;
1>
if the radio link currently considered to be the serving HS-DSCH radio link is indicated in the IE "Radio Link Removal Information":

2>
no longer consider any radio link as the serving HS-DSCH radio link;
2>
determine the value for the HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.25.

1>
if "Serving HS-DSCH cell information" IE is present, act on received information elements as specified in subclause 8.6:

2>
if the IEs "(ACK", "(NACK", and "HARQ_preamble_mode" are present, act on the received information elements;

2>
if the new H-RNTI and "Primary CPICH info" are included:

3>
consider the cell indicated in Primary CPICH as serving HS-DSCH cell and no longer consider any other radio link as serving HS-DSCH cell.
2>
if the IE "MAC-hs reset indicator" is included:

3>
reset the MAC-hs entity [15].

2>
determine the value for the HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.25.

1>
if the IE "E-DCH reconfiguration information"  is included:

2>
if the IE "E-DCH RL Info other cells" is present:

3>
if the IE "E-HICH Information" is present:

4>
store the E-HICH and E-RGCH information (if present), contained therein, for the indicated radio link.

3>
if the IE "E-HICH release indicator" is present:

4>
delete the stored E-HICH, E-AGCH and E-RGCH (if any) configurations.

3>
if the IE "E-RGCH release indicator" is set present:

4>
delete the stored E-RGCH configuration for this RL.

2>
if the IE "E-DCH RL Info new serving cell" is present:

3>
consider the cell indicated in "Primary CPICH info" as serving E-DCH radio link and no longer consider any other radio link as serving E-DCH radio link;

3>
store the E-HICH and E-RGCH information (if present), contained therein, for the new serving E-DCH radio link;

3>
if the IE "E-RGCH release indicator" is present:

4>
delete the stored E-RGCH configuration for this RL.

3>
store the newly received E-AGCH configuration.

2>
if the IEs "E-DPCCH/DPCCH power offset" and/or "Reference E-TFCI PO" and/or "Power offset for scheduling info" are present, act on the received information elements.

1>
if the radio link currently considered to be the serving E-DCH radio link is indicated in the IE "Radio Link Removal Information":

2>
no longer consider any radio link as the serving E-DCH radio link.
1>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

1>
set the IE "RRC transaction identifier" in the ACTIVE SET UPDATE COMPLETE message to the value of "RRC transaction identifier" in the entry for the ACTIVE SET UPDATE message in the table "Accepted transactions" in the variable TRANSACTIONS; and

1>
clear that entry;

1>
transmit an ACTIVE SET UPDATE COMPLETE message on the uplink DCCH using AM RLC without waiting for the completion of the Physical Layer synchronisation B, as specified in [29];

1>
the procedure ends on the UE side.

8.6.6.4
Downlink information for each radio link

If the IE "Downlink information for each radio link" is included in a received message, the UE shall:

1>
if the UE would enter CELL_DCH state according to subclause 8.6.3.3 applied on the received message:

2>
if the UE is in TDD mode and shared transport channels are assigned to the UE:

3>
start to receive the indicated Secondary CCPCH.

2>
if the UE is in TDD mode and no shared transport channels are assigned to the UE:

3>
set the variable UNSUPPORTED_CONFIGURATION to TRUE.

2>
if the IE "Serving HS-DSCH radio link indicator" is set to 'TRUE':

3>
consider this radio link as the serving HS-DSCH radio link and no longer consider any other radio link as serving HS-DSCH radio link.

2>
if the IE "Serving E-DCH radio link indicator" is set to 'TRUE':

3>
consider this radio link as the serving E-DCH radio link and no longer consider any other radio link as serving E-DCH radio link.

2>
if the IE "E-AGCH Info" is included for the serving E-DCH radio link:

3>
store the newly received E-AGCH configuration.

NOTE:
The UTRAN should always include the IE “E-AGCH info” if the serving E-DCH radio link indicated in the message is another radio link than the serving E-DCH radio link prior to the procedure.
2>
if the IE "E-HICH information" is included:

3>
store this E-HICH configuration for the concerning radio link.

2>
if the IE "E-HICH information" is included or previously stored:

3>
store this E-RGCH configuration for the concerning radio link, if included.

2>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

2>
act on the other IEs contained in the IE "Downlink information for each radio link" as specified in subclause 8.6 applied on this radio link.

1>
in addition, if the message was received in CELL_DCH state and the UE remains in CELL_DCH state according to subclause 8.6.3.3 applied on the received message:

2>
if the IE "Serving HS-DSCH radio link indicator" is set to 'TRUE':

3>
consider this radio link as the serving HS-DSCH radio link;

3>
if the serving HS-DSCH radio link was another radio link than this radio link prior to reception of the message and the IE "H-RNTI" is not included:

4>
clear the variable H_RNTI.

2>
if the IE "Serving HS-DSCH radio link indicator" is set to ‘FALSE’ and this radio link was considered the serving HS-DSCH radio link prior to reception of this message:

3>
no longer consider this radio link as the serving HS-DSCH radio link.

2>
determine the value for the HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.25.

2>
if the IE "Serving E-DCH radio link indicator" is set to 'TRUE':

3>
consider this radio link as the serving E-DCH radio link;

3>
if the serving E-DCH radio link was another radio link than this radio link prior to reception of the message:

4>
if the IE "New Primary E-RNTI" is not included:

5>
clear the Primary E-RNTI stored in the variable E_RNTI.

4>
if the IE "New Secondary E-RNTI" is not included:

5>
clear the Secondary E-RNTI stored in the variable E_RNTI.

2>
if the IE "Serving E-DCH radio link indicator" is set to ‘FALSE’ and this radio link was considered the serving E-DCH radio link prior to reception of this message:

3>
no longer consider this radio link as the serving E-DCH radio link.

2>
if the IE "E-HICH release indicator" is present:

3>
delete the stored E-HICH, E-AGCH and E-RGCH (if any) configurations.

2>
if the IE "E-RGCH release indicator" is present:

3>
delete the stored E-RGCH configuration for this RL.

2>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28;

2>
for each optional IE part of the IE "Downlink information for each radio link" that is not present:
3>
do not change its current downlink physical channel configuration corresponding to the IE, which is absent, if not stated otherwise elsewhere.

NOTE:
The Release '99 RADIO BEARER RECONFIGURATION message always includes at least one IE "Downlink information for each radio link" containing the mandatory IEs, even if UTRAN does not require the reconfiguration of any radio link.
1>
if the UE would enter either the CELL_FACH, CELL_PCH or URA_PCH state according to subclause 8.6.3.3 applied on the received message:

2>
if IEs other than the IE "Primary CPICH info" (for FDD) or the IE "Primary CCPCH info" (for TDD) are included in the IE "Downlink information for each radio link":

3>
ignore these IEs.

2>
act on the other IEs contained in the IE "Downlink information for each radio link" as specified in subclause 8.6 applied on this radio link.
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