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Additional HSDPA RAB Combinations
1. Overall Description:

RAN2 has discussed and agreed following RAB combinations which are proposed be captured into 25.993 for Rel 5: 
· RB for Conversational / speech / UL:(12.65 8.85 6.6) DL:(12.65 8.85 6.6) kbps / CS RAB + RB for Interactive or Background / UL:64 DL:[Bit rate depending on the UE category & RAB maximum bit rate] / PS RAB + RB for Interactive or Background / UL:64 DL:[Bit rate depending on the UE category & RAB maximum bit rate] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH + DL:0.15 kbps SRB#5 for DCCH
· RB for Interactive or background / UL:128 DL:[Bit rate depending on the UE category & RAB maximum bit rate] / PS RAB + RB for Interactive or background / UL:128 DL:[Bit rate depending on the UE category & RAB maximum bit rate] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

· RB for Interactive or background / UL:16 DL:[Bit rate depending on the UE category & RAB maximum bit rate] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
2. Actions:

To RAN1
ACTION: 
RAN2 kindly asks RAN1 to verify the physical layer related parameters of the first combination in UL which can be found in the attached CR and to provide feedback to RAN2 on the correctness of the CR. Please note that for the other RAB combinations listed above the physical layer parameters are already available in 34.108.
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