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Text Proposal

10.3.6.34a
DTX-DRX information

NOTE:
For FDD only.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	DTX Information
	OP
	
	
	

	>CHOICE E-DCH TTI length
	MP
	
	
	

	>>10 ms

	
	
	
	

	>>>UE DTX cycle 1
	MP
	
	Enumerated (1, 5, 10, 20)


	Units of subframes.



	>>>UE DTX cycle 2
	MP
	
	Enumerated (5, 10, 20, 40, 80, 160)
	Units of subframes.

	>>>MAC DTX cycle
	MP
	
	Enumerated (5, 10, 20) 
	Units of subframes.

	>>2 ms
	
	
	
	

	>>>UE DTX cycle 1
	MP
	
	Enumerated (1, 4, 5, 8, 10, 16, 20)
	Units of subframes.



	>>>UE DTX cycle 2
	MP
	
	Enumerated (4, 5, 8, 10, 16, 20, 32, 40, 64, 80, 128, 160)
	Units of subframes.



	>>>MAC DTX cycle
	MP
	
	Enumerated (1, 4, 5, 8, 10, 16, 20)
	Units of subframes.

	>Inactivity Threshold for UE DTX cycle 2
	MP
	
	Enumerated (1, 4, 8, 16, 32, 64, 128, 256)
	Units of E-DCH TTIs.

	>UE DTX long preamble length
	MD
	
	Enumerated (4, 15)
	Units of slots

Default value is 2 slots



	>MAC Inactivity Threshold
	MP
	
	Enumerated (1, 2, 4, 8, 16, 32, 64, 128, 256, 512, Infinity)
	Units of E-DCH TTIs.



	>CQI DTX Timer
	MP
	
	Enumerated (0, 1, 2, 4, 8, 16, 32, 64, 128, 256, 512, Infinity)
	Units of subframes.

	>UE DPCCH burst_1
	MP
	
	Enumerated (1, 2, 5)
	Units of sub-frames

	>UE DPCCH burst_2
	MP
	
	Enumerated (1, 2, 5)
	Units of sub-frames

	DRX Information
	OP
	
	
	

	>UE DRX cycle
	MP
	
	Enumerated (4, 5, 8, 10, 16, 20)
	Units of subframes.



	>Inactivity Threshold for UE DRX cycle
	MP
	
	Enumerated (0, 1, 2, 4, 8, 16, 32, 64, 128, 256, 512)
	Units of subframes

	>Inactivity Threshold for UE Grant Monitoring
	MP
	
	Enumerated (0, 1, 2, 4, 8, 16, 32, 64, 128, 256 )
	Units of E-DCH TTIs

	>UE DRX Grant Monitoring
	MP
	
	Boolean
	

	Uplink DPCCH slot format information
	MP
	
	Enumerated (1, 3, 4)
	Slot format # to be used on UL DPCCH [26]


[...]

11.2
PDU definitions

--**************************************************************

--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************


[...]

UE-DTX-Cycle2InactivityThreshold ::=
ENUMERATED {












e-dch-tti-1,













e-dch-tti-4,












e-dch-tti-8,












e-dch-tti-16,












e-dch-tti-32,












e-dch-tti-64,












e-dch-tti-128,












e-dch-tti-256,











spare8,











spare7,












spare6,












spare5,












spare4,












spare3,












spare2,












spare1 }

UE-DTX-long-preamble-length ::=


ENUMERATED {












slots-4,












slots-15 }

UE-DTX-DRX-Offset ::=




INTEGER (0..159)

UE-GrantMonitoring-InactivityThreshold ::=
ENUMERATED {












e-dch-tti-0,












e-dch-tti-1,













e-dch-tti-2,













e-dch-tti-4,













e-dch-tti-8,













e-dch-tti-16,













e-dch-tti-32,













e-dch-tti-64,













e-dch-tti-128,













e-dch-tti-256,














spare6,













spare5,













spare4,













spare3,













spare2,













spare1 }
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