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1
Introduction 

	Agreements:

1) We will define the “priority based scheme” for UTRAN Rel-8 terminals for UTRAN <-> E-UTRAN interworking.
2) For UTRAN, we will define the “priority based scheme” common for all UEs in a given cell by use of a system information broadcast message similar to the E-UTRAN approach.
3) It is proposed to define the “priority based scheme” individually per UE by use of signaling in the RRC_CONNECTED mode to RRC_IDLE mode similar to the E-UTRAN approach. In addition this UE individual signaling is needed for the CELL_DCH to CELL_PCH and URA_PCH transitions. This agreements is conditional on agreement by RAN3/SA2 to provide the dedicated UE information.

4) The priority can be specified at least per RAT Type. Further refinements are FFS.

5) RAN2 intends to specify a priority based reselection scheme in between UTRAN and GERAN, but we will decide in the future whether this is a mandatory Rel-8 feature for all Rel-8 UE’s, or only for Rel-8 UE’s supporting E-UTRAN.




It has been decided to draft a text proposal for inclusion to TS 36.300 to capture the following agreements for the UTRAN –> E-UTRAN interworking [1]:
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Text Proposal for the empty chapter 10.2.4

10.2.4
Network Aspects
*** START text proposal ***
Inter-RAT UE based mobility relies on a “priority based scheme”, where the network configures a list of RATs/frequencies to be taken as basis for UE’s inter-RAT cell reselection decisions in priority order. E-UTRAN cells can enable inter-RAT cell reselection by broadcasting a common priority valid for all UEs in a given cell in addition to other inter-RAT information. 

NOTE: 
The same principle apply in UTRAN.

These common priorities can be overwritten by E-UTRAN through dedicated signalling to individual UEs at RRC_CONNECTED to RRC_IDLE transition. 

NOTE: 
In order to have consistent inter-RAT operation, the same principle apply to inter-RAT reselection to E-UTRAN. For UTRAN this includes also the transitons within RRC_CONNECTED from CELL_DCH to CELL_PCH and URA_PCH. 
Setting dedicated priorities by E-UTRAN can be based on subscription related information provided by the MME.

NOTE: 
The same principle have been taken as a working assumption in UTRAN (awaiting for SA2 decision on feasibility of providing subscription related information by the CN).
*** STOP text proposal ***
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