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------------------------------------------1st Change -------------------------------
9.1
General principle

The Node B controlled scheduling is based on uplink and downlink control together with a set of rules on how the UE shall behave with respect to this signaling.

In the downlink, a resource indication (Scheduling Grant) is required to indicate to the UE the maximum amount of uplink resources it may use. When issuing Scheduling Grants, the Node B may use QoS-related information provided by the SRNC (see subclause 11.1.1) and from the UE in Scheduling Requests (see subclause 9.3.1)

The Scheduling Grants have the following characteristics:

-
Scheduling Grants are only to be used for the E-DCH TFC selection algorithm (i.e. they do not influence the TFC selection for the DCHs);

-
For FDD, Scheduling Grants control the maximum allowed E-DPDCH/DPCCH power ratio of the active processes. For the inactive processes, the power ratio is 0 and the UE is not allowed to transmit scheduled data;

-
For TDD, Scheduling Grants control the maximum allowed rate to be used in E-TFC selection according to information received in the Absolute Grant;

-
All grants are deterministic;

-
Scheduling Grants can be sent once per TTI or slower;

-
There are two types of grants:

-
The Absolute Grants provide an absolute limitation of the maximum amount of UL resources the UE may use;

-
The Relative Grants (FDD only) increase or decrease the resource limitation compared to the previously used value;

-
Absolute Grants are sent by the Serving E-DCH cell:

-
They are valid for one UE;

-
For FDD they may also be valid for a group of UEs or for all UEs;

- 
The UE identity to be used in the Serving E-DCH cell, the E-RNTI, is signalled to the UE via RRC;

-
For FDD, the Absolute Grant contains:

· the identity (E-RNTI) of the UE (or group of UEs) for which the grant is intended (through an ID-specific CRC attachment);
· the maximum power ratio the UE is allowed to use, on 5 bits;
· in case of 2ms TTI an HARQ process activation flag indicating if the Primary Absolute Grant activates or deactivates one or all HARQ processes. That bit is also used to switch the UE from its primary E-RNTI to its secondary E-RNTI for both the 2ms and the 10ms TTI. When the E-DCH is configured with a 10ms TTI the flag shall always indicate that the Absolute Grant Scope is set to all HARQ processes.  For Secondary Absolute Grants the flag shall always indicate that the Absolute Grant Scope is set to all HARQ processes in this version of the protocol.
-
For TDD, the Absolute Grant contains:

· details of the physical resources to be used for transmission

- The grant value – maximum transmit power per resource unit (per slot). The grant value is indicated in form of the ratio of the maximum expected E-PUCH received power per resource unit (per slot) to Pe-base via E-AGCH from Node B. 
- Timeslots

- Channelisation code
- Resource duration
· E-HICH Indicator(EI), which is used to inform UE which E-HICH the feedback info is carried on(1.28Mcps TDD only)
· E-UCCH Number Indicator(ENI), which is used to indicate the detailed number of E-UCCH(1.28Mcps TDD only)
-
For FDD, Group Identities are supported. Group identities or dedicated identities are not distinguished by the UE. It is up to UTRAN to allocate the same identity to a group of UEs;

-
For FDD, up to two identities (E-RNTIs), one primary and one secondary, can be allocated to a UE at a time. In that case, both identities shall use the same E-AGCH channel. The allocation is done by the Node-B and sent by the SRNC in RRC.

-
For TDD, one identity (E-RNTI) is allocated to a UE at any time. This allocation is performed by the Node B and is sent to the UE by the SRNC (via RRC).

-
The identity consists of 16 bits;

-
For FDD:

-
Relative Grants (updates) may be sent by the Serving and Non-Serving Node-Bs as a complement to Absolute Grants:

· The UE behaviour is exactly the same for Relative Grants for one UE, for a group of UEs and for all UEs;


-
The Relative Grant from the Serving E-DCH RLS can take one of the three values: "UP", 
"HOLD" or "DOWN";



-
The Relative Grant from the Non-serving E-DCH RL can take one of the two values: "HOLD" or "DOWN". The "HOLD" command is sent as DTX. The "DOWN" command corresponds to an "overload indicator";

-
For each UE, the non-serving Node-B operation is as follows:



-
If the Node-B could not decode the E-DPCCH/E-DPDCH for the last n1 TTIs (where n1 is TBD) because of processing issue, it shall notify the SRNC;



-
The non-serving Node-B is allowed to send a "DOWN" command only for RoT reasons (see conditions for sending "DOWN" command in subclause 14.1) and not because of lack of internal processing resources.

-
For TDD:


-
An Absolute Grant is sent via one of a set of E_AGCHs
· For each frame, a UE is required to monitor a set of E-AGCHs
· An Absolute Grant is received by the UE if it decodes it using the E-RNTI that it has been allocated
· Details of the set of E-AGCHs to be monitored are signalled to the UE via RRC
------------------------------------ End of Change ------------------------------
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