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1 Introduction

This document provides an overview of the current options with fast-dormancy as discussed in previous meetings and proposes a way forward.
2 Background & options
In the current HSPA standard, there is a reliance on RNC mechanisms (e.g. traffic profiling) to determine the length of inactivity before releasing logical and/or physical resources associated with the UE. However, field experience has shown that such methods have to cover a multitude of use cases and devices. Therefore, the length of assignment of resources (or inactivity before release) will always be a compromise and not optimised for specific scenarios.

The discussion on ‘fast dormancy’ is essentially centred on a proposal for the UE indicating to the RNC that it no longer needs the current resource assigned. This is valuable information for the RNC because the UE has the ability to use its own internal information (e.g. application awareness, internal protocols, etc), and thus allow more stringent inactivity timers.

Reducing the length of inactivity is beneficial for the UE because it allows lower current drain, and it is beneficial for the UTRAN because it allows a lower resource usage on average (better resource management & greater capacity).
There have been differences of opinions on the method by which this information should be provided. But in essence two main points have been put across during the discussion:

1) UE vendors in general would like a simple solution that for a quick time-to-market turnaround. This would allow implementation of this feature prior to Rel-7 (potentially on any release). The main requirement from this is that the signalling is kept simple and relatively separate from other features. Since simple signalling is anyway an aim of any standardised feature, we do consider this requirement to anyway be taken into account, and ‘early’ or ‘late’ implementation of a feature to be an issue out of the realm of standardisation and mainly for vendor/operator commercial agreements
2) UTRAN vendors/operators would like some method of preventing information overload and some assurance of error handling. For these reasons, any standardised method should give the RNC some control over the frequency of information and control of when it is configured.
There have been several methods & options that take into account the issues 1) and 2) above.

For issue 1), there is no great difference for the UE whether completely separate signalling (separate message) or reuse of current signalling is used. Obvisouly, the latter is simpler as it doesn’t involve great ASN1 changes, but it may affect the isolation of this feature in relation to other features, hence there is a limited number of DL messages that could support this feature isolation.

For issue 2), there is a need for some configuration on the DL and for this the only proposal currently discussed is a configuration over frequency of information transmission on the UL. This configuration would also enable/disable the feature in the UE. The configuration could also be in a completely separate message, or an existing message could be reused. It would make sense to reuse whatever message we currently have because this would allow UEs that do not support the feature to ignore this information. Note that a separate DL message would require a UE capability indication on the UL, which automatically puts the signalling only available in Rel-7 at the earliest).

We have analysed the current mechanisms and messages available and concluded that the Traffic Volume configuration & reporting mechanism (Event 4b), available since R99, fulfils the requirements above.

The advantages of reusing this mechanism are as follows:

· The mechanism already includes configuration for Time-To-Trigger and Time-After-Trigger configuration, which would control the reporting frequency and enabling/disabling of the feature as required by 2).

· The DL message does not require any ASN1 critical extension, and therefore would be inserted in r3, r4, r5 branches of ASN1 (isolated from other features).

· The UL message can contain the relevant information with isolated dependency on other features (Measurement reporting has not been extensively modified since R99).

· This is an existing mechanism, used already today in live networks, and would fall naturally into place with RNC RRM algorithms.

We have also compared this approach with other approaches previously discussed, in the table below.
	
	UL signalling
	DL signalling
	Network control
	Method simplicity

	Signalling Connection Release (UL only)
	+ Simple

+ fully isolated
	+ simple (non-existant)
	- no
	+ simple
- not backwards compatible

- may always result in RRC Connection Release

	Separate UL Message and DL message reuse


	- less simple

+ fully isolated

- requires indication of ‘network capability’ for handling the message

	+ simple
	+ yes
	+- dependent on parameterisation for network control

+ backwards compatible

	Separate UL and DL message


	- less simple
- requires indication of ‘network capability’ for handling the message
	- less simple
- requires indication of ‘UE capability’ for handling the message
	+ yes
	- complex signalling (capability handshaking capability)
+- dependent on parameterisation for network control

+ backwards compatible

	Reuse of TVM


	+ simple (extension to UL message)
	+ simple (extension to DL message on all branches of asn1)
	+ yes
	+reuse of existing parameters/features of network control

+reuse of existing mechanism in R99


3 Proposal
For the reasons discussed in section 2 of this document, we propose to agree on a method for ‘fast dormancy’ to be supported in the standard by means of TVM reporting control.
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10.3.7.68
Traffic volume measurement
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Traffic volume measurement
 Object
	OP
	
	Traffic volume measurement Object 10.3.7.70
	

	Traffic volume measurement
 quantity 
	OP
	
	Traffic volume measurement quantity 10.3.7.71
	

	Traffic volume reporting quantity 
	OP
	
	Traffic volume reporting quantity 10.3.7.74
	

	Measurement validity
	OP
	
	Measurement validity 10.3.7.51
	

	CHOICE report criteria
	MP
	
	
	

	>Traffic volume measurement 
 reporting criteria 
	
	
	Traffic volume measurement reporting criteria 10.3.7.72
	

	>Periodical reporting criteria
	
	
	Periodical reporting criteria 10.3.7.53
	

	>No reporting 
	
	
	
	(no data)

Chosen when this measurement only is used as additional measurement to another measurement



[image: image1.emf]Next Section


10.3.7.74
Traffic volume reporting quantity
Contains the reporting quantity information for a traffic volume measurement.

For all boolean types TRUE means inclusion in the report is requested.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	RLC Buffer Payload for each RB
	MP
	
	Boolean
	

	Average of RLC Buffer Payload for each RB
	MP
	
	Boolean
	

	Variance of RLC Buffer Payload for each RB
	MP
	
	Boolean
	

	End of UE activity
	OP
	
	Enumerated (reportEndOfActivity)
	Absence of this IE means “DoNoReportEndOfActivity”


10.3.7.72
Traffic volume measurement reporting criteria
Contains the measurement reporting criteria information for a traffic volume measurement.

Event 4a: Transport Channel Traffic Volume [15] exceeds an absolute threshold.

Event 4b: Transport Channel Traffic Volume [15] becomes smaller than an absolute threshold.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Parameters sent for each transport channel
	OP
	1 to <maxTrCH>
	
	This IE is always required, need is OP to align with ASN.1

	>Uplink transport channel type
	OP
	
	Enumerated(DCH,RACH,USCH)
	USCH is TDD only.

RACH is the currently configured default in the uplink.

	>UL Transport Channel ID
	CV-UL-DCH/USCH
	
	Transport channel identity 10.3.5.18
	

	>Parameters required for each Event
	OP
	1 to <maxMeasparEvent>
	
	

	>>Traffic volume event identity
	MP
	
	Traffic volume event identity 10.3.7.66
	

	>>Reporting Threshold
	MP
	
	Enumerated(8,16,32,64,128,256,512,1024,2K,3K,4K,6K,8K,12K,16K,24K,32K,48K,64K,96K,128K,192K,256K,384K,512K,768K)
	Threshold in bytes

And N Kbytes = N*1024 bytes

	>>Time to trigger
	OP
	
	Time to trigger 10.3.7.64
	Indicates the period of time during which the event condition has to be satisfied, before sending a Measurement Report.

Time in ms

	>>Pending time after trigger
	OP
	
	Integer(250, 500, 1000, 2000, 4000, 8000, 16000)
	Indicates the period of time during which it is forbidden to send any new measurement reports with the same Traffic volume event identity even if the triggering condition is fulfilled. Time in milliseconds

	>>Tx interruption after trigger 
	OP
	
	Integer (250, 500, 1000, 2000, 4000, 8000, 16000)
	Time in milliseconds. Indicates how long the UE shall block DTCH transmissions on the RACH after a measurement report is triggered. 


	Condition
	Explanation

	UL-DCH/USCH
	If IE "Uplink transport channel type" is equal to "DCH" or "USCH" (TDD only) this IE is optional. Otherwise the IE is not needed.
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10.2.19
MEASUREMENT REPORT
This message is used by UE to transfer measurement results to the UTRAN.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UE(UTRAN

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE information elements
	
	
	
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Measurement Information Elements
	
	
	
	
	

	Measurement identity 
	MP
	
	Measurement identity 10.3.7.48
	
	

	Measured Results
	OP
	
	Measured Results 10.3.7.44
	
	

	Measured Results on RACH
	OP
	
	Measured Results on RACH 10.3.7.45
	
	

	Additional Measured results
	OP
	1 to <maxAdditionalMeas>
	
	
	

	>Measured Results
	MP
	
	Measured Results 10.3.7.44
	
	

	Event results
	OP
	
	Event results 10.3.7.7
	
	

	Inter-RAT cell info indication
	CV-IRAT
	
	Integer (0..3)
	
	REL-5


	Condition
	Explanation

	IRAT
	The IE is optionally present if at least one of the IE "Inter-RAT measured results list" and the IE "Inter-RAT measurement event results" is included in the message. Otherwise, the IE is not needed.
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10.3.7.67
Traffic volume measured results list
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Traffic volume measurement results
	OP
	1 to <maxRB>
	
	

	>RB Identity
	MP
	
	RB Identity 10.3.4.16
	

	>RLC Buffers Payload
	OP
	
	Enumerated(0, 4, 8, 16, 32, 64, 128, 256, 512, 1024, 2K, 4K, 8K, 16K, 32K, 64K, 128K, 256K, 512K, 1024K)
	In bytes

And N Kbytes = N*1024 bytes. Twelve spare values are needed.

	>Average of RLC Buffer Payload
	OP
	
	Enumerated(0, 4, 8, 16, 32, 64, 128, 256, 512, 1024, 2K, 4K, 8K, 16K, 32K, 64K, 128K, 256K, 512K, 1024K)
	In bytes

And N Kbytes = N*1024 bytes.

Twelve spare values are needed.

	>Variance of RLC Buffer Payload
	OP
	
	Enumerated(0, 4, 8, 16, 32, 64, 128, 256, 512, 1024, 2K, 4K, 8K, 16K) 
	In bytes

And N Kbytes = N*1024 bytes.

Two spare values are needed.

	End of UE Activity Indication
	OP
	
	Enumerated (EndOfUEActivity)
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MeasurementControl ::= CHOICE {


-- The Rel-4 functionality of UE Positioning OTDOA AssistanceData TDD is only available


-- in the later-than-r3 branch of this message (i.e. through the use of the IE


-- ue-Positioning-OTDOA-AssistanceData-r4)

r3







SEQUENCE {



measurementControl-r3


MeasurementControl-r3-IEs,



v390nonCriticalExtensions

SEQUENCE {




measurementControl-v390ext

MeasurementControl-v390ext,




v3a0NonCriticalExtensions


SEQUENCE {





measurementControl-v3a0ext


MeasurementControl-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {






-- Container for additional R99 extensions






measurementControl-r3-add-ext

BIT STRING
OPTIONAL,






v4b0NonCriticalExtensions


SEQUENCE{






-- The content of the v4b0 non-critical extension has been removed. If sent 







-- to a UE of AS release 4, the UE behaviour is unspecified. A UE of AS 







-- release 5 onward shall comply with the v4b0 and later extensions in this 







-- branch of the message.







v590NonCriticalExtensions

SEQUENCE {








measurementControl-v590ext

MeasurementControl-v590ext-IEs,








v5b0NonCriticalExtensions

SEQUENCE {









measurementControl-v5b0ext

MeasurementControl-v5b0ext-IEs,









v8xyNonCriticalExtensions
SEQUENCE {










measurementControl-v8xy

MeasurementControl-v8xy-IEs,










nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL







}





OPTIONAL







}





OPTIONAL






}





OPTIONAL





}





OPTIONAL




}





OPTIONAL



}





OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





measurementControl-r4


MeasurementControl-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






measurementControl-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE{






measurementControl-v590ext

MeasurementControl-v590ext-IEs,






v5b0NonCriticalExtensions

SEQUENCE {








measurementControl-v5b0ext

MeasurementControl-v5b0ext-IEs,








v8xyNonCriticalExtensions
SEQUENCE {









measurementControl-v8xy

MeasurementControl-v8xy-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






}
OPTIONAL






}
OPTIONAL




}
OPTIONAL




},




later-than-r4




SEQUENCE {





-- Most significant part of "RRC transaction identifier" (MSP),





-- "RRC transaction identifier" = rrc-TransactionIdentifier-MSP * 4 + 





-- rrc-TransactionIdentifier




rrc-TransactionIdentifier-MSP

RRC-TransactionIdentifier,





criticalExtensions



CHOICE {






r6







SEQUENCE {







measurementControl-r6


MeasurementControl-r6-IEs,







v6a0NonCriticalExtensions

SEQUENCE {








measurementControl-v6a0ext

MeasurementControl-v6a0ext-IEs,








v8xyNonCriticalExtensions
SEQUENCE {









measurementControl-v8xy

MeasurementControl-v8xy-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






}
OPTIONAL






},






criticalExtensions



CHOICE {







r7







SEQUENCE {








measurementControl-r7


MeasurementControl-r7-IEs,








-- Container for adding non critical extensions after freezing REL-7








measurementControl-r7-add-ext
BIT STRING

OPTIONAL,








v8xyNonCriticalExtensions
SEQUENCE {









measurementControl-v8xy

MeasurementControl-v8xy-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






},







criticalExtensions



SEQUENCE {}






}





}



}


}


}

}

MeasurementControl-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,


-- Measurement IEs



measurementIdentity

MeasurementIdentity,



-- TABULAR: The measurement type is included in MeasurementCommand.



measurementCommand



MeasurementCommand,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL

}

MeasurementControl-v390ext ::= SEQUENCE {



ue-Positioning-Measurement-v390ext

UE-Positioning-Measurement-v390ext
OPTIONAL
}

MeasurementControl-v3a0ext ::= SEQUENCE {


sfn-Offset-Validity



SFN-Offset-Validity

OPTIONAL
}

MeasurementControl-r4-IEs ::= SEQUENCE {


-- Measurement IEs



measurementIdentity

MeasurementIdentity,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r4,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL

}

MeasurementControl-v590ext-IEs ::= SEQUENCE {


measurementCommand-v590ext 


CHOICE {



-- the choice "intra-frequency" shall be used for the case of intra-frequency measurement,



-- as well as when intra-frequency events are configured for inter-frequency measurement



intra-frequency





Intra-FreqEventCriteriaList-v590ext,



inter-frequency





Inter-FreqEventCriteriaList-v590ext


}

OPTIONAL,


intraFreqReportingCriteria-1b-r5

IntraFreqReportingCriteria-1b-r5
OPTIONAL,

intraFreqEvent-1d-r5




IntraFreqEvent-1d-r5



OPTIONAL,


-- most significant part of "RRC transaction identifier" (MSP),


-- "RRC transaction identifier" = rrc-TransactionIdentifier-MSP-v590ext * 4 + 


-- rrc-TransactionIdentifier

rrc-TransactionIdentifier-MSP-v590ext
RRC-TransactionIdentifier
}

MeasurementControl-v5b0ext-IEs ::= 
SEQUENCE {


interRATCellInfoIndication


InterRATCellInfoIndication


OPTIONAL

}

MeasurementControl-r6-IEs ::= SEQUENCE {


-- Measurement IEs



measurementIdentity



MeasurementIdentity,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r6,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL

}

MeasurementControl-v6a0ext-IEs ::= SEQUENCE {


intraFreqReportingCriteria-1b-r5

IntraFreqReportingCriteria-1b-r5
OPTIONAL
}

MeasurementControl-r7-IEs ::= SEQUENCE {


-- Measurement IEs



measurementIdentity



MeasurementIdentity,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r7,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL

}

MeasurementControl-v8xy-IEs ::= SEQUENCE {

trafficVolumeReportingQuantity-ext

TrafficVolumeReportingQuantity-ext
OPTIONAL

}
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MeasurementReport ::= SEQUENCE {


-- Measurement IEs



measurementIdentity

MeasurementIdentity,



measuredResults




MeasuredResults





OPTIONAL,



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,



additionalMeasuredResults

MeasuredResultsList




OPTIONAL,



eventResults




EventResults





OPTIONAL,


-- Non-critical extensions



v390nonCriticalExtensions


SEQUENCE {




measurementReport-v390ext

MeasurementReport-v390ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





measurementReport-r3-add-ext

BIT STRING





(CONTAINING
MeasurementReport-v8xy-IEs)

OPTIONAL,




v4b0NonCriticalExtensions

SEQUENCE {





measurementReport-v4b0ext

MeasurementReport-v4b0ext-IEs,






-- Extension mechanism for non-Rel4 information






v590NonCriticalExtensions
SEQUENCE {







measurementReport-v590ext

MeasurementReport-v590ext-IEs,







v5b0NonCriticalExtensions

SEQUENCE {








measurementReport-v5b0ext

MeasurementReport-v5b0ext-IEs,








v690NonCriticalExtensions


SEQUENCE {









measurementReport-v690ext

MeasurementReport-v690ext-IEs,








v770NonCriticalExtensions

SEQUENCE {










measurementReport-v770ext

MeasurementReport-v770ext-IEs,










nonCriticalExtensions


SEQUENCE {}



OPTIONAL









}

OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL



}

OPTIONAL


}

OPTIONAL

}

MeasurementReport-v390ext ::= SEQUENCE {



measuredResults-v390ext


MeasuredResults-v390ext



OPTIONAL

}

MeasurementReport-v4b0ext-IEs ::= SEQUENCE {


interFreqEventResults-LCR

InterFreqEventResults-LCR-r4-ext

OPTIONAL,


-- additionalMeasuredResults-LCR shall contain measurement results and additional measurement


-- results list.


additionalMeasuredResults-LCR
MeasuredResultsList-LCR-r4-ext


OPTIONAL,


-- dummy is not used in this version of the specification. It should not be sent and


-- if received it should be ignored.


dummy






PrimaryCPICH-Info





OPTIONAL

}

MeasurementReport-v590ext-IEs ::= SEQUENCE {


measuredResults-v590ext



MeasuredResults-v590ext



OPTIONAL

}

MeasurementReport-v5b0ext-IEs ::= 
SEQUENCE {


interRATCellInfoIndication


InterRATCellInfoIndication


OPTIONAL

}

MeasurementReport-v690ext-IEs ::= SEQUENCE {


measuredResultsOnRACHinterFreq

MeasuredResultsOnRACHinterFreq

OPTIONAL

}
MeasurementReport-v770ext-IEs ::= SEQUENCE {

measuredResults





MeasuredResults-v770ext



OPTIONAL,


additionalMeasuredResults


MeasuredResultsList-v770xet


OPTIONAL,

eventResults





EventResults-v770ext



OPTIONAL,


ue-Positioning-OTDOA-MeasuredResults











UE-Positioning-OTDOA-MeasuredResultsTDD-ext

OPTIONAL

}
MeasurementReport-v8xy-IEs ::= SEQUENCE {

trafficVolumeMeasuredResults-ext

TrafficVolumeMeasuredResults-ext
OPTIONAL
}
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TrafficVolumeReportingQuantity ::= SEQUENCE {


rlc-RB-BufferPayload



BOOLEAN,


rlc-RB-BufferPayloadAverage


BOOLEAN,


rlc-RB-BufferPayloadVariance

BOOLEAN

}
TrafficVolumeReportingQuantity-ext ::= ENUMERATED { endOfUEActivity }
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TrafficVolumeMeasuredResults ::=
SEQUENCE {


rb-Identity






RB-Identity,


rlc-BuffersPayload




RLC-BuffersPayload




OPTIONAL,


averageRLC-BufferPayload


AverageRLC-BufferPayload


OPTIONAL,


varianceOfRLC-BufferPayload


VarianceOfRLC-BufferPayload


OPTIONAL

}
TrafficVolumeMeasuredResults-ext ::=
SEQUENCE {


endOfUEActivityIndicator



ENUMERATED { endOfUEActivity }
OPTIONAL

}
TrafficVolumeMeasuredResultsList ::= SEQUENCE (SIZE (1..maxRB)) OF











TrafficVolumeMeasuredResults
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