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5.2.4.7


Cell reselection parameters in system information broadcasts

Cell reselection parameters are broadcast in system information and are read from the serving cell as follows:

Qoffsets,n
This specifies the offset between the two cells.

Qoffsetfrequency
Frequency specific offset for equal priority E-UTRAN frequencies.

Qhyst

This specifies the hysteresis value for ranking criteria.

Qrxlevmin

This specifies the minimum required Rx level in the cell in dBm.
TreselectionRAT 
This specifies the cell reselection timer value. For each target RAT a specific value for the cell reselection timer is defined, which is applicable when evaluating reselection within E-UTRAN or towards other RAT (i.e. TreselectionRAT for E-UTRAN is TreselectionEUTRAN, for UTRAN TreselectionUTRAN for GERAN TreselectionGERAN, for TreselectionCDMA_HRPD, and for TreselectionCDMA_1xRTT).

Note: 
TreselectionRAT is not sent on system information, but used in reselection rules by the UE for each RAT.

TreselectionEUTRAN

This specifies the cell reselection timer value TreselectionRAT for E-UTRAN
TreselectionUTRAN

This specifies the cell reselection timer value TreselectionRAT for UTRAN
TreselectionGERAN

This specifies the cell reselection timer value TreselectionRAT for GERAN

TreselectionCDMA_HRPD

This specifies the cell reselection timer value TreselectionRAT for CDMA HRPD
TreselectionCDMA_1xRTT

This specifies the cell reselection timer value TreselectionRAT for CDMA 1xRTT
Threshx, high

This specifies the threshold used by the UE when reselecting towards the higher priority frequency X than currently camped frequency.  Each frequency of E-UTRAN and UTRAN, each band of GERAN, each band class of CDMA2000 HRPD and CDMA2000 1xRTT will have a specific threshold.
Threshx, low  

This specifies the threshold used in reselection towards frequency X priority from a higher priority frequency.  Each frequency of E-UTRAN and UTRAN, each band of GERAN, each band class of CDMA2000 HRPD and CDMA2000 1xRTT will have a specific threshold. 
Threshserving, low

This specifies the threshold for serving frequency used in reselection evaluation towards lower priority E-UTRAN frequency or RAT.

Sintrasearch
This specifies the threshold (in dB) for intra frequency measurements.

Snonintrasearch
This specifies the threshold (in dB) for inter-RAT and inter-frequency measurements.
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