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	Reason for change:
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	No E-AICH was introduced in 25.211 for Enhanced Uplink in CELL_FACH state and Idle mode. Instead, the AICH was extended in 25.211 to carry optionally E-AI (extended acquisition indicators). 
However in the current version of the 25.302, reference to the E-AICH is included.

	
	

	Summary of change:
(

	Any reference to a UE behaviour when receiving an E-AICH is replaced by a description of a UE behaviour when receiving an AICH when E-AIs are configured.
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	Reference to an undefined channel remains.
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9.3.30
Common E-DCH resource usage
	Measurement
	Common E-DCH resource usage

	Source
	L1(Node B)

	Destination
	RRC (RNC)

	Reporting Trigger
	Periodic, event triggered, On demand

	Description
	This measurement pertains only to the case where Enhanced Uplink in CELL_FACH state and Idle mode is enabled in the considered cell. This measurement is applicable for FDD mode only.
The ‘Common E-DCH resource usage’ is defined as a report of 2 values for a considered cell:
1. Granted E-DCH Resources: defined as the number of common E-DCH resources that have been granted per access frame on each AICH.

2. Denied E-DCH Resources: defined as the number of PRACH preambles received at the NodeB that were not granted a common E-DCH resource.


< next modified section>
10.3.3
Access Information

-
Ready for RACH data transmission (in case of FDD mode: when Ack on AICH has been received and Random access for common E-DCH transmission was not included in the PHY-Access-REQ, in case of 1.28 Mcps TDD: when Ack on FPACH has been received);

-
timeout, no response on AICH (FDD only) or FPACH (1.28 Mcps TDD only) has been received while maximum number of access preamble transmissions (FDD only) /synchronisation attempts (1.28 Mcps TDD only) has been performed.

The following value of this parameter apply to FDD only:

-
NACK has been received carried with an AI, if the use of E-AIs is not configured, or carried with an E-AI, if the use of E-AIs is configured on AICH;
-
E-DCH resource index received on AICH (when Ack carried with an AI has been received, or when Nack carried with an AI and no Nack carried with an E-AI has been received), if Random access for common E-DCH transmission was included in the PHY-Access-REQ.
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