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------------------------------------------------------ Unmodified Sections Omitted -----------------------------------------------------
-------------------------------------------------------------- FIRST CHANGE -----------------------------------------------------------
5.4.3.1
Logical channel prioritization

The Logical Channel Prioritization procedure is applied when a new transmission is performed.

RRC can control the scheduling of uplink data by giving each logical channel a priority where increasing priority values indicate lower priority levels. In addition, each logical channel is given a Prioritized Bit Rate (PBR).

The UE shall maintain a variable Bj for each logical channel j. Bj shall be initialized to zero, and incremented by PBR of the logical channel j for each TTI. However, the value of Bj can never exceed the bucket size and if the value of Bj is larger than the bucket size of logical channel j, it shall be set to the bucket size.

The UE shall perform the following Logical Channel Prioritization procedure when a new transmission is performed:

-
The UE shall allocate resources to the logical channels in the following steps:

-
Step 1: All the logical channels with Bj > 0 are allocated resources in a decreasing priority order. If the PBR of a radio bearer is set to “infinity”, the UE shall allocate resources for all the data that is available for transmission on the radio bearer before meeting the PBR of the lower priority radio bearer(s);

-
Step 2: the UE shall decrement Bj by the amount of data served to logical channel j in Step 1

NOTE:
The value of Bj can be negative.

-
Step 3: if any resources remain, all the logical channels are served in a strict decreasing priority order (regardless of the value of Bj) until either the data for that logical channel or the UL grant is exhausted, whichever comes first. 

-
The UE shall also follow the rules below during the scheduling procedures above:

- 
the UE should not segment an RLC SDU (or partially transmitted SDU or retransmitted RLC PDU) if the whole SDU (or partially transmitted SDU or retransmitted RLC PDU) fits into the remaining resources; 

-
if the UE segments an RLC SDU from the logical channel, it shall maximize the size of the segment to fill the grant as much as possible;

-
UE should maximise the transmission of data.

Logical channels configured with the same priority shall be served equally by the UE.

The UE shall not transmit data for a logical channel corresponding to a radio bearer that is suspended (the conditions for when a radio bearer is considered suspended are defined in [8]).
MAC control elements for BSR, with exception of Padding BSR, have higher priority than U-plane Logical Channels.

At serving cell change, the first UL-DCCH MAC SDU to be transmitted in the new cell has higher priority than MAC control elements for BSR.
------------------------------------------------------ Unmodified Sections Omitted -----------------------------------------------------
----------------------------------------------------------- SECOND CHANGE ----------------------------------------------------------
5.4.5
Buffer Status Reporting

The Buffer Status reporting procedure is used to provide the serving eNB with information about the amount of data in the UL buffers of the UE.

For the Buffer Status reporting procedure, the UE shall consider all radio bearers which are not suspended and may consider radio bearers which are suspended.
A Buffer Status Report (BSR) shall be triggered if any of the following events occur:

-
UL data becomes available for transmission in the RLC entity or in the PDCP entity (the definition of what data shall be considered as available for transmission is specified in [3] and [4] respectively) and the data belongs to a logical channel with higher priority than those for which data already existed in the UE transmission buffer, in which case the BSR is referred below to as “Regular BSR”;

-
UL resources are allocated and number of padding bits is equal to or larger than the size of the Buffer Status Report MAC control element, in which case the BSR is referred below to as “Padding BSR”;

-
a serving cell change occurs, in which case the BSR is referred below to as “Regular BSR”;

-
the PERIODIC BSR TIMER expires, in which case the BSR is referred below to as “Periodic BSR”.

For Regular and Periodic BSR:

-
if only one LCG has data available for transmission in the TTI where the BSR is transmitted: report Short BSR;

-
else if more than one LCG has data available for transmission in the TTI where the BSR is transmitted: report Long BSR.

For Padding BSR:

-
if the number of padding bits is equal to or larger than the size of the Short BSR plus its subheader but smaller than the size of the Long BSR plus its subheader:
-
if more than one LCG has buffered data in the TTI where the BSR is transmitted: report Truncated BSR of the LCG with the highest priority logical channel with data available for transmission;

-
else report Short BSR.

-
else if the number of padding bits is equal to or larger than the size of the Long BSR plus its subheader, report Long BSR.

If the Buffer Status reporting procedure determines that a BSR has been triggered since the last transmission of a BSR or this is the first time that a BSR is triggered:

-
if the UE has UL resources allocated for new transmission for this TTI:

-
instruct the Multiplexing and Assembly procedure to generate a BSR MAC control element;

-
start/restart the PERIODIC BSR TIMER.

-
else if a Regular BSR has been triggered:

-
a Scheduling Request shall be triggered.

NOTE:
Even if multiple events occur by the time a BSR can be transmitted, only one BSR will be included in the MAC PDU.

A pending BSR shall be cancelled in case the UL grant can accommodate all pending data available for transmission but is not sufficient to additionally accommodate the BSR MAC control element.
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