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1.
Introduction
The E-UTRA measurement objects in TS 36.331 can be configured with optional neighbor cell list and  black list. These lists are specified as a sequence of individual cells. This paper provides the text proposal for encoding the PCI reservation range for CSG cells, and also allows blacklisting of a range of PCIs at country borders as agreed at RAN2#64. The proposal is based on the encoding in [2].
3.
References
[1]  R2-085979, draft 36.331 v8.3.0, E-UTRA RRC Protocol Specification
[2] 
 R2-086402
Range Encoding Proposal for  Physical Cell Identities
(Ericsson)
4.
Text Proposal to TS 36.331
-----------------------------------First change----------------------------------------

6.3.5
Measurement information elements

–
PhysicalCellIdentityAndRange
The IE PhysicalCellIdentityAndRange is used to encode either a physical cell identity or a range. The range is encoded by using a startPCI value and indicating the number of consecutive PCIs (including startPCI) in the range, 

PhysicalCellIdentityAndRange information element
-- ASN1START

PhysicalCellIdentityAndRange ::=


CHOICE {



singlePCI







PhysicalCellIdentity,



rangeOfPCI







SEQUENCE {




startPCI







PhysicalCellIdentity,



rangePCI







ENUMERATED (5, 10, 15, 20, 25, 30, 40, 50, 64, 84, 100, 168, 252, spare3, spare2, spare1)


}

}

-- ASN1STOP

	PhysicalCellIdentityAndRange field descriptions

	startPCI
Indicates  the lowest PCI in the range

	rangePCI

Indicates the number of PCIs in the range (including startPCI).
Note: Need of a value 504 for this field is FFS


-----------------------------------Next change----------------------------------------

–
MeasObjectEUTRA
The IE MeasObjectEUTRA specifies information applicable for intra-frequency or inter-frequency E‑UTRA neighbouring cells. The optional neighbor cell list and black list can be specified either as a sequence of cells or sequences and ranges of cells, where the latter is encoded using the range indictor in the IE PhysicalCellIdentityAndRange.
MeasObjectEUTRA information element
-- ASN1START

MeasObjectEUTRA ::=




SEQUENCE {


eutra-CarrierInfo




SEQUENCE {},









-- FFS

measurementBandwidth




MeasurementBandwidth


OPTIONAL,
-- Need FFS


offsetFreq







INTEGER (-15..15)

DEFAULT 0,
-- value range FFS


-- Neighbour cell list



cellsToRemoveList




NeighCellsToRemoveList


OPTIONAL,
-- Need OP



cellsToAddModifyList



NeighCellsToAddModifyList

OPTIONAL,
-- Need OP



-- Black list



blackListedCellsToRemoveList

BlackListedCellsToRemoveList
OPTIONAL,
-- Need OP



blackListedCellsToAddModifyList

BlackListedCellsToAddModifyList
OPTIONAL
-- Need OP

}
NeighCellsToRemoveList ::=


SEQUENCE (SIZE (1..maxCellMeas)) OF SEQUENCE {


cellIndex






INTEGER (1..maxCellMeas)
}

NeighCellsToAddModifyList ::=

SEQUENCE (SIZE (1..maxCellMeas)) OF SEQUENCE {


cellIndex






INTEGER (1..maxCellMeas),

physicalCellIdentity



PhysicalCellIdentity,


cellIndividualOffset



INTEGER (-15..15)





-- value range FFS

}

BlackListedCellsToRemoveList ::=
SEQUENCE (SIZE (1..maxCellMeas)) OF SEQUENCE {


blackListedCellIndex



INTEGER (1..maxCellMeas)



-- value range FFS
}

BlackListedCellsToAddModifyList ::=
SEQUENCE (SIZE (1..maxCellMeas)) OF SEQUENCE {


blackListedCellIndex



INTEGER (1..maxCellMeas),



-- value range FFS

blackListedPhysicalCellIdentityAndRange

PhysicalCellIdentityAndRange
}
-- ASN1STOP

	MeasObjectEUTRA field descriptions

	eutra-CarrierInfo

Identifies E‑UTRA carrier frequency for which this configuration is valid.

	measurementBandwidth

Measurement bandwidth common for all neighbouring cells on the frequency. The need for this IE is FFS (the original intention was that the IE would be mandatory for frequencies other than the serving one and optional for the serving frequency with absence indicating a default value)

	offsetFreq

Offset value applicable to the carrier frequency. Value in dB.

	cellsToRemoveList
List of cells to remove from the neighbouring cell list.

	cellsToAddModifyList
List of cells to add/ modify in the neighbouring cell list.

	cellIndex

Entry index in the neighbouring cell list. 
In case of range, this value applies to the entire range. 

	physicalCellIdentity

Physical cell identity of a cell in neighbouring cell list.

	cellIndividualOffset
Cell individual offset applicable to a specific neighbouring cell.

	blackListedCellsToRemoveList

List of cells to remove from the black list of cells.

	blackListedCellsToAddModifyList

List of cells to add/ modify in the black list of cells.

	blackListedCellIndex

Entry index in the black list of cells. 

In case of range, this value applies to the entire range.

	blackListedPhysicalCellIdentityAndRange
Physical cell identity or a range of physical cell identities of cells in the black list.


-----------------------------------Next change----------------------------------------
–
SystemInformationBlockType4

The IE SystemInformationBlockType4 contains neighbouring cell related information relevant only for intra-frequency cell re-selection. The IE includes cells with specific re-selection parameters as well as blacklisted cells.
SystemInformationBlockType4 information element
-- ASN1START

SystemInformationBlockType4 ::=

SEQUENCE {


intraFreqNeighbouringCellList

IntraFreqNeighbouringCellList

OPTIONAL,
-- Need FFS


intraFreqBlacklistedCellList

IntraFreqBlacklistedCellList

OPTIONAL, 
-- Need FFS

csgPCIRange






PhysicalCellIdentityAndRange

OPTIONAL
-- Cond CSG

...

}

IntraFreqNeighbouringCellList ::=

SEQUENCE (SIZE (1..maxCellIntra)) OF SEQUENCE {


physicalCellIdentity



PhysicalCellIdentity,


q-OffsetCell






ENUMERATED {













dB-24, dB-22, dB-20, dB-18, dB-16, dB-14,













dB-12, dB-10, dB-8, dB-6, dB-5, dB-4, dB-3,













dB-2, dB-1, dB0, dB1, dB2, dB3, dB4, dB5,













dB6, dB8, dB10, dB12, dB14, dB16, dB18,













dB20, dB22, dB24, spare1},


...

}

IntraFreqBlacklistedCellList ::=

SEQUENCE (SIZE (1..maxCellBlack)) OF SEQUENCE {



physicalCellIdentityAndRange

PhysicalCellIdentityAndRange
}

-- ASN1STOP

	SystemInformationBlockType4 field descriptions

	intraFreqNeighbouringCellList

List of intra-frequency neighbouring cells with specific cell re-selection parameters.

	q-OffsetCell 

The value in dB. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	intraFreqBlacklistedCellList 

List of blacklisted intra-frequency neighbouring cells

	csgPCIRange

Set of PCIs reserved for CSG cells. 


	Conditional presence
	Explanation

	CSG
	This IE is optional (need OP) for non-CSG cells, and mandatory for CSG cells.


-----------------------------------Next change----------------------------------------
–
SystemInformationBlockType5

The IE SystemInformationBlockType5 contains information relevant only for inter-frequency cell re-selection i.e. information about other E‑UTRA frequencies and inter-frequency neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.
SystemInformationBlockType5 information element
-- ASN1START

SystemInformationBlockType5 ::=

SEQUENCE {


interFreqCarrierFreqList


InterFreqCarrierFreqList,


...

}

InterFreqCarrierFreqList ::=

SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {


eutra-CarrierFreq




EUTRA-DL-CarrierFreq,


t-ReselectionEUTRAN




INTEGER (0..7),


speedDependentScalingParameters 
SEQUENCE {



t-ReselectionEUTRAN-SF-Medium 

ENUMERATED {oDot25, oDot5, oDot75, lDot0}, 



t-ReselectionEUTRAN-SF-High 

ENUMERATED {oDot25, oDot5, oDot75, lDot0}


}















OPTIONAL,

-- need OD


threshX-High





INTEGER (0..56),


threshX-Low






INTEGER (0..56),


measurementBandwidth



MeasurementBandwidth,


cellReselectionPriority



INTEGER (0..7)





OPTIONAL,
-- Need FFS


q-OffsetFreq





ENUMERATED {












dB-24, dB-22, dB-20, dB-18, dB-16, dB-14, 












dB-12, dB-10, dB-8, dB-6, dB-5, dB-4, dB-3, 












dB-2, dB-1, dB0, dB1, dB2, dB3, dB4, dB5, 












dB6, dB8, dB10, dB12, dB14, dB16, dB18, 












dB20, dB22, dB24, spare1}




DEFAULT dB0,


interFreqNeighbouringCellList

InterFreqNeighbouringCellList
OPTIONAL, 
-- Need OD


interFreqBlacklistedCellList

InterFreqBlacklistedCellList
OPTIONAL, 
-- Need OD


...

}

InterFreqNeighbouringCellList ::=
SEQUENCE (SIZE (1..maxCellInter)) OF SEQUENCE {


physicalCellIdentity


PhysicalCellIdentity,


q-OffsetCell





ENUMERATED {












dB-24, dB-22, dB-20, dB-18, dB-16, dB-14, 












dB-12, dB-10, dB-8, dB-6, dB-5, dB-4, dB-3, 












dB-2, dB-1, dB0, dB1, dB2, dB3, dB4, dB5, 












dB6, dB8, dB10, dB12, dB14, dB16, dB18, 












dB20, dB22, dB24, spare}

}

InterFreqBlacklistedCellList ::=
SEQUENCE (SIZE (1..maxCellBlack)) OF SEQUENCE {


physicalCellIdentityAndRange

PhysicalCellIdentityAndRange
}

-- ASN1STOP

	SystemInformationBlockType5 field descriptions

	threshX-High 

Parameter "Thresx,high" [36.304]. Actual value in dB = IE value * 2.

	threshX-Low 

Parameter "Thresx,low" [36.304]. Actual value in dB = IE value * 2.

	speedDependentScalingParameters
Speed dependent scaling parameters. If the IE is not present, the UE behaviour is specified in [4]

	t-ReselectionEUTRAN

Cell reselection timer value TreselectionRAT for E-UTRAN. In seconds

	t-ReselectionEUTRAN-SF-Medium
The IE t-ReselectionEUTRAN is multiplied with this factor if the UE is in Medium Mobility state as defined in [4]. Value oDot25 corresponds to 0.25, oDot5 corresponds to 0.5 , oDot75 corresponds to 0.75 and so on. 

	t-ReselectionEUTRAN-SF-High
The IE t-ReselectionEUTRAN is multiplied with this factor if the UE is in High Mobility state as defined in [4]. Value oDot25 corresponds to 0.25, oDot5 corresponds to 0.5 , oDot75 corresponds to 0.75 and so on.

	measurementBandwidth

Measurement bandwidth common for all neighbouring cells on the frequency.

	cellReselectionPriority

Absolute priority of the E-UTRA carrier frequency (0 means: lowest priority)

	q-OffsetFreq 

The value q-OffsetFreq in dB. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	interFreqNeighbouringCellList

List of inter-frequency neighbouring cells with specific cell re-selection parameters. 

	q-OffsetCell 

The value q-OffsetCell in dB. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	interFreqBlacklistedCellList 

List of blacklisted inter-frequency neighbouring cells
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