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1
Introduction
RAN1 requests RAN2 to enhance the reservation of sub-frames for Relaying, with the requirement:

· It should be possible to allocate non-contiguous MBSFN subframes
(It might be noted that this requirement can already be satisfied, e.g. by allocating the first subframe in every radio frame.)

It also turns out that, for FDD, a periodicity of 8 ms is desirable in order to align with the re-transmission time in the UL.

In the latter case, there is a need to introduce a repeating pattern of 40ms, with a different subframe allocation in each of the four radio frames. In the context of the most recently proposed signalling scheme (R2-087189), this would require 
4 x 12 = 48 bits of signalling in SIB2.

The current signalling scheme was agreed based on the assumption that having to signal more than one radio-frame allocation would be rare. The above case is in clear contradiction with this assumption.

To adapt the signalling scheme to the new requirements, the text proposal below allows the option of one subframeAllocation-bitmap to span more than one radio frames. In this scheme, the signalling cost of the 40ms pattern would be 
2(choice) + 6(period and offset) + 24(concatenated bitmap) = 32 bits.

Beginning of Text Proposal
–
SystemInformationBlockType2

The IE SystemInformationBlockType2 contains radio resource configuration information that is common for all UEs.

NOTE 1:
UE timers and constants related to functionality for which parameters are provided in another SIB are included in the corresponding SIB.

NOTE 2:
It is FFS whether Uplink EARFCN should be moved to SIB 1. This relates to the discussion on UE capability for variable TX-RX frequency separation.

SystemInformationBlockType2 information element
-- ASN1START

SystemInformationBlockType2 ::=

SEQUENCE {


accessBarringInformation


SEQUENCE {



accessBarringForEmergencyCalls

BOOLEAN,



accessBarringForSignalling


AccessClassBarringInformation
OPTIONAL,
-- Need OD



accessBarringForOriginatingCalls
AccessClassBarringInformation
OPTIONAL
-- Need OD


}

OPTIONAL,
















-- Need OD


radioResourceConfigCommon


RadioResourceConfigCommonSIB,


ue-TimersAndConstants



UE-TimersAndConstants,


frequencyInformation



SEQUENCE {



ul-EARFCN






INTEGER (0..maxEARFCN)


OPTIONAL,
-- Need OP



ul-Bandwitdh





ENUMERATED {












n6, n15, n25, n50, n75, n100, spare10, 













spare9, spare8, spare7, spare6, spare5, 













spare4, spare3, spare2, spare1},



additionalSpectrumEmission


INTEGER (0..31)


},


mbsfn-SubframeConfiguration


MBSFN-SubframeConfiguration


OPTIONAL,

...

}

AccessClassBarringInformation ::=
SEQUENCE {


accessProbabilityFactor



ENUMERATED {











p00, p05, p10, p15, p20, p25, p30, p40,











p50, p60, p70, p75, p80, p85, p90, p95},


accessBarringTime




ENUMERATED {s4, s8, s16, s32, s64, s128, s256, s512},


accessClassBarringList



AccessClassBarringList
}

AccessClassBarringList ::=


SEQUENCE (SIZE (maxAC)) OF SEQUENCE {


accessClassBarring




BOOLEAN

}

MBSFN-SubframeConfiguration ::= 
SEQUENCE (SIZE (1..maxMBSFN-Allocations)) OF SEQUENCE {


radioframeAllocationPeriod


ENUMERATED {n1, n2, n4, n8, n16, n32},


radioframeAllocationOffset


INTEGER (0..7),


subframeAllocation





CHOICE {



oneFrame






BIT STRING (SIZE(6)),



twoFrames






BIT STRING (SIZE(12)),



threeFrames






BIT STRING (SIZE(18)),



fourFrames






BIT STRING (SIZE(24))

}
}

-- ASN1STOP

Editor's note:
The extension mechanisms in this system information block are FFS.

	SystemInformationBlockType2 field descriptions

	accessBarringForEmergencyCalls

Access class barring for AC 10.

	accessBarringForSignalling

Access class barring for mobile originating signalling

	accessBarringForOriginatingCalls

Access class barring for mobile originating calls

	accessProbabilityFactor

If the random number drawn by the UE is lower than this value, access is allowed. Otherwise the access is barred.

	accessBarringTime

Mean access barring time in seconds.

	accessClassBarringList

Access class barring for AC 11-15. First in the list is for AC 11, second in the list is for AC 12, and so on

	ul-EARFCN

Default value determined from default TX-RX frequency separation defined in [36.101]

	ul-Bandwidth

Parameter: Uplink bandwidth [36.101]. Value n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on

	additionalSpectrumEmission

Defined in [36.101]

	mbsfn-SubframeConfiguration

Defines the subframes that are reserved for MBSFN in downlink

	radioFrameAllocation

Radio-frames that contain MBSFN subframes occur when equation SFN mod radioFrameAllocationPeriod
  = radioFrameAllocationOffset is satisfied. n1 denotes value 1, n2 denotes value 2, and so on 

	subframeAllocation

Consists of one to four concatenated six-bit bitmaps that apply to consecutive radio frames, the first of which satisfies the condition SFN mod radioFrameAllocationPeriod  = radioFrameAllocationOffset. Each bitmap is interpreted as follows.
“1” denotes that the corresponding subframe is allocated for MBSFN. The following mapping applies: 

FDD: The first/leftmost bit defines the MBSFN allocation for subframe #1, the second bit for #2, third bit for #3 , fourth bit for #6, fifth bit for #7, sixth bit for #8.

TDD: The first/leftmost bit defines the allocation for subframe #3, the second bit for #4, third bit for #7, fourth bit for #8, fifth bit for #9.


End of Text Proposal
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