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1
Introduction

In this paper we propose some editorial changes to enable efficient finding of parameter usage of 36.304 parameters in 36.331.  As many of the parameters that are used in 36.304 are used in some sort of equations (e.g. S-criteria) it is difficult to utilize ASN.1 names in 36.304. Thus we took a approach in this TP that for all idle mode parameters we provide a reference to 36.304 with the parameter name used in 36.304 e.g. 

	q-Rxlevmin

Parameter Qrxlevmin, see [4]. Actual value Qrxlevmin = IE value * 2   

RSRP [dBm]

FFS within cellSelectionInfo


Below we provide a TP to capture these in 36.331:
UPDATE:

Changes to SIB1-SIB8 were covered by Ericsson paper already and removed from R2-086190
-----------------------------------Next change----------------------------------------
5.2.2.7
Actions upon reception of the SystemInformationBlockType1 message

Upon receiving the SystemInformationBlockType1 message the UE shall:

1>
forward the IE cellIdentity to upper layers;

1>
forward the IE TrackingAreaCode to upper layers;

1>
if the SystemInformationBlockType1 does not contain the IE q-Rxlevminoffset:
2>
apply value 0 dB for Qrxlevminoffset, as defined in [4].
-----------------------------------Next change----------------------------------------
–
RadioResourceConfigCommon
The IE RadioResourceConfigCommonSIB and IE RadioResourceConfigCommon are used to specify common radio resource configurations in the system information and in the mobility control information, respectively, e.g., the random access parameters and the static physical layer parameters.

RadioResourceConfigCommon information element
-- ASN1START

RadioResourceConfigCommonSIB ::=
SEQUENCE {


rach-Configuration




RACH-ConfigCommon,


bcch-Configuration 




BCCH-Configuration,


pcch-Configuration 




PCCH-Configuration,


prach-Configuration




PRACH-ConfigurationSIB,


pdsch-Configuration




PDSCH-ConfigCommon,


pusch-Configuration




PUSCH-ConfigCommon,


pucch-Configuration




PUCCH-ConfigCommon,


soundingRsUl-Config




SoundingRsUl-ConfigCommon,


uplinkPowerControl




UplinkPowerControlCommon,


...

}

RadioResourceConfigCommon ::=

SEQUENCE {


rach-Configuration




RACH-ConfigCommon,


prach-Configuration




PRACH-Configuration,


pdsch-Configuration




PDSCH-ConfigCommon




OPTIONAL,
-- Need OC


pusch-Configuration




PUSCH-ConfigCommon,


phich-Configuration




PHICH-Configuration




OPTIONAL,
-- Need OC


pucch-Configuration




PUCCH-ConfigCommon




OPTIONAL,
-- Need OC


soundingRsUl-Config




SoundingRsUl-ConfigCommon,


uplinkPowerControl




UplinkPowerControlCommon


OPTIONAL,
-- Need OC


antennaInformationCommon


AntennaInformationCommon


OPTIONAL,
-- Need OC


tdd-Configuration




TDD-Configuration




OPTIONAL,
-- need OC


...

}

BCCH-Configuration ::=



SEQUENCE {


modificationPeriodCoeff



ENUMERATED {n2, n4, n8, spare}

}

PCCH-Configuration ::=



SEQUENCE {


defaultPagingCycle




ENUMERATED {












rf32, rf64, rf128, rf256},


nB








ENUMERATED {












fourT, twoT, oneT, halfT, quarterT, oneEightT,












onSixteenthT, oneThirtySecondT}

}

-- ASN1STOP

	RadioResourceConfigCommon field descriptions

	


	BCCH-Configuration

	modificationPeriodCoeff

Actual modification period, expressed in number of radio frames= modificationPeriodCoeff * defaultPagingCycle DIV 10ms. n2 corresponds to value 2, n4 corresponds to value 4 and n8 corresponds to value 8.


	PCCH-Configuration

	defaultPagingCycle

Default paging cycle, referred to as ‘T’ in TS 36.304 [4]. Value rf32 corresponds to 32 radio frames, rf64 corresponds to 64 radio frames and so on.

	nB

Parameter: nB  is used to derive the number of paging groups according to TS 36.304 [4]


-----------------------------------Next change----------------------------------------
–
MobilityStateParameters

The IE MobilityStateParameters contains parameters to determine UE mobility state. 

MobilityStateParameters information element
-- ASN1START

MobilityStateParameters ::=


SEQUENCE {


t-Evalulation





ENUMERATED {












s30, s60, s120, s180, s240, spare3, spare2, spare1},


t-HystNormal





ENUMERATED {












s30, s60, s120, s180, s240, spare3, spare2, spare1},


n-CellChangeMedium




INTEGER (1..16),


n-CellChangeHigh




INTEGER (1..16)

}

-- ASN1STOP

	MobilityStateParameters field descriptions

	t-Evalulation

The duration for evaluating criteria to enter mobility states. Corresponds to TCRmax in TS 36.304 [4]. In seconds, s30 corresponds to 30 s and so on. 

	t-HystNormal 

The additional duration for evaluating criteria to enter normal mobility state. Corresponds to TCRmaxHyst in TS 36.304 [4]. In seconds, s30 corresponds to 30 s and so on. 

	n-CellChangeMedium

The number of cell changes to enter medium mobility state. Corresponds to NCR_M in TS 36.304 [4].

	n-CellChangeHigh

The number of cell changes to enter high mobility state. Corresponds to NCR_H in TS 36.304 [4].








