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1. Overall Description:

To aid neighbour-cell measurements, RAN2 has specified in TS 36.331 the following two-bit information element about neighbour-cell subframe configuration, to be provided by the network to the UE by RRC signalling:
	NeighbourCellConfiguration field descriptions

	neighbourCellConfiguration

Provides information related to MBSFN and TDD UL/DL configuration of intra-frequency neighbour cells

00: Not all neighbour cells have the same MBSFN subframe allocation as serving cell
10: All neighbour cells have same MBSFN subframe allocation as the serving cell

01: No MBSFN subframes are present in all neighbour cells

11: Different UL/DL allocation in neighbouring cells for TDD compared to the serving cell
For TDD, 00, 10 and 01 are only used for same UL/DL allocation in neighbouring cells compared to the serving cell.


As highlighted above, according to the present specification this information is only signalled about neighbour cells on the same frequency as the serving cell. RAN2 is currently discussing if this has been the purpose all along, or if similar information should be signalled also to benefit inter-frequency neighbour-cell measurements. The view of RAN4 would be appreciated in making this decision.

2. Actions:

RAN4 is kindly asked to provide their view to RAN2 on whether the information element quoted above should be signalled also about inter-frequency neighbour cells.
3. Date of Next TSG-RAN WG2 Meeting:
TSG-RAN WG2 Meeting #65
9th – 13th February 2009
Athens, Greece.
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