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	The following NOTE: is not correct

NOTE:
If there are DRBs for which no radio bearers have been established in the target RAT as indicated in the targetRAT-MessageContainer in the message, the target RAT part of the UE indicates the release of those DRBs to the upper layer.

because the targetRAT-MessageContainer does not contains the radio bearer to release so it is not possible for target RAT indicate to NAS which ones are released.

Deletion of NAS context for which RBs were not set up is done using NAS procedures after completion of the handover.
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	The NOTE is being updated to clarify that the release of the bearers is not indicated by the AS in E-UTRAN but should be derived from the RBs established on the target side.:
Also number is added to the notes in the Section.
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5.4.3.3
Reception of the MobilityFromEUTRACommand by the UE

The UE shall be able to receive a MobilityFromEUTRACommand message and perform a cell change order to GERAN, even if no prior UE measurements have been performed on the target cell.

The UE shall:

1>
stop timer T310, if running

1>
if the MobilityFromEUTRACommand message includes the purpose set to ‘handover’:

2>
if the targetRAT-Type is set to ‘utran’ or ‘geran’:

3>
consider inter-RAT mobility as initiated towards the RAT indicated by the targetRAT-Type included in the MobilityFromEUTRACommand message;

3>
access the target cell indicated in the inter-RAT message in accordance with the specifications of the target RAT;

NOTE 1:
If there are DRBs for which no radio bearers are established in the target RAT as indicated in the targetRAT-MessageContainer in the message, the E-UTRA RRC of the UE does not indicate the release of the concerned DRBs to upper layers. Upper layers may derive which bearers are not established from information received from the AS of the target RAT. 
2>
else if the targetRAT-Type is set to ‘cdma2000-1XRTT’ or ‘cdma2000-HRPD’:
3>
forward the targetRAT-Type and the targetRAT-MessageContainer to the CDMA upper layers for the UE to access the cell indicated in the inter-RAT message in accordance with the specifications of the CDMA target-RAT;

1>
else if the MobilityFromEUTRACommand message includes the purpose set to ‘cellChangeOrder’:

2>
start timer T304 with the timer value set to t304, as included in the MobilityFromEUTRACommand message;

2>
If the CellChangeOrder is set to ‘geran’:

3>
if networkControlOrder is included in the MobilityFromEUTRACommand message:

4>
apply the value as specified in TS 44.060 [36];

3>
else:

4>
acquire networkControlOrder and apply the value as specified in TS 44.060 [36].

NOTE 2:
The GERAN-SystemInformation is constructed in the same way as in 2G to 2G NACC, i.e. the PSI messages are encoded as such, whereas the SI messages exclude 2 octets of headers, see TS 44.060[36].

2>
establish the connection to the target cell indicated in the CellChangeOrder;

NOTE 3:
The criteria for success or failure of the cell change order to GERAN are specified in TS 44.060[36].
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