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1. Overall Description:

RAN2 would like to thank RAN3 for their Request to enable UE-originated RLF reports (R3-092656). 
RAN2 has discussed the possible mechanism to support the UE originated ‘RLFreport’ for SON Mobility Robustness and envisioned the following mechanism: 
· If the UE supports the functionality, the availability of RSRP/RSRQ measurements performed before RLF, is indicated in the following RRCConnectionReestablishmentComplete message after RLF happened
· The UE sends the ‘RLFReport’ containing available set of RSRP/RSRQ in UEInformationReponse upon request from E-UTRAN 
However, it should be noted that the mechanism succeeds only if the accessed cell is prepared, i.e. concerns a cell of the source eNB or of another eNB towards which handover preparation has been performed. 

In addition, RAN2 could consider to introduce an indicator in RRCConnectionSetup message similar to RRCConnectionReestablishmentComplete after which the network could again use the same procedure to retrieve the measured results. RAN2 would like to verify with RAN3 whether RAN3 sees a benefit /need for this type of additional mechanism or whether RAN3 prefers other network based mechanism?

2. Actions:

To RAN3 group:

RAN WG2 kindly asks RAN WG3 to reply to the above question.

3. Date of Next TSG-RAN WG2 Meetings:

TSG-RAN WG3 Meeting #69
22nd – 26th February 2010
 San Francisco, USA

TSG-RAN WG3 Meeting #69bis
12th – 16th April 2010

  Beijing, China

