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1. Overall Description:

During RAN3#70 meeting, RAN3 discussed how to use the ABS pattern for a pico eNB when receiving a new ABS configuration from its neighbouring macro eNB. The common solution for both TDD and FDD is as following:
The first position of the ABS pattern corresponds to subframe 0 in a radio frame where SFN = 0. The ABS pattern is continuously repeated in all radio frames, and restarted each time SFN = 0. 
For FDD mode and TDD mode with configuration 1-5, the time SFN equal 0 can always be the end point of one ABS period. However, for TDD mode with configuration 0/6, there will be a 20/40 ms tail every 1024 radio frames.
To handle the tail issue, a proposal discussed in RAN3 is that the ABS pattern is continuously repeated in all radio frames and restarted until the next ABS pattern update, but there is no agreement.
2. Actions:

To TSG RAN WG1 and TSG RAN WG2
ACTION:
RAN3 kindly asks RAN1 and RAN2 to give some guidance if the tail issue for TDD mode with configuration 0/6 should be resolved. 
3. Date of Next TSG RAN WG3 Meetings:

TSG-RAN WG3 Meeting #71
21st – 25th February 2011
Taipei, Taiwan
TSG-RAN WG3 Meeting #72           
9th – 13th May 2011             Kobe, Japan.







