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<Start of modified section>
11.2
PDU definitions

--**************************************************************

--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS

-- Core Network IEs :


CN-DomainIdentity,


CN-InformationInfo,


CN-InformationInfo-r6,


CN-InformationInfoFull,


NAS-Message,


PagingRecordTypeID,


PLMN-Identity,

-- UTRAN Mobility IEs :


CellIdentity,


CellIdentity-PerRL-List,


DedicatedPriorityInformation,


URA-Identity,

-- User Equipment IEs :


AccessStratumReleaseIndicator,


ActivationTime,


C-RNTI,


CapabilityUpdateRequirement,


CapabilityUpdateRequirement-r4,


CapabilityUpdateRequirement-r4-ext,


CapabilityUpdateRequirement-r5,


CapabilityUpdateRequirement-v770ext,


CapabilityUpdateRequirement-v860ext,


CapabilityUpdateRequirement-r7,


CapabilityUpdateRequirement-r8,


CellUpdateCause,


CellUpdateCause-ext,


CipheringAlgorithm,


CipheringAlgorithm-r7,


CipheringModeInfo,


CipheringModeInfo-r7,


DelayRestrictionFlag,


DL-PhysChCapabilityFDD-v380ext,


DSCH-RNTI,


E-RNTI,


EstablishmentCause,


FailureCauseWithProtErr,


FailureCauseWithProtErrTrId,


GroupReleaseInformation,


H-RNTI,


High-MobilityDetected,

InitialUE-Identity,


IntegrityProtActivationInfo,


IntegrityProtectionModeInfo,


IntegrityProtectionModeInfo-r7,


N-308,


PagingCause,


PagingRecordList,


PagingRecord2List-r5,


PDCP-Capability-r4-ext,

PDCP-Capability-v770ext,

Pre-RedirectionInfo,


ProtocolErrorIndicator,


ProtocolErrorIndicatorWithMoreInfo,


RadioFrequencyBandTDDList,


Rb-timer-indicator,


RedirectionInfo,


RedirectionInfo-r6,


RedirectionInfo-v860ext,


RejectionCause,


ReleaseCause,


RF-CapabilityComp,


RRC-StateIndicator,


RRC-TransactionIdentifier,


SecurityCapability,


SR-VCC-Info,


SR-VCC-SecurityRABInfo-v860ext,


START-Value,


STARTList,


SystemSpecificCapUpdateReq-v590ext,


U-RNTI,


U-RNTI-Short,


UESpecificBehaviourInformation1idle,


UESpecificBehaviourInformation1interRAT,


UE-CapabilityContainer-IEs,


UE-ConnTimersAndConstants,


UE-ConnTimersAndConstants-v3a0ext,


UE-ConnTimersAndConstants-v860ext,


UE-ConnTimersAndConstants-r5,


UE-HSPA-Identities-r6,

UE-RadioAccessCapabBandFDDList2,


UE-RadioAccessCapabBandFDDList-ext,


UE-RadioAccessCapability,


UE-RadioAccessCapability-v370ext,


UE-RadioAccessCapability-v380ext,


UE-RadioAccessCapability-v3a0ext,


UE-RadioAccessCapability-v3g0ext,

UE-RadioAccessCapability-v4b0ext,

UE-RadioAccessCapability-v590ext,

UE-RadioAccessCapability-v5c0ext,

UE-RadioAccessCapability-v650ext,


UE-RadioAccessCapability-v680ext,


UE-RadioAccessCapability-v7e0ext,

UE-RadioAccessCapability-v7f0ext,


UE-RadioAccessCapability-v860ext,


UE-RadioAccessCapability-v880ext,


UE-RadioAccessCapability-v890ext,


UE-RadioAccessCapability-v920ext,

UE-RadioAccessCapability-v9xyext,

UE-RadioAccessCapabilityComp,


UE-RadioAccessCapabilityComp-ext,

UE-RadioAccessCapabilityComp-v770ext,

UE-RadioAccessCapabilityComp2,

UE-RadioAccessCapabilityComp2-v770ext,


UE-RadioAccessCapabilityComp2-v7f0ext,


UE-RadioAccessCapabilityComp2-v860ext,


UE-RadioAccessCapabilityComp2-v920ext,


UE-RadioAccessCapabilityComp-TDD128,


UE-RadioAccessCapabilityInfo-v770ext,


UE-RadioAccessCapabilityInfo-TDD128-v8b0ext,

UE-SecurityInformation,


UE-SecurityInformation2,

UE-SpecificCapabilityInformation-LCRTDD,

URA-UpdateCause,


UTRAN-DRX-CycleLengthCoefficient,


UTRAN-DRX-CycleLengthCoefficient-r7,


WaitTime,

<End of modified section>
<Start of modified section>
11.3
Information element definitions
UE-CapabilityContainer-IEs ::=


SEQUENCE {

-- Container for transparent transfer of capability information not related to

-- features for which early implementation is desired



ue-RadioAccessCapability-v690ext
UE-RadioAccessCapability-v690ext,


ue-RATSpecificCapability-v690ext
InterRAT-UE-RadioAccessCapability-v690ext
OPTIONAL,



v6b0NonCriticalExtensions


SEQUENCE {




ue-RadioAccessCapability-v6b0ext
UE-RadioAccessCapability-v6b0ext-IEs,




v6e0NonCriticalExtensions


SEQUENCE {





ue-RadioAccessCapability-v6e0ext
UE-RadioAccessCapability-v6e0ext-IEs,





v770NonCriticalExtensions


SEQUENCE {






ue-RadioAccessCapability-v770ext
UE-RadioAccessCapability-v770ext-IEs,






v790NonCriticalExtensions


SEQUENCE {







ue-RadioAccessCapability-v790ext
UE-RadioAccessCapability-v790ext-IEs,







v860NonCriticalExtensions


SEQUENCE {








ue-RadioAccessCapability-v860ext
















UE-RadioAccessCapability-v860ext-IEs,








ue-RATSpecificCapability-v860ext












InterRAT-UE-RadioAccessCapability-v860ext
OPTIONAL,








v880NonCriticalExtensions


SEQUENCE {









ue-RadioAccessCapability-v880ext
















UE-RadioAccessCapability-v880ext-IEs,









v890NonCriticalExtensions


SEQUENCE {










ue-RadioAccessCapability-v890ext
















UE-RadioAccessCapability-v890ext-IEs,










v920NonCriticalExtensions


SEQUENCE {











ue-RadioAccessCapability-v920ext


















UE-RadioAccessCapability-v920ext-IEs,










v9xyNonCriticalExtensions


SEQUENCE {












ue-RadioAccessCapability-v9xyext
















UE-RadioAccessCapability-v9xyext-IEs,











nonCriticalExtensions



SEQUENCE {} OPTIONAL










}

OPTIONAL









}

OPTIONAL









}

OPTIONAL







}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL

}

UE-RadioAccessCapability-v6b0ext-IEs ::= SEQUENCE {


-- User equipment IEs



supportForSIB11bis




ENUMERATED { true }


OPTIONAL

}

UE-RadioAccessCapability-v6e0ext-IEs ::= SEQUENCE {


-- User equipment IEs



supportForFDPCH





ENUMERATED { true }


OPTIONAL

}

UE-RadioAccessCapability-v770ext-IEs ::= SEQUENCE {


-- User equipment IEs



pdcp-Capability





PDCP-Capability-v770ext




OPTIONAL,



rlc-Capability





RLC-Capability-v770ext,


rf-Capability





RF-Capability-v770ext




OPTIONAL,



physicalChannelCapability


PhysicalChannelCapability-v770ext,



multiModeRAT-Capability



MultiModeRAT-Capability-v770ext,


ue-PositioningCapability


UE-PositioningCapability-v770ext,


mac-ehsSupport





ENUMERATED { true }





OPTIONAL,



ue-specificCapabilityInformation
UE-SpecificCapabilityInformation-LCRTDD
OPTIONAL
}

UE-RadioAccessCapability-v790ext-IEs ::= SEQUENCE {


-- User equipment IEs



supportForEDPCCHPowerBoosting

ENUMERATED { true }





OPTIONAL

}

UE-RadioAccessCapability-v860ext-IEs ::= SEQUENCE {


-- UE radio access capability



rf-Capability





RF-Capability-v860ext




OPTIONAL,



physicalChannelCapability


PhysicalChannelCapability-v860ext,



multiModeRAT-Capability



MultiModeRAT-Capability-v860ext,



ue-PositioningCapability


UE-PositioningCapability-v860ext,



measurementCapability



MeasurementCapability-v860ext


OPTIONAL,



measurementCapabilityTDD


MeasurementCapabilityTDD



OPTIONAL,



supportOfCommonEDCH




ENUMERATED { true }





OPTIONAL,



supportOfMACiis





ENUMERATED { true }





OPTIONAL,



supportOfSPSOperation



ENUMERATED { true }





OPTIONAL,



supportOfControlChannelDRXOperation
ENUMERATED { true }





OPTIONAL,



supportOfCSG





ENUMERATED { true }





OPTIONAL,


-- UE radio access capability extension



ue-RadioAccessCapabBandFDDList3

UE-RadioAccessCapabBandFDDList3


OPTIONAL

}

UE-RadioAccessCapability-v880ext-IEs ::= SEQUENCE {


-- UE radio access capability



supportForPriorityReselectionInUTRAN 
ENUMERATED { true }




OPTIONAL

}

UE-RadioAccessCapability-v890ext-IEs ::= SEQUENCE {


-- UE radio access capability



supportCellSpecificTxDiversityinDC-Operation 
ENUMERATED { true }


OPTIONAL

}

UE-RadioAccessCapability-v920ext-IEs ::= SEQUENCE {


-- UE physical channel capability,


ue-RadioAccessCapabBandCombList


UE-RadioAccessCapabBandCombList


OPTIONAL,


physicalChannelCapability



PhysicalChannelCapability-v920ext,


rlc-Capability






RLC-Capability-v920ext,


supportOfenhancedTS0




ENUMERATED { true }





OPTIONAL,


measurementCapability




MeasurementCapability-v920ext


OPTIONAL,


-- UE radio access capability


csgProximityIndicationCapability

CSG-ProximityIndicationCapability

OPTIONAL,


neighCellSI-AcquisitionCapability

NeighCellSI-AcquisitionCapability

OPTIONAL

}

UE-RadioAccessCapability-v9xyext-IEs ::= SEQUENCE {


-- UE radio access capability


reservedForFutureUse

ENUMERATED { true }





OPTIONAL
}

UE-ConnTimersAndConstants ::=

SEQUENCE {

-- Optional is used also for parameters for which the default value is the last one read in SIB1

-- t-301 and n-301 should not be used by the UE in this version of the specification


t-301







T-301







DEFAULT ms2000,


n-301







N-301







DEFAULT 2,


t-302







T-302







DEFAULT ms4000,


n-302







N-302







DEFAULT 3,


t-304







T-304







DEFAULT ms2000,


n-304







N-304







DEFAULT 2,


t-305







T-305







DEFAULT m30,


t-307







T-307







DEFAULT s30,


t-308







T-308







DEFAULT ms160,


t-309







T-309







DEFAULT 5,


t-310







T-310







DEFAULT ms160,


n-310







N-310







DEFAULT 4,


t-311







T-311







DEFAULT ms2000,


t-312







T-312







DEFAULT 1,


-- n-312 shall be ignored if n-312 in UE-ConnTimersAndConstants-v3a0ext is present, and the


-- value of that element shall be used instead.


n-312







N-312







DEFAULT s1,


t-313







T-313







DEFAULT 3,


n-313







N-313







DEFAULT s20,


t-314







T-314







DEFAULT s12,


t-315







T-315







DEFAULT s180,


-- n-315 shall be ignored if n-315 in UE-ConnTimersAndConstants-v3a0ext is present, and the


-- value of that element shall be used instead.


n-315







N-315







DEFAULT s1,


t-316







T-316







DEFAULT s30,


t-317







T-317







DEFAULT infinity4
}
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