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3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

ACK
Acknowledgement

AG
Absolute Grant

AICH
Acquisition Indicator CHannel

AM
Acknowledged Mode

AS
Access Stratum

ASC
Access Service Class

ASN.1
Abstract Syntax Notation.1

BCCH
Broadcast Control Channel

BCD
Binary Coded Decimal

BCFE
Broadcast Control Functional Entity

BER
Bit Error Rate

BLER
BLock Error Rate

BSS
Base Station Sub-system

CCCH
Common Control Channel

CCPCH
Common Control Physical CHannel

CH
Conditional on history

CM
Connection Management

CN
Core Network

C-RNTI
Cell RNTI

CSG
Closed Subscriber Group

CTCH
Common Traffic CHannel

CTFC
Calculated Transport Format Combination

CV
Conditional on value

DCA
Dynamic Channel Allocation

DCCH
Dedicated Control Channel

DCFE
Dedicated Control Functional Entity

DCH
Dedicated Channel

DC-SAP
Dedicated Control SAP

DDI
Data Description Indicator

DGANSS
Differential GANSS

DGPS
Differential Global Positioning System

DL
Downlink

DSCH
Downlink Shared Channel

DTCH
Dedicated Traffic Channel

DTM
Dual Transfer Mode

E-AGCH
E-DCH Absolute Grant Channel

ECEF
Earth-Centered, Earth-Fixed

ECI

Earth-Centered-Inertial

E-DCH
Enhanced uplink DCH

E-DPCCH
E-DCH Dedicated Physical Control Channel (FDD Only)

E-DPDCH
E-DCH Dedicated Physical Data Channel (FDD Only)

EGNOS
European Geostationary Navigation Overlay Service

E-HICH
E-DCH HARQ Acknowledgement Indicator Channel

E-PUCH
Enhanced Uplink Physical Channel (TDD only)

E-RGCH
E-DCH Relative Grant Channel (FDD only)

E-RNTI
E-DCH RNTI

E-RUCCH
E-DCH Random Access Uplink Control Channel (TDD only)

E-TFCI
E-DCH Transport Format Combination Indicator

ETWS
Earthquake and Tsunami Warning System

E-UCCH
E-DCH Uplink Control Channel (TDD only)

E-UTRA
Evolved Universal Terrestrial Radio Access

E-UTRAN
Evolved Universal Terrestrial Radio Access Network

FACH
Forward Access Channel

FDD
Frequency Division Duplex

F-DPCH
Fractional DPCH

GAGAN
GPS Aided Geo Augmented Navigation

GANSS
Galileo and Additional Navigation Satellite Systems

GC-SAP
General Control SAP

GERAN
GSM/EDGE Radio Access Network

GLONASS
GLObal'naya NAvigatsionnaya Sputnikovaya Sistema (Engl.: Global Navigation Satellite System)

GNSS
Global Navigation Satellite System

GRA
GERAN Registration Area

G-RNTI
Geran Radio Network Temporary Identity

HARQ
Hybrid Automatic Repeat Request

HCS
Hierarchical Cell Structure

HFN
Hyper Frame Number

H-RNTI
HS-DSCH RNTI

HS-DSCH
High Speed Downlink Shared Channel

ICD
Interface Control Document

ID
Identifier

IDNNS
Intra Domain NAS Node Selector

IE
Information element

IETF
Internet Engineering Task Force

IMB
Integrated Mobile Broadcast

IMEI
International Mobile Equipment Identity

IMSI
International Mobile Subscriber Identity

IP
Internet Protocol

ISCP
Interference on Signal Code Power

L1
Layer 1

L2
Layer 2

L3
Layer 3

LAI
Location Area Identity

MAC
Media Access Control

MBMS
Multimedia Broadcast Multicast Service

MBSFN
MBMS over a Single Frequency Network

MCC
Mobile Country Code

MCCH
MBMS point-to-multipoint Control Channel

MD
Mandatory default

MDT
Minimization of Drive Tests

MICH
MBMS notification Indicator Channel

MM
Mobility Management

MNC
Mobile Network Code

MP
Mandatory present

MTCH

MBMS point-to-multipoint Traffic Channel

MSAS
Multi-functional Satellite Augmentation System

MSCH
MBMS point-to-multipoint Scheduling Channel

NACC
Network Assisted Cell Change

NAS
Non Access Stratum

Nt-SAP
Notification SAP

NW
Network

OP
Optional

PCCH
Paging Control Channel

PCH
Paging Channel

PDCP
Packet Data Convergence Protocol

PDSCH
Physical Downlink Shared Channel

PDU
Protocol Data Unit

PLMN
Public Land Mobile Network

PNFE
Paging and Notification Control Functional Entity

PRACH
Physical Random Access CHannel

PRN
Pseudo-Random Noise

PSI
Packet System Information

p-t-m
Point-to-Multipoint

P-TMSI
Packet Temporary Mobile Subscriber Identity

p-t-p
Point-to-Point

PUSCH
Physical Uplink Shared Channel

QoS
Quality of Service

QZSS
Quasi-Zenith Satellite System

RAB
Radio access bearer

RACH
Random Access CHannel

RAI
Routing Area Identity

RAT
Radio Access Technology

RB
Radio Bearer

RFE
Routing Functional Entity

RG
Relative Grant

RL
Radio Link

RLC
Radio Link Control

RLS
Radio Link Set

RNC
Radio Network Controller

ROHC
RObust Header Compression
RNTI
Radio Network Temporary Identifier

RRC
Radio Resource Control

RSCP
Received Signal Code Power

RSN
Retransmission Sequence Number

RSRP
Reference Signal Received Power

RSRQ
Reference Signal Received Quality

RSSI
Received Signal Strength Indicator

SAP
Service Access Point

SBAS
Satellite Based Augmentation System

SCFE
Shared Control Function Entity

SCTD
Space Code Transmit Diversity

SCTO
Soft Combining Timing Offset (MBMS)

SF
Spreading Factor

SG
Serving grant

SHCCH
Shared Control Channel

SI
System Information

SIR
Signal to Interference Ratio

SPS
Semi-Persistent Scheduling

S-RNTI
SRNC - RNTI

SV

Space Vehicle

TDD
Time Division Duplex

TF
Transport Format

TFCS
Transport Format Combination Set

TFS
Transport Format Set

TM
Transparent Mode

TME
Transfer Mode Entity

TMSI
Temporary Mobile Subscriber Identity

Tr
Transparent

TSN
Transmission Sequence Number

Tx
Transmission

UE
User Equipment

UL
Uplink

UM
Unacknowledged Mode

URA
UTRAN Registration Area

U-RNTI
UTRAN-RNTI

USCH
Uplink Shared Channel

UTC
Universal Coordinated Time

UTRAN
Universal Terrestrial Radio Access Network

WAAS
Wide Area Augmentation System

WGS-84
World Geodetic System 1984
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8.6.4.10
PDCP Info

For  ROHC, as specified in [83] and [84]:

1>
the chosen MAX_CID shall be less than the value "Maximum number of ROHC context sessions" as indicated in the IE "PDCP Capability".

If IE "PDCP info" is included, the UE shall:

1>
if the radio bearer is connected to a CS domain radio access bearer:

2>

if the IE "PDCP info" is included in any other message than the RADIO BEARER SETUP, CELL UPDATE CONFIRM or the HANDOVER TO UTRAN COMMAND message; or

2>
if the IE "PDCP PDU header" is set to the value "absent"; or

2>
if the IE "Support for lossless SRNS relocation or for lossless DL RLC PDU size change" is set to TRUE; or

2>
if the IE "Header compression information" is present; or

2>
if the UE does not support CS voice service over HSDPA and EDCH:

3>
set the variable INVALID_CONFIGURATION to TRUE.

2>
else

3>
include PDCP headers in both uplink and downlink PDCP PDUs.

3>
configure "PDCP Unrecoverable Error Detection" in lower layer.

1>
else if the radio bearer is connected to a PS domain radio access bearer:

2>
if the IE "PDCP PDU header" is set to the value "absent":

3>
if the IE "Support for lossless SRNS relocation or for lossless DL RLC PDU size change" is TRUE:

4>
set the variable INVALID_CONFIGURATION to TRUE.

2>
if the IE "PDCP PDU header" is set to the value "present":

3>
include PDCP headers in both uplink and downlink PDCP PDUs;

3>
if the IE "Support for lossless SRNS relocation or for lossless DL RLC PDU size change" is FALSE:

4>
if the IE "Header compression information" is absent:

5>
set the variable INVALID_CONFIGURATION to TRUE.

2>
if the IE "Header compression information" is absent:

3>
not use Header compression after the successful completion of this procedure;

3>
remove any stored configuration for the IE "Header compression information".

2>
if the IE "Header compression information" is present:

3>
if the IE "Algorithm Type" is set to "RFC 2507":

4>
if the UE capability "Maximum header compression context space", as specified in [35], is exceeded with this configuration:

5>
set the variable INVALID_CONFIGURATION to TRUE.

4>
if the IE "PDCP PDU header" is set to the value "absent":

5>
the behaviour of the UE is unspecified.

3>
if the IE "Algorithm Type" is set to "RFC 3095":

4>
if the uplink RLC mode for this radio bearer is RLC-TM:

5>
the behaviour of the UE is unspecified.

1>
configure the PDCP entity for that radio bearer accordingly;

1>
configure the RLC entity for that radio bearer according to the value of the IE "Support for lossless SRNS relocation or for lossless DL RLC PDU size change";

1>
set the PROFILES parameter, used by inband ROHC profile negotiation, for this PDCP entity for both UL and DL equal to the list of ROHC profiles received in the IE "PDCP info". A UE complying to this version of the protocol shall support ROHC profiles 0x0000 (ROHC uncompressed), 0x0001 (ROHC RTP), 0x0002 (ROHC UDP) and 0x0003 (ROHC ESP) (see [52]).

1>
if the IE "PDCP ROHC target mode" is received:

2>
set the variable " PDCP_ROHC_TARGET_MODE " to the received value.

1>
if the IE "PDCP ROHC target mode" is not received in either of the CELL UPDATE CONFIRM, the RADIO BEARER RECONFIGURATION or the RADIO BEARER SETUP message:

2>
delete the variable "PDCD_ROHC_TARGET_MODE" and act according to actions specified in [36].

***********************************next change***************************************************

8.6.4.13
PDCP context relocation info

If the IE "PDCP context relocation info" is included, the UE shall, for each radio bearer included in this IE:

1>
If the IE "Downlink RFC 3095 context relocation indication" is set to TRUE:

2>
perform the actions as specified in [36] for all ROHC contexts associated with that radio bearer in the downlink.

1>
If the IE "Uplink RFC 3095 context relocation indication" is set to TRUE:

2>
perform the actions as specified in [36] for all ROHC contexts associated with that radio bearer in the uplink.

***********************************next change***************************************************

10.3.3.24
PDCP capability

Indicates which algorithms and which value range of their parameters are supported by the UE.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Support for lossless SRNS relocation
	MP
	
	Boolean
	TRUE means supported
	

	Support for lossless DL RLC PDU size change
	CV-not_iRAT_HoInfo2
	
	Boolean
	TRUE means supported Default value is FALSE
	REL-5

	Support for RFC2507
	MP
	
	Boolean
	TRUE means supported
	

	>Max HC context space
	MP
	
	Integer(1024, 2048, 4096, 8192, 
	
	

	
	
	
	16384, 32768, 65536, 131072)
	Note 1
	REL-5

	Support for RFC 3095
	CV-not_iRAT_HoInfo
	
	Boolean
	TRUE means header compression according to IETF ROHC standard  [83],[84] is supported
	REL-4

	>Maximum number of ROHC context sessions
	MD
	
	Integer( 2, 4, 8, 12, 16, 24, 32, 48, 64, 128, 256, 512, 1024, 16384)
	Default value is 16.
	REL-4

	>Reverse decompression depth
	MD
	
	Integer (0..65535)
	Default value is 0 (reverse decompression is not supported).
	REL-4

	>Support for RFC 3095 context relocation
	MP
	
	Boolean
	TRUE means supported
	REL-5

	Support for CS Voice over HSPA
	CV-not_iRAT_HoInfo3
	
	Enumerated (TRUE)
	The IE indicates the UE’s support for CS Voice over HSPA, if set.
	REL-8

	Note 1:
The IE "Max HC context space" values 16384, 32768, 65536 and 131072 are not used in the INTER 
RAT HANDOVER INFO message.


	Condition
	Explanation

	not_iRAT_HoInfo
	The IE is optionally present in the INTER RAT HANDOVER INFO message. Otherwise, it is mandatory present.

	not_iRAT_HoInfo2
	The IE is not needed in the INTER RAT HANDOVER INFO message. Otherwise, it is mandatory default.

	not_iRAT_HoInfo3
	The IE is not needed in the INTER RAT HANDOVER INFO message. Otherwise, it is optionally present.
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10.3.4.2
PDCP info

The purpose of the PDCP info IE is to indicate which algorithms shall be established and to configure the parameters of each of the algorithms.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Support for lossless SRNS relocation or for lossless DL RLC PDU size change
	CV-LosslessCriteria
	
	Boolean
	TRUE means support
	

	Max PDCP SN window size
	CV-Lossless
	
	Enumerated(sn255, sn65535)
	Maximum PDCP sequence number window size. The handling of sequence number when the Max PDCP SN window size is 255 is specified in [23].
	

	PDCP PDU header
	MP
	
	Enumerated (present, absent)
	Whether a PDCP PDU header is existent or not.
	

	Header compression information
	OP
	1 to <maxPDCPAlgoType>
	
	
	

	>CHOICE algorithm type
	MP
	
	
	Note 1
	

	>>RFC 2507
	
	
	
	Header compression according to IETF standard RFC 2507
	

	>>>F_MAX_PERIOD
	MD
	
	Integer (1..65535)
	Largest number of compressed non-TCP headers that may be sent without sending a full header. Default value is 256.
	

	>>>F_MAX_TIME
	MD
	
	Integer (1..255)
	Compressed headers may not be sent more than F_MAX_TIME seconds after sending last full header. Default value is 5.
	

	>>>MAX_HEADER
	MD
	
	Integer (60..65535)
	The largest header size in octets that may be compressed. Default value is 168.
	

	>>>TCP_SPACE
	MD
	
	Integer (3..255)
	Maximum CID value for TCP connections. Default value is 15.
	

	>>>NON_TCP_SPACE
	MD
	
	Integer (3..65535)
	Maximum CID value for non-TCP connections. Default value is 15.
	

	>>>EXPECT_REORDERING
	MD
	
	Enumerated (reordering not expected, reordering expected)
	Whether the algorithm shall reorder PDCP SDUs or not. Default value is "reordering not expected".
	

	>>RFC 3095
	
	
	
	Header compression according to IETF ROHC standard  [83],[84].
	REL-4

	>>>Profiles
	MP
	1 to <maxROHC- Profiles>
	
	Profiles supported by both compressor and decompressor in both UE and UTRAN. Profile 0 shall always be supported.
	REL-4

	>>>>Profile instance
	MP
	
	Integer(1.. 3)
	1 = 0x0001, 2 = 0x0002, 3 = 0x0003 (see [52])
	REL-4

	>>>Uplink
	OP
	
	
	Indicates the necessary information elements for Uplink.
	REL-4

	>>>>Max_CID
	MD
	
	Integer (1.. 16383)
	Highest context ID number to be used by the UE compressor.

Default value is 15.
	REL-4

	>>>Downlink
	OP
	
	
	Indicates the necessary information elements for Downlink.
	REL-4

	>>>>Max_CID
	MD
	
	Integer (1.. 16383)
	Highest context ID number to be used by the UE decompressor.

Default value is 15.
	REL-4

	>>>>Reverse_Decompression_Depth
	MD
	
	Integer (0..65535)
	Determines whether reverse decompression should be used or not and the maximum number of packets that can be reverse decompressed by the UE decompressor. Default value is 0 (reverse decompression shall not be used).
	REL-4

	Note 1:
If several occurrences of the same algorithm type are included in the same IE “header 
compression information”, the UE behaviour is unspecified.


	Condition
	Explanation

	LosslessCriteria
	This IE is mandatory present if the IE "RLC mode" is "Acknowledged", the IE "In-sequence delivery " is TRUE and the IE "SDU Discard Mode" is "No discard" and not needed otherwise.

	Lossless
	This IE is mandatory present if the IE "Support for lossless SRNS relocation or for lossless RLC PDU size change" Is TRUE, otherwise it is not needed.


***********************************next change***************************************************

14.12.1
RRC Information to target RNC

The RRC information container "RRC Information to target RNC" may either be sent from source RNC or from another RAT. In case of handover to UTRAN, this information originates from another RAT, while in case of SRNC relocation the RRC information originates from the source RNC. In case of handover to UTRAN, the RRC information transferred may provide UTRAN specific information, as defined in the INTER RAT HANDOVER INFO WITH INTER RAT CAPABILITIES message, that the target RNC needs when preparing the handover command message. In case of SRNC relocation and handover/cell reselection from GERAN Iu mode, the RRC information transferred specifies the configuration of RRC and the lower layers it controls, e.g., including the radio bearer and transport channel configuration. It is used by the target RNC to initialise RRC and the lower layer protocols to facilitate SRNC relocation and handover/cell reselection from GERAN Iu mode in a manner transparent to the UE.

RFC 3095 CONTEXT INFO is used to transfer the compressor and decompressor context information of the ROHC [83],[84] protocol from source RNC to target RNC.

	Information Element/Group Name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE case
	MP
	
	
	At least one spare choice, Criticality: Reject, is needed
	

	>Handover to UTRAN
	
	
	INTER RAT HANDOVER INFO WITH INTER RAT CAPABILITIES
14.12.4.1
	
	

	>SRNC relocation
	
	
	SRNS RELOCATION INFO
14.12.4.2
	
	

	>RFC 3095 context info
	
	
	RFC 3095 CONTEXT INFO 14.12.4.4
	
	REL-5


***********************************next change***************************************************

14.12.4.4
RFC 3095 CONTEXT INFO

This RRC message is sent between network nodes in SRNS relocation. It is used to transfer the compressor and decompressor context information of the ROHC protocol.

Direction: source RNC target RNC

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	RFC 3095 context
	MP
	1 to <maxRBallRABs>
	
	
	REL-5

	>RB identity
	MP
	
	RB identity 10.3.4.16
	
	REL-5

	>RFC 3095 context list
	MP
	1 to <maxRFC3095-CID>
	
	
	REL-5

	>>Downlink RFC 3095 context
	OP
	
	
	
	REL-5

	>>>Downlink RFC 3095 context identity
	MP
	
	Integer (0..16383)
	
	REL-5

	>>>DL_MODE
	MP
	
	Enumerated (u, o, r)
	ROHC mode in downlink before SRNS relocation.
	REL-5

	>>>REF_IR
	MP
	
	Octet string (1..3000)


	The RTP IR header (see section 5.7.7 of RFC3095 for detailed format) corresponding to the oldest header in the compressor sliding window.
	REL-5

	>>>REF_TIME
	OP
	
	Integer (0..4294967295)
	Arrival time (at the compressor) of REF_IR in milliseconds.

See sections 4.5.4 and 6.5.1 of RFC3095.
	REL-5

	>>>CURR_TIME
	OP
	
	Integer (0..4294967295)
	Current time in milliseconds.

See section 6.5.1 of RFC3095. 
	REL-5

	>>>SYN_OFFSET_ID
	OP
	
	Integer

(0..65535)
	Last synchronized offset of IP-ID.

See section 4.5.5 and 6.5.1 of RFC3095 (termed  "Offset_I").

It is related to the compression and decompression of IP-ID and is the synchronized offset between the IP-ID value and the SN value (in the same header) during the last SO state before the relocation procedure.
	REL-5

	>>>SYN_SLOPE_TS
	OP
	
	Integer

(0..4294967295)
	Last synchronized slope of TS.

See sections 5.5.1.2 and 5.7 of RFC3095. 

In SO state, TS(n) = TS(m) + (n-m) * SYN_SLOPE_TS, where n and m are, the RTP SN of the current and the reference packet, respectively. The unit of SYN_SLOPE_TS depends on whether TS is scaled before compression or not.
	REL-5

	>>>DYN_CHANGED
	MP
	
	Boolean
	Information whether dynamic fields other than RTP SN, RTP TS and IP-ID have changed in the headers that are stored in the sliding window.

Set to TRUE if changed and FALSE if not changed.
	REL-5

	>>Uplink RFC 3095 context
	OP
	
	
	
	REL-5

	>>>Uplink RFC 3095 context identity
	MP
	
	Integer (0..16383)
	
	REL-5

	>>>UL_MODE
	MP
	
	Enumerated (u, o, r)
	ROHC mode in uplink
	REL-5

	>>>REF_IR
	MP
	
	Octet string (1..3000)
	The RTP IR header (see section 5.7.7 of IETF RFC3095 for detailed format) corresponding to the last correctly decompressed header.
	REL-5

	>>>REF_TIME
	OP
	
	Integer (0..4294967295)
	Arrival time (at the decompressor) of REF_IR in milliseconds. 

See sectionss 4.5.4 and 6.5.1 of RFC3095.
	REL-5

	>>>CURR_TIME
	OP
	
	Integer (0..4294967295)
	Current time in milliseconds. See section 6.5.1 of RFC3095.
	REL-5

	>>>SYN_OFFSET_ID
	OP
	
	Integer

(0..65535)
	Last synchronized offset of IP-ID.

See sectionss 4.5.5 and 6.5.1 of RFC3095 (termed"Offset_I").

It is related to the compression and decompression of IP-ID and is the synchronized offset between the IP-ID value and the SN value (in the same header) during the last SO state before the relocation procedure.
	REL-5

	>>>SYN_SLOPE_TS
	OP
	
	Integer

(0..4294967295)
	Last synchronized slope of TS.

See sectionss 5.5.1.2 and 5.7 of RFC3095.

In SO state, TS(n) = TS(m) + (n-m) * SYN_SLOPE_TS, where n and m are, the RTP SN of the current and the reference packet, respectively. The unit of SYN_SLOPE_TS depends on whether TS is scaled before compression or not.
	REL-5

	>>>REF_SN_1
	OP
	
	Integer (0..65535)
	Corresponds to the RTP Sequence Number of the predecessor of the latest RTP packet. This could be used to perform local repair of context by decompressor in U or O mode (see “ref - 1” in section5.3.2.2.5 in IETF RFC3095 for further explanation).
	REL-5
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