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[First Change]
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

BSR


Buffer Status Report

C-RNTI


Cell RNTI

CQI


Channel Quality Indicator

E-UTRA


Evolved UMTS Terrestrial Radio Access

E-UTRAN


Evolved UMTS Terrestrial Radio Access Network

MAC


Medium Access Control

M-RNTI


MBMS RNTI

MSA


MCH Subframe Allocation

LCG


Logical Channel Group

PCell


Primary Cell [8]

PHR


Power Headroom Report

PMI


Precoding Matrix Index 

P-RNTI


Paging RNTI 
PTI


Precoding Type Indicator
RA-RNTI


Random Access RNTI

RI


Rank Indicator

RN


Relay Node

RNTI


Radio Network Temporary Identifier

SCell


Secondary Cell [8]

SI-RNTI


System Information RNTI 

SR


Scheduling Request

SRS


Sounding Reference Symbols

TB


Transport Block

TPC-PUCCH-RNTI
Transmit Power Control-Physical Uplink Control Channel-RNTI

TPC-PUSCH-RNTI
Transmit Power Control-Physical Uplink Shared Channel-RNTI

[Next Change]
5.4.4
Scheduling Request 

The Scheduling Request (SR) is used for requesting UL-SCH resources for new transmission.

When an SR is triggered, it shall be considered as pending until it is cancelled. All pending SR(s) shall be cancelled and sr-ProhibitTimer shall be stopped when a MAC PDU is assembled and this PDU includes a BSR which contains buffer status up to (and including) the last event that triggered a BSR (see subclause 5.4.5), or when the UL grant(s) can accommodate all pending data available for transmission.

If an SR is triggered and there is no other SR pending, the UE shall set the SR_COUNTER to 0.

As long as one SR is pending, the UE shall for each TTI:

-
if no UL-SCH resources are available for a transmission in this TTI:

-
if the UE has no valid PUCCH resource for SR configured in any TTI: initiate a Random Access procedure (see subclause 5.1) and cancel all pending SRs;

-
else if the UE has a valid PUCCH resource for SR configured for this TTI and if this TTI is not part of a  measurement gap and if sr-ProhibitTimer is not running:

-
if SR_COUNTER < dsr-TransMax:

-
increment SR_COUNTER by 1;

-
instruct the physical layer to signal the SR on PUCCH;

-
start the sr-ProhibitTimer.

-
else:

-
notify RRC to release PUCCH/SRS;

-
clear any configured downlink assignments and uplink grants;

-
initiate a Random Access procedure (see subclause 5.1) and cancel all pending SRs.
[Next Change]
5.4.6
Power Headroom Reporting

The Power Headroom reporting procedure is used to provide the serving eNB with information about the difference between the nominal UE maximum transmit power and the estimated power for UL-SCH transmission per activated Serving Cell and also with information about the difference between the nominal UE maximum power and the estimated power for UL-SCH and PUCCH transmission on PCell.

The reporting period, delay and mapping of Power Headroom are defined in subclause 9.1.8 of [9]. RRC controls Power Headroom reporting by configuring the two timers periodicPHR-Timer and prohibitPHR-Timer, and by signalling dl-PathlossChange which sets the change in measured downlink pathloss to trigger a PHR [8].

A Power Headroom Report (PHR) shall be triggered if any of the following events occur:

-
prohibitPHR-Timer expires or has expired and the path loss has changed more than dl-PathlossChange dB for at least one activated Serving Cell which is used as a pathloss reference since the last transmission of a PHR when UE has UL resources for new transmission;

-
periodicPHR-Timer expires;

-
upon configuration or reconfiguration of the power headroom reporting functionality by upper layers [8], which is not used to disable the  function;

-
activation of an SCell with configured uplink.

-
prohibitPHR-Timer expires or has expired and the additional power backoff due to power management (as allowed by P-MPR [10]) for at least one activated Serving Cell with configured uplink has changed more than dl-PathlossChange dB since the last transmission of a PHR when UE has UL resources for new transmission.

If the UE has UL resources allocated for new transmission for this TTI:

-
if it is the first UL resource allocated for a new transmission since the last MAC reset, start periodicPHR-Timer;

-
if the Power Headroom reporting procedure determines that at least one PHR has been triggered since the last transmission of a PHR or this is the first time that a PHR is triggered, and;

-
if the allocated UL resources can accommodate a PHR MAC control element plus its subheader if extendedPHR is not configured, or the Extended PHR MAC control element plus its subheader if extendedPHR is configured, as a result of logical channel prioritization:

-
if extendedPHR is configured:

-
for each activated Serving Cell with configured uplink:

-
obtain the value of the Type 1 power headroom;

-
if the UE has a valid grant for this Serving Cell for this TTI:

-
obtain the value for the corresponding PCMAX,c field from the physical layer;

-
if simultaneousPUCCH-PUSCH is configured:

-
obtain the value of the Type 2 power headroom for the PCell;

-
if the UE has a PUCCH transmission in this TTI:

-
[FFS if only if different than PCMAX,c for Type 1 power headroom for the PCell] obtain the value for the corresponding PCMAX,c  field from the physical layer;

-
instruct the Multiplexing and Assembly procedure to generate and transmit an Extended PHR MAC control element as defined in subclause 6.1.3.6a based on the values reported by the physical layer;

-
else:

-
obtain the value of the Type 1 power headroom from the physical layer;

-
instruct the Multiplexing and Assembly procedure to generate and transmit a PHR MAC control element as defined in subclause 6.1.3.6 based on the value reported by the physical layer;

-
start or restart periodicPHR-Timer;

-
start or restart prohibitPHR-Timer;

-
cancel all triggered PHR(s).

[Next Change]
5.7
Discontinuous Reception (DRX)

The UE may be configured by RRC with a DRX functionality that controls the UE’s PDCCH monitoring activity for the UE’s C-RNTI, TPC-PUCCH-RNTI, TPC-PUSCH-RNTI and Semi-Persistent Scheduling C-RNTI (if configured). When in RRC_CONNECTED, if DRX is configured, the UE is allowed to monitor the PDCCH discontinuously using the DRX operation specified in this subclause; otherwise the UE monitors the PDCCH continuously. When using DRX operation, the UE shall also monitor PDCCH according to requirements found in other subclauses of this specification. RRC controls DRX operation by configuring the timers onDurationTimer, drx-InactivityTimer, drx-RetransmissionTimer (one per DL HARQ process except for the broadcast process), the longDRX-Cycle, the value of the drxStartOffset and optionally the drxShortCycleTimer and shortDRX-Cycle. A HARQ RTT timer per DL HARQ process (except for the broadcast process) is also defined (see subclause 7.7).

When a DRX cycle is configured, the Active Time includes the time while: 

-
onDurationTimer or drx-InactivityTimer or drx-RetransmissionTimer or mac-ContentionResolutionTimer (as described in subclause 5.1.5) is running; or

-
a Scheduling Request is sent on PUCCH and is pending (as described in subclause 5.4.4); or

-
an uplink grant for a pending HARQ retransmission can occur and there is data in the corresponding HARQ buffer; or

-
a PDCCH indicating a new transmission addressed to the C-RNTI of the UE has not been received after successful reception of a Random Access Response for the preamble not selected by the UE (as described in subclause 5.1.4).

When DRX is configured, the UE shall for each subframe:

-
if a HARQ RTT Timer expires in this subframe and the data in the soft buffer of the corresponding HARQ process was not successfully decoded:

-
start the drx-RetransmissionTimer for the corresponding HARQ process.

-
if a DRX Command MAC control element is received:

-
stop onDurationTimer;

-
stop drx-InactivityTimer.

-
if drx-InactivityTimer expires or a DRX Command MAC control element is received in this subframe:

-
if the Short DRX cycle is configured:

-
start or restart drxShortCycleTimer;

-
use the Short DRX Cycle.

-
else:

-
use the Long DRX cycle.

-
if drxShortCycleTimer  expires in this subframe:

-
use the Long DRX cycle.

-
If the Short DRX Cycle is used and [(SFN * 10) + subframe number] modulo (shortDRX-Cycle) = (drxStartOffset) modulo (shortDRX-Cycle); or

-
if the Long DRX Cycle is used and [(SFN * 10) + subframe number] modulo (longDRX-Cycle) = drxStartOffset:

-
start onDurationTimer.

-
during the Active Time, for a PDCCH-subframe, if the subframe is not required for uplink transmission for half-duplex FDD UE operation and if the subframe is not part of a configured measurement gap:

-
monitor the PDCCH;

-
if the PDCCH indicates a DL transmission or if a DL assignment has been configured for this subframe:

-
start the HARQ RTT Timer for the corresponding HARQ process;

-
stop the drx-RetransmissionTimer for the corresponding HARQ process.

-
if the PDCCH indicates a new transmission (DL or UL):

-
start or restart drx-InactivityTimer.

-
when not in Active Time, SRS shall not be reported.

-
if CQI masking (cqi-Mask) is setup by upper layers:

-
when onDurationTimer is not running, CQI/PMI/RI/PTI on PUCCH shall not be reported.

-
else:

-
when not in Active Time, CQI/PMI/RI/PTI on PUCCH shall not be reported.

Regardless of whether the UE is monitoring PDCCH or not the UE receives and transmits HARQ feedback when such is expected.

NOTE:
A UE may optionally choose to not send CQI/PMI/RI/PTI reports on PUCCH and/or SRS transmissions for up to 4 subframes following a PDCCH indicating a new transmission (UL or DL) received in the last subframe of active time. The choice not to send CQI/PMI/RI/PTI reports on PUCCH and/or SRS transmissions is not applicable for subframes where onDurationTimer is running.
NOTE:
The same active time applies to all activated serving cell(s).
[Next Change]
5.13
Activation/Deactivation of SCells 

If the UE is configured with one or more SCells, the network may activate and deactivate the configured SCells. The PCell is always activated. The network activates and deactivates the SCell(s) by sending the Activation/Deactivation MAC control element described in subclause 6.1.3.8. Furthermore, the UE maintains a sCellDeactivationTimer timer per configured SCell and deactivates the associated SCell upon its expiry. The same initial timer value applies to each instance of the sCellDeactivationTimer and it is configured by RRC. The configured SCells are initially deactivated upon addition and after a handover.

The UE shall for each TTI and for each configured SCell:

-
if the UE receives an Activation/Deactivation MAC control element in this TTI activating the SCell, the UE shall in the TTI according to the timing defined in [2]:

-
activate the SCell; i.e. apply normal SCell operation including:

-
SRS transmissions on the SCell;

-
CQI/PMI/RI/PTI reporting for the SCell;

-
PDCCH monitoring on the SCell;

-
PDCCH monitoring for the SCell

-
start or restart the sCellDeactivationTimer associated with the SCell;

-
else, if the UE receives an Activation/Deactivation MAC control element in this TTI deactivating the SCell, the UE shall in the TTI according to the timing defined in [2]; or

-
if the sCellDeactivationTimer associated with the activated SCell expires in this TTI:

-
deactivate the SCell;

-
stop the sCellDeactivationTimer associated with the SCell;

-
flush all HARQ buffers associated with the SCell.

-
if PDCCH on the activated SCell indicates an uplink grant or downlink assignment; or

-
if PDCCH on the Serving Cell scheduling the activated SCell indicates an uplink grant or a downlink assignment for the activated SCell:

-
restart the sCellDeactivationTimer associated with the SCell;

-
if the SCell is deactivated:

-
not transmit SRS on the SCell;

-
not report CQI/PMI/RI/PTI for the SCell;

-
not transmit on UL-SCH on the SCell;

-
not monitor the PDCCH on the SCell;

-
not monitor the PDCCH for the SCell.

[Next Change]
6.1.3.6a
Extended Power Headroom MAC Control Element 

The Extended Power Headroom MAC control element is identified by a MAC PDU subheader with LCID as specified in table 6.2.1-2. It has a variable size and is defined in Figure 6.1.3.6a-2. When Type 2 PH is reported, the octet containing the Type 2 PH field is included first after the octet indicating the presence of PH per SCell and followed by an octet containing the associated PCMAX,c field (if reported). Then follows in ascending order based on the ServCellIndex [8] an octet with the Type 1 PH field and an octet with the associated PCMAX,c field (if reported), for the PCell and for each SCell indicated in the bitmap.

The Extended Power Headroom MAC Control Element is defined as follows:

-
Ci: this field indicates the presence of a PH field for the SCell with SCellIndex i as specified in [8]. The Ci field set to "1" indicates that a PH field for the SCell with SCellIndex i is reported. The Ci field set to "0" indicates that a PH field for the SCell with SCellIndex i is not reported;

-
R: reserved bit, set to "0";

-
V: this field indicates if the PH value is based on a real transmission or a reference format. For Type 1 PH, V=0 indicates real transmission on PUSCH and V=1 indicates that a PUSCH reference format is used. For Type 2 PH, V=0 indicates real transmission on PUCCH and V=1 indicates that a PUCCH reference format is used. Furthermore, for both Type 1 and Type 2 PH, V=0 indicates the presence of the associated PCMAX,c field, and V=1 indicates that the associated PCMAX,c field is omitted;
-
Power Headroom (PH): this field indicates the power headroom level. The length of the field is 6 bits. The reported PH and the corresponding power headroom levels are shown in Table 6.1.3.6-1 (the corresponding measured values in dB can be found in subclause 9.1.8.4 of [9]);
-
P: this field indicates whether the UE applies an additional power backoff due to power management (as allowed by P-MPR [10]). The UE shall set P=1 if the corresponding PCMAX,c field would have had a different value if no additional power management had been applied;
-
PCMAX,c:  if present, this field contains the PCMAX,c or 
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Figure 6.1.3.6a-2: Extended Power Headroom MAC Control Element
[Next Change]
6.1.3.8
Activation/Deactivation MAC Control Element

The Activation/Deactivation MAC control element is identified by a MAC PDU subheader with LCID as specified in table 6.2.1-1. It has a fixed size and consists of a single octet containing seven C-fields and one R-field. The Activation/Deactivation MAC control element is defined as follows (figure 6.1.3.8-1).

· Ci: this field indicates the activation/deactivation status of the SCell with SCellIndex i as specified in [8]. The Ci field is set to "1" to indicate that the SCell with SCellIndex i shall be activated. The Ci field is set to "0" to indicate that the SCell with SCellIndex i shall be deactivated; 

· R: Reserved bit, set to “0”.
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Figure 6.1.3.8-1: Activation/Deactivation MAC control element
[Next Change]
7.7
HARQ RTT Timer

For FDD the HARQ RTT Timer is set to 8 subframes. For TDD the HARQ RTT Timer is set to k + 4 subframes, where k is the interval between the downlink transmission and the transmission of associated HARQ feedback, as indicated in Table 10.1.3.1-1 of [2].

[Next Change]
Annex A (normative):
Handling of measurement gaps

In a subframe that is part of a measurement gap, the UE shall not perform the transmission of HARQ feedback and CQI/PMI/RI/PTI, and SRS shall not be reported.

[End Change]
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