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	Reason for change:
(

	In case of SR-VCC from LTE to UMTS, SR-VCC is designed so that even the target RNC is legacy network equipment, like Rel-99 RNC, inter-RAT SRVCC should still work. However due to the wrong clarification in R2-103325, the network nodes including legacy RNC has to be upgraded to support LTE to UMTS SR-VCC. This is unnecessary burden because UE does not need this information in case LTE to UMTS SRVCC. Therefore, it shall be fixed.

	
	

	Summary of change:
(

	The part of texts introduced by R2-103325 were removed. Also some further clarification (i.e, saying that SR-VCC info and RAB info to be replace are not needed for LTE to UMTS SR-VCC) is added. Also further clarification is made so that Cell Update Confirmation message cannot be used for SR-VCC.

Impact analysis

Impacted functionality: 

LTE to UMTS SR-VCC function
Inter-operability:

If the UTRAN is compliant to this CR and the UE is not, SR-VCC from LTE to UMTS will not work. Thus for this case, UE shall set the related FGI bit to “false” so that eNB will not trigger SR-VCC from LTE to UMTS to this UE.

If the UE is compliant to this CR and UTRAN is not compliant, there may be IOT problem in the network side because the taget RNC should receive the parameter from the source eNB but it is not clear whether source eNB will provide the parameter. Besides, UTRAN behaviour will always be compliant with this CR because the behaviour in this CR is according to legacy UTRAN behaviour.

Therefore both UE and UTRAN shall be implemented to this CR.
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not approved:
	SR-VCC from LTE to UMTS does not work in case the target RNC is legacy RNC because the unnecesssary information shall be provided to the UE.
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// FIRST MODIFIED SECTION //
10.3.4.10
RAB information for setup
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	RAB info
	MP
	
	RAB info 10.3.4.8
	
	

	CS-HSPA information
	CV-CS
	
	
	
	REL-8

	>UL AMR rate
	MD
	
	Enumerated (t0, t1, t2, t3, t4, t5, t6, t7, t8)
	Indicates the bit rate as defined in [62] and [63].

In case NAS Synchronization Indicator indicates AMR, default value is “t7”.

In case NAS Synchronization Indicator indicates AMR-WB, default value is “t8“.

7 spare values are needed.
	REL-8

	>Max CS delay
	MP
	
	Integer (20..200 by step of 10)
	Indicates the maximum possible delay for CS voice frames Unit is ms
	REL-8

	RAB info to replace
	CV-SRVCC
	
	RAB info to replace 10.3.4.11a
	
	REL-8

	RB information to setup list
	MP
	1 to <maxRBperRAB>
	
	
	

	>RB information to setup
	MP
	
	RB information to setup

10.3.4.20
	
	


	Condition
	Explanation

	CS
	This IE is mandatory if the IE “CN domain identity” has the value “CS domain” and the RAB is mapped on HS-DSCH/E-DCH. It is not needed otherwise.

	SRVCC
	This IE is mandatory if the RAB is established as part of an SR-VCC procedure and the message is not HANDOVER TO UTRAN COMMAND message or CELL UPDATE CONFIRM message, and not needed otherwise.


//NEXT MODIFIED SECTION //
10.3.4.11a
RAB info to replace

This IE contains information to identify a radio access bearer to be replaced with a new radio access bearer as part of SR-VCC procedures. This IE is not included in case SR-VCC from LTE to UMTS.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	RAB identity
	MP
	
	RAB identity 10.3.1.14
	
	REL-8

	CN domain identity
	MP
	
	CN domain identity 10.3.1.1
	
	REL-8
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