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1. Overall Description:

RAN3 kindly asks SA2 to answer the following questions regarding EAB:

Question1: Considering EAB, does 'a particular subcategory of UEs' in the SA2 spec refer to the UEs configured for EAB (EAB category A, B, C) or to something else?

[TS23.401]
In addition, the MME can request the eNodeB to restrict the load from subcategories of UEs that its connected eNodeBs are generating on it. These subcategories include all UEs using low access priority for the radio access.

An eNodeB supports rejecting of RRC connection establishments for certain subcategories of UEs as specified in TS 36.331 [37] . Additionally, an eNodeB provides support for the barring of subcategories of UEs configured for Extended Access Barring, as described in TS 22.011 [67]. These mechanisms are further specified in TS 36.331 [37] and TS 36.413 [36].

An eNodeB may bar a particular subcategory of UEs via Extended Access Barring when:

-     all the MMEs connected to this eNB request to restrict the load for a particular subcategory; or

-    initiated by O&M.

Question2: Whether it is needed for MME to send specific new S1 EAB signalling to trigger EAB? 
Question3: Any difference from the above for UMTS? Any signalling changes are foreseen for UMTS?

2. Actions
To SA2:  
RAN3 kindly asks SA2 to answer the questions above before Friday of this week.

3. Date of Next TSG-RAN WG3 Meetings:

TSG-RAN WG3 Meeting #77
13–17 Aug 2012
Qingdao, CN
TSG-RAN WG3 Meeting #77b
8–12 Oct 2012
 Lecce, IT
