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5.3.5.8
Radio Configuration involving full configuration option
The UE shall:

1>
release/ clear all current dedicated radio configurations except the C-RNTI, the security configuration and the PDCP, RLC, logical channel configurations for the RBs and the logged measurement configuration;

NOTE 1:
Radio configuration is not just the resource configuration but includes other configurations like MeasConfig and OtherConfig.

1>
if the RRCConnectionReconfiguration message includes the mobilityControlInfo:

2>
release/ clear all current common radio configurations;

2>
use the default values specified in 9.2.5 for timer T310, T311 and constant N310, N311;
1>
else:

2>
use values for timers T301, T310, T311 and constants N310, N311, as included in ue-TimersAndConstants received in SystemInformationBlockType2;

1>
apply the default physical channel configuration as specified in 9.2.4;

1>
apply the default semi-persistent scheduling configuration as specified in 9.2.3;

1>
apply the default MAC main configuration as specified in 9.2.2;

1>
for each srb-Identity value included in the srb-ToAddModList (SRB reconfiguration):

2>
apply the specified configuration defined in 9.1.2 for the corresponding SRB;

2>
apply the corresponding default RLC configuration for the SRB specified in 9.2.1.1 for SRB1 or in 9.2.1.2 for SRB2;

2>
apply the corresponding default logical channel configuration for the SRB as specified in 9.2.1.1 for SRB1 or in 9.2.1.2 for SRB2; 

NOTE 2: 
This is to get the SRBs (SRB1 and SRB2 for handover and SRB2 for reconfiguration after reestablishment) to a known state from which the reconfiguration message can do further configuration.

1>
for each eps-BearerIdentity value included in the drb-ToAddModList that is part of the current UE configuration:

2>
release the RLC entity or entities;

2>
release the PDCP entity;


2>
release the DTCH logical channel;

2>
release the drb-identity;

NOTE 3: 
This will retain the eps-bearerIdentity but remove the DRBs including drb-identity of these bearers from the current UE configuration and trigger the setup of the DRBs within the AS in Section 5.3.10.3 using the new configuration. The eps-bearerIdentity acts as the anchor for associating the released and re-setup DRB.
 NOTE 4: 
If the size of PDCP SN changes as a result of the procedure, out-of-sequence SDUs stored in the reception buffer are forwarded to the upper layer upon RLC release and PDCP release.
NOTE 5: 
If the size of PDCP SN changes as a result of the procedure, data buffered in the transmission buffer of the released PDCP having not been submitted to the lower layer are transferred to the PDCP that is setup for the same eps-BearerIdentity.
1>
for each eps-BearerIdentity value that is part of the current UE configuration but not part of the drb-ToAddModList:

2>
perform DRB release as specified in 5.3.10.2;
****NEXT CHANGE****
–
PDCP-Config
The IE PDCP-Config is used to set the configurable PDCP parameters for data radio bearers.

PDCP-Config information element
-- ASN1START

PDCP-Config ::=





SEQUENCE {


discardTimer





ENUMERATED {












ms50, ms100, ms150, ms300, ms500,












ms750, ms1500, infinity


}














OPTIONAL,


-- Cond Setup


rlc-AM







SEQUENCE {



statusReportRequired



BOOLEAN


}














OPTIONAL,


-- Cond Rlc-AM


rlc-UM







SEQUENCE {



pdcp-SN-Size





ENUMERATED {len7bits, len12bits}


}














OPTIONAL,


-- Cond Rlc-UM


headerCompression




CHOICE {



notUsed







NULL,



rohc







SEQUENCE {




maxCID







INTEGER (1..16383)



DEFAULT 15,




profiles






SEQUENCE {





profile0x0001





BOOLEAN,





profile0x0002





BOOLEAN,





profile0x0003





BOOLEAN,





profile0x0004





BOOLEAN,





profile0x0006





BOOLEAN,





profile0x0101





BOOLEAN,





profile0x0102





BOOLEAN,





profile0x0103





BOOLEAN,





profile0x0104





BOOLEAN




},




...



}


},


...,


[[
rn-IntegrityProtection-r10

ENUMERATED {enabled}
OPTIONAL
-- Cond RN
]],

[[
pdcp-SN-Size-v11x0



ENUMERATED {len15bits}
OPTIONAL – Cond Setup
]]
}

-- ASN1STOP

	PDCP-Config field descriptions

	discardTimer

Indicates the discard timer value specified in TS 36.323 [8]. Value in milliseconds. Value ms50 means 50 ms, ms100 means 100 ms and so on.

	maxCID

Indicates the value of the MAX_CID parameter as specified in TS 36.323 [8].

	pdcp-SN-Size

Indicates the PDCP Sequence Number length in bits. Value len7bits means that the 7-bit PDCP SN format is used, len12bits means that the 12-bit PDCP SN format is used and len15bits means that the 15-bit PDCP SN format is used, as specified in TS 36.323 [8].

	profiles

The profiles used by both compressor and decompressor in both UE and E-UTRAN. The field indicates which of the ROHC profiles specified in TS 36.323 [8] are supported, i.e. value true indicates that the profile is supported. Profile 0x0000 shall always be supported when the use of ROHC is configured. If support of two ROHC profile identifiers with the same 8 LSB’s is signalled, only the profile corresponding to the highest value shall be applied.

	rn-IntegrityProtection

Indicates that integrity protection or verification shall be applied for all subsequent packets received and sent by the RN on the DRB.

	statusReportRequired

Indicates whether or not the UE shall send a PDCP Status Report upon re-establishment of the PDCP entity as specified in TS 36.323 [8].
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