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	Reason for change:
(

	In CR 5379 (R2-131583) it is clarified in section 8.1.1.7.4 that the UE may postpone SIB7 reading when in CELL_FACH and in the second DRX cycle after expiry of T329. However this relaxation was inserted at the wrong location in the sentence, i.e. it was inserted for TDD system information, while this relaxation applies for FDD system information. 

	
	

	Summary of change:
(

	1. The relaxation to postpone SIB7 reading when in CELL_FACH and in the second DRX cycle after expiry of T329 is moved to the FDD system information part of the sentence in section 8.1.1.7.4. 
2. The sentence is also split into two parts to increase readability. This change is purely editorial and does not introduce any new or different behavoiur.
Impact Analysis

Impacted functionality:

SIB7 reading and HS-DSCH DRX operation with second DRX cycle.
Inter-operability:

There are no inter-operability issues.
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	The UE is not allowed to postpone SIB7 reading when in CELL_FACH and in the second DRX cycle after expiry of T329 for FDD.
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<Start of modified section>
8.1.1.7.4
Actions upon expiry of a system information expiry timer
When the expiry timer of a system information block not using a value tag expires

the UE shall:

1>
consider the content of the system information block invalid;

1>
re-acquire the system information block again before the content can be used;

In FDD for system information blocks other than System Information Block type 7, or in states other than CELL_FACH, or in state CELL_FACH and in the second DRX cycle after expiry of T329 as specified in subclause 8.5.49b; or
In TDD for system information blocks other than System Information Block type 14, or in states other than CELL_FACH or CELL_DCH: 
the UE may:

1>
postpone reading the system information block until the content is needed.

In FDD for System Information Block type 7, while in state CELL_FACH and not in the second DRX cycle after expiry of T329 as specified in subclause 8.5.49b, and in TDD for System Information Block type 14, while in state CELL_FACH or CELL DCH the UE shall always keep an up to date version of the relevant IEs, unless this is not possible because system information can not be received due to bad radio conditions or the UE uses System Information Block type 7 in the variable SYSTEM_INFORMATION_CONTAINER.
<End of modified section>
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