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5.3.3.10
Handling of SSAC related parameters

Upon request from the upper layers, the UE shall:

1>
set the local variables BarringFactorForMMTEL-Voice and BarringTimeForMMTEL-Voice as follows:

2>
if ssac-BarringForMMTEL-Voice is present:

3>
if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11], and

NOTE:
ACs 12, 13, 14 are only valid for use in the home country and ACs 11, 15 are only valid for use in the HPLMN/ EHPLMN.

3>
if, for at least one of these Access Classes, the corresponding bit in the ac-BarringForSpecialAC contained in ssac-BarringForMMTEL-Voice is set to zero:

4>
set BarringFactorForMMTEL-Voice to one and BarringTimeForMMTEL-Voice to zero;

3>
else:

4>
set BarringFactorForMMTEL-Voice and BarringTimeForMMTEL-Voice to the value of ac-BarringFactor and ac-BarringTime included in ssac-BarringForMMTEL-Voice, respectively;

2>
else set BarringFactorForMMTEL-Voice to one and BarringTimeForMMTEL-Voice to zero;

1>
set the local variables BarringFactorForMMTEL-Video and BarringTimeForMMTEL-Video as follows:

2>
if ssac-BarringForMMTEL-Video is present:

3>
if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11], and

3>
if, for at least one of these Access Classes, the corresponding bit in the ac-BarringForSpecialAC contained in ssac-BarringForMMTEL-Video is set to zero:

4>
set BarringFactorForMMTEL-Video to one and BarringTimeForMMTEL-Video to zero;

3>
else:

4>
set BarringFactorForMMTEL-Video and BarringTimeForMMTEL-Video to the value of ac-BarringFactor and ac-BarringTime included in ssac-BarringForMMTEL-Video, respectively;

2>
else set BarringFactorForMMTEL-Video to one and BarringTimeForMMTEL-Video to zero;

1>
forward the variables BarringFactorForMMTEL-Voice, BarringTimeForMMTEL-Voice, BarringFactorForMMTEL-Video and BarringTimeForMMTEL-Video to the upper layers;
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