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1. Overall Description:

RAN1 thanks RAN2 for providing definitions of in-coverage and out-of-coverage.

In addition to RAN2’s “may” conditions for using mode 1 and mode 2, RAN1 has also agreed that Mode 1 shall be used for D2D transmission under the conditions configured by NW for using Mode 1. RAN1 is therefore discussing the possibility of adding the following “shall” conditions for use of Mode 1 and Mode 2, although there is not currently consensus in RAN1 on introducing such conditions:
· A transmitting UE shall use Mode 2 if Z < X dBm or if no CRS is detected

· A transmitting UE shall use Mode 1 if Z >= Y dBm where Y>=X

where Z would be a defined DL power measurement based on CRS from the serving cell or the cell the UE is camping on, and X and Y could be pre-configured in the UEs and could be signaled by the eNB.
2. Actions:
To RAN WG2:

RAN1 would like to ask RAN2 to check the consistency of the above with their agreements.

RAN1 would like to ask for RAN2’s feedback on the possible addition of these criteria in order to assist RAN1 in reaching a decision. 

RAN1 would also like to ask RAN2 for clarification on how the eNB carries out the configurations mentioned in RAN2’s agreements 3 and 4.
3. Date of Next RAN WG1 Meetings:

TSG RAN WG1 #77 
19 – 23 May, 2014

Seoul, Korea
TSG RAN WG1 #78
18 – 22 August, 2014

Dresden, Germany.
