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1 Introduction
In this contribution content to TR 25.706 [1] for DL enhancement [2] is proposed to capture the proposals in [3] and [4]. 
2 Text proposal
--------------------------------Unchanged parts omitted--------------------------------------------------------------------------
5.2
Downlink signalling performance enhancements

5.2.1
Enhanced signalling on RRC parameters configuration
5.2.1.3
Solutions
In order to limit the impact on existing RRC messages only one retrievable configuration identity can be signalled in each RRC message.
5.2.1.3.x Retrievable Configurations in System Information
5.2.1.3.x.1
BCH capacity

Signalling of retrievable configurations in system information will consume BCH capacity. Here is an example:

-
Five retrievable configurations signalled in SIB

-
Each configuration is 160 octets = 1280 bits

-
One SIB segment contains ~ 220 bits

-
One configuration corresponds to approximately 6 SIB segments, and five configurations correspond to approximately 30 SIB segments.

The SIB repetition period can only be set to specific values: …1.28s, 2.56s, 5.12s, 10,24s, 20.48s…

If e.g. three free positions are available for new SIB segments in every 1.28 second BCH cycle a SIB repetition period of 20.48 seconds is needed for the new SIB to send all configurations. If e.g. four SIB segments are available every 1.28 seconds a SIB repetition period of 10.24 seconds is needed to send all configurations. 

The UE needs to acquire all SIBs scheduled on the broadcast channel before access is allowed. With a SIB repetition period of up to 20 seconds it can have major impact on latency. If the new SIB is put under DMCR control, the UE can access the cell before the SIB has been acquired and impact on latency can be avoided.

Observation 1: If retrievable configurations are going to be included in system information it may impact the overall SIB acquisition time unless the SIB is put under DMCR control and reading can be postponed.

5.2.1.3.x.2
UE-NW synchronization

UE and NW need to have the same understanding of the retrievable configurations stored in the UE, otherwise the reconfiguration will fail. Retrievable configurations now contain physical channel IE groups with cell specific information. Retrievable configurations signalled in system information may then be different in different cells. There are cases which could lead to unsynchronized understanding of the content of the retrievable configurations, e.g.:

-
NW signals a retrievable configuration to the UE via dedicated signalling. The UE enters CELL_FACH/PCH state and moves to another cell where the retrievable configuration is different.

-
A UE in CELL_FACH/PCH state stores a retrievable configuration received via system information in one cell, but then moves to another cell where the retrievable configuration is different.

A UE that has acquired the SIB in the new cell will overwrite the information received via dedicated signalling or information received from system information in a previous cell. However, a UE that has not yet acquired the SIB will still apply the old information. Considering SIB repetition periods of up to 20 seconds, or a possibility to postpone reading if the SIB is put under DMCR control, the period where the UE and the NW may be unsynchronized can be very long.

A solution could be that the UE reports to the NW if it has read system information or not before a stored configuration can be referenced by the NW. The indication is needed when the UE moves from URA_PCH/CELL_PCH/CELL_FACH to CELL_DCH. For an UL triggered upswitch the indication can be included in Cell Update or Measurement Report. For a DL triggered upswitch the information may not be available in the NW and it might not be possible to make use of the information in the UE.

Observation 2: If retrievable configurations are going to be included in system information there is a risk for a mismatch between the configurations stored in the UE and in the NW.

5.2.1.3.x.3
Impact on UE battery consumption

As the information stored in retrievable configurations may be different in different cells, the UE will have to re-read system information each time it enters a new cell. If many retrievable configurations are signalled via system information the size of the SIB will increase. The SIB segments for large SIBs are typically fragmented, so the UE needs to read the broadcast channel for a long time before all SIB segments have been acquired. This may impact the battery lifetime if the UE is very mobile. 
Observation 3: The UE battery lifetime may be impacted if the SIB must be re-acquired every time the UE enters a new cell.

5.2.1.3.x.4
UEs with different UE capabilities

UEs have different UE capabilities and all UEs do not support all configurations. When retrievable configurations are signalled in dedicated signalling the NW is already aware of the UE capabilities and it can choose the configurations considering the functionality supported by the UE. A retrievable configuration signalled in system information will not fit all UEs. 

A possible solution could be that several configurations are signalled in system information. The UE then needs to store all configurations and the NW can decide which one to use based on UE capabilities. Many configurations signalled in system information will however consume BCH capacity, see chapter 2.2.1. The UE might also not be able to decode new IEs signalled in a later release (added as non-critical extension) and that might result in a non-consistent configuration.

If many retrievable configurations are signalled in system information due to many different combinations of UE capabilities, it will not be enough that the UE stores up to 16 configurations. It will also further impact the BCH capacity as the size of the SIB will be very large.
Observation 4: If retrievable configurations are going to be included in system information it is unclear how to handle different UE capabilities.

5.2.1.3.x.5
Conclusion

If retrievable configurations are going to be provided via system information a new SIB needs to be defined. The SIB should be under DMCR control to make sure that the latency is not impacted. 

Providing retrievable configurations in system information will impact BCH capacity and UE battery consumption.

There is also a risk that the UE and the NW will have different understanding of the retrievable configurations stored in the UE, which may result in reconfiguration failures. In addition to this, it is unclear how to handle different UE capabilities in a SIB solution.
3 Summary

RAN2 is kindly asked to discuss and agree on the text proposed above.
Proposal 1: Discuss and agree on the proposed text for TR 25.706.
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