Page 1



3GPP TSG-RAN WG2 Meeting #92 
R2-156185
Anaheim, USA, 16-20 November 2015
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	TS 36.331
	CR
	1932
	rev
	-
	Current version:
	12.7.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:

	Clarification to SCG RLF timers and constants reconfiguration

	
	

	Source to WG:
	Spreadtrum Communications

	Source to TSG:
	R2

	
	

	Work item code:
	LTE_SC_enh_dualC-Core
	
	Date:
	2015-11-05

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	A rlf-TimersAndConstantsSCG reconfiguration is defined in 36.331 section 5.3.10.7, but it is not referenced from any other section. 

Draft CR R2-154187 with the same change was agreed in principle in RAN2 #91bis.

	
	

	Summary of change:
	Added the rlf-TimersAndConstantsSCG reconfiguration to section 5.3.10.11 “SCG dedicated resource configuration”. 

	
	

	Consequences if not approved:
	The rlf-TimersAndConstantsSCG reconfiguration timing is not defined.
Impact analysis
Impacted functionality: 

Dual connectivity SCG configuration.
Inter-operability:

No inter-operability issue.


	
	

	Clauses affected:
	

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


---------------------------------------------------------text omitted----------------------------------------------------------------
5.3.10.11
SCG dedicated resource configuration

The UE shall:

1>
if the received radioResourceConfigDedicatedSCG includes the drb-ToAddModListSCG:

2>
for each drb-Identity value included in the drb-ToAddModListSCG perform the DC specific DRB addition or reconfiguration as specified in 5.3.10.3a1
1>
if the received radioResourceConfigDedicatedSCG includes the mac-MainConfigSCG:

2>
perform the SCG MAC main reconfiguration as specified in 5.3.10.4;

1>
if the received radioResourceConfigDedicatedSCG includes the rlf-TimersAndConstantsSCG:

2>
reconfigure the values of timers and constants as specified in 5.3.10.7;

---------------------------------------------------------text omitted----------------------------------------------------------------
