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10.1.1.2
Cell reselection

A UE in RRC_IDLE performs cell reselection. The principles of the procedure are the following:

-
The UE makes measurements of attributes of the serving and neighbour cells to enable the reselection process:

-
There is no need to indicate neighbouring cells in the serving cell system information to enable the UE to search and measure a cell i.e. E-UTRAN relies on the UE to detect the neighbouring cells;

-
For the search and measurement of inter-frequency neighbouring cells, only the carrier frequencies need to be indicated;

-
Measurements may be omitted if the serving cell attribute fulfils particular search or measurement criteria.

-
Cell reselection identifies the cell that the UE should camp on. It is based on cell reselection criteria which involves measurements of the serving and neighbour cells:
-
Intra-frequency reselection is based on ranking of cells;

-
Inter-frequency reselection is based on absolute priorities where a UE tries to camp on the highest priority frequency available. Absolute priorities for reselection are provided only by the RPLMN and are valid only within the RPLMN; priorities are given by the system information and are valid for all UEs in a cell, specific priorities per UE can be signalled in the RRC Connection Release message or can be derived based on redistribution control parameters broadcast by the system information. A validity time can be associated with UE specific priorities.
-
For inter-frequency neighbouring cells, it is possible to indicate layer-specific cell reselection parameters (e.g., layer specific offset). These parameters are common to all neighbouring cells on a frequency;

-
An NCL can be provided by the serving cell to handle specific cases for intra- and inter-frequency neighbouring cells. This NCL contains cell specific cell reselection parameters (e.g., cell specific offset) for specific neighbouring cells;

-
Black lists can be provided to prevent the UE from reselecting to specific intra- and inter-frequency neighbouring cells;
-
Cell reselection can be speed dependent (speed detection based on UTRAN solution);
-
Cell reselection parameters are applicable for all UEs in a cell, but it is possible to configure specific reselection parameters per UE group or per UE.

Cell access restrictions apply as for UTRAN, which consist of access class (AC) barring and cell reservation (e.g. for cells "reserved for operator use") applicable for mobiles in RRC_IDLE mode.
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UE Redistribution in RRC_IDLE
A UE in RRC_IDLE can be redistributed to a target frequency or a target cell based on UE redistribution control parameters via system information and rules defined in TS36.331 [16] and TS 36.304 [11]. UE will take the target frequency or the target cell as highest priority for a period of time. The redistribution can be triggered for one shot by paging or continuously otherwise.
