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1. Overall Description:

RAN2 discussed the SI update mechanism for eDRX in idle mode and made following agreements:

A new indication systemInfoModification-eDRX in paging message will be defined for Rel-13 extended DRX, agreed details are added below for further reference. As this indication might be also used for Rel-13 eMTC UEs, RAN2 requests RAN1 to also include this indication as part of the DCI format in relation to previous agreement "If S_flag=FALSE, the rest of DCI bits carries system information update, ETWS, CMAS, and EAB without scheduling information of PDSCH"
RAN2 related agreements for the system information update
· If eDRX cycle <= BCCH modification period, SI change notification follows the legacy procedure

· If eDRX cycle > BCCH modification period

· UE acquires the systemInfoValueTag just before initiating RRC Connection establishment procedure  

· In addition, paging notification of SI update is supported 

· Paging notification mechanism

· A new indication systemInfoModification-eDRX is defined in Paging message
· When receiving the indication, eDRX UE acquires the new SI at the radio frame boundaries defined by
· H-SFN mod m_eDRX = 0, where m_eDRX is assumed to be the maximum eDRX cycle (i.e. 43.69min). 
2. Actions:

To RAN1 group:

ACTION:
RAN2 respectfully asks RAN1 to take the above agreements into account in their work.
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