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3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

1xRTT
CDMA2000 1x Radio Transmission Technology

ACK
Acknowledgement

AM
Acknowledged Mode

ANDSF
Access Network Discovery and Selection Function

ARQ
Automatic Repeat Request

AS
Access Stratum

ASN.1
Abstract Syntax Notation One

BCCH
Broadcast Control Channel

BCD
Binary Coded Decimal

BCH
Broadcast Channel
BLER
Block Error Rate
CA
Carrier Aggregation

CCCH
Common Control Channel

CCO
Cell Change Order

CG
Cell Group
CMAS
Commercial Mobile Alert Service

CP
Control Plane

C-RNTI
Cell RNTI

CRS
Cell-specific Reference Signal

CSFB
CS fallback

CSG
Closed Subscriber Group

CSI
Channel State Information

DC
Dual Connectivity
DCCH
Dedicated Control Channel

DCI
Downlink Control Information

DFN
Direct Frame Number
DL
Downlink

DL-SCH
Downlink Shared Channel

DRB
(user) Data Radio Bearer

DRX
Discontinuous Reception

DTCH
Dedicated Traffic Channel

EAB
Extended Access Barring

EHPLMN
Equivalent Home Public Land Mobile Network

eIMTA
Enhanced Interference Management and Traffic Adaptation
ENB
Evolved Node B

EPC
Evolved Packet Core

EPDCCH
Enhanced Physical Downlink Control Channel

EPS
Evolved Packet System

ETWS
Earthquake and Tsunami Warning System

E-UTRA
Evolved Universal Terrestrial Radio Access

E-UTRAN
Evolved Universal Terrestrial Radio Access Network

FDD
Frequency Division Duplex

FFS
For Further Study

GERAN
GSM/EDGE Radio Access Network

GNSS
Global Navigation Satellite System
GSM
Global System for Mobile Communications

HARQ
Hybrid Automatic Repeat Request

HFN
Hyper Frame Number
HPLMN
Home Public Land Mobile Network

HRPD
CDMA2000 High Rate Packet Data

IDC
In-Device Coexistence

IE
Information element

IMEI
International Mobile Equipment Identity

IMSI
International Mobile Subscriber Identity

ISM
Industrial, Scientific and Medical

kB
Kilobyte (1000 bytes)

L1
Layer 1

L2
Layer 2

L3
Layer 3

MAC
Medium Access Control

MBMS
Multimedia Broadcast Multicast Service

MBSFN
Multimedia Broadcast multicast service Single Frequency Network

MCG
Master Cell Group
MDT
Minimization of Drive Tests

MIB
Master Information Block

MO
Mobile Originating

MRB
MBMS Point to Multipoint Radio Bearer

MRO
Mobility Robustness Optimisation

MSI
MCH Scheduling Information

MT
Mobile Terminating

N/A
Not Applicable

NACC
Network Assisted Cell Change
NAICS

Network Assisted Interference Cancellation/Suppression
NAS
Non Access Stratum

PCCH
Paging Control Channel

PCell
Primary Cell

PDCCH
Physical Downlink Control Channel

PDCP
Packet Data Convergence Protocol

PDU
Protocol Data Unit

PLMN
Public Land Mobile Network
ProSe
Proximity based Services
PSCell
Primary Secondary Cell

PTAG
Primary Timing Advance Group

PUCCH
Physical Uplink Control Channel
QCI
QoS Class Identifier
QoS
Quality of Service

RACH
Random Access CHannel

RAT
Radio Access Technology

RB
Radio Bearer

RLC
Radio Link Control

RN
Relay Node

RNTI
Radio Network Temporary Identifier

ROHC
RObust Header Compression

RPLMN
Registered Public Land Mobile Network

RRC
Radio Resource Control

RSCP
Received Signal Code Power

RSRP
Reference Signal Received Power

RSRQ
Reference Signal Received Quality

RSSI
Received Signal Strength Indicator

SAE
System Architecture Evolution

SAP
Service Access Point
SC
Sidelink Control
SCell
Secondary Cell

SCG
Secondary Cell Group
SFN
System Frame Number

SI
System Information

SIB
System Information Block

SI-RNTI
System Information RNTI
SL
Sidelink

SLSS
Sidelink Synchronisation Signal
SMC
Security Mode Control
SPS
Semi-Persistent Scheduling

SR
Scheduling Request

SRB
Signalling Radio Bearer

SSAC
Service Specific Access Control

STAG
Secondary Timing Advance Group

S-TMSI
SAE Temporary Mobile Station Identifier

TA
Tracking Area

TAG
Timing Advance Group

TDD
Time Division Duplex
TDM
Time Division Multiplexing

TM
Transparent Mode

TPC-RNTI
Transmit Power Control RNTI

T-RPT
Time Resource Pattern of Transmission
TTT
Time To Trigger
UE
User Equipment

UICC
Universal Integrated Circuit Card

UL
Uplink

UL-SCH
Uplink Shared Channel

UM
Unacknowledged Mode

UP
User Plane

UTC
Coordinated Universal Time

UTRAN
Universal Terrestrial Radio Access Network

VoLTE
Voice over Long Term Evolution

WLAN
Wireless Local Area Network

In the ASN.1, lower case may be used for some (parts) of the above abbreviations e.g. c-RNTI
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5.3.11.3
Detection of radio link failure

The UE shall:

1>
upon T310 expiry; or
1>
upon T312 expiry; or

1>
upon random access problem indication from MCG MAC while neither T300, T301, T304 nor T311 is running; or

1>
upon indication from MCG RLC that the maximum number of retransmissions has been reached for an SRB or for an MCG or split DRB:

2>
consider radio link failure to be detected for the MCG i.e. RLF;

2>
store the following radio link failure information in the VarRLF-Report by setting its fields as follows:

3>
clear the information included in VarRLF-Report, if any;

3>
set the plmn-IdentityList to include the list of EPLMNs stored by the UE (i.e. includes the RPLMN);

3>
set the measResultLastServCell to include the RSRP and RSRQ, if available, of the PCell based on measurements collected up to the moment the UE detected radio link failure;

3>
set the measResultNeighCells to include the best measured cells, other than the PCell, ordered such that the best cell is listed first, and based on measurements collected up to the moment the UE detected radio link failure, and set its fields as follows;

4>
if the UE was configured to perform measurements for one or more EUTRA frequencies, include the measResultListEUTRA;

4>
if the UE was configured to perform measurement reporting for one or more neighbouring UTRA frequencies, include the measResultListUTRA;

4>
if the UE was configured to perform measurement reporting for one or more neighbouring GERAN frequencies, include the measResultListGERAN;

4>
if the UE was configured to perform measurement reporting for one or more neighbouring CDMA2000 frequencies, include the measResultsCDMA2000;

4>
for each neighbour cell included, include the optional fields that are available;

NOTE 1:
The measured quantities are filtered by the L3 filter as configured in the mobility measurement configuration. The measurements are based on the time domain measurement resource restriction, if configured. Blacklisted cells are not required to be reported.

3>
if detailed location information is available, set the content of the locationInfo as follows:

4>
include the locationCoordinates;

4>
include the horizontalVelocity, if available;

3>
set the failedPCellId to the global cell identity, if available, and otherwise to the physical cell identity and carrier frequency of the PCell where radio link failure is detected;
3>
set the tac-FailedPCell to the tracking area code, if available, of the PCell where radio link failure is detected;
3>
if an RRCConnectionReconfiguration message including the mobilityControlInfo was received before the connection failure:

4>
if the last RRCConnectionReconfiguration message including the mobilityControlInfo concerned an intra E-UTRA handover:

5>
include the previousPCellId and set it to the global cell identity of the PCell where the last RRCConnectionReconfiguration message including mobilityControlInfo was received;

5>
set the timeConnFailure to the elapsed time since reception of the last RRCConnectionReconfiguration message including the mobilityControlInfo;
4>
if the last RRCConnectionReconfiguration message including the mobilityControlInfo concerned a handover to E-UTRA from UTRA and if the UE supports Radio Link Failure Report for Inter-RAT MRO:

5>
include the previousUTRA-CellId and set it to the physical cell identity, the carrier frequency and the global cell identity, if available, of the UTRA Cell in which the last RRCConnectionReconfiguration message including mobilityControlInfo was received;

5>
set the timeConnFailure to the elapsed time since reception of the last RRCConnectionReconfiguration message including the mobilityControlInfo;
3> if detected radio link failure concerns a DRB which QCI is 1:

4> include the droppedQCI;
3>
set the connectionFailureType to rlf;

3>
set the c-RNTI to the C-RNTI used in the PCell;

3>
set the rlf-Cause to the trigger for detecting radio link failure;

2>
if AS security has not been activated:

3>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'other';

2>
else:

3>
initiate the connection re-establishment procedure as specified in 5.3.7;

The UE shall:

1>
upon T313 expiry; or

1>
upon random access problem indication from SCG MAC; or

1>
upon indication from SCG RLC that the maximum number of retransmissions has been reached for an SCG or split DRB:

2>
consider radio link failure to be detected for the SCG i.e. SCG-RLF;

2>
initiate the SCG failure information procedure as specified in 5.6.13 to report SCG radio link failure;
The UE may discard the radio link failure information, i.e. release the UE variable VarRLF-Report, 48 hours after the radio link failure is detected, upon power off or upon detach.
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5.5.2
Measurement configuration

5.5.2.1
General

E-UTRAN applies the procedure as follows:

-
to ensure that, whenever the UE has a measConfig, it includes a measObject for each serving frequency;

-
to configure at most one measurement identity using a reporting configuration with the purpose set to reportCGI;
-
for serving frequencies, set the EARFCN within the corresponding measObject according to the band as used for reception/ transmission;

The UE shall:

1>
if the received measConfig includes the measObjectToRemoveList:

2>
perform the measurement object removal procedure as specified in 5.5.2.4;

1>
if the received measConfig includes the measObjectToAddModList:

2>
perform the measurement object addition/ modification procedure as specified in 5.5.2.5;

1>
if the received measConfig includes the reportConfigToRemoveList:

2>
perform the reporting configuration removal procedure as specified in 5.5.2.6;

1>
if the received measConfig includes the reportConfigToAddModList:

2>
perform the reporting configuration addition/ modification procedure as specified in 5.5.2.7;

1>
if the received measConfig includes the quantityConfig:

2>
perform the quantity configuration procedure as specified in 5.5.2.8;

1>
if the received measConfig includes the measIdToRemoveList:

2>
perform the measurement identity removal procedure as specified in 5.5.2.2;

1>
if the received measConfig includes the measIdToAddModList:

2>
perform the measurement identity addition/ modification procedure as specified in 5.5.2.3;

1>
if the received measConfig includes the measGapConfig:

2>
perform the measurement gap configuration procedure as specified in 5.5.2.9;

1>
if the received measConfig includes the s-Measure:

2>
set the parameter s-Measure within VarMeasConfig to the lowest value of the RSRP ranges indicated by the received value of s-Measure;

1>
if the received measConfig includes the preRegistrationInfoHRPD:

2>
forward the preRegistrationInfoHRPD to CDMA2000 upper layers;

1>
if the received measConfig includes the speedStatePars:

2>
set the parameter speedStatePars within VarMeasConfig to the received value of speedStatePars;
1>
if the received measConfig includes the allowInterruptions:

2>
set the parameter allowInterruptions within VarMeasConfig to the received value of allowInterruptions;
1>
if the received measConfig includes the ul-DelayConfig:
2>
set the parameter ul-DelayConfig within VarMeasConfig to the received value of ul-DelayConfig;

2>
configure the PDCP layer to apply ul-DelayConfig;
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5.5.5
Measurement reporting
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Figure 5.5.5-1: Measurement reporting

The purpose of this procedure is to transfer measurement results from the UE to E-UTRAN.

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultPCell to include the quantities of the PCell;

1>
set the measResultServFreqList to include for each SCell that is configured, if any, within measResultSCell the quantities of the concerned SCell, if available according to performance requirements in [16];

1>
if the reportConfig associated with the measId that triggered the measurement reporting includes reportAddNeighMeas:

2>
for each serving frequency for which measObjectId is referenced in the measIdList, other than the frequency corresponding with the measId that triggered the measurement reporting:
3>
set the measResultServFreqList to include within measResultBestNeighCell the physCellId and the quantities of the best non-serving cell, based on RSRP, on the concerned serving frequency;

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
3>
if the triggerType is set to event:
4>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

4>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE 1:
The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].

3>
for each cell that is included in the measResultNeighCells, include the physCellId;

3>
if the triggerType is set to event; or the purpose is set to reportStrongestCells or to reportStrongestCellsForSON:

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns E-UTRA:

6>
set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;

5>
if the measObject associated with this measId concerns UTRA FDD and if ReportConfigInterRAT includes the reportQuantityUTRA-FDD:

6>
set the measResult to include the quantities indicated by the reportQuantityUTRA-FDD in order of decreasing measQuantityUTRA-FDD within the quantityConfig, i.e. the best cell is included first;
5>
if the measObject associated with this measId concerns UTRA FDD and if ReportConfigInterRAT does not include the reportQuantityUTRA-FDD; or

5>
if the measObject associated with this measId concerns UTRA TDD, GERAN or CDMA2000:

6>
set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of either decreasing quantity for UTRA and GERAN or increasing quantity for CDMA2000 pilotStrength, i.e. the best cell is included first;

3>
else if the purpose is set to reportCGI:

4>
if the mandatory present fields of the cgi-Info for the cell indicated by the cellForWhichToReportCGI in the associated measObject have been obtained:

5>
if the cell broadcasts a CSG identity:

6>
include the csg-Identity;

6>
include the csg-MemberStatus and set it to member if the cell is a CSG member cell;

5>
if the si-RequestForHO is configured within the reportConfig associated with this measId:

6>
include the cgi-Info containing all the fields that have been successfully acquired and in accordance with the following:

7>
if the cell is a CSG member cell, determine the subset of the PLMN identities, starting from the second entry of PLMN identities in the broadcast information, that meet the following conditions:

a)
equal to the RPLMN or an EPLMN; and

b)
the CSG whitelist of the UE includes an entry comprising of the concerned PLMN identity and the CSG identity broadcast by the cell;

7>
if the subset of PLMN identities determined according to the previous includes at least one PLMN identity, include the plmn-IdentityList and set it to include this subset of the PLMN identities;

7>
if the cell is a CSG member cell, include the primaryPLMN-Suitable if the primary PLMN meets conditions a) and b) specified above;
5>
else:

6>
include the cgi-Info containing all the fields that have been successfully acquired and in accordance with the following:
7>
include in the plmn-IdentityList the list of identities starting from the second entry of PLMN Identities in the broadcast information;

1>
for the cells included according to the previous (i.e. covering the PCell, the SCells, the best non-serving cells on serving frequencies as well as neighbouring EUTRA cells) include results according to the extended RSRQ if corresponding results are available according to the associated performance requirements defined in 36.133 [16];

1>
if there is at least one applicable CSI-RS resource to report:

2>
set the measResultCSI-RS-List to include the best CSI-RS resources up to maxReportCells in accordance with the following:
3>
if the triggerType is set to event:
4>
include the CSI-RS resources included in the csi-RS-TriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

4>
include the applicable CSI-RS resources for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

NOTE 2:
The reliability of the report (i.e. the certainty it contains the strongest CSI-RS resources on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].
3>
for each CSI-RS resource that is included in the measResultCSI-RS-List:
4>
include the measCSI-RS-Id;
4>
include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follow:

5>
set the csi-RSRP-Result to include the quantity indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantityCSI-RS, i.e. the best CSI-RS resource is included first;
4>
if reportCRS-Meas is included within the associated reportConfig, and the cell indicated by physCellId of this CSI-RS resource is not a serving cell:
5>
set the measResultNeighCells to include the cell indicated by physCellId of this CSI-RS resource, and include the physCellId;
5>
set the rsrpResult to include the RSRP of the concerned cell, if available according to performance requirements in [16];
5>
set the rsrqResult to include the RSRQ of the concerned cell, if available according to performance requirements in [16];
1>
if the ue-RxTxTimeDiffPeriodical is configured within the corresponding reportConfig for this measId;

2>
set the ue-RxTxTimeDiffResult to the measurement result provided by lower layers;

2>
set the currentSFN;

1>
if the includeLocationInfo is configured in the corresponding reportConfig for this measId and detailed location information that has not been reported is available, set the content of the locationInfo as follows:
2>
include the locationCoordinates;

2>
if available, include the gnss-TOD-msec;

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

1>
else:

2>
if the triggerType is set to periodical:

3> remove the entry within the VarMeasReportList for this measId;

3> remove this measId from the measIdList within VarMeasConfig;

1>
if the measured results are for CDMA2000 HRPD:

2>
set the preRegistrationStatusHRPD to the UE's CDMA2000 upper layer's HRPD preRegistrationStatus;

1>
if the measured results are for CDMA2000 1xRTT:

2>
set the preRegistrationStatusHRPD to FALSE;
1>
if there is ul-PDCP-DelayResult available:

2>
set the ul-PDCP-DelayResult to the received value;
1>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends;
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5.6.8

Measurements logging

5.6.8.1
General

This procedure specifies the logging of available measurements by a UE in RRC_IDLE that has a logged measurement configuration and the logging of available measurements by a UE in both RRC_IDLE and RRC_CONNECTED if targetMBSFN-AreaList is included in VarLogMeasConfig.

5.6.8.2
Initiation

While T330 is running, the UE shall:

1>
perform the logging in accordance with the following:
2>
if the UE detects the IDC problems and the VarLogMeasReport is empty: 

3>
suspend adding further logged measurement entries as long as the UE is experiencing IDC problems;

NOTE 1: The UE may detect the start of the IDC problem as early as Phase 1 as described in section 23.4 of TS 36.300 [9].
2>
if targetMBSFN-AreaList is included in VarLogMeasConfig: 
3>
if the UE is camping normally on an E-UTRA cell or is connected to E-UTRA; and
3>
if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport; and
3>
if the PCell (in RRC_CONNECTED) or cell where the UE is camping (in RRC_IDLE) is part of the area indicated by areaConfiguration if configured in VarLogMeasConfig:
4>
for MBSFN areas, indicated in targetMBSFN-AreaList, from which the UE is receiving MBMS service:
5>
perform MBSFN measurements in accordance with the performance requirements as specified in TS 36.133 [16];
NOTE 2:
When configured to perform MBSFN measurement logging by targetMBSFN-AreaList, the UE is not required to receive additional MBSFN subframes, i.e. logging is based on the subframes corresponding to the MBMS services the UE is receiving. 
5>
perform logging at regular time intervals as defined by the loggingInterval in VarLogMeasConfig, but only for those intervals for which MBSFN measurement results are available as specified in TS 36.133 [16];

2>
else if the UE is camping normally on an E-UTRA cell and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport and, if the cell is part of the area indicated by areaConfiguration if configured in VarLogMeasConfig:

3>
perform the logging at regular time intervals, as defined by the loggingInterval in VarLogMeasConfig;

2>
when adding a logged measurement entry in VarLogMeasReport, include the fields in accordance with the following:

3>
set the relativeTimeStamp to indicate the elapsed time since the moment at which the logged measurement configuration was received;

3>
if detailed location information became available during the last logging interval, set the content of the locationInfo as follows:

4>
include the locationCoordinates;
3> if the UE detects the IDC problems:

4> set the InDeviceCoexDetected to indicate the reason for measurement results logging suspension;
4> suspend adding further logged measurement entries as long as the UE is experiencing IDC problems;
3>
else if targetMBSFN-AreaList is included in VarLogMeasConfig:

4>
for each MBSFN area, for which the mandatory measurements result fields became available during the last logging interval:

5>
set the rsrpResultMBSFN, rsrqResultMBSFN to include measurement results that became available during the last logging interval;

5>
include the fields signallingBLER-Result or dataBLER-MCH-ResultList if the concerned BLER results are availble,

5>
set the mbsfn-AreaId and carrierFrequency to indicate the MBSFN area in which the UE is receiving MBSFN transmission;
4>
if in RRC_CONNECTED:
5>
set the servCellIdentity to indicate global cell identity of the PCell;
5>
set the measResultServCell to include the layer 3 filtered measured results of the PCell;
5>
if available, set the measResultNeighCells to include the layer 3 filtered measured results of SCell(s) and neighbouring cell(s) measurements that became available during the last logging interval, in order of decreasing RSRP, for at most the following number of cells: 6 intra-frequency and 3 inter-frequency cells per frequency and according to the following:
6>
for each cell included, include the optional fields that are available;

5>
if available, optionally set the measResultNeighCells to include the layer 3 filtered measured results of neighbouring cell(s) measurements that became available during the last logging interval, in order of decreasing RSCP(UTRA)/RSSI(GERAN)/PilotStrength(cdma2000), for at most the following number of cells: 3 inter-RAT cells per frequency (UTRA, cdma2000)/set of frequencies (GERAN), and according to the following:

6>
for each cell included, include the optional fields that are available;

4> if in RRC_IDLE:
5>
set the servCellIdentity to indicate global cell identity of the serving cell;
5>
set the measResultServCell to include the quantities of the serving cell;
5>
if available, set the measResultNeighCells, in order of decreasing ranking-criterion as used for cell re-selection, to include neighbouring cell measurements that became available during the last logging interval for at most the following number of neighbouring cells: 6 intra-frequency and 3 inter-frequency neighbours per frequency and according to the following:

6>
for each neighbour cell included, include the optional fields that are available;

5>
if available, optionally set the measResultNeighCells, in order of decreasing ranking-criterion as used for cell re-selection, to include neighbouring cell measurements that became available during the last logging interval, for at most the following number of cells: 3 inter-RAT cells per frequency (UTRA, cdma2000)/set of frequencies (GERAN), and according to the following:

6>
for each cell included, include the optional fields that are available;
4> for the cells included according to the previous (i.e. covering previous and current serving cells as well as neighbouring EUTRA cells) include results according to the extended RSRQ if corresponding results are available according to the associated performance requirements defined in TS 36.133 [16];
4> for the cells included according to the previous (i.e. covering previous and current serving cells as well as neighbouring EUTRA cells) include RSRQ type if the result was based on measurements using a wider band or using all OFDM symbols;
NOTE 3:
The UE includes the latest results in accordance with the performance requirements as specified in TS 36.133 [16]. E.g. RSRP and RSRQ results are available only if the UE has a sufficient number of results/ receives a sufficient number of subframes during the logging interval.

3>
else if:

4>
set the servCellIdentity to indicate global cell identity of the cell the UE is camping on;

4>
set the measResultServCell to include the quantities of the cell the UE is camping on;

4>
if available, set the measResultNeighCells, in order of decreasing ranking-criterion as used for cell re-selection, to include neighbouring cell measurements that became available during the last logging interval for at most the following number of neighbouring cells: 6 intra-frequency and 3 inter-frequency neighbours per frequency as well as 3 inter-RAT neighbours, per frequency/ set of frequencies (GERAN) per RAT and according to the following:

5>
for each neighbour cell included, include the optional fields that are available;

4> for the cells included according to the previous (i.e. covering previous and current serving cells as well as neighbouring EUTRA cells) include results according to the extended RSRQ if corresponding results are available according to the associated performance requirements defined in TS 36.133 [16];
4> for the cells included according to the previous (i.e. covering previous and current serving cells as well as neighbouring EUTRA cells) include RSRQ type if the result was based on measurements using a wider band or using all OFDM symbols;
NOTE 4:
The UE includes the latest results of the available measurements as used for cell reselection evaluation in RRC_IDLE or as used for evaluation of reporting criteria or for measurement reporting according to 5.5.3 in RRC_CONNECTED, which are performed in accordance with the performance requirements as specified in TS 36.133 [16].

2>
when the memory reserved for the logged measurement information becomes full, stop timer T330 and perform the same actions as perfo
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6.2.2
Message definitions

–
UEInformationResponse
The UEInformationResponse message is used by the UE to transfer the information requested by the E-UTRAN.

Signalling radio bearer: SRB1 or SRB2 (when logged measurement information is included)

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E-UTRAN

UEInformationResponse message
-- ASN1START

UEInformationResponse-r9
::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1







CHOICE {




ueInformationResponse-r9



UEInformationResponse-r9-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture



SEQUENCE {}


}

}

UEInformationResponse-r9-IEs ::=

SEQUENCE {


rach-Report-r9






SEQUENCE {



numberOfPreamblesSent-r9



NumberOfPreamblesSent-r11,



contentionDetected-r9




BOOLEAN


}















OPTIONAL,


rlf-Report-r9






RLF-Report-r9


OPTIONAL,


nonCriticalExtension




UEInformationResponse-v930-IEs



OPTIONAL

}

-- Late non critical extensions

UEInformationResponse-v9e0-IEs ::= SEQUENCE {


rlf-Report-v9e0





RLF-Report-v9e0




OPTIONAL,


nonCriticalExtension



SEQUENCE {}





OPTIONAL

}

-- Regular non critical extensions

UEInformationResponse-v930-IEs ::=
SEQUENCE {


lateNonCriticalExtension


OCTET STRING (CONTAINING UEInformationResponse-v9e0-IEs)
OPTIONAL,


nonCriticalExtension



UEInformationResponse-v1020-IEs

OPTIONAL

}

UEInformationResponse-v1020-IEs ::= SEQUENCE {


logMeasReport-r10




LogMeasReport-r10



OPTIONAL,


nonCriticalExtension



UEInformationResponse-v1130-IEs

OPTIONAL

}

UEInformationResponse-v1130-IEs ::= SEQUENCE {


connEstFailReport-r11



ConnEstFailReport-r11


OPTIONAL,


nonCriticalExtension



UEInformationResponse-v1250-IEs
OPTIONAL

}

UEInformationResponse-v1250-IEs ::= SEQUENCE {


mobilityHistoryReport-r12


MobilityHistoryReport-r12

OPTIONAL,


nonCriticalExtension



SEQUENCE {}





OPTIONAL

}

RLF-Report-r9 ::= 




SEQUENCE {


measResultLastServCell-r9



SEQUENCE {



rsrpResult-r9






RSRP-Range,



rsrqResult-r9






RSRQ-Range


OPTIONAL


},


measResultNeighCells-r9



SEQUENCE {



measResultListEUTRA-r9



MeasResultList2EUTRA-r9


OPTIONAL,



measResultListUTRA-r9



MeasResultList2UTRA-r9


OPTIONAL,



measResultListGERAN-r9



MeasResultListGERAN



OPTIONAL,



measResultsCDMA2000-r9



MeasResultList2CDMA2000-r9

OPTIONAL


}
OPTIONAL,


...,


[[
locationInfo-r10



LocationInfo-r10

OPTIONAL,



failedPCellId-r10





CHOICE {




cellGlobalId-r10





CellGlobalIdEUTRA,




pci-arfcn-r10






SEQUENCE {





physCellId-r10






PhysCellId,





carrierFreq-r10






ARFCN-ValueEUTRA




}



}















OPTIONAL,



reestablishmentCellId-r10

CellGlobalIdEUTRA



OPTIONAL,



timeConnFailure-r10



INTEGER (0..1023)



OPTIONAL,



connectionFailureType-r10

ENUMERATED {rlf, hof}


OPTIONAL,



previousPCellId-r10



CellGlobalIdEUTRA



OPTIONAL


]],


[[
failedPCellId-v1090



SEQUENCE {




carrierFreq-v1090



ARFCN-ValueEUTRA-v9e0



}















OPTIONAL


]],


[[
basicFields-r11




SEQUENCE {




c-RNTI-r11





C-RNTI,




rlf-Cause-r11




ENUMERATED {













t310-Expiry, randomAccessProblem,













rlc-MaxNumRetx, t312-Expiry-r12},




timeSinceFailure-r11


TimeSinceFailure-r11



}















OPTIONAL,



previousUTRA-CellId-r11


SEQUENCE {




carrierFreq-r11




ARFCN-ValueUTRA,




physCellId-r11




CHOICE {





fdd-r11






PhysCellIdUTRA-FDD,





tdd-r11






PhysCellIdUTRA-TDD




},




cellGlobalId-r11



CellGlobalIdUTRA


OPTIONAL



}















OPTIONAL,



selectedUTRA-CellId-r11


SEQUENCE {




carrierFreq-r11




ARFCN-ValueUTRA,




physCellId-r11




CHOICE {





fdd-r11






PhysCellIdUTRA-FDD,





tdd-r11






PhysCellIdUTRA-TDD




}



}















OPTIONAL


]],

[[
failedPCellId-v1250



SEQUENCE {




tac-FailedPCell-r12


TrackingAreaCode






}















OPTIONAL,


measResultLastServCell-v1250
RSRQ-Range-v1250



OPTIONAL,


lastServCellRSRQ-Type-r12

RSRQ-Type-r12




OPTIONAL,


measResultListEUTRA-v1250

MeasResultList2EUTRA-v1250

OPTIONAL

]],


[[
droppedQCI-r13




ENUMERATED {qci1}



OPTIONAL


]]
}
RLF-Report-v9e0 ::= 



SEQUENCE {


measResultListEUTRA-v9e0


MeasResultList2EUTRA-v9e0

}

MeasResultList2EUTRA-r9 ::=



SEQUENCE (SIZE (1..maxFreq)) OF MeasResult2EUTRA-r9

MeasResultList2EUTRA-v9e0 ::=


SEQUENCE (SIZE (1..maxFreq)) OF MeasResult2EUTRA-v9e0

MeasResultList2EUTRA-v1250 ::=


SEQUENCE (SIZE (1..maxFreq)) OF MeasResult2EUTRA-v1250
MeasResult2EUTRA-r9 ::=



SEQUENCE {


carrierFreq-r9





ARFCN-ValueEUTRA,


measResultList-r9




MeasResultListEUTRA

}

MeasResult2EUTRA-v9e0 ::=



SEQUENCE {


carrierFreq-v9e0





ARFCN-ValueEUTRA-v9e0

OPTIONAL
}

MeasResult2EUTRA-v1250 ::=



SEQUENCE {


rsrq-Type-r12






RSRQ-Type-r12

OPTIONAL
}
MeasResultList2UTRA-r9 ::=


SEQUENCE (SIZE (1..maxFreq)) OF MeasResult2UTRA-r9

MeasResult2UTRA-r9 ::=



SEQUENCE {


carrierFreq-r9





ARFCN-ValueUTRA,


measResultList-r9




MeasResultListUTRA

}

MeasResultList2CDMA2000-r9 ::=

SEQUENCE (SIZE (1..maxFreq)) OF MeasResult2CDMA2000-r9

MeasResult2CDMA2000-r9 ::= 


SEQUENCE {


carrierFreq-r9





CarrierFreqCDMA2000,


measResultList-r9




MeasResultsCDMA2000

}

LogMeasReport-r10 ::= 



SEQUENCE {


absoluteTimeStamp-r10



AbsoluteTimeInfo-r10,


traceReference-r10




TraceReference-r10,


traceRecordingSessionRef-r10

OCTET STRING (SIZE (2)),


tce-Id-r10






OCTET STRING (SIZE (1)),


logMeasInfoList-r10




LogMeasInfoList-r10,


logMeasAvailable-r10



ENUMERATED {true}



OPTIONAL,


...

}

LogMeasInfoList-r10 ::= 

SEQUENCE (SIZE (1..maxLogMeasReport-r10)) OF LogMeasInfo-r10

LogMeasInfo-r10 ::= 

SEQUENCE {


locationInfo-r10




LocationInfo-r10

OPTIONAL,


relativeTimeStamp-r10



INTEGER (0..7200),


servCellIdentity-r10



CellGlobalIdEUTRA,


measResultServCell-r10



SEQUENCE {



rsrpResult-r10





RSRP-Range,



rsrqResult-r10





RSRQ-Range


},


measResultNeighCells-r10


SEQUENCE {



measResultListEUTRA-r10



MeasResultList2EUTRA-r9

OPTIONAL,



measResultListUTRA-r10



MeasResultList2UTRA-r9

OPTIONAL,



measResultListGERAN-r10



MeasResultList2GERAN-r10
OPTIONAL,



measResultListCDMA2000-r10


MeasResultList2CDMA2000-r9
OPTIONAL


}
OPTIONAL,


...,


[[
measResultListEUTRA-v1090


MeasResultList2EUTRA-v9e0
OPTIONAL


]],

[[
measResultListMBSFN-r12



MeasResultListMBSFN-r12
OPTIONAL,


measResultServCell-v1250


RSRQ-Range-v1250


OPTIONAL,


servCellRSRQ-Type-r12



RSRQ-Type-r12



OPTIONAL,


measResultListEUTRA-v1250


MeasResultList2EUTRA-v1250
OPTIONAL

]],


[[
inDeviceCoexDetected-r13


ENUMERATED {true}


OPTIONAL


]]
}

MeasResultListMBSFN-r12 ::= 


SEQUENCE (SIZE (1..maxMBSFN-Area)) OF MeasResultMBSFN-r12
MeasResultMBSFN-r12 ::= 


SEQUENCE {


mbsfn-Area-r12






SEQUENCE {



mbsfn-AreaId-r12





MBSFN-AreaId-r12,



carrierFreq-r12






ARFCN-ValueEUTRA-r9

},

rsrpResultMBSFN-r12





RSRP-Range,


rsrqResultMBSFN-r12





MBSFN-RSRQ-Range-r12,

signallingBLER-Result-r12



BLER-Result-r12



OPTIONAL,


dataBLER-MCH-ResultList-r12



DataBLER-MCH-ResultList-r12
OPTIONAL,


...
}
DataBLER-MCH-ResultList-r12 ::=


SEQUENCE (SIZE (1.. maxPMCH-PerMBSFN)) OF DataBLER-MCH-Result-r12
DataBLER-MCH-Result-r12 ::= 


SEQUENCE {


mch-Index-r12






INTEGER (1..maxPMCH-PerMBSFN),


dataBLER-Result-r12





BLER-Result-r12
}

BLER-Result-r12 ::=




SEQUENCE {


bler-r12








BLER-Range-r12,


blocksReceived-r12





SEQUENCE {



n-r12








BIT STRING (SIZE (3)),





m-r12








BIT STRING (SIZE (8))


}

}

BLER-Range-r12 ::=





INTEGER(0..31)
MeasResultList2GERAN-r10 ::=


SEQUENCE (SIZE (1..maxCellListGERAN)) OF MeasResultListGERAN

ConnEstFailReport-r11 ::= 



SEQUENCE {


failedCellId-r11




CellGlobalIdEUTRA,


locationInfo-r11




LocationInfo-r10



OPTIONAL,


measResultFailedCell-r11



SEQUENCE {



rsrpResult-r11






RSRP-Range,



rsrqResult-r11






RSRQ-Range



OPTIONAL


},


measResultNeighCells-r11



SEQUENCE {



measResultListEUTRA-r11



MeasResultList2EUTRA-r9


OPTIONAL,



measResultListUTRA-r11



MeasResultList2UTRA-r9


OPTIONAL,



measResultListGERAN-r11



MeasResultListGERAN



OPTIONAL,



measResultsCDMA2000-r11



MeasResultList2CDMA2000-r9

OPTIONAL


}
OPTIONAL,


numberOfPreamblesSent-r11


NumberOfPreamblesSent-r11,


contentionDetected-r11



BOOLEAN,


maxTxPowerReached-r11



BOOLEAN,


timeSinceFailure-r11



TimeSinceFailure-r11,


measResultListEUTRA-v1130


MeasResultList2EUTRA-v9e0

OPTIONAL,


...,

[[
measResultFailedCell-v1250

RSRQ-Range-v1250



OPTIONAL,


failedCellRSRQ-Type-r12


RSRQ-Type-r12




OPTIONAL,


measResultListEUTRA-v1250

MeasResultList2EUTRA-v1250

OPTIONAL


]]
}
NumberOfPreamblesSent-r11::=


INTEGER (1..200)

TimeSinceFailure-r11 ::=



INTEGER (0..172800)

MobilityHistoryReport-r12 ::=
VisitedCellInfoList-r12

-- ASN1STOP

	UEInformationResponse field descriptions

	absoluteTimeStamp

Indicates the absolute time when the logged measurement configuration logging is provided, as indicated by E-UTRAN within absoluteTimeInfo.

	bler

Indicates the measured BLER value.

The coding of BLER value is defined in TS 36.133 [16].

	blocksReceived

Indicates total number of MCH blocks, which were received by the UE and used for the corresponding BLER calculation, within the measurement period as defined in TS 36.133 [16].

	carrierFreq

In case the UE includes carrierFreq-v9e0 and/ or carrierFreq-v1090, the UE shall set the corresponding entry of carrierFreq-r9 and/ or carrierFreq-r10 respectively to maxEARFCN. For E-UTRA and UTRA frequencies, the UE sets the ARFCN according to the band used when obtaining the concerned measurement results.

	connectionFailureType

This field is used to indicate whether the connection failure is due to radio link failure or handover failure.

	contentionDetected

This field is used to indicate that contention was detected for at least one of the transmitted preambles, see TS 36.321 [6]. 

	c-RNTI

This field indicates the C-RNTI used in the PCell upon detecting radio link failure or the C-RNTI used in the source PCell upon handover failure.

	droppedQCI
This field is used to indicate the radio link failure concerned bearer with QCI value equal 1, see TS 24.301 [35].

	dataBLER-MCH-ResultList

Includes a BLER result per MCH on subframes using dataMCS, with the applicable MCH(s) listed in the same order as in pmch-InfoList within MBSFNAreaConfiguration.

	failedCellId

This field is used to indicate the cell in which connection establishment failed.

	failedPCellId

This field is used to indicate the PCell in which RLF is detected or the target PCell of the failed handover. The UE sets the EARFCN according to the band used for transmission/ reception when the failure occurred.

	inDeviceCoexDetected

Indicates the reason for measurement logging suspension due to IDC problem detection.

	maxTxPowerReached

This field is used to indicate whether or not the maximum power level was used for the last transmitted preamble, see TS 36.321 [6].

	mch-Index

Indicates the MCH by referring to the entry as listed in pmch-InfoList within MBSFNAreaConfiguration.

	measResultFailedCell

This field refers to the last measurement results taken in the cell, where connection establishment failure happened.

	measResultLastServCell

This field refers to the last measurement results taken in the PCell, where radio link failure or handover failure happened.

	measResultListEUTRA

If measResultListEUTRA-v9e0, measResultListEUTRA-v1090 or measResultListEUTRA-v1130 is included, the UE shall include the same number of entries, and listed in the same order, as in measResultListEUTRA-r9, measResultListEUTRA-r10 and/ or measResultListEUTRA-r11 respectively.

	measResultListEUTRA-v1250
If included in RLF-Report-r9 the UE shall include the same number of entries, and listed in the same order, as in measResultListEUTRA-r9;
If included in LogMeasInfo-r10 the UE shall include the same number of entries, and listed in the same order, as in measResultListEUTRA-r10;
If included in ConnEstFailReport-r11 the UE shall include the same number of entries, and listed in the same order, as in measResultListEUTRA-r11;

	mobilityHistoryReport

This field is used to indicate the time of stay in 16 most recently visited E-UTRA cells or of stay out of E-UTRA.

	numberOfPreamblesSent

This field is used to indicate the number of RACH preambles that were transmitted. Corresponds to parameter PREAMBLE_TRANSMISSION_COUNTER in TS 36.321 [6].

	previousPCellId

This field is used to indicate the source PCell of the last handover (source PCell when the last RRC-Connection-Reconfiguration message including mobilityControlInfowas received).

	previousUTRA-CellId

This field is used to indicate the source UTRA cell of the last successful handover to E-UTRAN, when RLF occurred at the target PCell. The UE sets the ARFCN according to the band used for transmission/ reception on the concerned cell.

	reestablishmentCellId

This field is used to indicate the cell in which the re-establishment attempt was made after connection failure.

	relativeTimeStamp

Indicates the time of logging measurement results, measured relative to the absoluteTimeStamp. Value in seconds.

	rlf-Cause

This field is used to indicate the cause of the last radio link failure that was detected. In case of handover failure information reporting (i.e., the connectionFailureType is set to 'hof'), the UE is allowed to set this field to any value.

	selectedUTRA-CellId

This field is used to indicate the UTRA cell that the UE selects after RLF is detected, while T311 is running. The UE sets the ARFCN according to the band selected for transmission/ reception on the concerned cell.

	signallingBLER-Result

Includes a BLER result of MBSFN subframes using signallingMCS. 

	tac-FailedPCell
This field is used to indicate the Tracking Area Code of the PCell in which RLF is detected.

	tce-Id

Parameter Trace Collection Entity Id: See TS 32.422 [58].

	timeConnFailure

This field is used to indicate the time elapsed since the last HO initialization until connection failure. Actual value = IE value * 100ms. The maximum value 1023 means 102.3s or longer.

	timeSinceFailure

This field is used to indicate the time that elapsed since the connection (establishment) failure. Value in seconds. The maximum value 172800 means 172800s or longer.

	traceRecordingSessionRef

Parameter Trace Recording Session Reference: See TS 32.422 [58].
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6.3.5
Measurement information elements

–
MeasConfig
The IE MeasConfig specifies measurements to be performed by the UE, and covers intra-frequency, inter-frequency and inter-RAT mobility as well as configuration of measurement gaps.

MeasConfig information element
-- ASN1START

MeasConfig ::=





SEQUENCE {


-- Measurement objects


measObjectToRemoveList



MeasObjectToRemoveList



OPTIONAL,
-- Need ON


measObjectToAddModList



MeasObjectToAddModList



OPTIONAL,
-- Need ON


-- Reporting configurations


reportConfigToRemoveList


ReportConfigToRemoveList


OPTIONAL,
-- Need ON


reportConfigToAddModList


ReportConfigToAddModList


OPTIONAL,
-- Need ON


-- Measurement identities


measIdToRemoveList




MeasIdToRemoveList




OPTIONAL,
-- Need ON


measIdToAddModList




MeasIdToAddModList




OPTIONAL,
-- Need ON


-- Other parameters


quantityConfig





QuantityConfig





OPTIONAL,
-- Need ON


measGapConfig





MeasGapConfig





OPTIONAL,
-- Need ON


s-Measure






RSRP-Range






OPTIONAL,
-- Need ON


preRegistrationInfoHRPD



PreRegistrationInfoHRPD



OPTIONAL, 
-- Need OP


speedStatePars


CHOICE {



release







NULL,



setup







SEQUENCE {




mobilityStateParameters



MobilityStateParameters,




timeToTrigger-SF




SpeedStateScaleFactors



}


}

















OPTIONAL,
-- Need ON


...,


[[
measObjectToAddModList-v9e0


MeasObjectToAddModList-v9e0

OPTIONAL
-- Need ON


]],


[[
allowInterruptions-r11



BOOLEAN






OPTIONAL
-- Need ON


]],


[[
measScaleFactor-r12


CHOICE {




release





NULL,




setup





MeasScaleFactor-r12



}















OPTIONAL,
-- Need ON



measIdToRemoveListExt-r12


MeasIdToRemoveListExt-r12

OPTIONAL,
-- Need ON



measIdToAddModListExt-r12


MeasIdToAddModListExt-r12

OPTIONAL,
-- Need ON



measRSRQ-OnAllSymbols-r12

BOOLEAN






OPTIONAL
-- Need ON

]],


[[
ul-DelayConfig-r13


UL-DelayConfig-r13

OPTIONAL

-- Need ON


]]
}

MeasIdToRemoveList ::=



SEQUENCE (SIZE (1..maxMeasId)) OF MeasId

MeasIdToRemoveListExt-r12 ::=

SEQUENCE (SIZE (1..maxMeasId)) OF MeasId-v1250

MeasObjectToRemoveList ::=


SEQUENCE (SIZE (1..maxObjectId)) OF MeasObjectId

ReportConfigToRemoveList ::=

SEQUENCE (SIZE (1..maxReportConfigId)) OF ReportConfigId

-- ASN1STOP

	MeasConfig field descriptions

	allowInterruptions

Value TRUE indicates that the UE is allowed to cause interruptions to serving cells when performing measurements of deactivated SCell carriers for measCycleSCell of less than 640ms, as specified in TS 36.133 [16]. E-UTRAN enables this field only when an SCell is configured.

	measGapConfig

Used to setup and release measurement gaps.

	measIdToRemoveList

List of measurement identities to remove. Field measIdToRemoveListExt includes additional measurement identities i.e. extends the size of the measurement identity list using the general principles specified in 5.1.2.

	measObjectToAddModList

If E-UTRAN includes measObjectToAddModList-v9e0 it includes the same number of entries, and listed in the same order, as in measObjectToAddModList (i.e. without suffix).

	measObjectToRemoveList

List of measurement objects to remove.

	measRSRQ-OnAllSymbols

Value TRUE indicates that the UE shall, when performing RSRQ measurements, perform RSRQ measurement on all OFDM symbols in accordance with TS 36.214 [48]. If widebandRSRQ-Meas is enabled for the frequency in MeasObjectEUTRA, the UE shall, when performing RSRQ measurements, perform RSRQ measurement on all OFDM symbols with wider bandwidth for concerned frequency in accordance with TS 36.214 [48].

	measScaleFactor

Even if reducedMeasPerformance is not included in any measObjectEUTRA or measObjectUTRA, E-UTRAN may configure this field. The UE behavior is specified in TS 36.133 [16].

	PreRegistrationInfoHRPD
The CDMA2000 HRPD Pre-Registration Information tells the UE if it should pre-register with the CDMA2000 HRPD network and identifies the Pre-registration zone to the UE.

	reportConfigToRemoveList

List of measurement reporting configurations to remove.

	s-Measure

PCell quality threshold controlling whether or not the UE is required to perform measurements of intra-frequency, inter-frequency and inter-RAT neighbouring cells. Value “0” indicates to disable s-Measure.

	timeToTrigger-SF

The timeToTrigger in ReportConfigEUTRA and in ReportConfigInterRAT are multiplied with the scaling factor applicable for the UE’s speed state.

	ul-DelayConfig
Used to setup and release UL PDCP Packet Delay per QCI measurement.


Unmodified part omitted
–
UL-DelayConfig
The IE UL-DelayConfig IE specifies the configuration of the UL PDCP Packet Delay per QCI measurement specified in TS36.314 [xx].

UL-DelayConfig information element
-- ASN1START

UL-DelayConfig-r13 ::=




CHOICE {



release







NULL,



setup







SEQUENCE {



delayThreshold-r13






ENUMERATED {













ms30, ms40, ms50, ms60, ms70, ms80, 













ms90,ms100, ms150, ms300, ms500, ms750, spare4,    











spare3, spare2, spare1},


delayReportInterval-r13





ENUMERATED {













ms1024, ms2048, ms5120, ms10240}


}

}

-- ASN1STOP

	UL-DelayConfig field descriptions

	delayReportInterval
Indicates the periodicity for performing and reporting of UL PDCP Packet Delay per QCI measurement specified in TS 36.314 [xx]. Value in milliseconds. Value ms1024 means 1024 ms and so on.

	delayThreshold
Indicates the delay threshold value used by UE to provide results of UL PDCP Packet Delay per QCI measurement as specified in TS 36.314 [xx]. Value in milliseconds. Value ms30 means 30 ms and so on.
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–
MeasResults
The IE MeasResults covers measured results for intra-frequency, inter-frequency and inter- RAT mobility.

MeasResults information element
-- ASN1START

MeasResults ::=





SEQUENCE {


measId







MeasId,


measResultPCell




SEQUENCE {



rsrpResult






RSRP-Range,



rsrqResult






RSRQ-Range


},


measResultNeighCells



CHOICE {



measResultListEUTRA




MeasResultListEUTRA,



measResultListUTRA




MeasResultListUTRA,



measResultListGERAN




MeasResultListGERAN,



measResultsCDMA2000




MeasResultsCDMA2000,



...


}

















OPTIONAL,


...,


[[
measResultForECID-r9



MeasResultForECID-r9


OPTIONAL


]],


[[
locationInfo-r10




LocationInfo-r10



OPTIONAL,



measResultServFreqList-r10


MeasResultServFreqList-r10

OPTIONAL


]],

[[
measId-v1250





MeasId-v1250




OPTIONAL,



measResultPCell-v1250



RSRQ-Range-v1250



OPTIONAL,



measResultCSI-RS-List-r12


MeasResultCSI-RS-List-r12

OPTIONAL


]],


[[
ul-PDCP-DelayResultList-r13


UL-PDCP-DelayResultList-r13

OPTIONAL


]]
}

MeasResultListEUTRA ::=



SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultEUTRA 

MeasResultEUTRA ::=
SEQUENCE {


physCellId






PhysCellId,


cgi-Info






SEQUENCE {



cellGlobalId





CellGlobalIdEUTRA,



trackingAreaCode




TrackingAreaCode,



plmn-IdentityList




PLMN-IdentityList2 



OPTIONAL


}


 











OPTIONAL,


measResult






SEQUENCE {



rsrpResult






RSRP-Range





OPTIONAL,



rsrqResult






RSRQ-Range





OPTIONAL,



...,



[[
additionalSI-Info-r9



AdditionalSI-Info-r9



OPTIONAL



]],



[[
primaryPLMN-Suitable-r12


ENUMERATED {true}


OPTIONAL,




measResult-v1250




RSRQ-Range-v1250


OPTIONAL


]]

}

}

MeasResultServFreqList-r10 ::=
SEQUENCE (SIZE (1..maxServCell-r10)) OF MeasResultServFreq-r10
MeasResultServFreq-r10 ::=


SEQUENCE {


servFreqId-r10





ServCellIndex-r10,


measResultSCell-r10




SEQUENCE {



rsrpResultSCell-r10




RSRP-Range,



rsrqResultSCell-r10




RSRQ-Range


}














OPTIONAL,


measResultBestNeighCell-r10


SEQUENCE {



physCellId-r10





PhysCellId,



rsrpResultNCell-r10




RSRP-Range,



rsrqResultNCell-r10




RSRQ-Range


}














OPTIONAL,


...,


[[
measResultSCell-v1250



RSRQ-Range-v1250
OPTIONAL,



measResultBestNeighCell-v1250

RSRQ-Range-v1250
OPTIONAL


]]
}

MeasResultCSI-RS-List-r12 ::=
SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultCSI-RS-r12
MeasResultCSI-RS-r12 ::=

SEQUENCE {


measCSI-RS-Id-r12



MeasCSI-RS-Id-r12,

csi-RSRP-Result-r12



CSI-RSRP-Range-r12,

...
}
MeasResultListUTRA ::=



SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultUTRA 

MeasResultUTRA ::=
SEQUENCE {


physCellId






CHOICE {



fdd








PhysCellIdUTRA-FDD,



tdd








PhysCellIdUTRA-TDD


},


cgi-Info






SEQUENCE {



cellGlobalId





CellGlobalIdUTRA,



locationAreaCode




BIT STRING (SIZE (16))


OPTIONAL,



routingAreaCode





BIT STRING (SIZE (8))


OPTIONAL,



plmn-IdentityList




PLMN-IdentityList2 



OPTIONAL


}


 











OPTIONAL,


measResult






SEQUENCE {



utra-RSCP






INTEGER (-5..91)



OPTIONAL,



utra-EcN0






INTEGER (0..49)




OPTIONAL,



...,



[[
additionalSI-Info-r9



AdditionalSI-Info-r9



OPTIONAL



]],



[[
primaryPLMN-Suitable-r12


ENUMERATED {true}


OPTIONAL



]]

}

}

MeasResultListGERAN ::=



SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultGERAN 

MeasResultGERAN ::=
SEQUENCE {


carrierFreq






CarrierFreqGERAN,


physCellId






PhysCellIdGERAN,


cgi-Info






SEQUENCE {



cellGlobalId





CellGlobalIdGERAN,



routingAreaCode





BIT STRING (SIZE (8))


OPTIONAL


}


 














OPTIONAL,


measResult






SEQUENCE {



rssi







INTEGER (0..63),



...


}

}

MeasResultsCDMA2000 ::=



SEQUENCE {


preRegistrationStatusHRPD


BOOLEAN,


measResultListCDMA2000



MeasResultListCDMA2000

}

MeasResultListCDMA2000 ::=


SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultCDMA2000

MeasResultCDMA2000 ::=
SEQUENCE {


physCellId






PhysCellIdCDMA2000,


cgi-Info






CellGlobalIdCDMA2000

 

OPTIONAL,


measResult






SEQUENCE {



pilotPnPhase





INTEGER
(0..32767)



OPTIONAL,



pilotStrength





INTEGER (0..63),



...


}

}

MeasResultForECID-r9 ::=

SEQUENCE {


ue-RxTxTimeDiffResult-r9



INTEGER (0..4095),


currentSFN-r9






BIT STRING (SIZE (10))

}

PLMN-IdentityList2 ::=



SEQUENCE (SIZE (1..5)) OF PLMN-Identity

AdditionalSI-Info-r9 ::=


SEQUENCE {


csg-MemberStatus-r9



ENUMERATED {member}



OPTIONAL,


csg-Identity-r9





CSG-Identity





OPTIONAL

}

UL-PDCP-DelayResultList-r13 ::=

SEQUENCE (SIZE (1..maxQCI-r13)) OF UL-PDCP-DelayResult-r13

UL-PDCP-DelayResult-r13 ::=


SEQUENCE {


qci-Id-r13






ENUMERATED {qci1, qci2, qci3, qci4, spare4, spare3, spare2, spare1},


excessDelay-r13





INTEGER (0..31) 

}

-- ASN1STOP

	MeasResults field descriptions

	csg-MemberStatus

Indicates whether or not the UE is a member of the CSG of the neighbour cell.

	currentSFN

Indicates the current system frame number when receiving the UE Rx-Tx time difference measurement results from lower layer.

	excessDelay
Indicates Excess Queueing Delay Ratio in UL, according to Excess Delay Ratio measurement report mapping table, as defined in TS 36.314 [xx, Table 4.2.1.1.1-1]

	locationAreaCode

A fixed length code identifying the location area within a PLMN, as defined in TS 23.003 [27].

	measId

Identifies the measurement identity for which the reporting is being performed. If the measId-v1250 is included, the measId (i.e. without a suffix) is ignored by eNB.

	measResult

Measured result of an E‑UTRA cell;

Measured result of a UTRA cell;

Measured result of a GERAN cell or frequency; or
Measured result of a CDMA2000 cell.

Measured result of UE Rx–Tx time difference.

	measResultCSI-RS-List

Measured results of the CSI-RS resources in discovery signals measurement. 

	measResultListCDMA2000

List of measured results for the maximum number of reported best cells for a CDMA2000 measurement identity.

	measResultListEUTRA

List of measured results for the maximum number of reported best cells for an E‑UTRA measurement identity.

	measResultListGERAN

List of measured results for the maximum number of reported best cells or frequencies for a GERAN measurement identity.

	measResultListUTRA

List of measured results for the maximum number of reported best cells for a UTRA measurement identity.

	measResultPCell

Measured result of the PCell.

	measResultsCDMA2000

Contains the CDMA2000 HRPD pre-registration status and the list of CDMA2000 measurements.

	MeasResultServFreqList

Measured results of the serving frequencies: the measurement result of each SCell, if any, and of the best neighbouring cell on each serving frequency. 

	pilotPnPhase

Indicates the arrival time of a CDMA2000 pilot, measured relative to the UE’s time reference in units of PN chips, see C.S0005 [25]. This information is used in either SRVCC handover or enhanced 1xRTT CS fallback procedure to CDMA2000 1xRTT.

	pilotStrength

CDMA2000 Pilot Strength, the ratio of pilot power to total power in the signal bandwidth of a CDMA2000 Forward Channel. See C.S0005 [25] for CDMA2000 1xRTT and C.S0024 [26] for CDMA2000 HRPD.

	plmn-IdentityList
The list of PLMN Identity read from broadcast information when the multiple PLMN Identities are broadcast.

	preRegistrationStatusHRPD

Set to TRUE if the UE is currently pre-registered with CDMA2000 HRPD. Otherwise set to FALSE. This can be ignored by the eNB for CDMA2000 1xRTT.

	qci-Id
Indicates QCI value for which excessDelay is provided, according to TS 36.314 [xx].

	routingAreaCode

The RAC identity read from broadcast information, as defined in TS 23.003 [27].

	rsrpResult

Measured RSRP result of an E‑UTRA cell.

The rsrpResult is only reported if configured by the eNB.

	rsrqResult

Measured RSRQ result of an E‑UTRA cell.

The rsrqResult is only reported if configured by the eNB.

	rssi

GERAN Carrier RSSI. RXLEV is mapped to a value between 0 and 63, TS 45.008 [28]. When mapping the RXLEV value to the RSSI bit string, the first/leftmost bit of the bit string contains the most significant bit.

	ue-RxTxTimeDiffResult
UE Rx-Tx time difference measurement result of the PCell, provided by lower layers. According to UE Rx-Tx time difference report mapping in TS 36.133 [16].



	utra-EcN0

According to CPICH_Ec/No in TS 25.133 [29] for FDD. Fourteen spare values. The field is not present for TDD.

	utra-RSCP

According to CPICH_RSCP in TS 25.133 [29] for FDD and P-CCPCH_RSCP in TS 25.123 [30] for TDD. Thirty-one spare values.
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6.4
RRC multiplicity and type constraint values

–
Multiplicity and type constraint definitions

-- ASN1START

maxBandComb-r10



INTEGER ::=
128
-- Maximum number of band combinations.
maxBandComb-r11



INTEGER ::=
256
-- Maximum number of additional band combinations.

maxBands




INTEGER ::= 64
-- Maximum number of bands listed in EUTRA UE caps

maxBandwidthClass-r10

INTEGER ::=
16
-- Maximum number of supported CA BW classes per band

maxBandwidthCombSet-r10

INTEGER ::=
32
-- Maximum number of bandwidth combination sets per












-- supported band combination

maxCDMA-BandClass


INTEGER ::= 32
-- Maximum value of the CDMA band classes

maxCellBlack



INTEGER ::= 16
-- Maximum number of blacklisted physical cell identity












-- ranges listed in SIB type 4 and 5

maxCellHistory-r12


INTEGER ::= 16
-- Maximum number of visited EUTRA cells reported

maxCellInfoGERAN-r9 

INTEGER ::=
32
-- Maximum number of GERAN cells for which system in-












-- formation can be provided as redirection assistance

maxCellInfoUTRA-r9


INTEGER ::=
16
-- Maximum number of UTRA cells for which system












-- information can be provided as redirection












-- assistance
maxCombIDC-r11



INTEGER ::= 128
-- Maximum number of reported UL CA combinations
maxCSI-IM-r11



INTEGER ::= 3
-- Maximum number of CSI-IM configurations












-- (per carrier frequency)

maxCSI-IM-r12



INTEGER ::= 4
-- Maximum number of CSI-IM configurations












-- (per carrier frequency)

maxCSI-Proc-r11



INTEGER ::= 4
-- Maximum number of CSI processes (per carrier












--  frequency)

maxCSI-RS-NZP-r11


INTEGER ::= 3
-- Maximum number of CSI RS resource












--  configurations using non-zero Tx power












--  (per carrier frequency)

maxCSI-RS-ZP-r11


INTEGER ::= 4
-- Maximum number of CSI RS resource












--  configurations using zero Tx power(per carrier












--  frequency)

maxCQI-ProcExt-r11


INTEGER ::= 3
-- Maximum number of additional periodic CQI












-- configurations (per carrier frequency)

maxFreqUTRA-TDD-r10


INTEGER ::=
6
-- Maximum number of UTRA TDD carrier frequencies for












-- which system information can be provided as












-- redirection assistance

maxCellInter



INTEGER ::= 16
-- Maximum number of neighbouring inter-frequency












-- cells listed in SIB type 5

maxCellIntra



INTEGER ::= 16
-- Maximum number of neighbouring intra-frequency












-- cells listed in SIB type 4

maxCellListGERAN


INTEGER ::= 3
-- Maximum number of lists of GERAN cells

maxCellMeas




INTEGER ::= 32
-- Maximum number of entries in each of the












-- cell lists in a measurement object

maxCellReport



INTEGER ::= 8
-- Maximum number of reported cells/CSI-RS resources
maxCSI-RS-Meas-r12


INTEGER ::= 96
-- Maximum number of entries in the CSI-RS list











-- in a measurement object

maxDRB





INTEGER ::= 11
-- Maximum number of Data Radio Bearers
maxDS-Duration-r12


INTEGER ::= 5
-- Maximum number of subframes in a discovery signals











-- occasion

maxDS-ZTP-CSI-RS-r12

INTEGER ::= 5
-- Maximum number of zero transmission power CSI-RS for











-- a serving cell concerning discovery signals
maxEARFCN




INTEGER ::= 65535
-- Maximum value of EUTRA carrier frequency

maxEARFCN-Plus1



INTEGER ::= 65536
-- Lowest value extended EARFCN range

maxEARFCN2




INTEGER ::= 262143
-- Highest value extended EARFCN range

maxEPDCCH-Set-r11


INTEGER ::= 2
-- Maximum number of EPDCCH sets

maxFBI





INTEGER ::= 64
-- Maximum value of fequency band indicator

maxFBI-Plus1




INTEGER ::= 65
-- Lowest value extended FBI range

maxFBI2





INTEGER ::= 256
-- Highest value extended FBI range

maxFreq





INTEGER ::= 8
-- Maximum number of carrier frequencies

maxFreqIDC-r11



INTEGER ::= 32
-- Maximum number of carrier frequencies that are












-- affected by the IDC problems

maxFreqMBMS-r11



INTEGER ::= 5
-- Maximum number of carrier frequencies for which an 












-- MBMS capable UE may indicate an interest

maxGERAN-SI




INTEGER ::= 10
-- Maximum number of GERAN SI blocks that can be












-- provided as part of NACC information

maxGNFG





INTEGER ::= 16
-- Maximum number of GERAN neighbour freq groups

maxLogMeasReport-r10

INTEGER ::= 520
-- Maximum number of logged measurement entries












--  that can be reported by the UE in one message

maxMBSFN-Allocations

INTEGER ::= 8
-- Maximum number of MBSFN frame allocations with












-- different offset

maxMBSFN-Area



INTEGER ::= 8

maxMBSFN-Area-1



INTEGER ::= 7

maxMeasId




INTEGER ::= 32
maxMeasId-Plus1 


INTEGER ::= 33

maxMeasId-r12



INTEGER ::= 64

maxMultiBands



INTEGER ::= 8
-- Maximum number of additional frequency bands












-- that a cell belongs to
maxNAICS-Entries-r12


INTEGER ::= 8
-- Maximum number of supported NAICS combination(s)
maxNeighCell-r12



INTEGER ::= 8
-- Maximum number of neighbouring cells in NAICS











-- configuration (per carrier frequency)
maxObjectId




INTEGER ::= 32

maxP-a-PerNeighCell-r12

INTEGER ::= 3
-- Maximum number of power offsets for a neighbour cell











-- in NAICS configuration
maxPageRec




INTEGER ::= 16
-- 

maxPhysCellIdRange-r9 

INTEGER ::= 4
-- Maximum number of physical cell identity ranges

maxPLMN-r11




INTEGER ::=
6
-- Maximum number of PLMNs

maxPNOffset




INTEGER ::=
511
-- Maximum number of CDMA2000 PNOffsets

maxPMCH-PerMBSFN


INTEGER ::= 15
maxQCI-r13




INTEGER ::= 6   -- Maximum number of QCIs
maxRAT-Capabilities


INTEGER ::= 8
-- Maximum number of interworking RATs (incl EUTRA)

maxRE-MapQCL-r11


INTEGER ::= 4
-- Maximum number of PDSCH RE Mapping configurations












--  (per carrier frequency)

maxReportConfigId


INTEGER ::= 32

maxRSTD-Freq-r10


INTEGER ::= 3
-- Maximum number of frequency layers for RSTD












-- measurement

maxSAI-MBMS-r11



INTEGER ::= 64
-- Maximum number of MBMS service area identities












-- broadcast per carrier frequency

maxSCell-r10



INTEGER ::= 4
-- Maximum number of SCells

maxSL-Dest-r12


INTEGER ::= 16
-- Maximum number of sidelink destinations

maxSL-DiscPowerClass-r12
INTEGER ::= 3
-- Maximum number of sidelink power classes

maxSL-RxPool-r12


INTEGER ::= 16
-- Maximum number of individual sidelink Rx resource pools

maxSL-SyncConfig-r12

INTEGER ::= 16
-- Maximum number of sidelink Sync configurations

maxSL-TF-IndexPair-r12
INTEGER ::= 64
-- Maximum number of sidelink Time Freq resource index












--  pairs

maxSL-TxPool-r12


INTEGER ::= 4
-- Maximum number of individual sidelink Tx resource pools

maxSTAG-r11




INTEGER ::= 3
-- Maximum number of STAGs

maxServCell-r10



INTEGER ::= 5
-- Maximum number of Serving cells

maxServiceCount 


INTEGER ::= 16
-- Maximum number of MBMS services that can be included












--  in an MBMS counting request and response

maxServiceCount-1


INTEGER ::= 15

maxSessionPerPMCH


INTEGER ::= 29

maxSessionPerPMCH-1


INTEGER ::= 28

maxSIB





INTEGER ::= 32
-- Maximum number of SIBs

maxSIB-1




INTEGER ::= 31

maxSI-Message



INTEGER ::= 32
-- Maximum number of SI messages

maxSimultaneousBands-r10
INTEGER ::= 64
-- Maximum number of simultaneously aggregated bands

maxSubframePatternIDC-r11
INTEGER ::= 8
-- Maximum number of subframe reservation patterns












-- that the UE can simultaneously recommend to the












-- E-UTRAN for use.

maxUTRA-FDD-Carrier


INTEGER ::= 16
-- Maximum number of UTRA FDD carrier frequencies

maxUTRA-TDD-Carrier


INTEGER ::= 16
-- Maximum number of UTRA TDD carrier frequencies

maxWLAN-Id-r12



INTEGER ::=
16
-- Maximum number of WLAN identifiers

-- ASN1STOP

NOTE: The value of maxDRB aligns with SA2.
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7
Variables and constants

7.1
UE variables

NOTE: 
To facilitate the specification of the UE behavioural requirements, UE variables are represented using ASN.1. Unless explicitly specified otherwise, it is however up to UE implementation how to store the variables. The optionality of the IEs in ASN.1 is used only to indicate that the values may not always be available.

–
EUTRA-UE-Variables
This ASN.1 segment is the start of the E‑UTRA UE variable definitions.

-- ASN1START

EUTRA-UE-Variables DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


AbsoluteTimeInfo-r10,


AreaConfiguration-r10,


AreaConfiguration-v1130,


CarrierFreqGERAN,


CellIdentity,


ConnEstFailReport-r11,


SpeedStateScaleFactors,


C-RNTI,


LoggingDuration-r10,


LoggingInterval-r10,


LogMeasInfo-r10,

MeasCSI-RS-Id-r12,

MeasId,

MeasId-v1250,

MeasIdToAddModList,

MeasIdToAddModListExt-r12,

MeasObjectToAddModList,

MeasObjectToAddModList-v9e0,

MeasScaleFactor-r12,

MobilityStateParameters,


NeighCellConfig,


PhysCellId,


PhysCellIdCDMA2000,


PhysCellIdGERAN,


PhysCellIdUTRA-FDD,


PhysCellIdUTRA-TDD,


PLMN-Identity,


PLMN-IdentityList3-r11,


QuantityConfig,


ReportConfigToAddModList,


RLF-Report-r9,


TargetMBSFN-AreaList-r12,

TraceReference-r10,

VisitedCellInfoList-r12,


maxCellMeas,

maxCSI-RS-Meas-r12,

maxMeasId,


maxMeasId-r12,

UL-DelayConfig-r13
FROM EUTRA-RRC-Definitions;

-- ASN1STOP

End of Modified Subclause
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