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1. 
Introduction

Following the closing of Rel-13 (core) stage-3 work for UTRA (RAN#70), this contribution provides an overall summary of Rel-13 UTRA (sub)features, and agreed or pending requirements on UE’s support and capabilities. 
Some proposals are made in order for RAN2 to discuss and finalize few remaining open points, for which a conclusion is expected by next RAN#71, declaring the official Rel-13 ASN1 freeze.  
2. 
Discussion
The table below lists the Rel-13 UTRA (sub)features with UE impact, together with the requirement on UE support and (RRC) signalling capabilities. For many of them, RAN2 has already made an agreement, reflected in the approved stage-3 CRs, and reported for RAN2 confirmation. For few features, AS support/capability may not apply (NAS based), as indicated in the notes. 

Only sub-features related to L2/L3 DL enhancements are seen to be TBD; for these, a proposal is made (red font).

Table 1. Summary of Rel-13 UTRA (sub)features and UE capabilities

	Rel-13 UTRA Sub-Features 
(with UE impact)
	(UE) Mandatory / Optional
	UE capability (RRC)
	Notes

	UTRA Only

	EVS over UTRAN CS 
	Optional
	No (*)
	(*) Support of EVSoCS is signalled/negotiated by NAS. 

	HSPA DB UL carrier aggregation 
	Optional
	Yes
	

	Dual Carrier/Band UL plus DCH
	Optional
	Yes
	

	DL TPC Enhancements 
	Optional
	Yes
	

	L2/L3 DL enhancements
	TBD (Proposal)
	

	· RRC retrievable configurations
	Optional
	Yes
	

	· Enhanced RRC state transition
	Optional
	Yes
	

	· Enh. RRC sync procedures
	Optional
	Yes
	

	· Seamless URA_PCH
	Optional
	Yes
	

	· Improved HARQ re-tx
	Optional
	Yes
	

	Multiflow Enhancements (3F-4C)
	Optional
	Yes
	(R11 RRC IEs re-used; updating max freqs/cells limits)

	NAICS for UMTS (enhanced offloading)
	Optional
	No (*)
	(*) re-using R11 MF capability

	MTC Power Savings (eDRX)
	Optional
	No (*)
	(*) Support of eDRX is signalled/negotiated by NAS

	Joint UTRA&E-UTRA

	Indoor Positioning enhancements
	Optional
	Yes
	Includes 4 methods (‘Barometric Pressure’, ‘WLAN’, ‘Bluetooth’, ‘MBS) and 3 modes (Standalone / UE assisted / Both)

	RAN aspects of App congestion control (ACDC)
	Optional
	No (*)
	(*) Based on NAS support 


3. 
Conclusions

Based on the summary of Rel-13 UTRA sub-features provided above, RAN2 should confirm the assumed agreements on UE support and capabilities signalling, and discuss the following proposal on the remaining open points:
All sub-features belonging to the L2/L3 DL enhancements should be defined as optional for the UE, with RRC capability signalling associated.
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