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1      Introduction

ASN.1 review has been done at ASN.1 review Ad-Hoc meeting and as the result, 36.331 CR was made by rapporteur [1]. In this contribution, we would like to clarify some ambiguous parts to have clear understanding. 
2      Discussion
At RAN2#91bis, there was an agreement regarding the UE to network relay operation as follow [2]. 

“eNB may broadcast a minimum and/or maximum Uu link quality threshold that a relay UE needs to respect before triggering the request for ProSe UE-to-Network discovery transmission resources. The eNB may configure none, one of the threshold or both thresholds.  FFS how stage three can capture always allowing the UE to request resources, either by no threshold or by thresholds allowing a wide range of values.)”
In our understanding, the UE should initiate transmission of the SidelinkUEInformation in the following cases if the last transmission of the SidelinkInformation did not include the discTxResourceReqPS or if the information has been changed since the last transmission of the SidelinkInformation. 

· When the UE is acting as sidelink relay UE: 
· Case 1a: if the associated radio link threshold information is not configured
· Case 2a: if the associated radio link threshold information is configured and the criterion is met. 

·  When the UE has a selected sidelink relay UE: 
· Case 1b: if the associated radio link threshold information is not configured

· Case 2b: if the associated radio link threshold information is configured and the criterion is met. 

In the baseline 36.331 CR resulting from review for ASN.1 freeze, it is specified as follow [1]. 
4>
if the UE is acting as sidelink relay UE; and if SystemInformationBlockType19 includes discConfigRelay; and if the RSRP measurement of the PCell is below threshHigh within relayUE-Config, if included in relayUE-Config within SystemInformationBlockType19; and above threshLow, if included in relayUE-Config within SystemInformationBlockType19; or

4>
if the UE is selecting a sidelink relay UE / has a selected sidelink relay UE; and if SystemInformationBlockType19 includes discConfigRelay; and if threshHigh is not included within remoteUE-Config or the RSRP measurement of the PCell is below threshHigh within remoteUE-Config:

5>
initiate transmission of the SidelinkUEInformation message to indicate the PS related sidelink discovery announcement resources required by the UE in accordance with 5.10.2.3;

It seems the conditions covered in the baseline 36.331 CR handles case 2a, case 1b and case 2b. It is not clear to us why case 1a is not covered and it is differentiated between when the UE is acting as sidelink relay UE and when the UE has a selected sidelink relay UE. 
[Proposal 1]: RAN2 is asked to clarify why case 1a is not covered as the condition for the transmission of SidelinkUEInformation and there is difference between the case of the relay UE and the case of the remote UE. 
With the similar view, we can also find out the related parts for the initiation of RRC connection establishment. We understand the UE should initiate the RRC connection establishment in the following cases when the upper layer configured to transmit relay PS related sidelink discovery announcements and SIB19 of the cell which the UE camps includes discConfigPS but does not include discTxPoolPS-Common. 
· When the UE is acting as sidelink relay UE: 

· Case 1a: if the associated radio link threshold information is not configured

· Case 2a: if the associated radio link threshold information is configured and the criterion is met. 

·  When the UE has a selected sidelink relay UE: 

· Case 1b: if the associated radio link threshold information is not configured

· Case 2b: if the associated radio link threshold information is configured and the criterion is met. 

In the baseline 36.331 CR resulting from review for ASN.1 freeze, it is specified as follow [1]. 

1>
if configured by upper layers to transmit relay PS related sidelink discovery announcements:

2>
if the UE is acting as sidelink relay UE; and if the RSRP measurement of the cell on which the UE camps is below threshHigh within relayUE-Config, if included in relayUE-Config within SystemInformationBlockType19 of the cell on which the UE camps; and above threshLow within relayUE-Config, if included in the same relayUE-Config within SystemInformationBlockType19; or

2>
if the UE is selecting a sidelink relay UE / has a selected sidelink relay UE; and if the RSRP measurement of the cell on which the UE camps is below threshHigh within remoteUE-Config , if included in remoteUE-Config within SystemInformationBlockType19 of the cell on which the UE camps:
3>
if the frequency on which the UE is configured to transmit relay PS related sidelink discovery announcements concerns the camped frequency; and SystemInformationBlockType19 of the cell on which the UE camps includes discConfigPS but does not include discTxPoolPS-Common;

It seems the conditions covered in the baseline 36.331 CR handles case 2a and case 2b. It is not clear to us why case 1a and 1b are not covered and it is differentiated compared to that of the transmission of SidelinkUEInformation. 
[Proposal 2]: RAN2 is asked to clarify why case 1a and case 1b are not covered as the conditions for the initiation of RRC connection establishment and it is different compared to that for the transmission of SidelinkUEInformation. 
3      Conclusions

In this contribution, we have seen some ambiguous parts in the transmission of SidelinkUEInformation and the initiation of RRC connection establishment and made the following proposals. 

[Proposal 1]: RAN2 is asked to clarify why case 1a is not covered as the condition for the transmission of SidelinkUEInformation and there is difference between the case of the relay UE and the case of the remote UE. 
[Proposal 2]: RAN2 is asked to clarify why case 1a and case 1b are not covered as the conditions for the initiation of RRC connection establishment and it is different compared to that for the transmission of SidelinkUEInformation. 
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