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	Reason for change:
	When the UE performs a redistribution re-evaluation, it should only reselect another frequency after having measurement available of the redistribution target frequencies (as otherwise ping pong might occur)


	
	

	Summary of change:
	Two options are shown:

A) A statement is added that upon initiating redistribution evaluation the UE continues to consider the current frequency as highest priority until it has obtained measurement results for the re-distribution candidate frequencies

B) Existing text is modified such that in case the UE performs a redistribution re-evaluation it simply continues considering the current redistribution target frequency to be highest priority until adjusted according to the outcome of the redistribution evaluation
· This is achieved by limiting the stopping of redistribution prioritisation to the cases in which re-evaluation is not performed

In both options the redistribution prioritisation is performed alhough T360 is not running. Option A involves two priotisation actions, but results in a much simpler specification.

Impact analysis

Impacted functionality
Re-distribution evaluation
Inter-operability

No interoperability problems are foreseen, as the CR only affects the UE.



	
	

	Consequences if not approved:
	The UE may reselect to another frequency even before having been able to perform the re-distribution evaluation, which may result in ping pong
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	Other comments:
	


Option A
5.2.4.10
E-UTRAN Inter-frequency Redistribution procedure
If a UE is redistribution capable and redistributionServingInfo is included in SystemInformationBlockType3 and redistributionInterFreqInfo is included in SystemInformationBlockType5 and the UE is not configured with dedicated priorities and
-
if T360 is not running and if redistrOnPagingOnly is not present in SystemInformationBlockType3; or

-
if T360 expires and if redistrOnPagingOnly is not present in SystemInformationBlockType3; or
-
if Paging message is received and the redistributionIndication is included:

-
Consider the current frequency to be the highest priority (i.e. higher than the any network configured values) until completing the redistribution target selection as specified in 5.2.4.10.1;
-
Perform inter-frequency measurement as specified in 5.2.4.2;
-
Once measurement results are available perform redistribution target selection as specified in 5.2.4.10.1;
-
Start T360.

The UE shall stop T360 and cease to consider a frequency or cell to be redistribution target when:
-
the UE enters RRC_CONNECTED state; or

-
T360 expires; or

-
if Paging message is received and the redistributionIndication is included while T360 is running; or

-
the UE reselects a cell not belonging to redistribution target.

Option B
5.2.4.10
E-UTRAN Inter-frequency Redistribution procedure
If a UE is redistribution capable and redistributionServingInfo is included in SystemInformationBlockType3 and redistributionInterFreqInfo is included in SystemInformationBlockType5 and the UE is not configured with dedicated priorities and
-
if T360 is not running and if redistrOnPagingOnly is not present in SystemInformationBlockType3; or

-
if the cell the UE is camping on does not belong to the redistribution target and if redistrOnPagingOnly is not present in SystemInformationBlockType3; or
-
if T360 expires and if redistrOnPagingOnly is not present in SystemInformationBlockType3; or
-
if Paging message is received and the redistributionIndication is included:

-
Perform inter-frequency measurement as specified in 5.2.4.2;
-
Once measurement results are available perform redistribution target selection as specified in 5.2.4.10.1;
-
Start T360.

The UE shall stop T360 and cease to consider a frequency or cell to be redistribution target when:
-
the UE enters RRC_CONNECTED state; or

-
T360 expires while the cell does not broadcast SystemInformationBlockType3 including redistributionServingInfo or does not broadcast SystemInformationBlockType5 including redistributionInterFreqInfo or broadcasts SystemInformationBlockType3 including redistrOnPagingOnly ; or


-
the UE reselects a cell, not belonging to redistribution target, that does not broadcast SystemInformationBlockType3 including redistributionServingInfo or that does not broadcast SystemInformationBlockType5 including redistributionInterFreqInfo or that broadcasts SystemInformationBlockType3 including redistrOnPagingOnly.

