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1. Overall Description:

RAN2 thanks SA2 on the LS on EPC procedures for providing eNB with V2X authorization information.
From SA1 TR 22.885 and ETSI TS 302 637-2, V2X communications might be subject to a mixture of traffic characteristics including:

· Different traffic types (e.g., V2V, V2I, V2P, V2N);

· Different transmission periodicities (from 100ms to 1s for CAM messages, event-triggered (DENM) traffic);

· Different packet sizes, possibly with non-homogeneous packet size even in case of periodic traffic depending for instance on the specific V2X service and security component format;

· Different radio/service requirements (range, reliability, latency, priority, etc.).

RAN2 sees an advantage in the ability to differentiate traffic for an improved service delivery. As a starting point, differentiation can be performed at a traffic type level, e.g., pedestrian, vehicle, RSU under operator control. RAN2 expects that such information then can be made available to RAN.
2. Actions:

To SA2: 
RAN2 kindly asks SA2 to include the above in the subscriber’s information, and have such information available to eNB. 

3. Date of Next TSG-RAN2 Meetings:

TSG RAN2 Meeting #95

22 - 26 Aug 2016,
Gothenburg, Sweden
TSG RAN2 Meeting #95-bis
10 - 14 Oct 2016,

Kaohsiung, Taiwan
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