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	Introduction of light connection feature

	
	

	Summary of change:
	Model A-1: Lightly connected UEs are in RRC_CONNECTED with light connection indication and ECM_CONNECTED with the reestablishment proc.
For reference, the RAN2#95bis general and Model A-1 related agreements:

· 0 UE should be configured into light connection by dedicated RRC signalling (i.e. RRC reconfiguration or RRC release). From MME point of view, lightly connected UE is in ECM_CONNECTED.

· 5 To define a new optional radio capability within the UE-EUTRA-Capability IE for the UE to indicate its support of Rel-14 Light Connection operation.

· FFS: UE should know whether a UE lightly connected function is supported or not in the cell.

· FFS: The UE's NAS layer is aware when the UE is in light connection

· 1 When a UE exits from light connection into RRC_CONNECTED, UE should perform RAN level access control mechanism. For modelling A, SSAC is applicable. 

· 2.2 The RRC connection cause comes from AS layer for modelling A.

· 3.The lightly connected UEs enter into legacy behavior in RRC connected via RRC procedure including three messages (i.e. request, response and complete). For Modelling A, the procedure should be RRC resume or reestablishment procedure.

· 4.3 For modelling A, if RRC reestablishment procedure is used by lightly connected UEs, legacy NAS recovery procedure will be triggered in the failure case.

List of changes for Model A-1 CR:

1. Handling of paging by UEs in light connection (section 5.3.2.1 and 5.3.2.3).
2. Handling of the reception of an RRCConnectionReconfiguration (not including the mobilityControlInfo) by the UE after re-establishing from a light RRC connection or when suspending the UE into light RRC connection (section 5.3.5.3). Upon entering light RRC connection, UE remains RRC_CONNECTED while doing Idle mode procedures specified in 36.304.

Editor’s note 1: FFS applying Idle mode procedures in 36.304 (e.g. Cell reselection, Paging reception, Idle mode DRX cycle) by a UE in RRC_CONNECTED with a light RRC connection
3. General description on light RRC connection within RRC re-establishment procedure (section 5.3.7.1). 
Editor’s note 2: For light RRC Connection, the RRC connection re-establishment procedure is left unchanged – i.e., RRCCoonectionReestablishment is sent as CCCH message without security and which may contain SRB1 configuration information.  The SRBs and DRBs are resumed upon the first reconfiguration after the re-establishment procedure. 
4. Handling on when to initiate re-establishment procedure when in light RRC connection (section 5.3.7.2) which is triggered by MO data/signalling or Paging.
5. Actions related to transmission of RRCConnectionReestablishmentRequest message when doing re-establishment of a light RRC connection (section 5.3.7.4).
Editor's note 3: A new rrc-LightConnectionIndication cause value is defined in RRCConnectionReestablishmentRequest message. It will not be possible to differentiate upon this msg.3 between the access due to MO data, MO signaling or paging response when resuming from a light RRC connection.
6. Handling of the reception of the RRCConnectionReestablishment by the UE that was in light RRC connection (section 5.3.7.5).
7. Editor’s note 4: FFS if any change is needed on the handling the expiry of T311, or T301, or when the selected cell is no longer suitable (Note that in legacy, UE moes to RRC_IDLE and informs NAS with release cause 'RRC connection failure' and NAS triggers the initiation of a new RRC connection). (section 5.3.7.6 and section 5.3.7.7).
8. Handling of the reception of the RRCConnectionReestablishmentReject by the UE that was in light RRC connection (section 5.3.7.8).

Editor's note 5: FFS necessary changes to include waitTime in RRCConnectionReestablishmentReject message and to retry the re-establishment procedure upon expiry of T302.

Editor's note 6: FFS wether the retry (as described by editor's note 5) is initiated by the AS or NAS (upon T302 expiry).
9. Update of RRCConnectionReconfiguration message to enable light RRC connection (section 6.1).
Editor's note 7: FFS whether the RRCConnectionReconfiguration message should also carry the Idle mode fields, such as idleModeMobilityControlInfo (which are currently allowed to be sent when releasing a UE).
10. Update of RRCConnectionReestablishment message to enable light RRC connection (section 6.1).

11. Update of RRCConnectionReestablishmentComplete message to enable light RRC connection (section 6.1).

Edtior’s note 8: FFS if the selectedPLMN-Identity is necessary when re-establishing from light RRC connection. 

Edtior’s note 9: It is to be noted that RRCConnectionReestablishmentComplete message does not allow sending dedicatedInfoNAS IE.

12. Update of RRCConnectionReestablishmentReject message to enable light RRC connection (section 6.1).

13. Update of RRCConnectionReestablishmentRequest message to enable light RRC connection (section 6.1).

Editor's note 10: FFS whether a new UE ID (e.g. resume ID) is used when re-establishing a light RRC Connection.
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5.3.2
Paging

5.3.2.1
General
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Figure 5.3.2.1-1: Paging

The purpose of this procedure is:

-
to transmit paging information to a UE in RRC_IDLE and/ or;

-
to inform UEs in RRC_IDLE and UEs other than NB-IoT UEs in RRC_CONNECTED about a system information change and/ or;

-
to inform UEs other than NB-IoT UEs about an ETWS primary notification and/ or ETWS secondary notification and/ or;

-
to inform UEs other than NB-IoT UEs about a CMAS notification and/ or;

-
to inform UEs other than NB-IoT UEs in RRC_IDLE about an EAB parameters modification and/ or;
-
to inform UEs other than NB-IoT UEs in RRC_IDLE to perform E-UTRAN inter-frequency redistribution procedure.
- 
to transmit paging information to a UE in RRC_CONNECTED with a light RRC connection.
The paging information is provided to upper layers, which in response may initiate RRC connection establishment, or triggers RRC connection reestablishment in the case of light RRC connection e.g. to receive an incoming call.

5.3.2.2
Initiation

E-UTRAN initiates the paging procedure by transmitting the Paging message at the UE's paging occasion as specified in TS 36.304 [4]. E-UTRAN may address multiple UEs within a Paging message by including one PagingRecord for each UE. E-UTRAN may also indicate a change of system information, and/ or provide an ETWS notification or a CMAS notification in the Paging message.

5.3.2.3
Reception of the Paging message by the UE

Upon receiving the Paging message, the UE shall:

1>
if in RRC_IDLE, for each of the PagingRecord, if any, included in the Paging message:

2>
if the ue-Identity included in the PagingRecord matches one of the UE identities allocated by upper layers:

3>
forward the ue-Identity and, except for NB-IoT, the cn-Domain to the upper layers;

1>
if the systemInfoModification is included; or

1> if the UE is configured with a DRX cycle longer than the modification period and the systemInfoModification-eDRX is included:

2>
re-acquire the required system information using the system information acquisition procedure as specified in 5.2.2.

1>
if the etws-Indication is included and the UE is ETWS capable:

2>
re-acquire SystemInformationBlockType1 immediately, i.e., without waiting until the next system information modification period boundary;

2>
if the schedulingInfoList indicates that SystemInformationBlockType10 is present:

3>
acquire SystemInformationBlockType10;

NOTE:
If the UE is in CE, it is up to UE implementation when to start acquiring SystemInformationBlockType10.
2>
if the schedulingInfoList indicates that SystemInformationBlockType11 is present:

3>
acquire SystemInformationBlockType11;

1>
if the cmas-Indication is included and the UE is CMAS capable:

2>
re-acquire SystemInformationBlockType1 immediately, i.e., without waiting until the next system information modification period boundary as specified in 5.2.1.5;

2>
if the schedulingInfoList indicates that SystemInformationBlockType12 is present:

3>
acquire SystemInformationBlockType12;

1>
if in RRC_IDLE, the eab-ParamModification is included and the UE is EAB capable:

2>
consider previously stored SystemInformationBlockType14 as invalid;

2>
re-acquire SystemInformationBlockType1 immediately, i.e., without waiting until the next system information modification period boundary as specified in 5.2.1.6;

2>
re-acquire SystemInformationBlockType14 using the system information acquisition procedure as specified in 5.2.2.4;
1>
if in RRC_IDLE, the redistributionIndication is included and the UE is redistribution capable:

2>
Perform E-UTRAN inter-frequency redistribution procedure as specified in TS 36.304 (5.2.4.10, [4]);
1>
if in RRC_CONNECTED with a light RRC connection, for each of the PagingRecord, if any, included in the Paging message:

2>
if the ue-Identity included in the PagingRecord matches one of the UE identities allocated by upper layers:

3>
 initiate the RRC Re-establishment procedure for MT calls as specified in section 5.3.7;
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5.3.5.3
Reception of an RRCConnectionReconfiguration not including the mobilityControlInfo by the UE

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

1>
if this is the first RRCConnectionReconfiguration message after successful completion of the RRC connection re-establishment procedure:

2>
re-establish PDCP for SRB2 and for all DRBs that are established, if any;

2>
re-establish RLC for SRB2 and for all DRBs that are established, if any;

2>
if the RRCConnectionReconfiguration message includes the fullConfig:

3>
perform the radio configuration procedure as specified in 5.3.5.8;

2>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

3>
perform the radio resource configuration procedure as specified in 5.3.10;

2>
resume SRB2 and all DRBs that are suspended, if any;

NOTE 1:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323 [8]. When the re-establishing was from a light RRC connection, the handling of the header compression protocol context is defined in 5.3.7.5.
NOTE 2:
The UE may discard SRB2 messages and data that it receives prior to completing the reconfiguration used to resume these bearers.
NOTE X: When the re-establishing was from a light RRC connection, the SRB2 and DRBs are resumed at this point.
1>
else:

2>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

3>
perform the radio resource configuration procedure as specified in 5.3.10;

NOTE 3:
If the RRCConnectionReconfiguration message includes the establishment of radio bearers other than SRB1, the UE may start using these radio bearers immediately, i.e. there is no need to wait for an outstanding acknowledgment of the SecurityModeComplete message.

1>
if the received RRCConnectionReconfiguration includes the sCellToReleaseList:

2>
perform SCell release as specified in 5.3.10.3a;

1>
if the received RRCConnectionReconfiguration includes the sCellToAddModList:

2>
perform SCell addition or modification as specified in 5.3.10.3b;

1>
if the received RRCConnectionReconfiguration includes the scg-Configuration; or
1>
if the current UE configuration includes one or more split DRBs and the received RRCConnectionReconfiguration includes radioResourceConfigDedicated including drb-ToAddModList:

2>
perform SCG reconfiguration as specified in 5.3.10.10;
1>
if the received RRCConnectionReconfiguration includes the systemInformationBlockType1Dedicated:

2>
perfom the actions upon reception of the SystemInformationBlockType1 message as specified in 5.2.2.7;

1>
if the RRCConnectionReconfiguration message includes the dedicatedInfoNASList:

2>
forward each element of the dedicatedInfoNASList to upper layers in the same order as listed;

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
perform the measurement identity autonomous removal as specified in 5.5.2.2a;

1>
if the RRCConnectionReconfiguration message includes the otherConfig:

2>
perform the other configuration procedure as specified in 5.3.10.9;
1>
if the RRCConnectionReconfiguration message includes the sl-DiscConfig or sl-CommConfig:

2>
perform the sidelink dedicated configuration procedure as specified in 5.3.10.15;
1>
if the RRCConnectionReconfiguration message includes wlan-OffloadInfo:
2>
perform the dedicated WLAN offload configuration procedure as specified in 5.6.12.2;

1>
if the RRCConnectionReconfiguration message includes rclwi-Configuration:

2>
perform the WLAN traffic steering command procedure as specified in 5.6.16.2;
1>
if the RRCConnectionReconfiguration message includes lwa-Configuration:

2>
perform the LWA configuration procedure as specified in 5.6.14.2;

1>
if the RRCConnectionReconfiguration message includes lwip-Configuration:
2>
perform the LWIP reconfiguration procedure as specified in 5.6.17.2;
1>
if the RRCConnectionReconfiguration message includes the rrc-LightConnectionIndication:

2>
store the UE AS Context including the current RRC configuration, the current security context, the PDCP state including ROHC state, C-RNTI used in the source PCell, the cellIdentity and the physical cell identity of the source PCell;

2>
suspend all SRB(s) and DRB(s);

2> 
enter into RRC_CONNECTED with a light RRC connection and performs idle mode procedures as specified in TS 36.304 [4];
Editor’s note 1: FFS applying Idle mode procedures in 36.304 (e.g. Cell reselection, Paging reception, Idle mode DRX cycle) by a UE in RRC_CONNECTED with a light RRC connection.

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration, upon which the procedure ends;
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5.3.7
RRC connection re-establishment

5.3.7.1
General
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Figure 5.3.7.1-1: RRC connection re-establishment, successful
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Figure 5.3.7.1-2: RRC connection re-establishment, failure

The purpose of this procedure is to re-establish the RRC connection, which involves the resumption of SRB1 operation, the re-activation of security and the configuration of only the PCell.

A UE in RRC_CONNECTED, for which security has been activated, may initiate the procedure in order to continue the RRC connection. A UE in RRC_CONNECTED with a light RRC connection, for which security has been suspended, may initiate the procedure in order to transition from light RRC connection to resume the RRC connection. The connection re-establishment succeeds only if the concerned cell is prepared i.e. has a valid UE context. In case E-UTRAN accepts the re-establishment, SRB1 operation resumes while the operation of other radio bearers remains suspended. (Editor’s note 2: For light RRC Connection, the RRC connection re-establishment procedure is left unchanged – i.e., RRCCoonectionReestablishment is sent as CCCH message without security and which may contain SRB1 configuration information.  The SRBs and DRBs are resumed upon the first reconfiguration after the re-establishment procedure). If AS security has not been activated, the UE does not initiate the procedure but instead moves to RRC_IDLE directly.

E-UTRAN applies the procedure as follows:

-
to reconfigure SRB1 and to resume data transfer only for this RB;

-
to re-activate AS security without changing algorithms.
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5.3.7.2
Initiation

The UE shall only initiate the procedure when AS security has been activated. The UE initiates the procedure when one of the following conditions is met:

1>
upon detecting radio link failure, in accordance with 5.3.11; or

1>
upon handover failure, in accordance with 5.3.5.6; or

1>
upon mobility from E-UTRA failure, in accordance with 5.4.3.5; or

1>
upon integrity check failure indication from lower layers; or

1>
upon an RRC connection reconfiguration failure, in accordance with 5.3.5.5;
1>
upon detecting MO (data or signalling) or receiving a Paging message including UE identity while UE is in light RRC connection, in accordance with 5.3.2;
Upon initiation of the procedure, the UE shall:

1>
stop timer T310, if running;

1>
stop timer T312, if running;

1>
stop timer T313, if running;

1>
stop timer T307, if running;
1>
start timer T311;

1>
stop timer T370, if running;
1>
suspend all RBs except SRB0;

1>
reset MAC;

1>
release the MCG SCell(s), if configured, in accordance with 5.3.10.3a;

1>
apply the default physical channel configuration as specified in 9.2.4;

1>
except for NB-IoT, for the MCG, apply the default semi-persistent scheduling configuration as specified in 9.2.3;

1>
for the MCG, apply the default MAC main configuration as specified in 9.2.2;

1>
release powerPrefIndicationConfig, if configured and stop timer T340, if running;

1>
release reportProximityConfig, if configured and clear any associated proximity status reporting timer;

1>
release obtainLocationConfig, if configured;

1>
release idc-Config, if configured;

1>
release measSubframePatternPCell, if configured;
1>
release the entire SCG configuration, if configured, except for the DRB configuration (as configured by drb-ToAddModListSCG);
1>
release naics-Info for the PCell, if configured;

1>
if connected as an RN and configured with an RN subframe configuration:

2>
release the RN subframe configuration;
1>
release the LWA configuration, if configured, as described in 5.6.14.3;
1>
release the LWIP configuration, if configured, as described in 5.6.17.3;
1>
perform cell selection in accordance with the cell selection process as specified in TS 36.304 [4];
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5.3.7.4
Actions related to transmission of RRCConnectionReestablishmentRequest message

Except for NB-IoT, if the procedure was initiated due to radio link failure or handover failure, the UE shall:

1>
set the reestablishmentCellId in the VarRLF-Report to the global cell identity of the selected cell;
The UE shall set the contents of RRCConnectionReestablishmentRequest message as follows:

1>
set the ue-Identity as follows:

2>
set the c-RNTI to the C-RNTI used in the source PCell (handover and mobility from E-UTRA failure) or used in the PCell in which the trigger for the re-establishment occurred (other cases);

2>
set the physCellId to the physical cell identity of the source PCell (handover and mobility from E-UTRA failure) or of the PCell in which the trigger for the re-establishment occurred (other cases);

2>
set the shortMAC-I to the 16 least significant bits of the MAC-I calculated:

3>
over the ASN.1 encoded as per section 8 (i.e., a multiple of 8 bits) VarShortMAC-Input (or VarShortMAC-Input-NB in NB-IoT);

3>
with the KRRCint key and integrity protection algorithm that was used in the source PCell (handover and mobility from E-UTRA failure) or of the PCell in which the trigger for the re-establishment occurred (other cases); and

3>
with all input bits for COUNT, BEARER and DIRECTION set to binary ones;

1>
set the reestablishmentCause as follows:

2>
if the re-establishment procedure was initiated due to reconfiguration failure as specified in 5.3.5.5 (the UE is unable to comply with the reconfiguration):

3>
set the reestablishmentCause to the value reconfigurationFailure;

2>
else if the re-establishment procedure was initiated due to handover failure as specified in 5.3.5.6 (intra-LTE handover failure) or 5.4.3.5 (inter-RAT mobility from EUTRA failure):

3>
set the reestablishmentCause to the value handoverFailure;

2> else if the re-establishment procedure was initiated from light RRC connection to resume the RRC connection as specified in 5.3.7.5

3> set the reestablishmentCause to the value rrc-LightConnectionIndication;
2>
else: 
3>
set the reestablishmentCause to the value otherFailure;

The UE shall submit the RRCConnectionReestablishmentRequest message to lower layers for transmission.
Editor's note 3: A new rrc-LightConnectionIndication cause value is defined in RRCConnectionReestablishmentRequest message. It will not be possible to differentiate upon this msg.3 between the access due to MO data, MO signaling or Paging response when resuming from a light RRC connection. 
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5.3.7.5
Reception of the RRCConnectionReestablishment by the UE

NOTE 1:
Prior to this, lower layer signalling is used to allocate a C-RNTI. For further details see TS 36.321 [6];

The UE shall:

1>
stop timer T301;

1>
consider the current cell to be the PCell;

1>
if re-establishing a light RRC Connection:

2> if drb-ContinueROHC is included:

3>
indicate to lower layers that stored UE AS context is used and that drb-ContinueROHC is configured;

3>
continue the header compression protocol context for the DRBs configured with the header compression protocol;

2>
else:

3>
indicate to lower layers that stored UE AS context is used;
3>
reset the header compression protocol context for the DRBs configured with the header compression protocol;

2>
discard the stored UE AS context;

1> else:

2>
re-establish PDCP for SRB1;

2>
re-establish RLC for SRB1;
1>
perform the radio resource configuration procedure in accordance with the received radioResourceConfigDedicated and as specified in 5.3.10;

1>
resume SRB1;

NOTE 2:
E-UTRAN should not transmit any message on SRB1 prior to receiving the RRCConnectionReestablishmentComplete message.
NOTE X: When re-establishing a light RRC connection, even though the stored UE AS context is used, the SRB2 and DRBs are not resumed until performing a sub-sequent RRC Connection Reconfiguration.
1>
update the KeNB key based on the KASME key to which the current KeNB is associated, using the nextHopChainingCount value indicated in the RRCConnectionReestablishment message, as specified in TS 33.401 [32];

1>
store the nextHopChainingCount value;

1>
derive the KRRCint key associated with the previously configured integrity algorithm, as specified in TS 33.401 [32];

1>
derive the KRRCenc key and the KUPenc key associated with the previously configured ciphering algorithm, as specified in TS 33.401 [32];

1>
if connected as an RN:

2>
derive the KUPint key associated with the previously configured integrity algorithm, as specified in TS 33.401 [32];

1>
configure lower layers to activate integrity protection using the previously configured algorithm and the KRRCint key immediately, i.e., integrity protection shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
if connected as an RN:

2>
configure lower layers to apply integrity protection using the previously configured algorithm and the KUPint key, for subsequently resumed or subsequently established DRBs that are configured to apply integrity protection, if any;

1>
configure lower layers to apply ciphering using the previously configured algorithm, the KRRCenc key and the KUPenc key immediately, i.e., ciphering shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;
NOTE X: UE is in RRC_CONNECTED when re-establishing from light RRC connection in RRC_CONNECTED.
1>
if the UE is not a NB-IoT UE:

2>
set the content of RRCConnectionReestablishmentComplete message as follows:

3>
if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:

4>
include the rlf-InfoAvailable;

3>
if the UE has MBSFN logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport and if T330 is not running:

4>
include logMeasAvailableMBSFN;

3>
else if the UE has logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:

4>
include the logMeasAvailable;
3>
if the UE has connection establishment failure information available in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport:

4>
include the connEstFailInfoAvailable;
3>
include the mobilityState and set it to the mobility state (as specified in TS 36.304 [4]) of the UE to initiating the re-establishing procedure;
3>
if the UE supports storage of mobility history information and the UE has mobility history information available in VarMobilityHistoryReport:

4>
include mobilityHistoryAvail;
2>
perform the measurement related actions as specified in 5.5.6.1;

2>
perform the measurement identity autonomous removal as specified in 5.5.2.2a;
1>
submit the RRCConnectionReestablishmentComplete message to lower layers for transmission;

1>
if SystemInformationBlockType15 is broadcast by the PCell:

2>
if the UE has transmitted an MBMSInterestIndication message during the last 1 second preceding detection of radio link failure:

3>
ensure having a valid version of SystemInformationBlockType15 for the PCell;
3>
determine the set of MBMS frequencies of interest in accordance with 5.8.5.3;

3>
determine the set of MBMS services of interest in accordance with 5.8.5.3a;
3>
initiate transmission of the MBMSInterestIndication message in accordance with 5.8.5.4;
1>
if SystemInformationBlockType18 is broadcast by the PCell; and the UE transmitted a SidelinkUEInformation message indicating a change of sidelink communication related parameters relevant in PCell (i.e. change of commRxInterestedFreq or commTxResourceReq, commTxResourceReqUC if SystemInformationBlockType18 includes commTxResourceUC-ReqAllowed or commTxResourceInfoReqRelay if PCell broadcasts SystemInformationBlockType19 including discConfigRelay) during the last 1 second preceding detection of radio link failure; or

1>
if SystemInformationBlockType19 is broadcast by the PCell; and the UE transmitted a SidelinkUEInformation message indicating a change of sidelink discovery related parameters relevant in PCell (i.e. change of discRxInterest or discTxResourceReq, discTxResourceReqPS if SystemInformationBlockType19 includes discConfigPS or discRxGapReq or discTxGapReq if the UE is configured with gapRequestsAllowedDedicated set to true or if the UE is not configured with gapRequestsAllowedDedicated and SystemInformationBlockType19 includes gapRequestsAllowedCommon) during the last 1 second preceding detection of radio link failure:

2>
initiate transmission of the SidelinkUEInformation message in accordance with 5.10.2.3;
1>
the procedure ends;
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5.3.7.6
T311 expiry

Upon T311 expiry, the UE shall:

1>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'RRC connection failure';
5.3.7.7
T301 expiry or selected cell no longer suitable

The UE shall:

1>
if timer T301 expires; or

1>
if the selected cell becomes no longer suitable according to the cell selection criteria as specified in TS 36.304 [4]:

2>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'RRC connection failure';
Editor’s note 4: FFS if any change is needed on the handling the expiry of T311, or T301, or when the selected cell is no longer suitable (Note that in legacy, UE moes to RRC_IDLE and informs NAS with release cause 'RRC connection failure' and NAS triggers the initiation of a new RRC connection).

	8th Text Proposal Change 


5.3.7.8
Reception of RRCConnectionReestablishmentReject by the UE

Upon receiving the RRCConnectionReestablishmentReject message, the UE shall:

1>
if rrc-LightConnectionIndication is included:

2>
stop timer T301;

2>
reset MAC and release the MAC configuration;

2>
except for NB-IoT, start timer T302, with the timer value set to the waitTime:
2>
initiate re-establishment procedure from light RRC connection;

NOTE: UE is in RRC_CONNECTED with a light RRC connection.

Editor's note 5: FFS necessary changes to include the waitTime in RRCConnectionReestablishmentReject message to retry re-establishment procedure upon expiry of T302.

Editor's note 6: FFS whether the retry (as described by editor's note 5) is initiated by the AS or NAS (upon T302 expiry).
1>
else:

2>
if the re-establishment procedure was initiated due to resumption of light RRC connection:

3> discard the stored UE AS context;
2>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'RRC connection failure';
	9th Text Proposal Change 


–
RRCConnectionReconfiguration
The RRCConnectionReconfiguration message is the command to modify an RRC connection. It may convey information for measurement configuration, mobility control, radio resource configuration (including RBs, MAC main configuration and physical channel configuration) including any associated dedicated NAS information and security configuration.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

RRCConnectionReconfiguration message
-- ASN1START

RRCConnectionReconfiguration ::=
SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




rrcConnectionReconfiguration-r8

RRCConnectionReconfiguration-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionReconfiguration-r8-IEs ::= SEQUENCE {


measConfig






MeasConfig





OPTIONAL,
-- Need ON


mobilityControlInfo




MobilityControlInfo



OPTIONAL,
-- Cond HO


dedicatedInfoNASList



SEQUENCE (SIZE(1..maxDRB)) OF












DedicatedInfoNAS


OPTIONAL,
-- Cond nonHO


radioResourceConfigDedicated

RadioResourceConfigDedicated
OPTIONAL, -- Cond HO-toEUTRA


securityConfigHO




SecurityConfigHO



OPTIONAL,
-- Cond HO


nonCriticalExtension



RRCConnectionReconfiguration-v890-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v890-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING (CONTAINING RRCConnectionReconfiguration-v8m0-IEs)
OPTIONAL,


nonCriticalExtension



RRCConnectionReconfiguration-v920-IEs
OPTIONAL

}

-- Late non-critical extensions:

RRCConnectionReconfiguration-v8m0-IEs ::= SEQUENCE {


-- Following field is only for pre REL-10 late non-critical extensions

lateNonCriticalExtension


OCTET STRING




OPTIONAL, 


nonCriticalExtension



RRCConnectionReconfiguration-v10i0-IEs

OPTIONAL

}

RRCConnectionReconfiguration-v10i0-IEs ::= SEQUENCE {

antennaInfoDedicatedPCell-v10i0

AntennaInfoDedicated-v10i0


OPTIONAL,
-- Need ON


-- Following field is only for late non-critical extensions from REL-10

nonCriticalExtension



SEQUENCE {}



OPTIONAL
}

-- Regular non-critical extensions:
RRCConnectionReconfiguration-v920-IEs ::= SEQUENCE {


otherConfig-r9





OtherConfig-r9




OPTIONAL,
-- Need ON


fullConfig-r9





ENUMERATED {true}



OPTIONAL,
-- Cond HO-Reestab


nonCriticalExtension



RRCConnectionReconfiguration-v1020-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v1020-IEs ::= SEQUENCE {


sCellToReleaseList-r10



SCellToReleaseList-r10


OPTIONAL,
-- Need ON


sCellToAddModList-r10



SCellToAddModList-r10


OPTIONAL,
-- Need ON


nonCriticalExtension



RRCConnectionReconfiguration-v1130-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v1130-IEs ::= SEQUENCE {


systemInformationBlockType1Dedicated-r11
OCTET STRING (CONTAINING SystemInformationBlockType1)


















OPTIONAL,
-- Need ON


nonCriticalExtension



RRCConnectionReconfiguration-v1250-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v1250-IEs ::= SEQUENCE {


wlan-OffloadInfo-r12



CHOICE {


release 







NULL,



setup








SEQUENCE {




wlan-OffloadConfigDedicated-r12

WLAN-OffloadConfig-r12,



t350-r12







ENUMERATED {min5, min10, min20, min30, min60,













 min120, min180, spare1}
OPTIONAL
-- Need OR


}

}
















OPTIONAL,

-- Need ON

scg-Configuration-r12



SCG-Configuration-r12

OPTIONAL, 
-- Cond nonFullConfig

sl-SyncTxControl-r12



SL-SyncTxControl-r12


OPTIONAL,
-- Need ON


sl-DiscConfig-r12




SL-DiscConfig-r12



OPTIONAL,
-- Need ON


sl-CommConfig-r12




SL-CommConfig-r12



OPTIONAL,
-- Need ON


nonCriticalExtension



RRCConnectionReconfiguration-v1310-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v1310-IEs ::= SEQUENCE {


sCellToReleaseListExt-r13


SCellToReleaseListExt-r13

OPTIONAL,
-- Need ON


sCellToAddModListExt-r13


SCellToAddModListExt-r13

OPTIONAL,
-- Need ON


lwa-Configuration-r13



LWA-Configuration-r13


OPTIONAL,
-- Need ON

lwip-Configuration-r13



LWIP-Configuration-r13


OPTIONAL,
-- Need ON


rclwi-Configuration-r13



RCLWI-Configuration-r13


OPTIONAL,
-- Need ON


nonCriticalExtension



RRCConnectionReconfiguration-v14xy-IEs





OPTIONAL

}
RRCConnectionReconfiguration-v14xy-IEs::=
SEQUENCE {


rrc-LightConnectionIndication-r14
ENUMERATED {true}



OPTIONAL,
-- Need OR

nonCriticalExtension



SEQUENCE {}





OPTIONAL

}

Editor's note 7: FFS whether the RRCConnectionReconfiguration message should also carry the Idle mode fields, such as idleModeMobilityControlInfo (which are currently allowed to be sent when releasing a UE).

SL-SyncTxControl-r12 ::=


SEQUENCE {


networkControlledSyncTx-r12



ENUMERATED {on, off}

OPTIONAL

-- Need OP

}

PSCellToAddMod-r12 ::=



SEQUENCE {


sCellIndex-r12





SCellIndex-r10,


cellIdentification-r12



SEQUENCE {



physCellId-r12





PhysCellId,



dl-CarrierFreq-r12




ARFCN-ValueEUTRA-r9


}
















OPTIONAL,
-- Cond SCellAdd

radioResourceConfigCommonPSCell-r12

RadioResourceConfigCommonPSCell-r12
OPTIONAL,
-- Cond SCellAdd


radioResourceConfigDedicatedPSCell-r12
RadioResourceConfigDedicatedPSCell-r12
OPTIONAL,
-- Cond SCellAdd2


...,


[[
antennaInfoDedicatedPSCell-v1280

AntennaInfoDedicated-v10i0
OPTIONAL
-- Need ON

]],


[[
sCellIndex-r13




SCellIndex-r13
OPTIONAL

-- Need ON

]]

}

PowerCoordinationInfo-r12 ::= SEQUENCE {


p-MeNB-r12






INTEGER (1..16),


p-SeNB-r12






INTEGER (1..16),


powerControlMode-r12



INTEGER (1..2)
}

SCellToAddModList-r10 ::=

SEQUENCE (SIZE (1..maxSCell-r10)) OF SCellToAddMod-r10
SCellToAddModListExt-r13 ::=
SEQUENCE (SIZE (1..maxSCell-r13)) OF SCellToAddModExt-r13

SCellToAddMod-r10 ::=


SEQUENCE {


sCellIndex-r10





SCellIndex-r10,


cellIdentification-r10



SEQUENCE {



physCellId-r10





PhysCellId,



dl-CarrierFreq-r10




ARFCN-ValueEUTRA


}















OPTIONAL,
-- Cond SCellAdd


radioResourceConfigCommonSCell-r10

RadioResourceConfigCommonSCell-r10
OPTIONAL,
-- Cond SCellAdd


radioResourceConfigDedicatedSCell-r10
RadioResourceConfigDedicatedSCell-r10
OPTIONAL,
-- Cond SCellAdd2


...,


[[
dl-CarrierFreq-v1090



ARFCN-ValueEUTRA-v9e0
OPTIONAL
-- Cond EARFCN-max


]],


[[
antennaInfoDedicatedSCell-v10i0

AntennaInfoDedicated-v10i0
OPTIONAL
-- Need ON

]]
}
SCellToAddModExt-r13 ::=


SEQUENCE {


sCellIndex-r13





SCellIndex-r13,


cellIdentification-r13



SEQUENCE {



physCellId-r13





PhysCellId,



dl-CarrierFreq-r13




ARFCN-ValueEUTRA-r9

}















OPTIONAL,
-- Cond SCellAdd


radioResourceConfigCommonSCell-r13

RadioResourceConfigCommonSCell-r10
OPTIONAL,
-- Cond SCellAdd


radioResourceConfigDedicatedSCell-r13
RadioResourceConfigDedicatedSCell-r10
OPTIONAL,
-- Cond SCellAdd2

antennaInfoDedicatedSCell-r13


AntennaInfoDedicated-v10i0

OPTIONAL
-- Need ON
}

SCellToReleaseList-r10 ::=


SEQUENCE (SIZE (1..maxSCell-r10)) OF SCellIndex-r10

SCellToReleaseListExt-r13 ::=


SEQUENCE (SIZE (1..maxSCell-r13)) OF SCellIndex-r13
SCG-Configuration-r12 ::=


CHOICE {


release







NULL,


setup







SEQUENCE {


scg-ConfigPartMCG-r12



SEQUENCE {




scg-Counter-r12





INTEGER (0.. 65535)


OPTIONAL,
-- Need ON



powerCoordinationInfo-r12


PowerCoordinationInfo-r12
OPTIONAL,
-- Need ON



...



}















OPTIONAL,
-- Need ON


scg-ConfigPartSCG-r12



SCG-ConfigPartSCG-r12 

OPTIONAL
-- Need ON


}

}

SCG-ConfigPartSCG-r12 ::=


SEQUENCE {


radioResourceConfigDedicatedSCG-r12
RadioResourceConfigDedicatedSCG-r12
OPTIONAL,
-- Need ON

sCellToReleaseListSCG-r12


SCellToReleaseList-r10

OPTIONAL,
-- Need ON


pSCellToAddMod-r12




PSCellToAddMod-r12


OPTIONAL,
-- Need ON

sCellToAddModListSCG-r12


SCellToAddModList-r10

OPTIONAL,
-- Need ON


mobilityControlInfoSCG-r12


MobilityControlInfoSCG-r12
OPTIONAL,
-- Need ON

...,


[[

sCellToReleaseListSCG-Ext-r13


SCellToReleaseListExt-r13

OPTIONAL,
-- Need ON


sCellToAddModListSCG-Ext-r13



SCellToAddModListExt-r13
OPTIONAL
-- Need ON

]]
}
SecurityConfigHO ::=



SEQUENCE {


handoverType





CHOICE {



intraLTE






SEQUENCE {




securityAlgorithmConfig



SecurityAlgorithmConfig

OPTIONAL,
-- Cond fullConfig




keyChangeIndicator




BOOLEAN,




nextHopChainingCount



NextHopChainingCount



},



interRAT






SEQUENCE {




securityAlgorithmConfig



SecurityAlgorithmConfig,




nas-SecurityParamToEUTRA


OCTET STRING (SIZE(6))



}


},


...

}

-- ASN1STOP

	RRCConnectionReconfiguration field descriptions

	dedicatedInfoNASList

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for each PDU in the list.

	fullConfig

Indicates the full configuration option is applicable for the RRC Connection Reconfiguration message.

	keyChangeIndicator

true is used only in an intra-cell handover when a KeNB key is derived from a KASME key taken into use through the latest successful NAS SMC procedure, as described in TS 33.401 [32] for KeNB re-keying. false is used in an intra-LTE handover when the new KeNB key is obtained from the current KeNB key or from the NH as described in TS 33.401 [32].

	lwa-Configuration

This field is used to provide parameters for LWA configuration. E-UTRAN does not simultaneously configure LWA with DC, LWIP or RCLWI for a UE.

	lwip-Configuration

This field is used to provide parameters for LWIP configuration. E-UTRAN does not simultaneously configure LWIP with DC, LWA or RCLWI for a UE.

	nas-securityParamToEUTRA

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for this field, although it affects activation of AS- security after inter-RAT handover to E-UTRA. The content is defined in TS 24.301.

	networkControlledSyncTx
This field indicates whether the UE shall transmit synchronisation information (i.e. become synchronisation source). Value On indicates the UE to transmit synchronisation information while value Off indicates the UE to not transmit such information.

	nextHopChainingCount

Parameter NCC: See TS 33.401 [32]

	p-MeNB

Indicates the guaranteed power for the MeNB, as specified in TS 36.213 [23]. The value N corresponds to N-1 in TS 36.213 [23].

	powerControlMode

Indicates the power control mode used in DC. Value 1 corresponds to DC power control mode 1 and value 2 indicates DC power control mode 2, as specified in TS 36.213 [23].

	p-SeNB

Indicates the guaranteed power for the SeNB as specified in TS 36.213 [23, Table 5.1.4.2-1]. The value N corresponds to N-1 in TS 36.213 [23].

	rclwi-Configuration
WLAN traffic steering command as specified in 5.6.16.2. E-UTRAN does not simultaneously configure RCLWI with DC, LWA or LWIP for a UE.

	sCellIndex

In case of DC, the SCellIndex is unique within the scope of the UE i.e. an SCG cell can not use the same value as used for an MCG cell. For pSCellToAddMod, if sCellIndex-r13 is present the UE shall ignore sCellIndex-r12. sCellIndex-r13 in sCellToAddModListExt-r13 shall not have same values as sCellIndex-r10 in sCellToAddModList-r10.

	sCellToAddModList, sCellToAddModListExt 
Indicates the SCell to be added or modified. Field sCellToAddModList is used to add the first 4 SCells with sCellIndex-r10 while sCellToAddModListExt is used to add the rest. 

	sCellToAddModListSCG, sCellToAddModListSCG-Ext
Indicates the SCG cell to be added or modified. The field is used for SCG cells other than the PSCell (which is added/ modified by field pSCellToAddMod). Field sCellToAddModListSCG is used to add the first 4 SCells with sCellIndex-r10 while sCellToAddModListSCG-Ext is used to add the rest.

	sCellToReleaseListSCG, sCellToReleaseListSCG-Ext
Indicates the SCG cell to be released. The field is also used to release the PSCell e.g. upon change of PSCell, upon system information change for the PSCell.

	scg-Counter

A counter used upon initial configuration of SCG security as well as upon refresh of S-KeNB. E-UTRAN includes the field upon SCG change when one or more SCG DRBs are configured. Otherwise E-UTRAN does not include the field.

	t350
Timer T350 as described in section 7.3. Value minN corresponds to N minutes.


	Conditional presence
	Explanation

	EARFCN-max
	The field is mandatory present if dl-CarrierFreq-r10 is included and set to maxEARFCN. Otherwise the field is not present.

	fullConfig
	This field is mandatory present for handover within E-UTRA when the fullConfig is included; otherwise it is optionally present, Need OP. 

	HO
	The field is mandatory present in case of handover within E-UTRA or to E-UTRA; otherwise the field is not present.

	HO-Reestab
	This field is optionally present, need ON, in case of handover within E-UTRA or upon the first reconfiguration after RRC connection re-establishment; otherwise the field is not present.

	HO-toEUTRA
	The field is mandatory present in case of handover to E-UTRA or for reconfigurations when fullConfig is included; otherwise the field is optionally present, need ON.

	nonFullConfig
	The field is not present when the fullConfig is included or in case of handover to E-UTRA; otherwise it is optional present, need ON.

	nonHO
	The field is not present in case of handover within E-UTRA or to E-UTRA; otherwise it is optional present, need ON.

	SCellAdd
	The field is mandatory present upon SCell addition; otherwise it is not present.

	SCellAdd2
	The field is mandatory present upon SCell addition; otherwise it is optionally present, need ON.


	10th Text Proposal Change 


–
RRCConnectionReestablishment
The RRCConnectionReestablishment message is used to re-establish SRB1.

Signalling radio bearer: SRB0

RLC-SAP: TM

Logical channel: CCCH

Direction: E‑UTRAN to UE
RRCConnectionReestablishment message
-- ASN1START

RRCConnectionReestablishment ::=
SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




rrcConnectionReestablishment-r8

RRCConnectionReestablishment-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 
NULL,




spare3 NULL, spare2 NULL, spare1 
NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionReestablishment-r8-IEs ::= SEQUENCE {


radioResourceConfigDedicated

RadioResourceConfigDedicated,


nextHopChainingCount



NextHopChainingCount,


nonCriticalExtension



RRCConnectionReestablishment-v8a0-IEs
OPTIONAL

}

RRCConnectionReestablishment-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



RRCConnectionReestablishment-r14xy-IEs






OPTIONAL

}
RRCConnectionReestablishment-r14xy-IEs ::= SEQUENCE {


drb-ContinueROHC-r14




ENUMERATED {true}



OPTIONAL, 
-- Need OP,


nonCriticalExtension




SEQUENCE {}





OPTIONAL

}
-- ASN1STOP
	11st Text Proposal Change 


–
RRCConnectionReestablishmentComplete
The RRCConnectionReestablishmentComplete message is used to confirm the successful completion of an RRC connection reestablishment.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

RRCConnectionReestablishmentComplete message
-- ASN1START

RRCConnectionReestablishmentComplete ::= SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



rrcConnectionReestablishmentComplete-r8












RRCConnectionReestablishmentComplete-r8-IEs,



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionReestablishmentComplete-r8-IEs ::= SEQUENCE {


nonCriticalExtension



RRCConnectionReestablishmentComplete-v920-IEs
OPTIONAL

}

RRCConnectionReestablishmentComplete-v920-IEs ::= SEQUENCE {


rlf-InfoAvailable-r9



ENUMERATED {true}



OPTIONAL,


nonCriticalExtension



RRCConnectionReestablishmentComplete-v8a0-IEs
OPTIONAL

}

RRCConnectionReestablishmentComplete-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



RRCConnectionReestablishmentComplete-v1020-IEs
OPTIONAL

}

RRCConnectionReestablishmentComplete-v1020-IEs ::= SEQUENCE {


logMeasAvailable-r10



ENUMERATED {true}



OPTIONAL,


nonCriticalExtension



RRCConnectionReestablishmentComplete-v1130-IEs
OPTIONAL

}

RRCConnectionReestablishmentComplete-v1130-IEs ::= SEQUENCE {


connEstFailInfoAvailable-r11

ENUMERATED {true}



OPTIONAL,


nonCriticalExtension



RRCConnectionReestablishmentComplete-v1250-IEs
OPTIONAL

}

RRCConnectionReestablishmentComplete-v1250-IEs ::= SEQUENCE {


logMeasAvailableMBSFN-r12


ENUMERATED {true}



OPTIONAL,


nonCriticalExtension



RRCConnectionReestablishmentComplete-v14xy-IEs





OPTIONAL

}
RRCConnectionReestablishmentComplete-v14xy-IEs ::= SEQUENCE {

mobilityState-r14




ENUMERATED {normal, medium, high, spare}
OPTIONAL,


mobilityHistoryAvail-r14


ENUMERATED {true}





OPTIONAL,


lateNonCriticalExtension


OCTET STRING




OPTIONAL,


nonCriticalExtension



SEQUENCE {}





OPTIONAL

}

-- ASN1STOP

Edtior’s note 8: FFS if the selectedPLMN-Identity is necessary when re-establishing from light RRC connection. 

Edtior’s note 9: It is to be noted that RRCConnectionReestablishmentComplete message does not allow sending dedicatedInfoNAS IE.
	RRCConnectionReestablishmentComplete field descriptions

	rlf-InfoAvailable

This field is used to indicate the availability of radio link failure or handover failure related measurements


	12nd Text Proposal Change 


–
RRCConnectionReestablishmentReject
The RRCConnectionReestablishmentReject message is used to indicate the rejection of an RRC connection reestablishment request.

Signalling radio bearer: SRB0

RLC-SAP: TM

Logical channel: CCCH

Direction: E‑UTRAN to UE

RRCConnectionReestablishmentReject message
-- ASN1START

RRCConnectionReestablishmentReject ::= SEQUENCE {


criticalExtensions




CHOICE {



rrcConnectionReestablishmentReject-r8












RRCConnectionReestablishmentReject-r8-IEs,



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionReestablishmentReject-r8-IEs ::= SEQUENCE {


nonCriticalExtension



RRCConnectionReestablishmentReject-v8a0-IEs
OPTIONAL

}

RRCConnectionReestablishmentReject-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



RRCConnectionReestablishmentReject-v14xy-IEs





OPTIONAL

}
RRCConnectionReestablishmentReject-v14xy-IEs::=
SEQUENCE {


rrc-LightConnectionIndication-r14xy
ENUMERATED {true}



OPTIONAL,
--
Need ON

waitTime






INTEGER (1..16)




OPTIONAL, 
--
Need ON


nonCriticalExtension



SEQUENCE {}





OPTIONAL

}

-- ASN1STOP

	13rd Text Proposal Change 


–
RRCConnectionReestablishmentRequest
The RRCConnectionReestablishmentRequest message is used to request the reestablishment of an RRC connection.

Signalling radio bearer: SRB0

RLC-SAP: TM

Logical channel: CCCH

Direction: UE to E‑UTRAN

RRCConnectionReestablishmentRequest message
-- ASN1START

RRCConnectionReestablishmentRequest ::= SEQUENCE {


criticalExtensions




CHOICE {



rrcConnectionReestablishmentRequest-r8












RRCConnectionReestablishmentRequest-r8-IEs,




criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionReestablishmentRequest-r8-IEs ::= SEQUENCE {


ue-Identity






ReestabUE-Identity,


reestablishmentCause



ReestablishmentCause,

spare







BIT STRING (SIZE (2))

}

ReestabUE-Identity ::=



SEQUENCE {


c-RNTI







C-RNTI,


physCellId






PhysCellId,


shortMAC-I






ShortMAC-I

}

Editor's note 10: FFS whether a new UE ID (e.g. resume ID) is used when re-establishing a light RRC Connection.
ReestablishmentCause ::=


ENUMERATED {











reconfigurationFailure, handoverFailure,











otherFailure, rrc-LightConnectionIndication}

-- ASN1STOP

	RRCConnectionReestablishmentRequest field descriptions

	physCellId

The Physical Cell Identity of the PCell the UE was connected to prior to the failure.

	reestablishmentCause

Indicates the failure cause that triggered the re-establishment procedure. eNB is not expected to reject a RRCConnectionReestablishmentRequest due to unknown cause value being used by the UE.

	ue-Identity

UE identity included to retrieve UE context and to facilitate contention resolution by lower layers.


	END change
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