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3. Handling of reception of RRCConnectionRelease by the UE in light RRC Connection (section 5.3.8.3).
4. UE actions upon leaving RRC_CONNECTED due to light RRC connection indication (section 5.3.12).
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5.3.1.1
RRC connection control

RRC connection establishment involves the establishment of SRB1. E-UTRAN completes RRC connection establishment prior to completing the establishment of the S1 connection, i.e. prior to receiving the UE context information from the EPC. Consequently, AS security is not activated during the initial phase of the RRC connection. During this initial phase of the RRC connection, the E-UTRAN may configure the UE to perform measurement reporting, but the UE only sends the corresponding measurement reports after successful security activation. However, the UE only accepts a handover message when security has been activated.

NOTE:
In case the serving frequency broadcasts multiple overlapping bands, E-UTRAN can only configure measurements after having obtained the UE capabilities, as the measurement configuration needs to be set according to the band selected by the UE.
Upon receiving the UE context from the EPC, E-UTRAN activates security (both ciphering and integrity protection) using the initial security activation procedure. The RRC messages to activate security (command and successful response) are integrity protected, while ciphering is started only after completion of the procedure. That is, the response to the message used to activate security is not ciphered, while the subsequent messages (e.g. used to establish SRB2 and DRBs) are both integrity protected and ciphered.

After having initiated the initial security activation procedure, E-UTRAN initiates the establishment of SRB2 and DRBs, i.e. E-UTRAN may do this prior to receiving the confirmation of the initial security activation from the UE. In any case, E-UTRAN will apply both ciphering and integrity protection for the RRC connection reconfiguration messages used to establish SRB2 and DRBs. E-UTRAN should release the RRC connection if the initial security activation and/ or the radio bearer establishment fails (i.e. security activation and DRB establishment are triggered by a joint S1-procedure, which does not support partial success).

For SRB2 and DRBs, security is always activated from the start, i.e. the E-UTRAN does not establish these bearers prior to activating security.
For some radio configuration fields, a critical extension has been defined. A switch from the original version of the field to the critically extended version is allowed using any connection reconfiguration. The UE reverts to the original version of some critically extended fields upon handover and re-establishment as specified elsewhere in this specification. Otherwise, switching a field from the critically extended version to the original version is only possible using the handover or re-establishment procedure with the full configuration option. This also applies for fields that are critically extended within a release (i.e. original and extended version defined in same release).
After having initiated the initial security activation procedure, E-UTRAN may configure a UE that supports CA, with one or more SCells in addition to the PCell that was initially configured during connection establishment. The PCell is used to provide the security inputs and upper layer system information (i.e. the NAS mobility information e.g. TAI). SCells are used to provide additional downlink and optionally uplink radio resources. When not configured with DC all SCells the UE is configured with, if any, are part of the MCG. When configured with DC however, some of the SCells are part of a SCG. In this case, user data carried by a DRB may either be transferred via MCG (i.e. MCG-DRB), via SCG (SCG-DRB) or via both MCG and SCG in DL while E-UTRAN configures the CG used in UL (split DRB). An RRC connection reconfiguration message may be used to change the DRB type from MCG-DRB to SCG-DRB or to split DRB, as well as from SCG-DRB or split DRB to MCG-DRB.
SCG change is a synchronous SCG reconfiguration procedure (i.e. involving RA to the PSCell) including reset/ re-establishment of layer 2 and, if SCG DRBs are configured, refresh of security. The procedure is used in a number of different scenarios e.g. SCG establishment, PSCell change, Key refresh, change of DRB type. The UE performs the SCG change related actions upon receiving an RRCConnectionReconfiguration message including mobilityControlInfoSCG, see 5.3.10.10.
The release of the RRC connection normally is initiated by E-UTRAN. The procedure may be used to re-direct the UE to an E-UTRA frequency or an inter-RAT carrier frequency. Only in exceptional cases, as specified within this specification, TS 36.300 [9], TS 36.304 [4] or TS 24.301 [35], may the UE abort the RRC connection, i.e. move to RRC_IDLE without notifying E-UTRAN.
The suspension of the RRC connection is initiated by E-UTRAN. When the RRC connection is suspended, the UE stores the UE AS context and the resumeIdentity, and transitions to RRC_IDLE state. The RRC message to suspend the RRC connection is integrity protected and ciphered. Suspension can only be performed when at least 1 DRB is successfully established. The suspend procedure is also used to enter light RRC connection in RRC_IDLE state. The resumption of a suspended RRC connection is initiated by upper layers when the UE has a stored UE AS context, RRC connection resume is permitted by E-UTRAN and the UE needs to transit from RRC_IDLE state to RRC_CONNECTED state. When the RRC connection is resumed, RRC configures the UE according to the RRC connection resume procedure based on the stored UE AS context and any RRC configuration received from E-UTRAN. The RRC connection resume procedure re-activates security and re-establishes SRB(s) and DRB(s). The request to resume the RRC connection includes the resumeIdentity. The request is not ciphered, but protected with a message authentication code.

In response to a request to resume the RRC connection, E-UTRAN may resume the suspended RRC connection, resume the light RRC connection, reject the request to resume and instruct the UE to either keep or discard the stored context, or setup a new RRC connection.
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5.3.3.8
Reception of the RRCConnectionReject by the UE

The UE shall:

1>
stop timer T300;

1>
reset MAC and release the MAC configuration;

1>
except for NB-IoT, start timer T302, with the timer value set to the waitTime;

1>
if the UE is a NB-IoT UE; or

1>
if the extendedWaitTime is present and the UE supports delay tolerant access:
2>
forward the extendedWaitTime to upper layers;

1>
if deprioritisationReq is included and the UE supports RRC Connection Reject with deprioritisation:

2>
start or restart timer T325 with the timer value set to the deprioritisationTimer signalled;

2>
store the deprioritisationReq until T325 expiry;

NOTE:
The UE stores the deprioritisation request irrespective of any cell reselection absolute priority assignments (by dedicated or common signalling) and regardless of RRC connections in E-UTRAN or other RATs unless specified otherwise.

1>
if the RRCConnectionReject is received in response to an RRCConnectionResumeRequest:
2>
if the rrc-SuspendIndication is not present:

3>
discard the stored UE AS context and resumeIdentity;
3>
inform upper layers about the failure to resume the RRC connection without suspend indication and that access barring for mobile originating calls, mobile originating signalling, mobile terminating access and except for NB-IoT for mobile originating CS fallback is applicable, upon which the procedure ends;

2>
else:

3>
inform upper layers about the failure to resume the RRC connection with suspend indication and that access barring for mobile originating calls, mobile originating signalling, mobile terminating access and except for NB-IoT for mobile originating CS fallback is applicable, upon which the procedure ends;

1>
else if the RRCConnectionReject is received in response to an RRCConnectionResumeRequest while in light connection:
2>
if the rrc-LightConnectionIndication is not present in the RRCConnectionReject:

3>
discard the stored UE AS context and resumeIdentity;
3>
inform upper layers about the failure to resume the light RRC connection and that access barring for mobile originating calls, mobile originating signalling, mobile terminating access and except for NB-IoT for mobile originating CS fallback is applicable, upon which the procedure ends;

2>
else:

3>
inform upper layers about the failure to resume the light RRC connection and that access barring for mobile originating calls, mobile originating signalling, mobile terminating access and except for NB-IoT for mobile originating CS fallback is applicable, upon which the procedure ends;

1>

else:
2>
inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating calls, mobile originating signalling, mobile terminating access and except for NB-IoT, for mobile originating CS fallback is applicable, upon which the procedure ends;
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5.3.8.3
Reception of the RRCConnectionRelease by the UE

The UE shall:

1>
delay the following actions defined in this sub-clause 60 ms from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the RRCConnectionRelease message has been successfully acknowledged, whichever is earlier;

1>
if the RRCConnectionRelease message includes the idleModeMobilityControlInfo:

2>
store the cell reselection priority information provided by the idleModeMobilityControlInfo;

2>
if the t320 is included:

3>
start timer T320, with the timer value set according to the value of t320;

1>
else:

2>
apply the cell reselection priority information broadcast in the system information;

1>
if the releaseCause received in the RRCConnectionRelease message indicates loadBalancingTAURequired:

2>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'load balancing TAU required';

1>
else if the releaseCause received in the RRCConnectionRelease message indicates cs-FallbackHighPriority:

2>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'CS Fallback High Priority';

1>
else:

2>
if the extendedWaitTime is present; and
2>
if the UE supports delay tolerant access or the UE is a NB-IoT UE:

3>
forward the extendedWaitTime to upper layers;

2>
if the releaseCause received in the RRCConnectionRelease message indicates rrc-Suspend:
3>

if rrc-LightConnectionIndication is included:

4>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with light RRC connection indication;

3> else:

4>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause ‘RRC suspension’;

2>
else:

3>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'other';
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5.3.12
UE actions upon leaving RRC_CONNECTED

Upon leaving RRC_CONNECTED, the UE shall:

1>
reset MAC;

1>
stop all timers that are running except T320, T325 and T330;

1>
if leaving RRC_CONNECTED was triggered by suspension of the RRC:

2>
store the UE AS Context including the current RRC configuration, the current security context, the PDCP state including ROHC state, C-RNTI used in the source PCell, the cellIdentity and the physical cell identity of the source PCell;

2>
store the following information provided by E-UTRAN: 

3>
the resumeIdentity;

2>
suspend all SRB(s) and DRB(s);

2>
indicate the suspension of the RRC connection to upper layers;

1>
if leaving RRC_CONNECTED was triggered by light RRC connection indication:

2>
store the UE AS Context including the current RRC configuration, the current security context, the PDCP state including ROHC state, C-RNTI used in the source PCell, the cellIdentity and the physical cell identity of the source PCell;

2>
store the following information provided by E-UTRAN: 

3>
the resumeIdentity;

2>
suspend all SRB(s) and DRB(s);

2>
indicate the light RRC connection to upper layers;

1>
else:

2>
release all radio resources, including release of the RLC entity, the MAC configuration and the associated PDCP entity for all established RBs;

2>
indicate the release of the RRC connection to upper layers together with the release cause;

1>
if leaving RRC_CONNECTED was triggered neither by reception of the MobilityFromEUTRACommand message nor by selecting an inter-RAT cell while T311 was running:

2>
if timer T350 is configured:
3>
start timer T350;
3>
apply rclwi-Configuration if configured, otherwise apply the wlan-Id-List corresponding to the RPLMN included in SystemInformationBlockType17;
2>
else:
3>
release the wlan-OffloadConfigDedicated, if received;

3>
if the wlan-OffloadConfigCommon corresponding to the RPLMN is broadcast by the cell:

4>
apply the wlan-OffloadConfigCommon corresponding to the RPLMN included in SystemInformationBlockType17;
4>
apply steerToWLAN if configured, otherwise apply the wlan-Id-List corresponding to the RPLMN included in SystemInformationBlockType17;
2>
enter RRC_IDLE and perform procedures as specified in TS 36.304 [4, 5.2.7];
1>
else:

2>
release the wlan-OffloadConfigDedicated, if received;

NOTE:
BL UEs or UEs in CE verifies validity of SI when released to RRC_IDLE.
1>
indicate the release of LWA configuration, if configured, to upper layers;
1>
release the LWIP configuration, if configured, as described in 5.6.17.3;
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–
RRCConnectionReject
The RRCConnectionReject message is used to reject the RRC connection establishment.

Signalling radio bearer: SRB0

RLC-SAP: TM

Logical channel: CCCH

Direction: E‑UTRAN to UE

RRCConnectionReject message
-- ASN1START

RRCConnectionReject ::=



SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE {




rrcConnectionReject-r8



RRCConnectionReject-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionReject-r8-IEs ::=

SEQUENCE {


waitTime






INTEGER (1..16),


nonCriticalExtension



RRCConnectionReject-v8a0-IEs

OPTIONAL

}

RRCConnectionReject-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



RRCConnectionReject-v1020-IEs

OPTIONAL

}

RRCConnectionReject-v1020-IEs ::=
SEQUENCE {


extendedWaitTime-r10



INTEGER (1..1800)




OPTIONAL,
-- Need ON


nonCriticalExtension



RRCConnectionReject-v1130-IEs

OPTIONAL

}

RRCConnectionReject-v1130-IEs ::=
SEQUENCE {


deprioritisationReq-r11



SEQUENCE {



deprioritisationType-r11


ENUMERATED {frequency, e-utra},



deprioritisationTimer-r11


ENUMERATED {min5, min10, min15, min30}


}

















OPTIONAL,
-- Need ON


nonCriticalExtension



RRCConnectionReject-v1320-IEs






OPTIONAL

}

RRCConnectionReject-v1320-IEs ::=
SEQUENCE {


rrc-SuspendIndication-r13



ENUMERATED {true}



OPTIONAL,
--
Need ON


nonCriticalExtension




RRCConnectionReject-v14xy-IEs 





OPTIONAL

}
RRCConnectionReject-v14xy-IEs ::=
SEQUENCE {


rrc-LightConnectionIndication-r14

ENUMERATED {true}



OPTIONAL,
--
Need ON

nonCriticalExtension




SEQUENCE {}





OPTIONAL

}

-- ASN1STOP

	RRCConnectionReject field descriptions

	deprioritisationReq

Indicates whether the current frequency or RAT is to be de-prioritised. The UE shall be able to store a depriotisation request for up to 8 frequencies (applicable when receiving another frequency specific deprioritisation request before T325 expiry).

	deprioritisationTimer
Indicates the period for which either the current carrier frequency or E-UTRA is deprioritised. Value minN corresponds to N minutes.

	extendedWaitTime

Value in seconds for the wait time for Delay Tolerant access requests.

	rrc-SuspendIndication
If present, this field indicates that the UE should remain suspended and not release its stored context.

	waitTime

Wait time value in seconds.

	rrc-LightConnectionIndication

If present, this field indicates that the UE should remain lightly connected and not release its stored context.
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–
RRCConnectionRelease
The RRCConnectionRelease message is used to command the release of an RRC connection.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

RRCConnectionRelease message
-- ASN1START

RRCConnectionRelease ::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE {




rrcConnectionRelease-r8



RRCConnectionRelease-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionRelease-r8-IEs ::=

SEQUENCE {


releaseCause





ReleaseCause,


redirectedCarrierInfo



RedirectedCarrierInfo



OPTIONAL,
-- Need ON


idleModeMobilityControlInfo


IdleModeMobilityControlInfo


OPTIONAL,
-- Need OP


nonCriticalExtension



RRCConnectionRelease-v890-IEs

OPTIONAL

}

RRCConnectionRelease-v890-IEs ::=
SEQUENCE {


lateNonCriticalExtension


OCTET STRING (CONTAINING RRCConnectionRelease-v9e0-IEs)
OPTIONAL,


nonCriticalExtension



RRCConnectionRelease-v920-IEs

OPTIONAL

}

-- Late non critical extensions

RRCConnectionRelease-v9e0-IEs ::= SEQUENCE {


redirectedCarrierInfo-v9e0


RedirectedCarrierInfo-v9e0


OPTIONAL,
-- Cond NoRedirect-r8


idleModeMobilityControlInfo-v9e0
IdleModeMobilityControlInfo-v9e0
OPTIONAL,
-- Cond IdleInfoEUTRA


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- Regular non critical extensions

RRCConnectionRelease-v920-IEs ::=
SEQUENCE {


cellInfoList-r9




CHOICE {



geran-r9





CellInfoListGERAN-r9,



utra-FDD-r9





CellInfoListUTRA-FDD-r9,



utra-TDD-r9





CellInfoListUTRA-TDD-r9,



...,



utra-TDD-r10




CellInfoListUTRA-TDD-r10


}














OPTIONAL,
-- Cond Redirection


nonCriticalExtension


RRCConnectionRelease-v1020-IEs

OPTIONAL

}

RRCConnectionRelease-v1020-IEs ::=
SEQUENCE {


extendedWaitTime-r10



INTEGER (1..1800)

OPTIONAL,
-- Need ON


nonCriticalExtension


RRCConnectionRelease-v1320-IEs



OPTIONAL

}

RRCConnectionRelease-v1320-IEs::=
SEQUENCE {


resumeIdentity-r13




ResumeIdentity-r13



OPTIONAL,
-- Need OR 



nonCriticalExtension



RRCConnectionRelease-v14xy-IEs





OPTIONAL

}
RRCConnectionRelease-v14xy-IEs ::=
SEQUENCE {


rrc-LightConnectionIndication-r14
ENUMERATED {true}



OPTIONAL,
-- Need OR


nonCriticalExtension



SEQUENCE {}





OPTIONAL

}

ReleaseCause ::=



ENUMERATED {loadBalancingTAUrequired,












other, cs-FallbackHighPriority-v1020, rrc-Suspend-v1320}

RedirectedCarrierInfo ::=


CHOICE {


eutra







ARFCN-ValueEUTRA,


geran







CarrierFreqsGERAN,


utra-FDD






ARFCN-ValueUTRA,


utra-TDD






ARFCN-ValueUTRA,


cdma2000-HRPD





CarrierFreqCDMA2000,


cdma2000-1xRTT





CarrierFreqCDMA2000,


...,


utra-TDD-r10





CarrierFreqListUTRA-TDD-r10

}

RedirectedCarrierInfo-v9e0 ::=


SEQUENCE {


eutra-v9e0







ARFCN-ValueEUTRA-v9e0

}

CarrierFreqListUTRA-TDD-r10 ::=


SEQUENCE (SIZE (1..maxFreqUTRA-TDD-r10)) OF ARFCN-ValueUTRA
IdleModeMobilityControlInfo ::=

SEQUENCE {


freqPriorityListEUTRA



FreqPriorityListEUTRA


OPTIONAL,

-- Need ON


freqPriorityListGERAN



FreqsPriorityListGERAN


OPTIONAL,

-- Need ON


freqPriorityListUTRA-FDD


FreqPriorityListUTRA-FDD

OPTIONAL,

-- Need ON


freqPriorityListUTRA-TDD


FreqPriorityListUTRA-TDD

OPTIONAL,

-- Need ON

bandClassPriorityListHRPD


BandClassPriorityListHRPD

OPTIONAL,

-- Need ON


bandClassPriorityList1XRTT


BandClassPriorityList1XRTT

OPTIONAL,

-- Need ON


t320







ENUMERATED {












min5, min10, min20, min30, min60, min120, min180,












spare1}





OPTIONAL,

-- Need OR


...,

[[
freqPriorityListExtEUTRA-r12

FreqPriorityListExtEUTRA-r12

OPTIONAL

-- Need ON


]],


[[
freqPriorityListEUTRA-v1310


FreqPriorityListEUTRA-v1310


OPTIONAL,

-- Need ON



freqPriorityListExtEUTRA-v1310

FreqPriorityListExtEUTRA-v1310

OPTIONAL

-- Need ON

]]
}

IdleModeMobilityControlInfo-v9e0 ::=
SEQUENCE {


freqPriorityListEUTRA-v9e0


SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA-v9e0

}

FreqPriorityListEUTRA ::=


SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA

FreqPriorityListExtEUTRA-r12 ::=

SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA-r12

FreqPriorityListEUTRA-v1310 ::=


SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA-v1310
FreqPriorityListExtEUTRA-v1310 ::=

SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA-v1310

FreqPriorityEUTRA ::=



SEQUENCE {


carrierFreq






ARFCN-ValueEUTRA,


cellReselectionPriority



CellReselectionPriority

}

FreqPriorityEUTRA-v9e0 ::=


SEQUENCE {


carrierFreq-v9e0




ARFCN-ValueEUTRA-v9e0

OPTIONAL
-- Cond EARFCN-max

}

FreqPriorityEUTRA-r12 ::=



SEQUENCE {


carrierFreq-r12






ARFCN-ValueEUTRA-r9,


cellReselectionPriority-r12



CellReselectionPriority

}
FreqPriorityEUTRA-v1310 ::=



SEQUENCE {


cellReselectionSubPriority-r13



CellReselectionSubPriority-r13 

OPTIONAL

-- Need ON

}
FreqsPriorityListGERAN ::=


SEQUENCE (SIZE (1..maxGNFG)) OF FreqsPriorityGERAN

FreqsPriorityGERAN ::=



SEQUENCE {


carrierFreqs





CarrierFreqsGERAN,


cellReselectionPriority



CellReselectionPriority

}

FreqPriorityListUTRA-FDD ::=

SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF FreqPriorityUTRA-FDD

FreqPriorityUTRA-FDD ::=


SEQUENCE {


carrierFreq






ARFCN-ValueUTRA,


cellReselectionPriority



CellReselectionPriority

}

FreqPriorityListUTRA-TDD ::=

SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF FreqPriorityUTRA-TDD

FreqPriorityUTRA-TDD ::=


SEQUENCE {


carrierFreq






ARFCN-ValueUTRA,


cellReselectionPriority



CellReselectionPriority

}
BandClassPriorityListHRPD ::=

SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandClassPriorityHRPD

BandClassPriorityHRPD ::=


SEQUENCE {


bandClass






BandclassCDMA2000,


cellReselectionPriority



CellReselectionPriority

}

BandClassPriorityList1XRTT ::=
SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandClassPriority1XRTT

BandClassPriority1XRTT ::=


SEQUENCE {


bandClass






BandclassCDMA2000,


cellReselectionPriority



CellReselectionPriority

}

CellInfoListGERAN-r9 ::=

SEQUENCE (SIZE (1..maxCellInfoGERAN-r9)) OF CellInfoGERAN-r9
CellInfoGERAN-r9 ::=



SEQUENCE {


physCellId-r9





PhysCellIdGERAN,


carrierFreq-r9





CarrierFreqGERAN,


systemInformation-r9



SystemInfoListGERAN

}

CellInfoListUTRA-FDD-r9 ::=


SEQUENCE (SIZE (1..maxCellInfoUTRA-r9)) OF CellInfoUTRA-FDD-r9

CellInfoUTRA-FDD-r9 ::=



SEQUENCE {


physCellId-r9





PhysCellIdUTRA-FDD,


utra-BCCH-Container-r9



OCTET STRING

}

CellInfoListUTRA-TDD-r9 ::=


SEQUENCE (SIZE (1..maxCellInfoUTRA-r9)) OF CellInfoUTRA-TDD-r9

CellInfoUTRA-TDD-r9 ::=



SEQUENCE {


physCellId-r9





PhysCellIdUTRA-TDD,


utra-BCCH-Container-r9



OCTET STRING

}

CellInfoListUTRA-TDD-r10 ::=

SEQUENCE (SIZE (1..maxCellInfoUTRA-r9)) OF CellInfoUTRA-TDD-r10

CellInfoUTRA-TDD-r10 ::=


SEQUENCE {


physCellId-r10





PhysCellIdUTRA-TDD,


carrierFreq-r10





ARFCN-ValueUTRA,


utra-BCCH-Container-r10



OCTET STRING

}

-- ASN1STOP

	RRCConnectionRelease field descriptions

	carrierFreq or bandClass

The carrier frequency (UTRA and E-UTRA) and band class (HRPD and 1xRTT) for which the associated cellReselectionPriority is applied.

	carrierFreqs

The list of GERAN carrier frequencies organised into one group of GERAN carrier frequencies.

	cellInfoList

Used to provide system information of one or more cells on the redirected inter-RAT carrier frequency. The system information can be used if, upon redirection, the UE selects an inter-RAT cell indicated by the physCellId and carrierFreq (GERAN and UTRA TDD) or by the physCellId (other RATs). The choice shall match the redirectedCarrierInfo. In particular, E-UTRAN only applies value utra-TDD-r10 in case redirectedCarrierInfo is set to utra-TDD-r10.

	extendedWaitTime

Value in seconds for the wait time for Delay Tolerant access requests.

	freqPriorityListX

Provides a cell reselection priority for each frequency, by means of separate lists for each RAT (including E-UTRA). The UE shall be able to store at least 3 occurrences of FreqsPriorityGERAN. If E-UTRAN includes freqPriorityListEUTRA-v9e0 and/or freqPriorityListEUTRA-v1310 it includes the same number of entries, and listed in the same order, as in freqPriorityListEUTRA (i.e. without suffix). Field freqPriorityListExt includes additional neighbouring inter-frequencies, i.e. extending the size of the inter-frequency carrier list using the general principles specified in 5.1.2. EUTRAN only includes freqPriorityListExtEUTRA if freqPriorityListEUTRA (i.e without suffix) includes maxFreq entries. If E-UTRAN includes freqPriorityListExtEUTRA-v1310 it includes the same number of entries, and listed in the same order, as in freqPriorityListExtEUTRA-r12.

	idleModeMobilityControlInfo

Provides dedicated cell reselection priorities. Used for cell reselection as specified in TS 36.304 [4]. For E-UTRA and UTRA frequencies, a UE that supports multi-band cells for the concerned RAT considers the dedicated priorities to be common for all overlapping bands (i.e. regardless of the ARFCN that is used).

	redirectedCarrierInfo

The redirectedCarrierInfo indicates a carrier frequency (downlink for FDD) and is used to redirect the UE to an E‑UTRA or an inter-RAT carrier frequency, by means of the cell selection upon leaving RRC_CONNECTED as specified in TS 36.304 [4].

	releaseCause

The releaseCause is used to indicate the reason for releasing the RRC Connection. The cause value cs-FallbackHighPriority is only applicable when redirectedCarrierInfo is present with the value set to utra-FDD, utra-TDD or utra-TDD-r10.

E-UTRAN should not set the releaseCause to loadBalancingTAURequired or to cs-FallbackHighPriority if the extendedWaitTime is present.

	systemInformation

Container for system information of the GERAN cell i.e. one or more System Information (SI) messages as defined in TS 44.018 [45, table 9.1.1]. 

	t320

Timer T320 as described in section 7.3. Value minN corresponds to N minutes.

	utra-BCCH-Container

Contains System Information Container message as defined in TS 25.331 [19].


	END change


