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1. Introduction
This paper provides the text proposal to TR38.804 on buffer requirement for LTE-NR DC [1][2][3][4] as outcome of email discussion “[96#09][NR] TP on SCG split bearer (DOCOMO)”.
2. Text proposal for TR38.804
	Start of change


5.2.1.2
Bearer types for Dual Connectivity between LTE and NR

The following three types of bearer are studied for Dual Connectivity between LTE and NR:

-
Split bearer via MCG as illustrated on Figure 5.2.1.2-1 (similar to option 3C captured in TR 36.842 [5]);

-
SCG bearer as illustrated on Figure 5.2.1.2-2 (similar to option 1A captured in TR 36.842 [5]);

-
Split bearer via SCG as illustrated on Figure 5.2.1.2-3, where the split occurs in the secondary node.
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Figure 5.2.1.2-1:
Split bearer via MCG
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Figure 5.2.1.2-2:
SCG bearer
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Figure 5.2.1.2-3:
Split bearer via SCG
	Next change


Annex X:
Table X-1 compares the three bearer types for LTE-NR Dual Connectivity.

Table X-1:
Comparison results on the bearer types for LTE-NR Dual Connectivity
	Bearer types
	SCG bearer (1A)
	Split bearer via MCG (3C)
	Split bearer via SCG

	Utilisation of radio resources across MeNB and SeNB
	Not possible for the same bearer, requires at least two DRBs for having user plane traffics in MeNB and SeNB (
	Possible for the same bearer 
	Possible for the same bearer 

	Dynamic offload
	Need to involve MME, very  static (
	Controlled by MeNB, can be dynamic as long SCG is setup 
	Controlled by SeNB, can be dynamic as long MCG is setup 

	Additional MeNB processing capacity requirement for SCG path
	No additional processing capacity requirement 
	Additional processing capacity requirement in MeNB to process NR leg 
	No additional processing capacity requirement 

	Buffering requirements
	Full termination of CN bearer at SeNB offloads PDCP buffering from MeNB 
	Bearer splitting implies increased reordering-buffering requirement, at UE and MeNB (*1)
	Bearer splitting implies increased reordering-buffering requirement, at UE and SeNB (*1)

	Per-user throughput enhancements
	The gain is  low if only one bearer exists; 

The gain depends on the data volume of MCG bearer and SCG bearer if two bearers exist.
	The gain is higher than 1A if only one bearer exists; The exact gain depends on the available throughput in MCG and SCG.
	The gain is higher than 1A if only one bearer exists; The exact gain depends on the available throughput in MCG and SCG.

	Interruption upon UE mobility
	Interruption visible due to MeNB unable to support SeNB bearer 
	Interruption limited thanks to the ability of the MeNB to transmit data for the split bearers 
	For UE moving from SeNB coverage to the area without the coverage of any SeNB scenario, interruption limited thanks to the ability of the MeNB to transmit data for the split bearers (e.g., by NW implementation), but for UP termination point change from SeNB to MeNB scenario, interruption visible 

	Signalling load to CN due to mobility in/out of SeNB coverage
	Not hidden to CN 
	Hidden to CN 
	Not hidden to CN 

	MeNB – SeNB backhaul requirements
	No additional throughput requirement on backhaul of MeNB 
	The Xx/Xn interface has to offer the latency of 5-30 ms and sufficient capacity. 
Increased throughput requirement on backhaul compared to 1A: backhaul needs to cope with NR bitrates 
	The Xx/Xn interface has to offer the latency of 5-30 ms and sufficient capacity. 
Increased throughput requirement on backhaul compared to 1A: backhaul needs to cope with LTE bitrates 

	U-plane latency
	No additional U-plane latency 
	Additional U-plane latency for SCG path in case MeNB and SeNB are non-co-located 
	Additional U-plane latency for MCG path in case MeNB and SeNB are non-co-located

	Use case
	When ANY of the following holds:

- Limited backhaul provisioning

- NR bit rate is much higher than LTE bit rate

- UE has limited buffering capabilities

- MeNB and SeNB have limited buffering capabilities
	When ALL of the following hold:

- Ample backhaul provisioning

- NR bit rate is comparable to LTE bit rate

- MeNB has sufficient processing power

- MeNB and UE have sufficient buffering capabilities
	When ALL of the following hold:

- Ample backhaul provisioning

- NR bit rate is comparable to LTE bit rate

- MeNB does not have sufficient processing power

- SeNB and UE have sufficient buffering capabilities


*1: When reordering packets during bearer split operation, it is how late a missing packet can be received that counts and thus the buffering requirement stems from the combination of the slow path and the fast path having to wait for the slow one. Depending on the delays, we need to distinguish two cases: a first case where the MCG is the fastest path and a second case where SCG is the fastest path - as depicted on Figure X-1 below where Rx and RTTx are bit rate and RLC RTT of xCG and XD is Xx/Xn delay:
- 
Case1: RTTs + XD > RTTm (as for LTE-LTE DC)
-
Buffering requirements = Rm * (RTTs + XD) + Rs * RTTs
-
Where the following component corresponds to the faster path: Rm * (RTTs + XD) 
-
Where the following component corresponds to the slower path: Rs * RTTs
-
Case2: RTTs + XD < RTTm
-
Buffering Requirements = (Rm + Rs ) * RTTm
-
Where the following component corresponds to the faster path: Rs * RTTm 

-
Where the following component corresponds to the slower path: Rm * RTTm
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Figure X-1:
Different buffering requirements for LTE-NR DC
	End of change
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