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1.
Introduction

In the current 25.413 the UE is not identified commonly in case of Relocation. This contribution proposes to add the Permanent NAS UE Identity IE to the Relocation Request message.

1.
Discussion

Currently the reference [1] contains the following note for the Common ID procedure:

Note:  If Common ID information element is included in the Transparent Container, then Common Id needs to be changed to class 1 elementary procedure.

Instead of updating the Common Id procedure the Permanent NAS UE Identity IE can be added by the core network to Relocation Request message in order to enable the target RNC to identify the UE associated with the requested Relocation commonly.

2.1 Relocation Request message

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Message Type
M

9.2.1.1


Relocation Type
M

9.2.1.24


Permanent NAS UE Identity
C - ifAvail

9.2.3.2


Cause
M

9.2.1.4


Source RNC to target RNC transparent container
M

9.2.1.27


RABs to be setup

1 to <maxnoofRABs>



   RAB ID
M

9.2.1.2


   RAB parameters
M

9.2.1.3


      Traffic Class
M




      Maximum Bit Rate
M




      Guaranteed Bit Rate
M


Set to lowest rate controllable RAB Sub Flow Combination rate given by the Subflow SDU size, when present

      Delivery Order
M




      Maximum SDU size
M


Set to the largest Subflow SDU size when present

      Transfer Delay
M




      Traffic Handling Priority
M


Set to N/A for all traffic classes except “Interactive”

      Allocation/Retention Priority
M




         Priority level
M




         Pre-emption Capability
M




         Pre-emption Vulnerability
M




         Queuing allowed
M




      Source Statistics Descriptor
M




      Header Compression   (FFS)
M




      Time Alignment (FFS)
M




      SDU Parameters x m RAB SubFlows
M




         SDU Error Ratio
M


Set to N/A when the Delivery of Erroneous SDU is set to “-“

         Residual Bit Error Rate
M




         Delivery Of Erroneous SDU
M




         Subflow SDU size Parameters x p
         RAB SubFlows Combinations
M




            Rate Control Allowed
M




            Subflow SDU size
O




   User Plane mode
M

9.2.1.21


   Transport Address
M

9.2.2.1


   Iu Transport Association
M

9.2.2.2


   RAB linking
O

9.2.1.5


Condition
Explanation

 ifAvail
This IE is only present if available at the sending side.

Range bound
Explanation

maxnoofRABs
Maximum no. of RABs for one UE.

1.
Proposal

It is proposed to add the Permanent NAS UE Identity IE to the Relocation Request message as presented in the chapter 2.1 of this document to the reference [1].

1.
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[1] UMTS 25.413, Iu Interface for RANAP Signalling v1.4.1
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