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1 Introduction

In the current 25.415 specification the “Rate control procedure” is in some cases referred to as “Downlink rate control procedure”. At a joint SA4/RAN1 meeting the comment was brought up that the name “Downlink rate control” does not apply to all cases where “Rate control” is used for.

This contribution proposes to only use the name “Rate control” and not “Downlink rate control”.

In this contribution (-S) means a sender of a rate control frame and (-R) for a receiver of a frame.

2 Discussion

2.1 General

Below three cases when “Rate control” is used are shown. In the third case the “Downlink rate control” name is not correct. 

2.2 General Rate Control

The following shows the “Rate control” in UMTS:
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2.3 Rate control at TrFO

The following shows the “Rate control” in UMTS at Transcoder Free Operation:
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The rate control applies in this case to the downlink of the sender of the rate control frame.

2.4 Rate Control in GSM-UMTS TFO

The following shows the “Rate control” in GSM-UMTS case at Tandem Free Operation:
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In this case the “Downlink Rate Control” as used in TS 25.415 [1] is incorrect, as pointed out at a SA4/RAN1 joint meeting. 

3 Proposals

It is proposed to change “Downlink Rate Control” to “Rate Control”. The changes shown in the attached CR is proposed for [1].

4 References

1. UMTS 25.415 V 3.0.0, UTRAN Iu Interface User Plane Protocol
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