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In its December meeting R3 discussed paging scheduling related parameters that need to be transported over Iur (R3#9(99)J77).

During the meeting, based on 25.304, R3 identified several open issues which need to be resolved before R3 can complete their work on paging.

Therefore R3 would kindly like to ask R2 to provide answers to the following questions:

1. Since the DRX cycle length needs to be indicated in the CELL_UPDATE/ URA_UPDATE messages, R3 assumes that the SRNC calculates this DRX cycle. Is this a correct understanding ?

2. From where should the SRNC obtain the parameters  “PBP” and ‘k” which are required for calculating the DRX cycle length, e.g. 

· are they CN specific and should be provided by the CN ?

· are they cell specific and should be provided by the DRNC ?

· or are they fixed in a UTRAN and known by the SRNC ?

3. What is the status of the parameter “M” ?

4. Currently R3 assumes that at least the IMSI shall be passed from SRNC to DRNC when the UE needs to be paged. Are any other parameters required to be provided to the DRNC in order to enable the DRNC to page the UE at the correct “Paging Message Receiving Occasion”. 

5. In R3, a concern was raised concerning cell specific paging cycle related parameters when the UE is in URA_PCH state. Are there different cycle lengths for CELL_PCH and URA_PCH state, which also need to be calculated differently ?

