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9.3
Message and Information element abstract syntax (with ASN.1)

This chapter is for the time being only INFORMATIVE.

In case of misalignment with the tabular format of the messages in chapter 9.1 the ASN.1 needs to be aligned with the tabular format.

The setting of the criticality field and the level on which criticality is set for the IEs and sequences of IEs is still to be decided upon.

9.3.1
Usage of Private Message mechanism for non-standard use

The private message mechanism for non-standard use may be used

-
For special operator- (and/or vendor) specific features considered not to be part of the basic functionality, i.e. the functionality required for a complete and high-quality specification in order to guarantee multi-vendor inter-operability.

-
By vendors for research purposes, e.g. to implement and evaluate new algorithms/features before such features are proposed for standardisation

The private message mechanism shall not be used for basic functionality. Such functionality shall be standardised.

9.3.2
PDU Description for NBAP

-- **************************************************************

--

-- Elementary Procedure definitions

--

-- **************************************************************

NBAP-ELEMENTARY-PROCEDUREiptions -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


ProcedureID,


MessageDiscriminator,


TransactionID

FROM NBAP-CommonDataTypes

9.3.6
NBAP Extension Definitions

-- **************************************************************

--

-- Container definitions

--

-- **************************************************************

NBAP-Containers -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


Presence,


PrivateIE-ID,


ProtocolExtensionID,


ProtocolIE-ID

FROM NBAP-CommonDataTypes


maxPrivateIEs,


maxPrivateExtensions,


maxProtocolIEs

FROM NBAP-Constants;

-- **************************************************************

--

-- Class Definition for Protocol IEs

--

-- **************************************************************

NBAP-PROTOCOL-IES ::= CLASS {


&id

ProtocolIE-ID 


UNIQUE,


&criticality
Criticality,


&Value,


&presence
Presence

}

WITH SYNTAX {


ID

&id


CRITICALITY
&criticality


TYPE

&Value


PRESENCE
&presence

}

-- **************************************************************

--

-- Class Definition for Protocol IEs

--

-- **************************************************************

NBAP-PROTOCOL-IES-PAIR ::= CLASS {


&id


ProtocolIE-ID 


UNIQUE,


&firstCriticality
Criticality,


&FirstValue,


&secondCriticality
Criticality,


&SecondValue,


&presence

Presence

}

WITH SYNTAX {


ID


&id


FIRST CRITICALITY
&firstCriticality


FIRST TYPE

&FirstValue


SECOND CRITICALITY 
&secondCriticality


SECOND TYPE

&SecondValue


PRESENCE

&presence

}

-- **************************************************************

--

-- Class Definition for Protocol Extensions

--

-- **************************************************************

NBAP-PROTOCOL-EXTENSION ::= CLASS {


&id

ProtocolExtensionID 

UNIQUE,


&criticality
Criticality,


&Extension

}

WITH SYNTAX {


ID

&id


CRITICALITY
&criticality


EXTENSION
&Extension

}

-- **************************************************************

--

-- Class Definition for Private IEs
--

-- **************************************************************

NBAP-PRIVATE-IES ::= CLASS {


&id

PrivateIE-ID,


&criticality
Criticality,


&Value
}

WITH SYNTAX {


ID

&id


CRITICALITY
&criticality


TYPE
&Value
}

-- **************************************************************

--

-- Container for Protocol IEs

--

-- **************************************************************

ProtocolIE-Container {NBAP-PROTOCOL-IES : IEsSetParam} ::= 


SEQUENCE (SIZE (0..maxProtocolIEs)) OF


ProtocolIE-Field {{IEsSetParam}}

ProtocolIE-Field {NBAP-PROTOCOL-IES : IEsSetParam} ::= SEQUENCE {


id

NBAP-PROTOCOL-IES.&id

({IEsSetParam}),


criticality

NBAP-PROTOCOL-IES.&criticality
({IEsSetParam}{@id}),


value

NBAP-PROTOCOL-IES.&Value
 ({IEsSetParam}{@id})

}

-- **************************************************************

--

-- Container for Protocol IE Pairs

--

-- **************************************************************

ProtocolIE-ContainerPair {NBAP-PROTOCOL-IES-PAIR : IEsSetParam} ::= 


SEQUENCE (SIZE (0..maxProtocolIEs)) OF


ProtocolIE-FieldPair {{IEsSetParam}}

ProtocolIE-FieldPair {NBAP-PROTOCOL-IES-PAIR : IEsSetParam} ::= SEQUENCE {


id



NBAP-PROTOCOL-IES-PAIR.&id


({IEsSetParam}),


firstCriticality

NBAP-PROTOCOL-IES-PAIR.&firstCriticality
({IEsSetParam}{@id}),


firstValue


NBAP-PROTOCOL-IES-PAIR.&FirstValue
({IEsSetParam}{@id}),


secondCriticality

NBAP-PROTOCOL-IES-PAIR.&secondCriticality
({IEsSetParam}{@id}),


secondValue


NBAP-PROTOCOL-IES-PAIR.&SecondValue
({IEsSetParam}{@id})

}

-- **************************************************************

--

-- Container Lists for Protocol IE Containers

--

-- **************************************************************

ProtocolIE-ContainerList {INTEGER : lowerBound, INTEGER : upperBound, NBAP-PROTOCOL-IES : IEsSetParam} ::=


SEQUENCE (SIZE (lowerBound..upperBound)) OF


ProtocolIE-Container {{IEsSetParam}}

ProtocolIE-ContainerPairList {INTEGER : lowerBound, INTEGER : upperBound, NBAP-PROTOCOL-IES-PAIR : IEsSetParam} ::=


SEQUENCE (SIZE (lowerBound..upperBound)) OF


ProtocolIE-ContainerPair {{IEsSetParam}}

-- **************************************************************

--

-- Container for Protocol Extensions

--

-- **************************************************************

ProtocolExtensionContainer {NBAP-PROTOCOL-EXTENSION : ExtensionSetParam} ::= 


SEQUENCE (SIZE (1..maxProtocolExtensions)) OF


ProtocolExtensionField {{ExtensionSetParam}}

ProtocolExtensionField {NBAP-PROTOCOL-EXTENSION : ExtensionSetParam} ::= SEQUENCE {


id

NBAP-PROTOCOL-EXTENSION.&id
({ExtensionSetParam}),


criticality
NBAP-PROTOCOL-EXTENSION.&criticality
({ExtensionSetParam}{@id}),


extensionValue
NBAP-PROTOCOL-EXTENSION.&Extension
({ExtensionSetParam}{@id})

}

-- **************************************************************

--

-- Container for Private IEs
--

-- **************************************************************

PrivateIE-Container {NBAP-PRIVATE-IES : IEsSetParam} ::= 


SEQUENCE (SIZE (1..maxPrivateIEs)) OF


PrivateIE-Field {{IEsSetParam}}

PrivateIE-Field {NBAP-PRIVATE-IES : IEsSetParam} ::= SEQUENCE {


id


NBAP-PRIVATE-IES.&id



({IEsSetParam}),


criticality


NBAP-PRIVATE-IES.&criticality


({IEsSetParam}{@id}),


value

NBAP-PRIVATE-IES.&Value

({IEsSetParam}{@id})

}

END
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